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1.INTRODUCTION

With the advent of digital picture processing, the problems of
spurious radiation from such apparatus has had to be considered. _
Equipment built to operate on the CCIR Recommendation 601 digital
video standard utilizes a luminance sampling frequency of 13.5 MHz ,
the ninth harmonic of which coincides exactly with an international
distress frequency, namely 121.5 MHz. In addition, 243 MHz, or the
18th harmonic of the luminance sampling frequency, is also reserved

for international distress use.

The international distress frequencies, 121.5 MHz and 243 MHz are used
by Emergency Location Transmitters (ELT) in the aeromautical service
and Emergency Position Indicating Radio Beacons (EPIRB) in the marine
service. The methods of operation are similar and an emergency 1is
indicated by the radiation of a carrier with AM "chirp" modulation.
The signals may be received on fixed receivers but are usually
detected by aircraft or satellite receivers. Sophisticated
processing 1s required to detect these signals reliably due to noise,
interference and frequency variations due to misalignment and Doppler
shifts over a bandwidth of 25 kHz. [Chung and Carter, 1987] outlines the
processing involved in the SARSAT (Search And Rescue Satellite Aided
Tracking) program of Canada, USA, France and USSR.

In view of the need to eliminate harmful interference, the design,

construction and operation of digital equipment must take this into
consideration, as a high priority. This Report describes electrical
and mechanical measures, methods of measurement and some results of

measurement.
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2. Circuit Design Methods
Whenever feasible, the circuit board should be partitiomed by logic

speed, frequency and function. This technique reduces track lengths
and helps to isolate high-frequency digital signals from analogue

signals and also input and output lines. Impedance matching should
be employed for high—speed logic devices. Balanced ECL circuits are

frequently used.

The use of multi-layer printed circuit boards with power and ground
distribution planes is recommended, as the plénes act as feed-through
capacitors at high frequencies. Analogue and digital power busses

- should be isolated. When the printed circuit board is being

~ designed, the power distribution system should be considered first,
followed by the signal distribution arrangements.

Decoupling capacitors with low effective series resistance and
inductance should be placed close to IC power pins to reduce power
supply radiating loops. Decoupling capacitors should also be
employed at the point where the power supply enters the board.

Surface mounted components should also be used where practical.

3. Electro-Magnetic Considerations

The following techniques may be employed for the minimisation of

electro—magnetic radiation from equipment:

- use of connectors that are shielded and earthed to the equipment
chassis.

- shielding and compartmentalising of components or sub—assemblies

- shielding and minimising the length of internal wiring.

- bringing earths and shields to a common point.

- use of multilayer boards with ground-planes for extender modules

- use of RF-screened chassis.

It has been reported that shielding is effective only if all inputs

and outputs are filtered.
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