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CONTROL OF PASSIVE INTERMODULATION PRODUCTS

(Question 86/8)
(1986 -1999)

1. Introduction

This Report deals with the subject of passive intermodulation and emphasizes the importance of careful
consideration of the relevant mechanisms applying to satellite design and system operations that cause such
intermodulation effects.

2. History

Passive intermodulation products (PIMs) were initially observed at HF radio stations where high level
transmitted signals produced intermodulation which caused interference to communications receivers. The inter-
modulation was found to be due to oxidation of the iron bolts used to fix the transmitting antennas together
(rusty bolt effect). Latterly, the phenomenon has been identified as occurring in maritime satellites at 1.5 GHz
where similar electrical conditions to those at the HF radio stations occur, i.e. high level transmitted signals and
very low level received signals.

It seems that a necessary condition for production of passive intermodulation products, is that a difference
of signal level of around 130 dB should exist between transmitted and received signals. Such conditions occur in
maritime satellite antenna feeds both in the satellites and at the shore stations. However, passive intermodulation
has only been noted as occurring in satellites and attention to the differences of construction between these two
areas may yield conclusions as to its fundamental cause.

3. General

Intermodulation is a phenomenon that occurs in non-linear devices. If two or more signals are transmitted
through such devices, further signals are generated whose frequencies and levels are a function of the frequencies
and levels of the wanted signals at the input to the device.

Intermodulation products commonly cause adjacent-channel interference and, in the case of multiple
carrier systems, interference throughout the radio channel bandwidth.

The level of intermodulation products is determined not only by the voltage transfer characteristic of the
device but also by the bandwidth of its response. Thus in the case of active devices, where the bandwidth is
limited, the level of intermodulation products having frequencies outside the bandwidth of the device is commonly
negligible. In the case of passive devices (e.g. waveguide) the bandwidth constraint is much less and products may
also be generated after transmission of the wanted signals through filters intended to suppress intermodulation
products and/or reduce spurious or noise power at receive frequencies. Where systems have more than about
150 dB gain, it is possible for passive intermodulation products to be generated at the output, which are of
sufficient level to make the system unusable because of interference to the system input signal.

This Report should be brought to the attention of Study Groups 1 and 4.
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4. Generation of passive intermodulation products (PIM)

It is believed that the most dominant mechanisms in the generation of PIMs are:
— semi-conductor effects of surface oxide layers;
— micro-discharges due to metal defects;

- non-linearities associated with carbonization and oxidisation at metal
surfaces, the deposition of other contaminants, and loose or dirty connections;

— the non-linearity of all ferro-magnetic materials, including stainless steel, nickel-plating and all ferrite
components.

It also appears that PIM is far more likely to occur in a vacuum than under ambient pressure conditions.

In practice the non-linearities in passive devices, responsible for the generation of PIM, are a result of the
summation of many different micro-currents. Microscopically, all surfaces are highly irregular and moreover they
have an oxide layer several angstroms thick on their surfaces. Where contact occurs between surfaces, the oxide
layer affects the impedance at the contact point. The oxide and voice regions generate a displacement current and
the relative magnitude of this current to the conduction current determines the non-linearity of the junction.

A comprehensive review of PIM generation in high power communication
satellites is contained in a paper by Hoebar, Pollard and Nicholas [1986]. In
the context of maritime mobile-satellites this covers the background to the
problem design considerations, causes of PIM's, and guidelines for
their mitigation.

In practice the non-linearities in passive devices, responsible for the generation of PIM, are a result of the
summation of many different micro-currents. Microscopically, all surfaces are highly irregular and moreover they
have an oxide layer several angstroms thick on their surfaces. Where contact occurs between surfaces, the oxide
layer affects the impedance at the contact point. The oxide and voice regions generate a displacement current and
the relative magnitude of this current to the conduction current determines the non-linearity of the junction.

s. Experimental investigations by :

51 Nuding

Nuding [1974] of AEG-Telefunken: carried out an experimental investigation of PIM produced in a
waveguide using RF powers up to 1000 W in the 2 GHz band. With powers in the range 0-500 W the amplitudes
of the third-order intermodulation products were found to vary as the third power of the applied RF power, i.e.:

Nk = aN? 1

where:
Nk : amplitude of an intermodulation product of the third order;
N: RF signal power (same level for both test signals);
o : constant which depends on the degree of non-linearity of the device.

The experimental results of Nuding indicate that for two RF carriers, N; and N,, of equal power up to
500 W, the PIM signal power levels obey the law of equation (1), i.e. a N3. Third, fifth and seventh order PIMs
(k3, k5, k7) vary in amplitude with respect to the carrier power in the same manner. Also, for a fixed RF carrier
level the difference in amplitude between 3rd and 5th orders is approximately  equal to' the difference between Sth
and 7th orders, i.e. a = B (see Fig. 1).-
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