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USE OF FREQUENCY BAND 4 200 TO 4 400 MHz BY RADIO ALTIMETERS

(Question 94/8)

(1990)

1. Introduction

1.1 In response to Recommendation 606 (MOB-87), Question 94/8 asks

what is the bandwith required for radio altimeters to maintain the necessary
operational accuracy. The International Civil Aviation Organization (ICAO) has
conducted a survey among its Member States and major manufacturers of radio
altimeters. In addition, a study covering both current and projected future
types of radio altimeters has been carried out by the UK Civil Aviation
Authority ([Ingless, 1989].

2. Operational requirement

2.1 Radio altimeters are an integral and essential part of aircraft
systems. They perform an important operational function to aircraft in flight
and are in use in a wide range of aircraft types. Because of their great
precision and accuracy at altitudes of 1,000 ft or less, they are used as a
height controlling function in many aircraft automatic approach and landing
systems. In particular, the height output from the radio altimeter is used to
control the "flare-out" transition from descending flight to touchdown on the
runway during the final stages of an automatic landing. Integrity standards of
the order of one failure in 107 operations are not uncommon, denoting a very
high reliability from individual equipments. Two or three element redundancy
configurations are typical methods employed to achieve these very high orders of
system reliability.

2.2 In many aircraft, radio altimeters are also directly coupled to Ground
Proximity Warning Systems (GPWS) designed to give warning when an aircraft falls
dangerously below its desired descent path or of the approach of an aircraft to
high ground in its path. Many countries require the carriage of GPWS as a
mandatory requirement in all commercial aircraft on their register.

2.3 For higher altitude measurement, pulsed type radio altimeters are in
extensive use.

2.4 The type of radio altimeter fitted during the manufacture of an
aircraft normally stays with it throughout its life. Thus it is unlikely that
any change in specification or design would be totally effective for many years,
at least 25 from agreed specifications to full implementation.
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3. Operational accuracy requirement
3.1 To meet the operational requirements for altimeter accuracy which have

been established by States’ regulatory authorities, standards for altimeter
performance have been agreed internationally. These performance standards are
specified in Aeronautical Radio Incorporated Document ARINC 707-1 (based on
Technical Standard Order C87 and RTCA Document D0O-155) and the European
Organization for Civil Aviation Electronics (EUROCAE) Document ED-30. Noting the
direct relationship in FMCW altimeters between frequency excursion and accuracy,
the accuracy specifications from the referenced documents as shown below are of
special concern:

ARINC 707-1, Section 3.7

- Accuracy: within 1.5 ft or 2 per cent, whichever is greater,
within the range 20 to 2500 ft

- Output noise: 0.25 ft (RMS)

- Output resolution: 0.125 ft

EUROCAE ED-30, Section 3.2.4

- Accuracy: within 1.5 ft or 2 per cent, whichever is greater,
within a range 3 to 100 ft

- Output noise: 0.25 ft

3.2 In addition, requirements have been stated for improved accuracy over
the figures shown above. Aircraft with fully automatic landing systems, coupled
with new curved approach capability and other new technology, are being placed
into service in an attempt to relieve some of the increasing congestion
experienced at nearly all airports. This in turn, creates a requirement for more
accurate altimeters.

4, Altimeter types and application
4.1 Frequency modulated continuous wave (FMCW) altimeters
4.1.1 FMCW altimeters are used in practically all civil aircraft, including

many general aviation aircraft. The FMCW technique provides better accuracy than
other types, thus it is inherently more suitable for coupling to ground
proximity warning systems and precision landing systems.

4.1.2 The parameters of a number of current radio altimeters have been

examined in the UK CAA [Ingless, 1989] and these are reproduced in Table I. It can be
seen from this limited sample that it is possible for the lower deviation limit

to be as low as 4 200 MHz and the higher deviation limit to as high as

4 392 MHz. This suggests that it would be imprudent to reduce the frequency band
while current equipment is still in operation.
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