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Introduction 
This Report describes a wideband VHF data system operated in Norway for the exchange of data 
and electronic mail in the maritime mobile service. The system is currently in use, covering all 
2 400 km of Norwegian coastline. 

The main maritime VHF data system in Norway is narrowband (see Recommendation ITU-R 
M.1842, Annex 2), but this wideband system is an option that is offering higher data speed transfer 
for users with more demanding requirements. A modification of this system is under development 
to meet the requirements of Recommendation ITU-R M.1842. 

The system is operating on frequencies specified by footnote o) in Radio Regulations Appendix 18.  

1 General characteristics of the wideband VHF data system 
1.1 The system is operating duplex on nine combined 25 kHz channels, resulting in a 225 kHz 
band. Actual bandwidth usage is dependent upon the data exchange transmission speed required. 

1.2 The modulation is 2-level GMSK. Transmit bit rate is 133 bit/s. 

1.3 The class of emission is 150KF1DAN. 

1.4 The access method is time division multiple access (TDMA). 

1.5 The following area coverage techniques are used: 
– Cellular channel reuse 
– Time sharing transmission. 

1.6 The following handover techniques are utilized: 
– Uninterrupted handover (channel and base station) 
– Uninterrupted file transfer. 

1.7 Emissions are vertically polarized at the source. 

1.8 Switching between reception and transmission should not take more than 5 ms. 

1.9 The serial communication channels (SCC) on a single radio modem should be: 
– Ethernet 
– RS232 (NMEA) 
– IEC 61162. 

1.10 The radio equipment meets the following norms: 
– Radio parameters: ETSI EN 300 113-1, ETSI EN 300 908-9 
– EMC:    ETSI EN 301 489-5, IEC 60945. 
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2 Transmitters 
2.1 The frequency tolerance for coast station transmitters should not exceed five parts in 106, 
and that for ship station transmitters should not exceed ten parts in 106.  

2.2 The carrier power for coast station transmitters should not exceed 50 W. 

2.3 The carrier power for ship station transmitters should not exceed 25 W. 

2.4 The cabinet radiated power should not exceed 25 µW. 

3 Receivers 
3.1 The receiver sensitivity for bit-error rate (BER) 10–3 should be better than –105 dBm. 

3.2 The adjacent channel selectivity should be at least 70 dB. 

3.3 The spurious response rejection ratio should be at least 70 dB. 

3.4 The radio frequency intermodulation rejection ratio should be at least 70 dB. 

3.5 The power of any conducted spurious emission at the antenna terminals should not exceed 
2.0 nW. 

4 Possibilities and advantages 

4.1 Coverage and stability 
The VHF band has very good qualities regarding range and stability. Typical range from a 
land-based station is up to 70 NM (130 km). 

4.2 IP – Ethernet 
The common used Ethernet protocol makes connection to local data networks and other data 
services easy. 

4.3 Fixed IP address at the radio on board the ship 
This makes it possible to send data to the ship without any need to activate the link. The ship may 
also have 10 local IP addresses. 

4.4 Always connected 

There is no connection time. This makes the system very effective for real time applications, 
e.g. banking terminals. 

4.5 Several services in parallel form one radio on the ship 
The system is based on packets all the way. From one radio onboard the ship one may carry out 
several different services at the same time. The system is therefore frequency efficient. 

4.6 Automatic reconnection after disruption 
The system will reconnect automatically and continue the tasks again at the right point. This 
happens both after short breaks as well as after long breaks, e.g. when returning into radio coverage 
area. 
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