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The role of the Radiocommunication Sector is to ensure the rational, equitable, efficient and economical use of the
radio-frequency spectrum by all radiocommunication services, including satellite services, and carry out studies without
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Foreword

limit of frequency range on the basis of which Recommendations are adopted.

The regulatory and policy functions of the Radiocommunication Sector are performed by World and Regional

Radiocommunication Conferences and Radiocommunication Assemblies supported by Study Groups.

ITU-R policy on IPR is described in the Common Patent Policy for ITU-T/ITU-R/ISO/IEC referenced in Annex 1 of
Resolution ITU-R 1. Forms to be used for the submission of patent statements and licensing declarations by patent
holders are available from http://www.itu.int/ITU-R/go/patents/en where the Guidelines for Implementation of the
Common Patent Policy for ITU-T/ITU-R/ISO/IEC and the ITU-R patent information database can also be found.
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Title

Satellite delivery

Recording for production, archival and play-out; film for television
Broadcasting service (sound)

Broadcasting service (television)

Fixed service

Mobile, radiodetermination, amateur and related satellite services
Radiowave propagation

Radio astronomy

Remote sensing systems

Fixed-satellite service

Space applications and meteorology

Frequency sharing and coordination between fixed-satellite and fixed service systems
Spectrum management

Satellite news gathering

Time signals and frequency standards emissions

Vocabulary and related subjects

Note: This ITU-R Recommendation was approved in English under the procedure detailed in Resolution ITU-R 1.
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Rec. ITU-R S.2062-0

RECOMMENDATION ITU-R S.2062-0

Carrier identification system for digital-modulation transmissions of
fixed-satellite service occasional use carrier earth station transmissions

Scope

using geostationary-satellite networks in the 4/6 GHz
and 11-12/13/14 GHz FSS bands

(Question ITU-R 271/4)

(2014)

This Recommendation provides possible methods about a carrier identification system for digital-
modulations of fixed-satellite service (FSS) Occasional use (OU) carrier earth station transmissions from
a fixed point to GSO space stations in the 4/6 GHz and 11-12/13/14 GHz FSS bands to facilitate the

identification of the source of, and eliminate, unacceptable interference.
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Carrier-1D; occasional use; FSS.

Abbreviations/Glossary

ASCII
BCH

. BPSK

- Carrier-1D

' CRC

" FEC
IRD
MPEG
NIT
Oou
PID
PSD
STB
TDMA
TS

American Standard Code for Information Interchange

Bose, Ray-Chaudhuri, Hocquenghem code

Binary phase shift keying
Carrier identification system
Cyclic redundancy check
Forward error correction
Integrated receiver/decoder
Moving Picture Expert Group
Network information table
Occasional use

Packet identifier

Power spectral density

Set top box

Time division multiple access
Transport stream
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