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Foreword 

The role of the Radiocommunication Sector is to ensure the rational, equitable, efficient and economical use of the radio-

frequency spectrum by all radiocommunication services, including satellite services, and carry out studies without limit 

of frequency range on the basis of which Recommendations are adopted. 

The regulatory and policy functions of the Radiocommunication Sector are performed by World and Regional 

Radiocommunication Conferences and Radiocommunication Assemblies supported by Study Groups. 

Policy on Intellectual Property Right (IPR) 

ITU-R policy on IPR is described in the Common Patent Policy for ITU-T/ITU-R/ISO/IEC referenced in Resolution 

ITU-R 1. Forms to be used for the submission of patent statements and licensing declarations by patent holders are 

available from http://www.itu.int/ITU-R/go/patents/en where the Guidelines for Implementation of the Common Patent 

Policy for ITU-T/ITU-R/ISO/IEC and the ITU-R patent information database can also be found.  

 

 

Series of ITU-R Recommendations  

(Also available online at https://www.itu.int/publ/R-REC/en) 

Series Title 

BO Satellite delivery 

BR Recording for production, archival and play-out; film for television 

BS Broadcasting service (sound) 

BT Broadcasting service (television) 

F Fixed service 

M Mobile, radiodetermination, amateur and related satellite services 

P Radiowave propagation 

RA Radio astronomy 

RS Remote sensing systems 

S Fixed-satellite service 

SA Space applications and meteorology 

SF Frequency sharing and coordination between fixed-satellite and fixed service systems 

SM Spectrum management 

SNG Satellite news gathering 

TF Time signals and frequency standards emissions 

V Vocabulary and related subjects 

 

 

Note: This ITU-R Recommendation was approved in English under the procedure detailed in Resolution ITU-R 1. 
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RECOMMENDATION  ITU-R  SA.1014-4 

Radiocommunication requirements for manned 

and unmanned deep space research 

(1994-2006-2011-2017-2023) 

Scope 

This Recommendation briefly describes some essential characteristics of space research service (deep 

space) radiocommunications. These characteristics influence or determine the requirements for 

selection of candidate bands, coordination, band sharing and protection from interference. 

Keywords 

Deep space, radiocommunication, telemetry, telecommand, data rate, earth stations, space stations, 

ranging, radio science 

Related Recommendations and Reports 

Recommendation ITU-R SA.1015, Report ITU-R SA.2167, Report ITU-R SA.2177. 

The ITU Radiocommunication Assembly, 

considering 

a) that radiocommunications between the Earth and stations in deep space have unique 

requirements; 

b) that these requirements affect the selection of candidate band, band sharing, coordination, 

protection from interference and other regulatory and frequency management matters, 

recommends 

that the requirements and characteristics described in the Annex for deep space radiocommunications 

should be taken into account concerning space research service (deep space) and its interaction with 

other services. 
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Radiocommunication requirements for manned  

and unmanned deep-space research 
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1 Introduction 

This Annex presents some characteristics of deep space research missions, the functional and 

performance requirements for radiocommunications needed to conduct deep space research by means 

of spacecraft, and the technical methods and parameters of systems used in connection with such 

missions. 

Considerations regarding bandwidth characteristics and requirements are found in Report 

ITU-R SA.2177. 
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2 Radiocommunication requirements 

Deep space missions require highly reliable radiocommunications over long periods of time and great 

distances. For example, a spacecraft mission to gather scientific information at the planet Neptune 

takes eight years and requires radiocommunication over a distance of 4.65  109 km. The need for 

high e.i.r.p. and very sensitive receivers at earth stations is a result of the large radiocommunication 

distances involved in deep space research. 

Continuous usage of space research service (deep space) radiocommunication bands is a consequence 

of the many missions now in existence and others being planned. Because most deep space missions 

continue for periods of several years, and because there are usually several missions in progress at 

the same time, there is a corresponding need for radiocommunication with several spacecraft at any 

given time. 

In addition, each mission may include more than one spacecraft, so that simultaneous 

radiocommunication with several space stations will be necessary. Simultaneous coordinated 

radiocommunication between a space station and more than one earth station may also be required. 

2.1 Telemetering requirements 

Telemetering is used to transmit both maintenance and scientific information from deep space. 

Maintenance telemetering information about the condition of the spacecraft must be received 

whenever needed to ensure the safety of the spacecraft and success of the mission. This requires a 

weather independent radiocommunications link of sufficient capacity. This requirement is a 

partial determinant of the frequency bands that are preferred for deep space research 

(see Report ITU-R SA.2177). 

Science telemetering involves the sending of data that is collected by the on-board scientific 

instruments. The required data rate and acceptable error rate may be quite different as a function of 

the particular instrument and measurement. Table 1 includes maximum required data transmission 

rates for scientific and maintenance telemetering. 

TABLE 1 

Maximum required bit rates for deep space research 

Direction and function 

Link characteristics 

Unit Weather 

independent 

Normal High data  

rate 

Earth-to-space     

 Telecommand 

 Computer programming 

 Audio 

 Video 

bit/s 

kbit/s 

kbit/s 

Mbit/s 

1 000 

50 

45 

4 

1 000 

100 

45 

12 

2 000 

200 

45 

30 

Space-to-Earth     

 Maintenance telemetering 

 Scientific data 

 Audio 

 Video 

bit/s 

kbit/s 

kbit/s 

Mbit/s 

500 

115 

45 

0.8 

500 

500 

45 

8 

2  105 

3  105 

45 

30 
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