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ITU-T RECOMMENDATION E.726 

NETWORK GRADE OF SERVICE PARAMETERS 
AND TARGET VALUES FOR B-ISDN 

Summary 

This Recommendation provides reference connections, network Grade of Service (GOS) parameters, 
and target values at both the call and the cell level for the user-plane for ATM-based B-ISDNs. The 
first release of E.726 applies to calls that consist of a pair of point-to-point ATM connections 
providing bidirectional communication between two ATM end-points. This release also assumes that 
switched ATM connections are established via associated signalling as defined by Recommendations 
Q.2931 and Q.2761, see also E.728. This Recommendation pertains to both terrestrial and satellite- 
based systems. 

Source 

ITU-T Recommendation E.726 was prepared by ITU-T Study Group 2 (1997-2000) and was 
approved under the WTSC Resolution No. 1 procedure on 13 March 2000. 
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FOREWORD 

ITU (International Telecommunication Union) is the United Nations Specialized Agency in the field of 
telecommunications. The ITU Telecommunication Standardization Sector (ITU-T) is a permanent organ of 
the ITU. The ITU-T is responsible for studying technical, operating and tariff questions and issuing 
Recommendations on them with a view to standardizing telecommunications on a worldwide basis. 

The World Telecommunication Standardization Conference (WTSC), which meets every four years, 
establishes the topics for study by the ITU-T Study Groups which, in their turn, produce Recommendations on 
these topics. 

The approval of Recommendations by the Members of the ITU-T is covered by the procedure laid down in 
WTSC Resolution No. 1. 

In some areas of information technology which fall within ITU-T's purview, the necessary standards are 
prepared on a collaborative basis with IS0  and IEC. 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 
telecommunication administration and a recognized operating agency. 

INTELLECTUAL PROPERTY RIGHTS 

The ITU draws attention to the possibility that the practice or implementation of this Recommendation may 
involve the use of a claimed Intellectual Property Right. The ITU takes no position concerning the evidence, 
validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others 
outside of the Recommendation development process. 

As of the date of approval of this Recommendation, the ITU had not received notice of intellectual property, 
protected by patents, which may be required to implement this Recommendation. However, implementors are 
cautioned that this may not represent the latest information and are therefore strongly urged to consult the 
TSB patent database. 

O ITU 2000 

All rights reserved. No part of this publication may be reproduced or utilized in any form or by any means, 
electronic or mechanical, including photocopying and microfilm, without permission in writing from the ITU. 
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Recommendation E.726 

NETWORK GRADE OF SERVICE PARAMETERS 
AND TARGET VALUES FOR B-ISDN 

(Geneva, 2000) 

1 Scope 

This Recommendation provides reference connections, network Grade of Service (GOS) parameters, 
and target values at both the call and the cell level for the user-plane for ATM-based B-ISDNs. The 
first release of E.726 applies to calls that consist of a pair of point-to-point ATM connections 
providing bidirectional communication between two ATM end-points. This release also assumes that 
switched ATM connections are established via associated signalling as defined by Recommendations 
Q.2931 and Q.2761, see also E.728. This Recommendation pertains to both terrestrial and satellite- 
based systems. For traffic engineering, the Recommendation assumes that the network is available: 
that is, it does not consider network equipment in a failure state. Furthermore, outside the scope of 
this Recommendation are aspects peculiar to mobile and UPT services, or to B-ISDN signalling, as 
well as to call-level performance parameters for calls established via the management plane. 

This Recommendation complements the specifications in E.721,1.356 and 1.358. 

2 References 

The following ITU-T Recommendations and other references contain provisions which, through 
reference in this text, constitute provisions of this Recommendation. At the time of publication, the 
editions indicated were valid. All Recommendations and other references are subject to revision; all 
users of this Recommendation are therefore encouraged to investigate the possibility of applying the 
most recent edition of the Recommendations and other references listed below. A list of the currently 
valid ITU-T Recommendations is regularly published. 
- 

- 

- 

- 

- 

- 

- 

ITU-T Recommendation E.492 (1 996), Trafic reference period. 

ITU-T Recommendation E.493 (1996), Grade of sewice (GOS) monitoring. 

ITU-T Recommendation E.500 (1 998), Trafic intensity measurement principles. 

ITU-T Recommendation E.600 (1993), Terms and definitions of trafic engineering. 

CCITT Recommendation E.711 (1992), User demand modelling. 

CCITT Recommendation E.720 (1988), ISDN grade of service concept. 

ITU-T Recommendation E.721 (1999), Network grade of sewice parameters and target 
values for circuit-switched sewices in the evolving ISDN. 

ITU-T Recommendation E.724 (1996), GOS parameters and target GOS objectives for 
IN sewices. 

ITU-T Recommendation E.728 (1998), Grade-of-sewice parameters for B-ISDN signalling. 

ITU-T Recommendation E.735 (1997), Framework for trafic control and dimensioning in 

ITU-T Recommendation E.736 (2000), Methods for cell level trafic control in B-ISDN. 

ITU-T Recommendation E.737 (1 997), Dimensioning methods for B-ISDN. 

- 

- 

- 

B-ISDN. 
- 

- 
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