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Recommendation ITU-T E.802

Framework and methodologies for the determination
and application of QoS parameters

Amendment 2

Summary

Recommendation ITU-T E.802 provides a framework and methodologies for the identification of
QoS criteria relevant to users and guidelines for conversion of these criteria into QoS parameters that
can be used to evaluate the QoS of telecommunication services.

Guidelines are also given to obtain user's QoS requirements and to prioritize the criteria or parameters.
All these may be applied to services supported by the terrestrial and wireless legacy networks as well
as services supported by the emerging IP network.

Amendment 1 incorporates Annex A, which provides guidance on the selection of representative
samples in the measurement of QoS parameters. At the time of publication Recommendation ITU-T
E.802 had opted not to give this guidance because "the selection of representative samples is a process
that is heavily influenced by specific technical and operational conditions of the measurement task."
(see clause 8.5). Annex A therefore provides guidance that takes into account these technical
(statistical) and operational (practical QoS data collection) conditions by proposing a simple random
sampling methodology.

Amendment 1 also adds Appendices IV and V with additional information on the implementation of
the sampling algorithm included in Annex A, and on the use of sample-based QoS parameters.

Amendment 2 adds analysis and information on the degree of variability function defined in Annex A.-

The electronic attachment that was introduced by Amendment 1, and which contains sample calculator
files, is not included with this issue of Amendment 2, but remains available bundled with:
Amendment 1.

History
Edition Recommendation Approval  Study Group Unique ID*
1.0 ITU-T E.802 2007-02-08 2 11.1002/1000/8848
1.1 ITU-T E.802 (2007) Amd. 1 2017-03-01 12 11.1002/1000/13167
1.2 ITU-T E.802 (2007) Amd. 2 2018-06-13 12 11.1002/1000/13620

* To access the Recommendation, type the URL http://handle.itu.int/ in the address field of your web
browser, followed by the Recommendation's unique ID. For example, http://handle.itu.int/11.1002/1000/11
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FOREWORD

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of
telecommunications, information and communication technologies (ICTs). The ITU Telecommunication
Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical,
operating and tariff questions and issuing Recommendations on them with a view to standardizing
telecommunications on a worldwide basis.

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, establishes
the topics for study by the ITU-T study groups which, in turn, produce Recommendations on these topics.

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1.

In some areas of information technology which fall within ITU-T's purview, the necessary standards are
prepared on a collaborative basis with ISO and IEC.

NOTE

In" this Recommendation, the expression "Administration" is used for conciseness to indicate both a
telecommunication administration and a recognized operating agency.

Cc)mpliance with this Recommendation is voluntary. However, the Recommendation may contain certain
mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the
Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some other
obligatory language such as "must™ and the negative equivalents are used to express requirements. The use of
such words does not suggest that compliance with the Recommendation is required of any party.

INTELLECTUAL PROPERTY RIGHTS

ITU draws attention to the possibility that the practice or implementation of this Recommendation may involve
the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, validity or
applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others outside of
the Recommendation development process.

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property,
protected by patents, which may be required to implement this Recommendation. However, implementers are
cautioned that this may not represent the latest information and are therefore strongly urged to consult the TSB
patent database at http://www.itu.int/ITU-T/ipr/.

© ITU 2018

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the prior
written permission of ITU.
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Recommendation ITU-T E.802

Framework and methodologies for the determination
and application of QoS parameters

Amendment 2

Editorial note: This is a complete-text publication. Modifications introduced by this amendment are
shown in revision marks relative to Recommendation ITU-T E.802 (2007) plus its Amd. 1 (2017).

1 Scope

This Recommendation! provides a framework and methodologies for the identification of QoS
criteria relevant to users and guidelines for conversion of these criteria into QoS parameters that can
be used to evaluate the QoS of telecommunication services.

Guidelines are also given to obtain user's QoS requirements and to prioritize the criteria or parameters.
All these may be applied to services supported by the terrestrial and wireless legacy networks as well
as services supported by the emerging IP network.

These QoS criteria are primarily of interest to users and service providers. Those criteria which are
of primary concern to the service/network providers (e.g., network performance parameters that
contribute to QoS and other performance criteria) to ensure the delivery of the required level of QoS
to the user are not covered in this Recommendation.

NOTE - For information on performance measures from the service/network provider's perspective, refer to
[ITU-T E.419] on key performance indicators (KPI).

The QoS criteria are based on the 'QoS Requirements of the User', one of the four viewpoints
mentioned in Figure 1 of [ITU-T G.1000]. These criteria, with slight modifications, may be used for
expressing the offered QoS, the delivered QoS and the perceived QoS as described in
[ITU-T G.1000]. The particular use/application of each of these four QoS viewpoints is given in
clause 6.1.1.

This Recommendation introduces three models for the identification of QoS criteria of any
telecommunication service. All models or a combination of these models may be used for a particular
service to enable most, if not all, QoS criteria to be identified. For a particular purpose, a selection of
QoS criteria may be chosen from the list of criteria identified. Guidelines are given on how to convert
the identified criteria into measurable QoS parameters and on the adoption and measurement of the

parameters.

The QoS parameters may be used for various purposes including:

. Specifying the level of quality of service in customer telecommunication service contracts or
in the description of terms and conditions of the service.

. Comparing the level of quality and quality commitments of services of different service
providers.

1 Amendment 1 to this Recommendation included an electronic attachment with the files needed for the
implementation of a sample calculator that demonstrates the sampling methodology given in clause A.2.
These files are not distributed with Amendment 2.
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. Preparing long-term studies on the level of quality attributes of a specific service.
. Preparing statistics, reports and publications of the quality of a service.

. Regulatory purposes including specification of the minimum level of quality (e.g., for
universal service, interconnection regulations) and monitoring of services by, for example,
reports on a regular basis and statistics for specific situations.

Appendix | provides references for the development of QoS metrics and examples of QoS parameters.
Appendix Il gives quality objectives that are currently available in standardization.
Appendix 111 gives examples for the use of the three models for the identification of QoS criteria.

2 References

The following ITU-T Recommendations and other references contain provisions which, through
reference in this text, constitute provisions of this Recommendation. At the time of publication, the
editions indicated were valid. All Recommendations and other references are subject to revision;
users of this Recommendation are therefore encouraged to investigate the possibility of applying the
most recent edition of the Recommendations and other references listed below. A list of the currently
valid ITU-T Recommendations is regularly published. The reference to a document within this
Recommendation does not give it, as a stand-alone document, the status of a Recommendation.

[ITU-T E.419] ITU-T Recommendation E.419 (2006), Business oriented key performance
indicators for management of networks and services.
[ITU-T E.470] ITU-T Recommendation E.470 (2005), Operational considerations for QoS
of voice over IP-based networks with PSTN-IP-PSTN architecture.
[ITU-T E.800] ITU-T Recommendation E.800 (1994), Terms and definitions related to
quality of service and network performance including dependability.
[ITU-T G.1000] ITU-T Recommendation G.1000 (2001), Communications quality of
service: A framework and definitions.
[ITU-T G.1010] ITU-T Recommendation G.1010 (2001), End-user multimedia QoS
categories.
[ITU-T G.1020] ITU-T Recommendation G.1020 (2006), Performance parameter definitions
for quality of speech and other voiceband applications utilizing IP networks.
[ITU-T G.1030] ITU-T Recommendation G.1030 (2005), Estimating end-to-end
performance in IP networks for data applications.
[ITU-T G.1040] ITU-T Recommendation G.1040 (2006), Network contribution to
transaction time.
[ITU-T G.1050] ITU-T Recommendation G.1050 (2005), Network model for evaluating
multimedia transmission performance over Internet Protocol.
[ITU-T 1.350] ITU-T Recommendation 1.350 (1993), General aspects of quality of service
and network performance in digital networks, including ISDNs.
[ITU-T O0.211] ITU-T Recommendation 0.211 (2006), Test and measurement equipment to
perform tests at the IP layer.
[ITU-T Y.1540] ITU-T Recommendation Y.1540 (2002), Internet protocol data
communication service — IP packet transfer and availability performance
parameters.
[ITU-T Y.1541] ITU-T Recommendation Y.1541 (2006), Network performance objectives
for IP-based services. 3
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[ITU-T Hdbk QoS] ITU-T Handbook (2004), Quality of Service and Network Performance.

[1ISO 9000] ISO 9000:2005, Quality management systems — Fundamentals and
vocabulary.

[ISO/IEC Guide 62] ISO/IEC Guide 62:1996, General requirements for bodies operating
assessment and certification/registration of quality systems.

[ISO/IEC Guide 65] ISO/IEC Guide 65:1996, General requirements for bodies operating
product certification systems.

[ETSI ETR 003] ETSIETR 003 ed.2 (1994), Network Aspects (NA); General aspects of
Quality of Service (QoS) and Network Performance (NP).

[ETSI EG 202 057-1] ETSI EG 202 057-1 V1.2.1 (2005), Speech Processing, Transmission and
Quality Aspects (STQ); User-related QoS parameter definitions and
measurements; Part 1: General.

[ETSI EG 202 057-2] ETSI EG 202 057-2 V1.2.1 (2005), Speech Processing, Transmission and
Quality Aspects (STQ); User-related QoS parameter definitions and
measurements; Part 2: Voice telephony, Group 3 fax, modem data services
and SMS.

[ETSI EG 202 057-3] ETSI EG 202 057-3 V1.1.1 (2005), Speech Processing, Transmission and
Quality Aspects (STQ); User-related QoS parameter definitions and
measurements; Part 3: QoS parameters specific to Public Land Mobile
Networks (PLMN).

[ETSI EG 202 057-4] ETSI EG 202 057-4 V1.1.1 (2005), Speech Processing, Transmission and
Quality Aspects (STQ); User-related QoS parameter definitions and
measurements; Part 4: Internet access.

3 Definitions

This Recommendation defines the following terms:

NOTE - Several terms and definitions used in this Recommendation are defined in [ITU-T E.800] and
[ITU-T G.1000].

3.1 accuracy: A performance criterion that describes the degree of correctness with which a
function is performed. (The function may or may not be performed with the desired speed.)

3.2 availability: Availability of an item to be in a state to perform a required function at a given
instant of time or at any instant of time within a given time interval, assuming that the external
resources, if required, are provided.

3.3 confidence level: This is a level at which precision levels are constructed and it is selected
by the user. A 95% confidence level, for example, means that when real traffic is repeatedly sampled,
the average value of the QoS parameter being measured (e.g., dropped call ratio) will converge to the
true value of the QoS parameter 95% of the time (i.e., 95 out 100 samples will have the true population
value within the specified level of precision).

3.4 criterion: A single characteristic of a product or a service that is observable and/or
measurable.

35 customer: The party that uses a telecommunication service(s) under a contractual agreement.

3.6 flexibility: The degree of variations in the function within the boundaries of technical and
operational characteristics of the service.

3.7 frequency distribution: This is a table that shows a summarised grouping of data, divided
into distinct categories which give the frequency/count of occurrence within each category. For
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example, the frequency distribution of call traffic within every hour of the day displays the count of
calls made in every hour.

3.8 level of precision (also known as margin of error/sampling error): This is the range
(plus/minus) in which the true value of the QoS parameter (that is, the value calculated from real
traffic instead of sampled traffic) is estimated to be. For example, a level of precision of £5% in the
calculation of a sample size from which a calculated QoS parameter, say dropped call ratio is 9%,
means the true value of dropped call ratio lies between 4% (9-5) and 14% (9+5).

3.9 measure: A unit by which a parameter may be expressed.

3.10  network operator: An organization that provides and operates a telecommunication network
for the purpose of transporting bearers of telecommunication services.

NOTE - If the same organization also offers services, it also becomes a service provider.

3.11  quality: The totality of characteristics of an entity that bear on its ability to satisfy stated and

implied needs, where the characteristics should be observable or measurable. When the characteristics
are defined, they become parameters and parameters are expressed by measures.

3.12  quality of service:

1) Totality of characteristics of a telecommunication service that bear on its ability to satisfy
stated and implied needs of the user of the service.
2) The collective effect of service performances, which determine the degree of satisfaction of

a user of the service.

NOTE — These definitions may be seen to be considered complementary, and either or both definitions may
be used.

3.13  four viewpoints of QoS: Concept for clarifying the management of QoS by sub-classifying
QoS into four viewpoints:

3.13.1 QoS requirements of user/customer: A statement of the level of quality required by the
applications of customers/users of a service, which may or may not be expressed non-technically.

3.13.2 QoS offered by the service provider: A statement of the level of quality expected to be
offered to the customer by the service provider.

3.13.3 QoS delivered/achieved by the service provider: A statement of the level of the actual
quality achieved and delivered to the customer.

3.13.4 QoS perceived by user/customer: A statement expressing the level of quality that customers
believe they have experienced.

3.14 QoS parameter: A definition of the scope of a QoS criterion with clear boundaries and
explicit measurement method to enable a quantifiable or qualifiable value to be assigned.

3.14.1 objective (quantitative) parameters: Parameters that may be measured with instruments
and the performance value assigned may be classified as objective parameters.

:3.14.2 subjective (qualitative) parameters: Parameters that can be expressed using human
- judgement and understanding may be classified as subjective or qualitative parameters. Qualitative
- parameters are expressed by opinion ratings.

ﬁ‘{3.15 reliability:

1) Probability that a product or system will perform as required for a specified period of time.
2) The ability of an item to perform a required function under given conditions for a given time
period.

NOTE 1 — It is generally assumed that the item is in a state to perform this required function at the beginning
of the time interval.

Documents
Rec. ITU-T E.802 (2007)/Amd.2 (06/2018) Document Sharing Hub

Copyright International Telecommunication Union/ITU Telcommunication Sector
Provided by IHS Markit under license with ITU-T Licensee=/, User=,
No reproduction or networking permitted without license from IHS Not for Resale,

Full document details: ITU-T E.802 AMD 2 2018


http://www.avadocuments.com/doc/itu-t-e-802-amd-2-2018
http://www.avadocuments.com/doc/itu-t-e-802-amd-2-2018

NOTE 2 — The term reliability is used as a measure of reliability performance.
3.16  security:
1) ‘Security' is the protection of information availability, integrity and confidentiality.

2) The term ‘security’ is used in the sense of minimizing the vulnerabilities of assets and
resources. An asset is anything of value. A vulnerability is any weakness that could be
exploited to violate a system or the information it contains. A threat is a potential violation
of security.

3) The ability to prevent fraud as well as the protection of information availability, integrity and
confidentiality.

3.17  service provider: An organization that offers a telecommunication service to the customer
and/or users.

3.18  simplicity: Ease and lack of complexity in the benefit to the user of a function of the service.

3.19  speed: A performance criterion that describes the time interval required to perform a function
or the rate at which the function is performed. (The function may or may not be performed with the
desired accuracy.)

3.20 telecommunications: The technical process of sending, transmitting and receiving any kind
of message in the form of signs, voice, images or sounds by means of telecommunications systems.

3.21  telecommunication service: The provision of telecommunications and the provision of other
additional services that are closely related to the provision of telecommunications, e.g., billing,
directory services.

3.22  telecommunications systems: The technical equipment or systems capable of sending,
transmitting, switching, receiving, steering or controlling as messages identifiable electromagnetic
signals.

3.23 user: An individual or organization using or requesting publicly available
telecommunications services.

3.24  verification campaign: A campaign carried out by measuring QoS parameters and checking
whether the associated quality objectives for the telecommunications services are met. (See
clause 8.5).

4 Abbreviations and acronyms
This Recommendation uses the following abbreviations and acronyms:

CDR Call Detail Record

INMD In-service Non-intrusive Measurement Device

IP Internet Protocol

KPI Key Performance Indicator

KQI Key Quality Indicator

NI Network Interface

NP Network Performance

POTS Plain Old Telephone Service

QoS Quiality of Service

SLA Service Level Agreement
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5 Conventions
None.

6 Methodology for identification of QoS criteria and parameters

6.1 General considerations

6.1.1 Viewpoints of QoS criteria

Management of QoS may be clarified by sub-classifying this into four viewpoints. These viewpoints
cover all aspects of QoS, both from the service provider's and user's (and customer's) viewpoints.

NOTE — The concept of the four viewpoints of QoS is copied from and explained in detail in [ITU-T G. 1000]
An overview on this concept is given here for convenience.

These four viewpoints are:

. customer's QoS requirements;

. service provider's offerings of QoS (or planned/targeted QoS);
. QoS achieved or delivered,;

. customer perception (survey ratings of QoS).

The four viewpoints are to be applied as follows:

Customer's QoS requirements  This is an expression of the level of QoS required by the customer.
The criteria and parameters identified to express these reflect the
requirements.

Service provider's offerings of The QoS criteria or parameters offered by the service provider are

QoS formal terms specified unambiguously and may be used for the
following:

. As the basis for SLA between the service provider and
clients on a bilateral basis of agreement.

. Public declaration by the service provider about the level
of quality that can be expected by the users at large.

. As the basis for planning and maintaining the service at the
level of performance being offered.

. As the basis for users to choose a level of quality to meet
their particular requirements among the service provider's
offerings.

QoS achieved or delivered The QoS delivered is the actual level of quality achieved or
delivered by the service provider and may be used for the
following:

. As the basis to compare the delivered with the offerings by
the users, regulators and as a check in the SLAs.

. As the basis for any corrective action by the service
providers.

Customer/User perception The QoS perceived by the user may be expressed by ratings based

on customer surveys and is an indicator of what the user thinks the
level of quality received or experienced. This data may be used for:

. Comparison with delivered quality and identifying causes
of any ambiguities.
. Planning any corrective actions.
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When identifying the quality criteria of a telecommunication service, these different viewpoints need
to be taken into account. The pertinent QoS criteria or parameters should be used for a given
application or context. This consideration is necessary for sharply focused interpretation of the
meaning of the values represented by the QoS criterion or parameter. Based on this approach, the
QoS parameters that are relevant to the users can be defined and measurement methods as well as
quality assessment methodologies can be elaborated.

6.1.2 General aspects of quality of service criteria and parameters

The following basic aspects of QoS criteria and parameters have to be considered when identifying
the criteria and determining the scope and measurement methods of parameters:

NOTE — Detailed information on these aspects is given in the following clauses.

. QoS criteria and parameters are to be considered on a service-by-service basis.

. QoS criteria are to be specified on an end-to-end basis, the end-to-end being the points at
which the user's terminals are connected.

. QoS criteria and parameters are to be specified in terms understandable to the customers. In

addition, where necessary, these criteria and parameters may also be specified in more
technical terms for use within the industry. (Both customer terms and industry terms may use
ITU-T recommended definitions to eliminate ambiguity and to provide the most efficacious
understanding.)

. Different segments of the customer population may require different orders of priorities for
the various performance parameters.
. The preferred levels of performance for diverse segments of the population may be different

for various user population segments.

. The QoS profile of a customer segment may vary with time and it is essential for the service
provider to ascertain the customer's changing requirements. The profile consists of order of
priority of QoS parameters as well as the preferred levels of performance for each parameter.

6.1.3 Choice of QoS parameters

Sets of QoS parameters are designed to be understood by the users of various telecommunications
services. However, subsets of these parameters can be selected for use in different circumstances. For
example, a specific parameter might be relevant for many users in some countries or markets but the
same parameter might not be of relevance in others, e.g., call set-up time could be pertinent in an all-
analogue network but not on an all-digital network.

Therefore, users, customers, regulators, service providers, network operators and other parties
interested in the use of QoS parameters may decide which parameters should be used in their
particular situation with the cooperation of the relevant parties.

This decision should take account of:

. The precise purpose for which the parameters will be used.

. The quality and performance as expected by the users of state-of-the-art technology.

. The usefulness and relevance of the parameters from the users' perspective.

. The degree to which the parameters will provide a reliable comparison of performance.
. The cost and resources needed in order to measure and report each parameter.

All these aspects will influence the decision on the kind of parameters (quality criteria to be examined)
and the number of parameters (granularity of quality analysis) to be chosen for a specific purpose.

However, even though parties may design their own set of QoS parameters according to their needs,
the usage and application of internationally agreed upon parameters should be aimed at. For the
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determination of additional parameters, it should be considered to use already existing standards as a
basis for further work.

6.1.4 Application of QoS parameters

A common application of QoS parameters will be the monitoring of telecommunication services and
cross-checking whether quality objectives/goals have been met. In order to set up useful and
meaningful quality objectives, it is especially important to take into account on the one hand, the
areas of application and the technical potentials of the parameters and, on the other hand, the resources
and costs for measuring the parameters.

QoS parameters can also be used by service providers to manage and improve how they offer their
services, as well as by the customers to ensure that they are getting the level of quality according to
their contractual agreements. They may also be used in call-minute trading, where price is determined
by volume and quality grade. Another application of QoS parameters is that they can be used by
regulatory authorities for defining quality levels for regulatory purposes of interconnection and
interoperability aspects of networks and services.

QoS parameters are used to assess the quality of certain aspects of a service. Depending on the
objective of the quality assessment, appropriate parameters with the desired granularity of quality
evaluation may be determined. Quality of service parameters may also be selected to measure the
overall quality of a service as perceived by the user. Thus, the range of usage of QoS parameters may
range from an in-depth quality assessment to a simple assessment of the general perception of a
service.

6.2 Identification of user's QoS criteria

Before defining QoS parameters, the relevant QoS criteria relevant to the users must first be
identified. For this purpose, three models (Tables 1, 2 and Figure 1) are presented in this clause.

The basic approach of the models is to provide a matrix or table; by filling in each field of the matrix
or table, quality criteria can be identified and allocated to functional elements of the service. The
intention is to establish a list with all (relevant) aspects that might have an influence on the quality of
service. The models are applied by various means like expert consultations, questionnaires, face-to-
face and telephone interviews, analysis of complaints or case studies.

The first model (universal model) illustrates the generic categories under which all QoS criteria may
be grouped. Thus, most, if not all, QoS criteria may be grouped under performance criteria, aesthetic
criteria, presentational aspects and ethical aspects. The QoS criteria for any telecommunication
service may be determined by an iterative process of evaluating the issues for each of the cells formed
by these four categories against the functional elements of a service. The functional element of a
service is a uniquely identifiable segment of a service, which collectively comprises all features of a
service.

The second model (performance model) is predominantly suitable for services based on the legacy
network, both terrestrial and wireless.

The third model (four-market model) is more suited for multimedia services offered on IP-based
- network.

:iAppendix I11 gives examples of QoS criteria to illustrate the use of these models.

~ Depending on the granularity of the QoS criteria to be identified, the number of criteria for a given

service may be specified. For example, for basic POTS as many as 43 QoS criteria have been
identified using the model in Figure 1. However, in practice as few as 10-13 criteria are adequate for
management of the service for most of the population.
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All models or a combination of these models may be used for a particular service to enable most, if
not all, QoS criteria to be identified. For a particular purpose, a selection of QoS criteria may be
chosen from the list identified.

6.2.1 Universal model

This model (shown in Table 1) is generic as well as conceptual. In this model all QoS criteria may be
grouped under four categories, performance, aesthetic, presentational and ethical. With breaking
down a service into uniquely identifiable functional elements, it is shown that QoS criteria may be
reached at for each of the cells arising out of the resulting matrix. The objective is to provide a
structured approach and the template in the model should facilitate this activity.

Each functional element of the service is cross-checked against the four predefined quality
components and criteria. There is no fixed list of functional elements on the y-axis because the nature
and number of elements depend on the service under investigation and could change with the service
chosen. An example of applying this model is shown in Appendix III.

Functional elements comprise all the uniquely identifiable components of the service that, put
together, cover all the functional aspects of the service. These elements essentially cover the product
life cycle from the provision of the service to the end of its life.

By going through each cell of the matrix, the quality criteria of a service may be determined. It may
be necessary to indulge in an iterative process and to check relevance before determining one or more
set of quality criteria.

One functional element may need to be considered in more than one column. All cells may not be
populated for every element. In the end, the model produces a list of functional elements of the
telecommunication service with associated quality criteria. These may then be specified as parameters
with suitable measures, where necessary, to represent indicative values.

The models in Table 2 and Figure 1 are an expansion of the portion of the model comprising
performance criteria and functional components. The model in Table 2 is a direct expansion of this
portion. The model in Figure 1 uses a different concept. However, the results obtained fulfil the
determination of QoS criteria of a service. These models are explained in more detail in clauses 6.2.2
and 6.2.3.

The QoS criteria obtained from application of this model for a particular service may be defined as
parameters as explained in clause 6.3.

The elaboration of adequate definitions and measurement methods for the quality parameters to
measure the quality criteria is not part of the model. This has to be done in a subsequent separate step.
This may be done by taking existing parameters in standardization as they are already defined or one
can take them as a basis and use modifications. It may also be necessary to define new parameters.
Further details can be found in clause 6.3.
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Table 1 — Universal model

Quality components and criteria

Performance Aesthetic Presentational Ethical
criteria criteria aspects aspects
Functional elements
1. .
2. .
3..
n. ..

Performance criteria: Criteria covering technical and operational elements inherent to a
telecommunication service. The criteria are used to assess the characteristics of these elements, the
way how they perform and meet the expected results and modes of operation. Performance criteria
may be quantitative or qualitative or a combination of both. (The performance component of the
above model is further elaborated in Table 2 and Figure 1.)

Aesthetic considerations: Criteria and considerations related to the ease of interaction between the
user and the telecommunication service/product and the sensual perception of the service/product by
the user. Examples of aesthetic criteria are ergonomic considerations, simplicity, functionality and
clarity of design, optimum use of resources, style, etc. The aesthetic quality criteria are less
quantifiable than the performance criteria; however, these play an important part in how an entity is
held in esteem or otherwise.

Presentational aspects: Criteria determining the quality aspects of the manner in which a service is
marketed or supplied to the customer. Examples of presentational aspects are: service surround;
packaging of entity to the user; customization of bills; tariff packages/options, etc.

Ethical aspects: Criteria associated with how a service or product is offered to the user. These aspects
may be classified as quality components, such as acceptable use of labour (evidence of lack of
exploitation of labour) and 'green’ issues. Examples of ethical aspects are conditions for cutting off
services, subsidies for the poor and the disabled, services for the disabled, etc.

6.2.2 Performance model

This model is more suited for determining the performance criteria of a telecommunication service.
The objective is to provide a structured approach to analyse the performance aspects in detail. The
benefit of this model is that the quality criteria identified can be easily transferred into QoS parameters
since it is very detailed and close to the understanding of network performance parameters and
management functions. Thus the definitions and measurement methods of the QoS parameters can be
expressed on commonly used and well-understood technical terms.
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Table 2 — Performance model

Service quality criteria

Speed Accuracy Availability Reliability Security Simplicity Flexibility
1 2 3 4 5 6 7

Service function

Sales & pre-
contract
activities

N

Provision

Service

manage-

ment Service
support 4

w

Alteration

al

Repair

Cessation 6

Connection
establishment 7

Cbnnection Information
quality transfer 8

{ Connection
release 9

Billing 10

Network/service management
by customer 11

The model is basically a matrix with a list of service functions on the y-axis and quality criteria on
the x-axis. The service functions are uniquely identifiable performance elements of a service, which
when put together, cover most, if not all, aspects of a telecommunication service. For each service
function, it can be determined what kind of quality criterion is applicable to it by going through the
77 cells of the matrix. This is illustrated in Table 2.

Each cell of the matrix is investigated in an iterative process. All cells may not be populated for every
service function. The number of cells to be populated depends upon the kind of service under
investigation or upon the desired granularity of the quality criteria. It would be rare for all cells to be
populated for any one function.

After determining the quality criteria, quality and performance parameters can be defined as described
in clause 6.3.

6.2.3 Four-market model

This model (in Figure 1) is especially suited for multimedia services since the separation between the
transport and service layer is taken into account. There is a complex chain of actions for multimedia
services, from content creation, service management, delivery network and customer equipment.

Different parties may be in charge of transport, provision and content and the supply of terminal
equipment. Thus the overall quality of a service (as perceived by the user) is a combination of
different elements that are working independently of each other. Therefore a model is needed that
allows for a separate investigation of these different elements and identification of respective quality
criteria. This is achieved by the four-market model that consists of four components that are used to
describe the different elements of the services that contribute to the QoS. The model enables to
identify and categorize more easily the QoS criteria that are pertinent to this type of services.

For a given telecommunication service, the model can be used to focus on each of the four
components separately and to identify quality criteria. It is not necessary to analyse all components.
Depending on the aspects of a service under consideration, it may be sufficient to only identify quality
criteria of one or more components.

After determining the quality criteria, quality parameters may be defined as described B clause 6.3. t
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An overview of the model and explanation of the four components is given in Figure 1.

Components of service creation and delivery
Customer

Customer's Service Service Content
equipment transport provision creation

Customer perception of quality >
E.802(07)_F01

Figure 1 — Four-market model

Customer’s equipment: All kinds of equipment that is needed by the user to gain access to the
network and thus the service. This equipment consists of personal computers, television sets, set-top
boxes, video recorders, modems, multimedia kiosks, etc. Not only the hardware but also the software
needed for correct operation of the equipment has to be taken into account.

Service transport: All kinds of telecommunication networks that are used for the distribution of
telecommunication services like terrestrial (fixed and wireless) and satellite broadcast networks.

Service provision: All activities and functions related to the packaging, presentation and
management of telecommunication services.

Content creation: All activities related to the generation, distribution and packaging of content that
is offered via a telecommunication service.

Appendix 111 lists the QoS criteria for a multimedia service obtained using this model.

6.3 Conversion of QoS criteria to QoS parameters

Quality criteria identified from one or more of the above models have to be converted into quality
parameters before they can be used to express quantitatively or qualitatively the QoS of
telecommunication services. This is done in order to exactly specify the scope of the quality to be
determined and to allow for reproducible measurements and comparable quality figures. The aim is
to arrive at a harmonized set of quality parameters that can be used for evaluating the quality of a
telecommunication service and to allow for the comparison of different service offers in a specified
population.

A quality criterion, which is usually descriptive, needs to be tightly defined both in its scope and
boundary to enable an unambiguous understanding of its functionality. This is necessary for use by
all parties associated with the use of this performance criterion. When specified as such, the criterion
becomes a parameter.

It is essential that QoS parameters are defined so that there are no ambiguous interpretations and any
service provider may be able to carry out the measurements. Where parameters are defined
quantitatively, explicit calculating rules have to be recommended. When they are defined
qualitatively, e.g., helpfulness of operator services, a suitable definition based on opinion rating has
to be recommended.
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When converting a quality criterion into a parameter, there are usually different possibilities for the
specification of the definition and measurement method. For example, a user may state the number
of outages she/he may put up with over a period of one year. This may be specified as a parameter

as:

a) number of outages over a cumulative period of one year = n;

b) a period in which the user cannot use the service for more than = 'b’ units of time;
C) maximum duration of any one outage = not more than 'p' seconds;

d) minimum duration between outages = 'q' hours.

A single, all or a combination of the specifications may be chosen; the decision depends on the
intended use and purpose of the parameter.

Therefore, the following main applications for QoS parameters should be considered when specifying
the parameters:

. They characterize the quality level of a service being offered, and ultimately the user
satisfaction. QoS parameters represent subjective and user-perceived quality expressed in
numeric ratings.

. They may be used as the basis for SLAs as well as in a public manner for promotion purposes.

. Service providers and network operators may use these parameters as the basis for planning
purposes. It may be necessary to decompose the end-to-end performance parameters into
network element performance parameters for planning purposes. NP parameters derived from
the end-to-end QoS requirements or planning targets may not be of interest to the users.

. QoS parameters may be used to specify the delivered quality (the third element in the four
viewpoints of QoS).

6.3.1 QoS parameter definition and measurement method

The definition of a parameter determines the range of application and thus the intended use of the
parameter. Therefore, the scope of the parameter needs to be precise and well-defined. There is also
a close dependency between the scope of a parameter and the possible and most suitable measurement
methods.

Thus, the definition of parameters and the recommended measurement method have to be seen as a
package. Even if the scope of two parameters is the same, a difference in measurement methods may
lead to a situation where different aspects of the QoS criteria are measured. In this case, the
information provided by the parameters would not be the same.

Therefore, in order to ensure repeatable and comparable performance values, an aligned
definition/scope and a recommended method of measurement need to be specified for QoS
parameters. A universally agreed measure enables comparisons to be made between various
organizations within a country as well as internationally.

6.3.2 Prioritization of QoS parameters and establishing preferred values

Besides identifying quality criteria, a prioritized list of parameters and the preferred performance
values are required to complete the user's QoS requirements.

NOTE - The elaboration of comprehensive guidance on the prioritization of parameters is still under study.
The following text provides a list with basic aspects that should be considered.

Different segments of the population could have differing priorities for the QoS parameters or there
may be different quality expectations for different pricing levels. Moreover, each segment may
require a preferred value of performance for each parameter. Profiling the segments of the user
population requiring their own order of priorities and preferred performance values would complete
the mapping of user requirements of QoS.
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To identify these groupings, if not already known, a start may be made by finding out the QoS
requirements of the user groupings of the Standard Industrial Classification (SIC). The service
provider may identify further uniquely identifiable groupings.

Besides a segmentation based on different user groups and applications, it may be necessary to take
geographical aspects into consideration, for example, if QoS parameters are intended to be used for
monitoring trends in different developed areas of a country.

An issue to be considered is a reasonable number of criteria/parameters in order to achieve the right
compromise between the number of parameters and a meaningful QoS evaluation. Too many
parameters will bring unnecessary high costs while too few will result in overlooking some key
aspects.

When QoS parameters are defined or measured, it has to be done according to the target study area.
Therefore, it is very important that the identification of the quality criteria is done carefully in
accordance with the aim of the study and usage of the service and the results weighted according to
the type of user.

6.4 Publication of QoS parameters

Parties who publish QoS statistics in accordance with this Recommendation should provide
explanatory text in order to facilitate the understanding of the statistics. If the statistics is based on
parameters that require knowledge of basic technical and operational background of the provision
and function of telecommunication services, this information should also be provided. It may be
assumed that a reader who is interested in comparable QoS statistics and parameters is willing to
become acquainted with technical and operational aspects.

It is important to choose the scope of parameters so as to minimize the risk that measurement results
could be misinterpreted. It is recommended that reference be made to the document which describes
the measurement method, so that the background of the definitions and measurement methods are
readily available. A fair and justified comparison of the published data of the different services
offered, i.e., quality aspects of different telecommunication services, is only possible if the data is
strictly used according to the scope of the defined QoS parameters.

Parameters should not need to be measured with high precision and published in ways which suggest
that measured differences are perceptible to users when they are not.

The auditing of the processes, in accordance with international standards, the determination of raw
data and the presentation of results for publication are recommended for establishing the credibility
of the published QoS data. The [ISO/IEC Guide 62] and [ISO/IEC Guide 65] may be considered for
this purpose.

The frequency of publication may be left to the individual nations and/or the service providers. The
publication media may also be left to the individual organizations. However, for international
comparisons, it is suggested that a 6-month or yearly interval should be considered for the publication
of the delivered quality for each of the main services.

6.5 Practical issues when using QoS parameters

QoS parameters of a telecommunication service are normally specified in a way that they can be
applied to numerous service offers of different providers in order to allow for comparison. So the
definitions and measurement methods need to cover different technologies, technical
implementations and business models, and therefore they are written in a more generalized manner.
This should be kept in mind when determining and using sets of QoS parameters to produce quality
statistics over a number of networks/services (e.g., for national comparisons).

For the preparation of comparison and benchmarking of different networks/services, it is important
to be aware of the impact that the individual ways of implementation/application of technology and
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