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Recommendation ITU-T F.747.5 

Requirements and functional architecture of an automatic location identification 
system for ubiquitous sensor network (USN) applications and services 

 

 

 

Summary 

Recommendation ITU-T F.747.5 defines the functional requirements, architecture and entities of 
automatic location identification in ubiquitous sensor networks (USNs). 
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FOREWORD 

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of 
telecommunications, information and communication technologies (ICTs). The ITU Telecommunication 
Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical, 
operating and tariff questions and issuing Recommendations on them with a view to standardizing 
telecommunications on a worldwide basis. 

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, 
establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on 
these topics. 

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1. 

In some areas of information technology which fall within ITU-T's purview, the necessary standards are 
prepared on a collaborative basis with ISO and IEC. 

 

 

 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 
telecommunication administration and a recognized operating agency. 

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain 
mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the 
Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some 
other obligatory language such as "must" and the negative equivalents are used to express requirements. The 
use of such words does not suggest that compliance with the Recommendation is required of any party. 

 

 

 

 

INTELLECTUAL PROPERTY RIGHTS 

ITU draws attention to the possibility that the practice or implementation of this Recommendation may 
involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, 
validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others 
outside of the Recommendation development process. 

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property, 
protected by patents, which may be required to implement this Recommendation. However, implementers 
are cautioned that this may not represent the latest information and are therefore strongly urged to consult the 
TSB patent database at http://www.itu.int/ITU-T/ipr/. 

 

 

 

 ITU 2014 

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the 
prior written permission of ITU. 
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Introduction 

With the help of numerous sensors, radio frequency identification (RFID) tags and other end-node 
devices, the ubiquitous sensor network (USN) can provide information exchange without any 
human intervention, for example, it is possible to monitor the weather in one particular area of 
China from the ITU office in Geneva by means of humidity and temperature sensors, and it is also 
possible to display traffic flow information for London via the velocity sensors on mobile phones. 
These trillions of new USN applications and services are built using three basic elements – data, 
time and location. 

With the increase in USN applications and services, new positioning methods are being created and 
automatic location identification (ALI) capabilities need to be added to the open USN service 
platform which provide unified accessibility to USN resources and which allows the data of USN 
applications to take full advantage of the USN capabilities. 
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Recommendation ITU-T F.747.5 

Requirements and functional architecture of an automatic location identification 
system for ubiquitous sensor network (USN) applications and services 

1 Scope 

The automatic location identification (ALI) capability enables a device to discover its own location. 
The ALI system can be deployed along with network equipment or independently integrated with 
end-node devices. It can be used in various networks such as a mobile network, the Internet, or a 
low power wireless network. 

The scope of this Recommendation includes: 

– requirements of the ALI system 

– the functional architecture of the ALI system within an open USN service platform 

– Specific scenarios of the ALI system. 

2 References 

The following ITU-T Recommendations and other references contain provisions which, through 
reference in this text, constitute provisions of this Recommendation. At the time of publication, the 
editions indicated were valid. All Recommendations and other references are subject to revision; 
users of this Recommendation are therefore encouraged to investigate the possibility of applying the 
most recent edition of the Recommendations and other references listed below. A list of the 
currently valid ITU-T Recommendations is regularly published. The reference to a document within 
this Recommendation does not give it, as a stand-alone document, the status of a Recommendation. 

[ITU-T F.744]  Recommendation ITU-T F.744 (2009), Service description and requirements 
for ubiquitous sensor network middleware. 

[ITU-T F.747.4]  Recommendation ITU-T F.747.4 (2014), Requirements and functional 
architecture for the open ubiquitous sensor network service platform. 

[ITU-T Y.2221]  Recommendation ITU-T Y.2221 (2010), Requirements for support of 
ubiquitous sensor network (USN) applications and services in the NGN 
environment. 

3 Definitions 

3.1 Terms defined elsewhere 

This Recommendation uses the following terms defined elsewhere: 

3.1.1 open USN service [ITU-T F.747.4]: USN service which provides unified access to USN 
resources and sensed data/semantic data through heterogeneous USN middleware. 

3.1.2 sensor [ITU-T Y.2221]: An electronic device that senses a physical condition or chemical 
compound and delivers an electronic signal proportional to the observed characteristic. 

3.1.3 sensor network [ITU-T Y.2221]: A network comprised of interconnected sensor nodes 
exchanging sensed data by wired or wireless communication. 

3.1.4 sensor node [ITU-T Y.2221]: A device consisting of sensor(s) and optional actuator(s) 
with capabilities of sensed data processing and networking. 
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3.1.5 ubiquitous sensor network (USN) [ITU-T Y.2221]: A conceptual network built over 
existing physical networks which makes use of sensed data and provides knowledge services to 
anyone, anywhere and at any time, and where the information is generated by using context 
awareness. 

3.1.6 USN middleware [ITU-T Y.2221]: A set of logical functions to support USN applications 
and services. 

3.1.7 USN resource [ITU-T F.747.4]: An entity that provides a USN service including sensor, 
actuator, sensor node, sensor network and gateway. 

3.2 Terms defined in this Recommendation 

This Recommendation defines the following terms: 

3.2.1 ALI service: A service which provides the best accessible positioning results to USN 
applications through heterogeneous USN middleware and open USN service platform provisioning 
based on the use of standard interfaces. 

3.2.2 ALI system: An ALI system is a set of interacting or interdependent components forming 
an integrated whole or a set of elements to offer an ALI service. 

4 Abbreviations and acronyms 

This Recommendation uses the following abbreviations and acronyms: 

ALI Automatic Location Identification 

API Application Programming Interface 

CDMA Code Division Multiple Access 

FE Functional Entity 

GPS Global Positioning System 

GSM Global System for Mobile 

RFID Radio Frequency Identification 

USN Ubiquitous Sensor Network 

UWB Ultra-Wideband 

5 Conventions 

No specific conventions have been used in this Recommendation. 

6 Requirements for ALI systems 

6.1 General requirements 

The following are the general requirements of the ALI system which address the minimum 
requirements of the location identification system for USN applications and services: 

– ALI systems should coexist with existing location-related standards defined by other SDOs 
such as 3GPP2 [b-3GPP2 IP-BLS] and [b-3GPP2 b-MAPLS], 3GPP [b-3GPP LCS], and 
OMA [b-OMA SUPL and b-OMA MLS]. It is recommended that the introduction of an 
ALI system does not have any negative impact on the operation and performance of 
existing standards. 
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