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NOTES

1 ITU-T Recommendation G.105 was published in Fascicle III.1 of the Blue Book. This file is an extract from the
Blue Book. While the presentation and layout of the text might be slightly different from the Blue Book version, the
contents of the file are identical to the Blue Book version and copyright conditions remain unchanged (see below).

2 In this Recommendation, the expression “Administration” is used for conciseness to indicate both a
telecommunication administration and a recognized operating agency.

  ITU  1988, 1993

All rights reserved. No part of this publication may be reproduced or utilized in any form or by any means, electronic or
mechanical, including photocopying and microfilm, without permission in writing from the ITU.
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Fascicle III.1 - Rec. G.105 1

Recommendation G.105

HYPOTHETICAL  REFERENCE  CONNECTION  FOR  CROSSTALK  STUDIES

(Geneva, 1980)

1 Purpose

This Recommendation gives guidance concerning the application of Recommendation P.16 [1] in the general
switched telephone network and recommends the structure and parameters of a hypothetical reference connection
specifically designed for crosstalk studies.

2 General remarks

2.1 Accuracy of fundamental data

2.1.1 There is always some degree of uncertainty in applying to real telephone conversation the results of tests in
which subjects were asked to listen attentively to see if they were able to detect the presence of intelligible crosstalk.
Furthermore, this type of test cannot be expected to indicate reliably the extent to which a subscriber’s confidence in the
privacy of his own conversation is undermined by overhearing another conversation. Hence in general the aim should be
to reduce the risk of potentially intelligible crosstalk as much as possible.

2.1.2 In applying the calculation method given in Recommendation P.16 [1], errors can occur if the distributions of
crosstalk attenuations and loudness ratings are skew, rather than normal, or are truncated by test acceptance procedures.
This arises because we are generally seeking low probabilities of encountering intelligible crosstalk which are highly
dependent on the tails of distributions being accurately defined. One way of avoiding this difficulty is to apply Monte-
Carlo methods as described, for example, in the CCITT manual cited in [2], taking care to make enough iterations to
secure the necessary accuracy.

2.1.3 Considerable care must be taken to obtain representative values of the loss and noise in crosstalk paths being
studied. In particular, errors arising from small changes in mean values can easily result in the calculated probability of
overhearing being in error by a factor of 10 or more (see, for example, [3]).

2.2 Effect of line and room noise

2.2.1 The masking effect of line noise is another aspect which is important and raises some difficulties. On the one
hand if, for the purpose of establishing crosstalk limits, the level of line noise is assumed to be negligible, unrealistic
demands may be placed on the crosstalk attenuation required to be introduced by items of plant. On the other hand, if it
is assumed that circuits and exchanges in service introduce noise power levels comparable with their design objectives,
e.g. the well known 4 pW0p/km, the incidence of overhearing may be unacceptably high, particularly when the network
is lightly loaded so that noise power levels can be expected to be at their lowest.

As in many transmission studies, a compromise has to be made somewhere between these extremes. In some
cases, it may be necessary to rely on measurements of noise power levels on established plant during light and busy
traffic periods. However, it must not be overlooked that limits devised now must, if possible, take the future into account.
It is a wise principle that the successful performance of equipment in one part of the network should not be dependent
upon adventitious imperfections of other parts of the network, particularly if such imperfections are likely to be
eliminated or reduced in the future, e.g. by new designs of local exchange or by the extensive use of digital long-distance
transmission systems.

2.2.2 Unlike line noise the effect of room noise can be reduced by a determined listener. Hence Recommendation
P.16 [1] recommends that negligible room noise be assumed when deriving a design objective for equipment.
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