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ITU-T  G-SERIES  RECOMMENDATIONS 
TRANSMISSION SYSTEMS AND MEDIA, DIGITAL SYSTEMS AND NETWORKS 

  
INTERNATIONAL TELEPHONE CONNECTIONS AND CIRCUITS G.100–G.199 

Transmission planning and the E-model G.100–G.109 
General Recommendations on the transmission quality for an entire international 
telephone connection 

G.110–G.119 

General characteristics of national systems forming part of international connections G.120–G.129 
General characteristics of the 4-wire chain formed by the international circuits and national 
extension circuits 

G.130–G.139 

General characteristics of the 4-wire chain of international circuits; international transit G.140–G.149 
General characteristics of international telephone circuits and national extension circuits G.150–G.159 
Apparatus associated with long-distance telephone circuits G.160–G.169 
Transmission plan aspects of special circuits and connections using the international telephone 
connection network 

G.170–G.179 

Protection and restoration of transmission systems G.180–G.189 
Software tools for transmission systems G.190–G.199 

GENERAL CHARACTERISTICS COMMON TO ALL ANALOGUE CARRIER-
TRANSMISSION SYSTEMS 

G.200–G.299 

INDIVIDUAL CHARACTERISTICS OF INTERNATIONAL CARRIER TELEPHONE 
SYSTEMS ON METALLIC LINES 

G.300–G.399 

GENERAL CHARACTERISTICS OF INTERNATIONAL CARRIER TELEPHONE SYSTEMS 
ON RADIO-RELAY OR SATELLITE LINKS AND INTERCONNECTION WITH METALLIC 
LINES 

G.400–G.449 

COORDINATION OF RADIOTELEPHONY AND LINE TELEPHONY G.450–G.499 
TRANSMISSION MEDIA AND OPTICAL SYSTEMS CHARACTERISTICS G.600–G.699 
DIGITAL TERMINAL EQUIPMENTS G.700–G.799 
DIGITAL NETWORKS G.800–G.899 
DIGITAL SECTIONS AND DIGITAL LINE SYSTEM G.900–G.999 
MULTIMEDIA QUALITY OF SERVICE AND PERFORMANCE – GENERIC AND USER-
RELATED ASPECTS 

G.1000–G.1999 

TRANSMISSION MEDIA CHARACTERISTICS G.6000–G.6999 
DATA OVER TRANSPORT – GENERIC ASPECTS G.7000–G.7999 
PACKET OVER TRANSPORT ASPECTS G.8000–G.8999 
ACCESS NETWORKS G.9000–G.9999 
  

For further details, please refer to the list of ITU-T Recommendations. 
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  Rec. ITU-T G.113 (2007)/Amd.1 (03/2009) i 

Recommendation ITU-T G.113 

Transmission impairments due to speech processing 

Amendment 1 
 

Revised Appendix IV – Provisional planning values for the wideband equipment 
impairment factor and the wideband packet loss robustness factor 

 

 

 

Summary 
Appendix IV to Recommendation ITU-T G.113 provides up-to-date information on available values 
of wideband equipment impairment factors, Ie,wb, and packet-loss robustness factors, Bpl, wb for a 
number of codecs or codec families. These values are to be used on an extended transmission rating 
scale (R-scale), as defined in Recommendation ITU-T G.107. 

 

 

Source 
Amendment 1 to Recommendation ITU-T G.113 (2007) was agreed on 19 March 2009 by ITU-T 
Study Group 12 (2009-2012). 
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