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Recommendation ITU-T G.652 

Characteristics of a single-mode optical fibre and cable 

 

 

 

Summary 

Recommendation ITU-T G.652 describes the geometrical, mechanical and transmission attributes of 

a single-mode optical fibre and cable which has zero-dispersion wavelength around 1310 nm. 

The ITU-T G.652 fibre was originally optimized for use in the 1310 nm wavelength region but can 

also be used in the 1550 nm region. This is the latest revision of a Recommendation that was first 

created in 1984 and deals with some relatively minor modifications. 

In this revision, an example guideline for the statistical chromatic dispersion coefficient in a link with 

a number of concatenated cable pieces of M equal 1 to 16 is provided in Appendix I, clause I.6. 
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FOREWORD 

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of 

telecommunications, and information and communication technologies (ICTs). The ITU Telecommunication 

Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical, 

operating and tariff questions and issuing Recommendations on them with a view to standardizing 

telecommunications on a worldwide basis. 

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, establishes 

the topics for study by the ITU-T study groups which, in turn, produce Recommendations on these topics. 

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1. 

In some areas of information technology which fall within ITU-T's purview, the necessary standards are 

prepared on a collaborative basis with ISO and IEC. 

 

 

 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 

telecommunication administration and a recognized operating agency. 

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain 

mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the 

Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some other 

obligatory language such as "must" and the negative equivalents are used to express requirements. The use of 

such words does not suggest that compliance with the Recommendation is required of any party. 

 

 

 

 

INTELLECTUAL PROPERTY RIGHTS 

ITU draws attention to the possibility that the practice or implementation of this Recommendation may involve 

the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, validity or 

applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others outside of 

the Recommendation development process. 

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property, 

protected by patents/software copyrights, which may be required to implement this Recommendation. 

However, implementers are cautioned that this may not represent the latest information and are therefore 

strongly urged to consult the appropriate ITU-T databases available via the ITU-T website at 

http://www.itu.int/ITU-T/ipr/. 
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Change log 

Overview of the changes introduced in this Recommendation since it was first approved in 1984. 
 

Edition Recommendation Changes 

1.0 ITU-T G.652 (1984)  

2.0 ITU-T G.652 (1988)  

3.0 ITU-T G.652 (1993)  

4.0 ITU-T G.652 (1997)  

5.0 ITU-T G.652 (2000) 
This revision includes the addition of tables for different levels of 

system support.  

6.0 ITU-T G.652 (2003) This revision clarified the nomenclature for the different categories or 

fibre. Also, in accordance with the agreement on spectral band 

description, the upper limit of the L-band is changed from 16XX to 

1625 nm. The attenuation characteristics for reduced water peak 

categories, (G.652.C and G.652.D) are generalized to a broad region 

from a single wavelength. PMD requirements are added for all 

categories and two categories have reduced limits (compared to 0.5 ps/

km ). For the macrobending test, mandrel diameter is reduced to 

30 mm radius. As seen above, this Recommendation has evolved 

considerably over the years; therefore, the reader is warned to consider 

the appropriate version to determine the characteristics of already 

deployed product, taking into account the year of production. In fact, 

products are expected to comply with the Recommendation that was in 

force at the time of their manufacture, but may not fully comply with 

subsequent versions of the Recommendation. 

7.0 ITU-T G.652 (2005) Support of G.695 applications is noted. 

A clarification of the method of fitting chromatic dispersion coefficient 

values and their use is provided in 5.10, along with some text on use of 

the statistics of chromatic dispersion for system design. 

A clarification of the relationship of the PMDQ of uncabled fibre to 

cabled fibre is provided in 6.2. 

In the tables of requirements: 

The uncabled fibre PMD line item is removed from the tables and the 

note on the requirement for uncabled fibre PMD is modified. 

The tolerance of MFD at 1310 nm is reduced. 

The maximum dispersion slope at the zero dispersion wavelength is 

reduced. 

The maximum concentricity error is reduced. 

The maximum macrobending loss is reduced. 

The wording for the water peak requirement in Tables 3 and 4 are 

modified to reflect a reference to the specification over the range vs the 

specification at 1310 nm. 

8.0 ITU-T G.652 (2009) Add IEC-60794-2-11 as an informative reference in clause 2.2. 

Editorial correction at start of clause 6.2 (PMD). 

New note has been introduced in Table 1 – 4 allowing higher maximum 

cabled attenuation (1.0 dB/km) for short indoor cables. 

Modification in Tables 3 and 4 to the cabled attenuation at 1383 nm 

(max. 0.40 dB/km). 

New text has been introduced in Tables 3 and 4 concerning hydrogen 

ageing (Note 3). 

9.0 ITU-T G.652 (2016) Tables 1 and 3 of edition 8 have not been changed. These tables are not 

included in this version of Recommendation ITU-T G.652, but are in the 

2009 edition. 

The tables in this edition have been renumbered. Tables 1 and 2 of this 

edition 9 correspond respectively to Tables 2 and 4 of edition 8. 
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New clause 5 "Conventions" has been added. Following clause numbers 

have been renumbered. 

Chromatic dispersion specification for G.652.D fibres has been changed 

into boundary line specification. 

In clause 6.10 the text concerning chromatic dispersion for G.652.D 

fibres has been modified. 

In clause 7.2 (PMD) a note has been added about usability of high PMD 

fibre and cable for systems with less stringent PMD requirements.  

In clause 8 only Table 1 (G.652.B) and Table 2 (G.652.D) are indicated. 

Here also a reference to IEC fibre designations is mentioned.  

In Table 1 (G.652.B) and Table 2 (G.652.D) Note 1 has been extended 

with text concerning attenuation coefficient at a wavelength longer than 

1625 nm. 

In Table 1 (G.652.B) new Note 3 and Table 2 (G.652.D) new Note 5 

describe usability of high PMD fibre and cable for system with less 

stringent PMD requirements. 

In Table 2 (G.652.D) the nominal mode field diameter upper range has 

been reduced.  

In Table 2 (G.652.D) the mode field diameter tolerance has been 

tightened. 

In Table 2 (G.652.D) the cladding diameter tolerance has been 

tightened. 

In Table 2 (G.652.D) new specification has been introduced for 

chromatic dispersion. 

In Table 2 (G.652.D) text has been added and renewed concerning 

attenuation coefficient at 1383 nm.  

In Table 2 (G.652.D) the attenuation specifications have been edited to 

two decimal places. 

Added in Appendix I a new clause I.6 "An example of statistical 

methodology". 

New Appendix II has been added highlighting the data collection on 

maximum and minimum chromatic dispersion over wavelength range 

1270 nm to 1625 nm for the boundary line specification of G.652.D 

fibres. 

10.0 ITU-T G.652 (2024) New clauses "I.6.2 Statistical design example for O-band chromatic 

dispersion in a link" and "I.6.3 Influence of number of concatenated 

cable pieces M on PMDQ and DGD" were included in the Appendix I. 

Description for the cut-off wavelength in clause 6.5 was amended to be 

consistent with the Recommendation G.654 (Ed. 12). 
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Recommendation ITU-T G.652 

Characteristics of a single-mode optical fibre and cable 

1 Scope 

This Recommendation describes a single-mode optical fibre and cable which has zero-dispersion 

wavelength around 1310 nm and can be used in the 1310 nm and 1550 nm regions. Both analogue 

and digital transmission can be used with this fibre. 

The geometrical, optical, transmission and mechanical parameters are described below in three 

categories of attributes: 

• fibre attributes are those attributes that are retained throughout cabling and installation; 

• cable attributes that are recommended for cables as delivered; 

• link attributes that are characteristic of concatenated cables, describing estimation methods 

of system interface parameters based on measurements, modelling or other considerations. 

Information for link attributes, system design, and example statistical link design are in 

Appendix I. 

This Recommendation and the different performance categories found in the tables of clause 8 are 

intended to support the following related system Recommendations: 

 

Category Recommendations 

Characteristics of optical systems [b-ITU-T G.691], [b-ITU-T G.692], [b-ITU-T G.693], 

[b-ITU-T G.695], [b-ITU-T G.696.1], [b-ITU-T G.698.1], 

[b-ITU-T G.698.2], [b-ITU-T G.698.3], [b-ITU-T G.698.4], 

[b-ITU-T G.698.5], [b-ITU-T G.698.6] 

Optical fibre submarine cable systems [b-ITU-T G.973], [b-ITU-T G.973.1], [b-ITU-T G.973.2], 

[b-ITU-T G.977.1] 

Digital line systems [b-ITU-T G.957], [b-ITU-T G.959.1] 

Optical line systems for local and access 

networks 

[b-ITU-T G.983.1], [b-ITU-T G.984.2], [b-ITU-T G.985], 

[b-ITU-T G.986], [b-ITU-T G.987.2], [b-ITU-T G.989.2] 

NOTE – Depending on the length of the links, dispersion accommodation can be necessary for some 

[b-ITU-T G.691], [b-ITU-T G.692] or [b-ITU-T G.959.1] application codes. 

The meaning of the terms used in this Recommendation and the guidelines to be followed in the 

measurement to verify the various characteristics are given in [ITU-T G.650.1] and [ITU-T G.650.2]. 

The characteristics of this fibre, including the definitions of the relevant parameters, their test methods 

and relevant values, will be refined as studies and experience progress. 

2 References 

The following ITU-T Recommendations and other references contain provisions which, through 

reference in this text, constitute provisions of this Recommendation. At the time of publication, the 

editions indicated were valid. All Recommendations and other references are subject to revision; 

users of this Recommendation are therefore encouraged to investigate the possibility of applying the 

most recent edition of the Recommendations and other references listed below. A list of the currently 

valid ITU-T Recommendations is regularly published. The reference to a document within this 

Recommendation does not give it, as a stand-alone document, the status of a Recommendation. 

[ITU-T G.650.1] Recommendation ITU-T G.650.1 (2024), Definitions and test methods for 

linear, deterministic attributes of single-mode fibre and cable. 
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