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Recommendation ITU-T G.7041/Y.1303
Generic framing procedure

Summary

Recommendation ITU-T G.7041/Y.1303 defines a generic framing procedure (GFP) to delineate octet-aligned, variable-
length payloads from higher-level client signals for subsequent mapping into octet-synchronous paths, such as those
defined in Recommendations ITU-T G.707/Y.1322, ITU-T G.8040/Y.1340 and ITU-T G.709/Y.1331. This
Recommendation defines:

- frame formats for protocol data units (PDUSs) transferred between GFP initiation and termination points;

- the mapping procedure for the client signals into GFP;

- responses to certain defect conditions.
This edition adds the information from Amendment 1 (2012), Amendment 2 (2012) and Amendment 3 (2015) to

Recommendation ITU-T G.7041 (2011), in addition to new material and text enhancements from contributions to the
February 2016 meeting.
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FOREWORD

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of
telecommunications, information and communication technologies (ICTs). The ITU Telecommunication
Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical,
operating and tariff questions and issuing Recommendations on them with a view to standardizing
telecommunications on a worldwide basis.

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, establishes
the topics for study by the ITU-T study groups which, in turn, produce Recommendations on these topics.

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1.

In some areas of information technology which fall within ITU-T's purview, the necessary standards are
prepared on a collaborative basis with 1ISO and IEC.

NOTE

In this Recommendation, the expression "Administration” is used for conciseness to indicate both a
telecommunication administration and a recognized operating agency.

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain
mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the
Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some other
obligatory language such as "must™ and the negative equivalents are used to express requirements. The use of
such words does not suggest that compliance with the Recommendation is required of any party.

INTELLECTUAL PROPERTY RIGHTS

ITU draws attention to the possibility that the practice or implementation of this Recommendation may involve
the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, validity or
applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others outside of
the Recommendation development process.

As of the date of approval of this Recommendation, ITU had received notice of intellectual property, protected
by patents, which may be required to implement this Recommendation. However, implementers are cautioned
that this may not represent the latest information and are therefore strongly urged to consult the TSB patent
database at http://www.itu.int/ITU-T/ipr/.

© ITU 2017

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the prior
written permission of ITU.

Documents
Rec. ITU-T G.7041/Y.1303 (08/2016) Document Sharing Hub

Copyright International Telecommunication Union/ITU Telcommunication Sector
Provided by IHS Markit under license with ITU-T Licensee=/, User=,
No reproduction or networking permitted without license from IHS Not for Resale,

Full document details: ITU-T G.7041 2016


http://www.itu.int/ITU-T/ipr/
http://www.avadocuments.com/doc/itu-t-g-7041-2016
http://www.avadocuments.com/doc/itu-t-g-7041-2016

Table of Contents

Page
1 Y00 0T TP P TP OUP PPN 1
2 RETEIEINCES. ...ttt bbbttt bbbt 1
3 Terms and defiNITIONS ......c.ooiiiiee et 3
4 ADDreviations and aCTONYMS .......cc.eiieiieiese e ese e e e reesaeeae e e sreenee e 4
5 (000 11771 o1 £ ] S PO UR U PRRTRRPRTR 6
6 Aspects common to both frame-mapped and transparent-mapped modes of GFP ...... 6
6.1 Basic signal structure for GFP client frames............ccocovviiiiiiieniiiiiis 7
6.2 GFP CONEIOl TraMES. ....viiiiiiiieie e e 18
6.3 GFP frame-1evel fUNCLIONS ........cccooiiiiiiee e 19
6.4 Management communications frame ..........ccccocvevveieiiesie s 24
7 Payload-specific aspects for frame-mapped GFP...........ccccooiiiiiininicc e 24
7.1 Ethernet media access control payload.............ccccooveieieiieiiccc e 24
7.2 HDLC/PPP PaYlOad.........ccccoviiieiieiieeic ettt st sre e 27
7.3 Fibre channel payload via FC-BBW_SONET .........ccccociiiiiiiie e 28
7.4 Error handling in frame-mapped GFP ... 29
7.5 IEEE 802.17 resilient packet ring payload............c.ccooviriiieiincieniicee 29
7.6 Direct mapping of multiprotocol label switching into GFP-F frames............ 30
7.7 Direct mapping of IP and OSI network layer PDUs into GFP-F frames ....... 31
7.8 DVB ASI PAYI0ad........cc.coviiieiieiie et 32

7.9 Transporting Ethernet 10GBASE-R payloads with preamble transparency
and ordered Set iINfOrMAtiON...........cccveiieiiie s 33
7.10 Precision time protoCol............coeiiiii e 36
7.11  Synchronization StatuS MESSAGES.......cc.eeiveireerieirereerieeresreesteseesraesreseesreenneas 37
8 Payload-specific aspects for transparent mapping of 8B/10B clients into GFP........... 38
8.1 Common aspects OF GFP-T .......oooiiiiiieeee e 38
8.2 Running disparity in 64B/65B COUES..........cccovviieiierieiiese e 42
8.3 Client-specific signal fail aSpects ..........ccccveiiiiiii i 44
8.4 Synchronous full-rate transparent mapping of 8B/10B clients into GFP....... 47
8.5 Asynchronous (full- or sub-rate) mapping of 8B/10B clients into GFP ........ 50
Appendix | — Examples of functional models for GFP applications ................ccocoeeiiiiiinnen, 51
prpendix Il — Sample GFP payload tYPeS........coviiiieiiieiie st 53
‘Appendix Il — GFP frame example illustrating transmission order and CRC calculation ..... 54
' .1 Worked example for a GFP-F frame .........ccccooiiiiiiiiiice e 54
1.2 Worked example for a GFP-T superblock CRC calculation.......................... 57
1.3 Worked example for a GFP-F encapsulated MPLS frame.........c.cccccoovennne. 57

Documents
Rec. ITU-T G.7041/Y.1303 (08/2016)"e" ST na Hub

Full document details: ITU-T G.7041 2016


http://www.avadocuments.com/doc/itu-t-g-7041-2016
http://www.avadocuments.com/doc/itu-t-g-7041-2016

Appendix IV — Number of superblocks used in transparent GFP...........c.ccccooveveiieieeiesnenne. 59
V.1 INEFOTUCTION ... et 59
IV.2  Calculation of spare bandwidth ..............cccoooiiiiiiiec e 59
IV.3  Calculation of available bandwidth for CMFs and MCFs...........cccccoceniininnen. 60
Appendix V — Bandwidth requirements for Ethernet transport...........ccccccoeeviviieieececce s, 62
Appendix VI — Ethernet physical layer defect SignalsS............ccccooiiiiiiiiiiiin e 65
Appendix VII — Ethernet throughput of ODUflex for GFP-F mapped client signals.............. 67
BIDHOGIAPNY ... 69
Documents
om0 T T G;7041/Y-1303 (08/2016) pocument sharing i

Full document details: ITU-T G.7041 2016


http://www.avadocuments.com/doc/itu-t-g-7041-2016
http://www.avadocuments.com/doc/itu-t-g-7041-2016

Introduction

A generic framing procedure (GFP) provides a generic mechanism to adapt traffic from higher-layer
client signals over a transport network. Client signals may be protocol data unit- (PDU)-oriented
[such as Internet protocol/point-to-point protocol (IP/PPP) or Ethernet media access control (MAC)]
or block-code oriented constant bit rate stream [such as fibre channel or enterprise systems
connection/single-byte command code sets connection (ESCON/SBCON)].

The GFP specification consists of both common and client-specific aspects. Common aspects of GFP
apply to all GFP-adapted traffic and they are specified in clause 6. Client-specific aspects of GFP are
specified in clauses 7 and 8. Currently, two modes of client signal adaptation are defined for GFP.

- A PDU-oriented adaptation mode, referred to as frame-mapped GFP (GFP-F), is specified in
clause 7.

- A block-code oriented adaptation mode, referred to as transparent GFP (GFP-T), is specified
in clause 8.

Figure 1 illustrates the relationship between the higher-layer client signals, GFP and GFP transport
paths.

Ethernet IP/PPP Other client signals

GFP — Client-specific aspects
(payload dependent)

Other octet-synchronous
paths

SDH VC-n path OTN ODUK path

G.7041-Y.1303(11)_FO:

Figure 1 — GFP relationship to client signals and transport paths

Figure 2 illustrates the environment in which GFP operates.

Bridge or switch or router function in TNE Data layer network

| | | |
1] L e el L il
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Bridge or switch or router function in TNE

Transport layer network

Figure 2 — GFP functional model (single client)

In the frame-mapped adaptation mode, the client/GFP adaptation function may operate at the data
link layer (or higher layer) of the client signal. Client PDU visibility is required. This visibility is
obtained when the client PDUs are received from either the data layer network [e.g., Internet protocol
(IP) router fabric or Ethernet switch fabric (C/C' in Figure 2)] or, e.g., a bridge, switch or router
function in a transport network element (TNE). In the latter case, the client PDUs are received via,
e.g., an Ethernet interface (A/A' in Figure 2).
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For the transparent adaptation mode, the client/GFP adaptation function operates on the coded
character stream rather than on the incoming client PDUs. Thus, processing of the incoming
codeword space for the client signal is required (B/B' in Figure 2).

Typically, interconnections can be set up between ports Aand A', Band B', Cand C', Aand C',and C
and A'. Note that the physical port type of B and B' must be the same to support an interconnection,
while the physical port type of A and A' may be different.

Some high-level functional models associated with the above GFP processing can be found in
Appendix |.
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Recommendation ITU-T G.7041/Y.1303

Generic framing procedure

1 Scope

This Recommendation defines a generic framing procedure (GFP) to encapsulate variable-length
payload of various client signals for subsequent transport over synchronous digital hierarchy (SDH),
plesiochronous digital hierarchy (PDH) and optical transport network (OTN) networks as defined in
[ITU-T G.707], [ITU-T G.8040] and [ITU-T G.709]. This Recommendation defines the:

— frame formats for protocol data units (PDUs) transferred between GFP initiation and
termination points;

- mapping procedure for the client signals into GFP.

The framing procedure described in this Recommendation can be applied to both the encapsulation
of entire client frames (frame-mapped GFP), in which a single client frame is mapped into a single
GFP frame, and to character-mapped transport (transparent GFP), in which a number of client data
characters are mapped into efficient block codes for transport within a GFP frame.

2 References

The following ITU-T Recommendations and other references contain provisions which, through
reference in this text, constitute provisions of this Recommendation. At the time of publication, the
editions indicated were valid. All Recommendations and other references are subject to revision;
users of this Recommendation are therefore encouraged to investigate the possibility of applying the
most recent edition of the Recommendations and other references listed below. A list of the currently
valid ITU-T Recommendations is regularly published. The reference to a document within this
Recommendation does not give it, as a stand-alone document, the status of a Recommendation.

[ITU-T G.707] Recommendation ITU-T G.707/Y.1322 (2007), Network node interface
for the synchronous digital hierarchy (SDH).

[ITU-T G.709] Recommendation ITU-T G.709/Y.1331 (2016), Interfaces for the optical
transport network (OTN).

[ITU-T G.781] Recommendation ITU-T G.781 (2008), Synchronization layer functions.

[ITU-T G.783] Recommendation ITU-T G.783 (2006), Characteristics of synchronous
digital hierarchy (SDH) equipment functional blocks.

[ITU-T G.798] Recommendation ITU-T G.798 (2012), Characteristics of optical
transport network hierarchy equipment functional blocks.

[ITU-T G.806] Recommendation ITU-T G.806 (2012), Characteristics of transport
equipment — Description methodology and generic functionality.

[ITU-T G.8021] Recommendation ITU-T G.8021/Y.1341 (2016), Characteristics of
Ethernet transport network equipment functional blocks.

[ITU-T G.8040] Recommendation ITU-T G.8040/Y.1340 (2005), GFP frame mapping
into plesiochronous digital hierarchy (PDH).

[ITU-T G.8264] Recommendation ITU-T G.8264/Y.1364 (2013), Distribution of timing
information through packet networks.

[ITU-T G.8275.1] Recommendation ITU-T G.8275.1/Y.1369.1 (2016), Precision time

protocol telecom profile for phase/time synchronization with full timing
support from the network.
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[ITU-T H.222.0]

[ITU-T 1.363.1]
[ITU-T 1.432.1]

[ITU-T X.233]

[ANSI INCITS 230]
[ANSI INCITS 296]

[EN 50083-9]

[ETSI TR 101 290]

[IETF RFC 791]

[IETF RFC 1661]
[IETF RFC 1662]
[IETF RFC 2460]

[IETF RFC 3032]
[IEEE 802.3]

[IEEE 802.17]

[1SO 9542]

[ISO/IEC 10589]

Recommendation ITU-T H.222.0 (2014)|ISO/IEC 13818-1:2015,
Information technology — Generic coding of moving pictures and
associated audio information: Systems.

Recommendation ITU-T 1.363.1 (1996), B-ISDN ATM Adaptation Layer
specification: Type 1 AAL.

Recommendation ITU-T 1.432.1 (1999), B-ISDN user-network interface
— Physical layer specification: General characteristics.

Recommendation ITU-T X.233 (1997)|ISO/IEC 8473-1:1998,
Information technology — Protocol for providing the connectionless-mode
network service: Protocol specification.

ANSI INCITS 230-1994 (R1999), Information Technology — Fibre
Channel — Physical and Signaling Interface (FC-PH).

ANSI INCITS 296-1997 (R2007), Information Technology — Single-Byte
Command Code Sets CONnection (SBCON) Architecture.

EN 50083-9:2002, Cable networks for television signals, sound signals
and interactive services — Part 9: Interfaces for CATV/SMATV headends
and similar professional equipment for DVB/MPEG-2 transport streams.

ETSI TR 101 290 (2014), Digital Video Broadcasting (DVB);
Measurement guidelines for DVB systems.

IETF RFC 791 (1981), Internet Protocol.
IETF RFC 1661 (1994), The Point-to-Point Protocol (PPP).
IETF RFC 1662 (1994), PPP in HDLC-like Framing.

IETF RFC 2460 (1998), Internet Protocol, Version 6 (IPv6)
Specification.

IETF RFC 3032 (2001), MPLS Label Stack Encoding.

IEEE 802.3-2015, IEEE Standard for Information technology —
Telecommunications and information exchange between systems —
Local and metropolitan area networks — Specific requirements —
Part 3: Carrier Sense Multiple Access with Collision Detection
(CSMA/CD) Access Method and Physical Layer Specifications.

IEEE 802.17-2011, IEEE standard for information technology —
Telecommunications and information exchange between systems —
Local and metropolitan area networks — Specific requirements —

Part 17: Resilient packet ring (RPR) access method and physical layer
specifications.

ISO 9542:1988, Information processing systems — Telecommunications
and information exchange between systems — End system to Intermediate
system routeing exchange protocol for use in conjunction with the
Protocol for providing the connectionless-mode network service

(ISO 8473).

ISO/IEC 10589:2002, Information technology — Telecommunications and
information exchange between systems — Intermediate System to
Intermediate System intra-domain routeing information exchange
protocol for use in conjunction with the protocol for providing the
connectionless-mode network service (ISO 8473).
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[ISO/IEC 13239] ISO/IEC 13239:2002, Information technology — Telecommunications and
information exchange between systems — High-level data link control
(HDLC) procedures.

[ISO/IEC 13818-9] ISO/IEC 13818-9:1996, Information technology — Generic coding of
moving pictures and associated audio information — Part 9: Extension
for real time interface for systems decoders.

[ISO/IEC 14165-241] ISO/IEC 14165-241:2005, Information technology — Fibre Channel —
Part 241: Backbone 2 (FC-BB-2).

3 Terms and definitions
This Recommendation defines the following terms:

3.1 channel identifier (CID): An 8-bit binary number used to indicate one of
256 communication channels at a generic framing procedure (GFP) initiation/termination point.

3.2 client data frame: A generic framing procedure (GFP) frame that contains payload data from
a client signal.

3.3 client defect clear indication (DCI): A fast explicit indication from the client that a client
signal fail, reverse defect or forward defect event has cleared. The DCI allows the generic framing
procedure (GFP) sink adaptation function to respond to the fault clearing immediately rather than
detecting the clearing through a time out in the arrival of Client Signal Fail (CSF), reverse defect
indication (RDI) or forward defect indication (FDI) frames.

3.4 client forward defect indication (FDI): A generic framing procedure (GFP) client
management frame (CMF) used to communicate client forward defect information from the GFP-F
source to the sink adaptation functions. Some clients transmit an indication of local faults affecting
the forward signal direction, with the indication encoded into the client physical layer signal.

35 client management frame (CMF): A generic framing procedure (GFP) frame containing
information associated with the management of the GFP connection between the GFP source and
sink.

3.6 client reverse defect indication (RDI): A generic framing procedure (GFP) client
management frame (CMF) used to communicate this client reverse defect information from the
GFP-F source to the sink adaptation functions. Some clients transmit an indication of faults in the
reverse signal direction, with the indication encoded into the client physical layer signal.

3.7 control frame: A generic framing procedure (GFP) frame used to control the GFP
connection. The only control defined at this time is the idle frame.

3.8 frame-mapped GFP: A type of generic framing procedure (GFP) mapping in which a client
signal frame is received and mapped in its entirety into one GFP frame.

3.9 management communications frame (MCF): A generic framing procedure (GFP) frame
used to provide a management communications channel (MCC) capability across the GFP link. The
definition of this channel and its applications are beyond the scope of this Recommendation.

3.10 maximum transmission unit (MTU): Maximum size of the generic framing procedure
(GFP) payload area, in octets.

3.11  running disparity (RD): A procedure used by block line codes, such as 8B/10B, to balance
the total of number of 1s and Os transmitted over time. The running disparity at the end of a line code
sub-block is positive if more 1s than 0s have been sent up to that point, and negative if more Os than
1s have been sent. The encoder uses the running disparity value to choose which of the two possible
codes to transmit for the next character mapping in order to balance the number of transmitted 1s and
0s.
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3.12
3.13

source port/destination port (SP/DP): A logical addressable entity on a physical interface.
superblock: A transparent generic framing procedure (GFP) structure that combines multiple

64B/65B codes along with a CRC-16 for the purposes of providing payload octet alignment and error
control over the bits in the superblock.

NOTE - See Figure 8-3.

3.14

transparent GFP: A type of generic framing procedure (GFP) mapping in which

block-coded client characters are decoded and then mapped into a fixed-length GFP frame and may
be transmitted immediately without waiting for the reception of an entire client data frame.

4

This Recommendation uses the following abbreviations and acronyms:

1GbE
ACFC
AlS
ASI
ATM
BBW
cHEC
CID
CLNP
CMF
CoS
CRC
CSF
DCI
DE
DP
DVB
eHEC
ES-IS
EOF
ESCON
EXI
FC
FCS
FDI
FEFI
FICON

Abbreviations and acronyms

1 Ghit/s Ethernet

Address-and-Control-Field-Compression

Alarm Indication Signal
Asynchronous Serial Interface
Asynchronous Transfer Mode
Backbone WAN

core Header Error Check
Channel Identifier
Connectionless Network Protocol
Client Management Frame
Class of Service

Cyclic Redundancy Check
Client Signal Fail

Defect Clear Indication
Discard Eligibility
Destination Port

Digital Video Broadcast
extension Header Error Check

End System-to-Intermediate System

End of Frame

Enterprise Systems Connection
Extension header Identifier
Fibre Channel

Frame Check Sequence
Forward Defect Indication
Far-End Fault Indication

Fibre Connection
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FIFO First-In, First-Out

GFP Generic Framing Procedure

GFP-F Generic Framing Procedure, Frame-mapped
GFP-T Generic Framing Procedure, Transparent
HDLC High-level Data Link Control

HEC Header Error Check

IFG Inter-Frame Gap

IP Internet Protocol

IPG Inter-Packet Gap

ISDN Integrated Services Digital Network
IS-1S Intermediate System-to-Intermediate System
LCC Last Control Character

LCP Link Control Protocol

LF Local Fault

LOL Loss of Light

LOS Loss of Signal

LSB Least Significant Bit

MAC Media Access Control

MAPOS  Multiple Access Protocol Over Synchronous optical network/synchronous digital hierarchy
MCC Management Communications Channel

MCF Management Communications Frame

MPEG Moving Picture Expert Group

MPLS Multiprotocol Label Switching

MSB Most Significant Bit

MTU Maximum Transmission Unit
NE Network Element

OSl Open Systems Interconnection
OTN Optical Transport Network

PCS Physical Coding Sublayer

PDH Plesiochronous Digital Hierarchy
PDU Protocol Data Unit

pFCS payload Frame Check Sequence
PFI Payload Frame check sequence Indicator
PLI Payload Length Indicator

PLL Phase-Locked Loop

PPP Point-to-Point Protocol

PTI Payload Type Identifier
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PTP Precision Time Protocol

RD Running Disparity

RDI Reverse Defect Indication

RF Remote Fault

RPR Resilient Packet Ring

RS Reed-Solomon

SBCON  Single-Byte command code sets Connection
SBW Spare Bandwidth

SDH Synchronous Digital Hierarchy
SFD Start of Frame Delimiter

SOF Start of Frame

SONET  Synchronous Optical Network
SP Source Port

SSF Server Signal Failure

SSM Synchronization Status Message
tHEC type Header Error Check

TS Transport Stream

TSF Trail Signal Fail

UPI User Payload Identifier

VC-n Virtual Container-n

5 Conventions

Transmission order: The order of transmission of information in all the figures in this
Recommendation is first from left to right and then from top to bottom. Within each byte, the most
significant bit (MSB) is transmitted first. The MSB is shown at the left of all the figures.

Undefined field values: The default value for any undefined header fields is O, unless otherwise
stated.

6 Aspects common to both frame-mapped and transparent-mapped modes of GFP

This clause discusses the common (protocol-independent) aspects of GFP for octet-aligned payloads.
The mapping of the framed payloads into an SDH VC-n is specified in [ITU-T G.707]. The mapping
of the framed payloads into an OTN ODUk payload is specified in [ITU-T G.709].

GFP uses a variation of the HEC-based frame delineation mechanism defined for asynchronous
transfer mode (ATM) (see [ITU-T 1.432.1]). Two kinds of GFP frames are defined: GFP client frames
and GFP control frames. Frame formats for GFP client and control frames are defined in clauses 6.1
and 6.2. GFP also supports a flexible (payload) header extension mechanism to facilitate the
adaptation of GFP for use with diverse transport mechanisms. Currently defined payload extension
header types are specified in clause 6.1.2.1.3.
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6.1 Basic signal structure for GFP client frames

The format for GFP frames is shown in Figure 6-1. GFP frames are octet-aligned and consist of a
GFP core header and, except for GFP idle frames, a GFP payload area.

Octet transmission order

|

Core header 4

g~ wWwN -

Payload area 4-65535

1 2 3 4 5 6 7 8 —— Bittransmission order

a) Frame size and transmission order

16-bit payload
length indicator

cHEC
(CRC-16)

Core
header

Payload

Payload headers
area (4-64 bytes)

Client
payload
information field

Optional
payload FCS
(CRC-32)

b) Field constituting a GFP client frame
G.7041-Y.1303(11)_F6-1

Figure 6-1 — Frame format for GFP client frames

6.1.1 GFP core header

The GFP core header format is shown in Figure 6-2. The four octets of the GFP core header consist
of a 16-bit payload length indicator (PLI) field and a 16-bit core header error check (cHEC) field.
This header allows GFP frame delineation independent of the content of the higher layer PDUs.
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Octet transmission order

|

1 PLI <15:08>
2 PLI <7:00>
3 cHEC <15:08>
4 cHEC <7:00>

1 2 3 4 5 6 7 8 — Bittransmission order
G.7041-Y.1303(11)_F6-2

Figure 6-2 — GFP core header format

6.1.1.1 Payload length indicator field

The two-octet PLI field contains a binary number representing the number of octets in the GFP
payload area. The absolute minimum value of the PLI field in a GFP client frame is four octets.
PLI values 0-3 are reserved for GFP control frame usage (see clause 6.2).

6.1.1.2  Core header error control field

The two-octet cHEC field contains a cyclic redundancy check-16 (CRC-16) error control code that
protects the integrity of the contents of the core header by enabling both single-bit error correction
and multi-bit error detection. The cHEC sequence is calculated over the octets of the core header as
specified in clause 6.1.1.2.1.

6.1.1.2.1 HEC processing

The header error check (HEC) generating polynomial is G(x) =x*® + x!2 + x° + 1, with an initialization
value of zero, where x*8 corresponds to the MSB and x° corresponds to the least significant bit (LSB).

The cHEC field is generated by the source adaptation process using the following steps
(see Appendix I of [b-ITU-T V.41)).

1) The first two octets of the GFP frame are taken in network octet order, MSB first, to form a
16-bit pattern representing the coefficients of a polynomial M(x) of degree 15.

2) M(x) is multiplied by x* and divided (modulo 2) by G(x), producing a remainder R(x) of
degree 15 or less.

3) The coefficients of R(x) are considered to be a 16-bit sequence, where x*° is the MSB.

4) This 16-bit sequence is the CRC-16 where the first bit of the CRC-16 to be transmitted is the
coefficient of x1° and the last bit transmitted is the coefficient of x°.

The sink adaptation process performs steps 1)-3) in the same manner as the source adaptation process,
except that here, the M(x) polynomial of step 1) includes the CRC-16 bits in received order, and has
degree 23. In the absence of bit errors, the remainder shall be 0000 0000 0000 0000.

This single error correction shall be performed on the core header. The GFP sink adaptation process
shall discard any of those GFP frames where multi-bit errors are detected. The sink adaptation process -
also updates any relevant system records for performance monitoring purposes.

6.1.1.3  Core header scrambling

The core header is scrambled for DC balance by an exclusive-OR operation (modulo 2 addition) with
the hexadecimal number B6AB31EOQ. This number is the maximum transition, minimum side-lobe,
Barker-like sequence of length 32. The scrambling of the GFP core header improves the robustness
of the GFP frame delineation procedure and provides a sufficient number of 0-1 and 1-0 transitions
during idle transmission periods.
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6.1.2 GFP payload area

The GFP payload area, which consists of all octets in the GFP frame after the GFP core header, is
used to convey higher-layer specific protocol information. This variable length area may include
from 4 to 65 535 octets. As shown in Figure 6-3, the GFP payload area consists of two common
components: a payload header and a payload information field. An optional payload frame check
sequence (pFCS) field is also supported.

Octet transmission order

l

Payload header X =4to 64

© 00 N o Ul

Payload
information
field
0to0 65535 —X

Payload FCS
(optional)

1 2 3 4 5 6 7 8§ — Bittransmission order
G.7041-Y.1303(11)_F6-3

Figure 6-3 — GFP payload area format

Practical GFP maximum transmission unit (MTU) sizes for the GFP payload area are application
specific. An implementation should support transmission and reception of GFP frames with GFP
payload areas of at least 2 000 octets. By prior arrangement, consenting GFP implementations may
use other MTU values. Implementations supporting frame-mapped fibre channel (FC) should support
GFP payload areas of at least 2 156 octets.

6.1.2.1 Payload header

The payload header is a variable-length area, 4 to 64 octets long, intended to support data link
management procedures specific to the higher-layer client signal. The structure of the GFP payload
header is illustrated in Figure 6-4. The area contains two mandatory fields, the type and the type
header error check (tHEC) fields, and a variable number of additional payload header fields. This
group of additional payload header fields is referred to as the extension header. The presence of the
extension header, and its format, and the presence of the optional pFCS are specified by the type field.
The tHEC protects the integrity of the type field.
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Octet transmission order

|

5
Type 2
6 yp
7
tHEC 2
8
9 .
Extension
) header 0t0 60
field
n eHEC 2

1 2 3 4 5 6 7 8 — Bittransmission order
G.7041-Y.1303(11)_F6-4

Figure 6-4 — GFP payload header format

An implementation shall support reception of a GFP frame with a payload header of any length in the
range 4 to 64 octets.

6.1.2.1.1 GFP type field

The GFP type field is a mandatory two-octet field of the payload header that indicates the content and
format of the GFP payload information field (see clause 6.1.2.2). The type field distinguishes between
GFP frame types and between different services in a multi-service environment. As shown in
Figure 6-5, the type field consists of a payload type identifier (PTI), a pFCS indicator (PFI), an
extension header identifier (EXI) and a user payload identifier (UPI).

Octet transmission order
l 15 14 13 12 11 10 9 8 Bit number

5 PTI |PFI| EXI

6 UPI

7 6 5 4 3 2 1 0 Bit number

1 2 3 4 5 6 7 g —— Bit transmission order
G.7041-Y.1303(11)_F6-5

Figure 6-5 — GFP type field format

The interpretation of the UPI field for PTI values different from 000 or 100 is for further study.
Sample type field values are illustrated in Appendix I1.

6.1.2.1.1.1 Payload type identifier

This 3-bit subfield of the type field identifies the type of GFP client frame. Three kinds of client
frames are currently defined, user data frames (PTI =000), CMFs (PTI = 100) and management
communication frames (PTI = 101). PTI codepoints are given in Table 6-1.

Table 6-1 — GFP payload type identifiers

Type bits <15:13> Usage
000 User data
100 Client management
101 Management communications
Others Reserved
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6.1.2.1.1.2 Payload frame check sequence indicator

This one-bit subfield of the type field indicates the presence (PFI = 1) or absence (PFI = 0) of the
pFCS field.

6.1.2.1.1.3 Extension header identifier (EXI)

This 4-bit subfield of the type field identifies the type of extension header GFP. Three kinds of
extension headers are currently defined: a null extension header; a linear extension header; and a ring
extension header. EXI codepoints are given in Table 6-2.

Table 6-2 — GFP extension header identifiers

Type bits <11:8> Usage
0000 Null extension header
0001 Linear frame
0010 Ring frame
Others Reserved

6.1.2.1.1.4 User payload identifier

This 8-bit field identifies the type of payload conveyed in the GFP payload information field.
Interpretation of the UPI field is relative to the type of GFP client frame as indicated by the PTI
subfield. UPI values for client data frames are specified in clause 6.1.3.1 and UPI values for CMFs
are specified in clause 6.1.3.2.

6.1.2.1.2 Type headererror control field

The two-octet tHEC field contains a CRC-16 error control code that protects the integrity of the
contents of the type field by enabling both single-bit error correction and multi-bit error detection.
The type header consists of the type field and the tHEC.

The content of the tHEC field is generated using the same steps as the cHEC (see clause 6.1.1.2.1)
with the following exception:

- for the tHEC, step 1 is modified such that M(x) is formed from all the octets in the type field,
excluding the tHEC field itself at the source, but including the tHEC field at the sink.

The GFP sink adaptation process shall perform single-bit error correction on the type field, which is
protected by a tHEC field. The GFP sink adaptation process shall discard any of those GFP frames
where multi-bit errors are detected. The sink adaptation process also updates any relevant system
records for performance monitoring purposes.

6.1.2.1.3 GFP extension headers

The payload extension header is a 0-t0-60 octet extended field [including the extension header error
check (eHEC)] that supports technology-specific data link headers such as virtual link identifiers,
source/destination addresses, port numbers, class of service (CoS) and extension header error control.
The type of the extension header is indicated by the content of the EXI bits in the type field of the
payload header.

Three extension header variants are currently defined to support client-specific data over a logical
ring or logical point-to-point (linear) configurations.

This clause describes the various fields in each extension header. The default value for any undefined
fields is O unless otherwise stated.
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6.1.2.1.3.1 Null extension header

The payload header for a frame with a null extension header is shown in Figure 6-6. This extension
header applies to a logical point-to-point configuration. It is intended for scenarios where the transport
path is dedicated to one client signal.

Octet transmission order

5 Type <15:08>
6 Type <7:00>
7 tHEC <15:08>
8 tHEC <7:00>

1 2 3 4 5 6 7 8 — Bittransmission order
G.7041-Y.1303(11)_F6-6

Figure 6-6 — Payload header for a GFP frame with a null extension header

6.1.2.1.3.2 Extension header for a linear frame

The payload header for a linear (point-to-point) frame with an extension header, shown in Figure 6-7,
is intended for scenarios where there are several independent links requiring aggregation on to a single

transport path.
Octet transmission order

|
5 Type <15:08>
6 Type <7:00>
7 tHEC <15:08>
8 tHEC <7:00>
9 ClDe <7:00>

10 Spare <7:00>

11 eHEC <15:08>

12 eHEC <7:00>

1 2 3 4 5 6 7 8 — Bittransmission order
G.7041-Y.1303(11)_F6-7

Figure 6-7 — Payload header for a linear (point-to-point)
frame including the extension header

6.1.2.1.3.21 Channel ID field

The CID is an 8-bit binary number used to indicate one of 256 communication channels at a GFP
termination point.

6.1.2.1.3.2.2  Spare field
The 8-bit spare field is reserved for future use.

6.1.2.1.3.2.3 Extension header error check field

See clause 6.1.2.1.4.
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6.1.2.1.3.3 Extension header for a ring frame
For further study.

6.1.2.1.4 Extension header error check field

The two-octet eHEC field contains a CRC-16 error control code that protects the integrity of the
contents of the extension headers by enabling both single-bit error correction (optional) and multi-bit
error detection.

The content of the eHEC field is generated using the same steps as the cHEC (see clause 6.1.1.2.1)
with the following exception:

- for the eHEC, step 1 is modified such that M(x) is formed from all the octets in the extension
header, but excluding the eHEC field itself.

The GFP sink adaptation process may perform single-bit error correction on all of the fields protected
by a tHEC field. Single error correction is optional for the extension header. The GFP sink adaptation
process shall discard any of those GFP frames where multi-bit errors are detected or where any error
occurs in a header field that does not make use of single error correction. The sink adaptation process
also updates any relevant system records for performance monitoring purposes.

6.1.2.2 Payload information field

The payload information field contains the framed PDU for frame-mapped GFP or, in the case of
transparent GFP, a group of client signal characters. This variable-length field may include from 0 to
65 535 — X octets, where X is the size of the payload header. This field may include an optional pFCS
field. The client PDU/signal is always transferred into the GFP payload information field as an octet-
aligned packet stream.

6.1.2.2.1 Payload frame check sequence field

The GFP pFCS, as shown in Figure 6-8, is an optional, four-octet long, FCS. It contains a CRC-32
sequence that protects the contents of the GFP payload information field. The FCS generation process
is defined in clause 6.1.2.2.1.1. A value of 1 in the PFI bit within the type field identifies the presence

of the pFCS field.
Octet transmission order
pFCS <31:24>
pFCS <23:16>
pFCS <15:08>
pFCS <7.00>
1 2 3 4 5 6 7 8 — Bittransmission order
G.7041-Y.1303(11)_F6-8
Figure 6-8 — GFP payload frame check sequence format
6.1.2.2.1.1 Payload frame check sequence generation

The pFCS is generated using the CRC-32 generating polynomial [ISO/IEC 13239] G(x) = x*2 + x?® +
X2 4+ x22 +x1 +x12 4 x4+ x10 458 +x7 +x5 +x* +x2 +x1 + 1, where x* corresponds to the
MSB and x° corresponds to the LSB.

The pFCS field is generated using the following steps.

1) The N octets from the GFP payload information field, excluding the FCS are taken in network
octet order, MSB first, to form a 8N-bit pattern representing the coefficients of a polynomial

M'(x) of degree 8N — 1.
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2) M'(x) is multiplied by x%, added to the product of xN and the all-1s polynomial U(x) = 1 +

x4+ x2+ ... +x3, and divided (modulo 2) by G(x), producing a remainder R(x) of degree 31
or less.
NOTE — The addition of x®V [1 + x* + x> + ... + x%] is equivalent to presetting the shift register to
all-1s for typical shift register implementations using presets. Either method is equivalent to
complementing the 32 MSBs of the GFP payload information field for the purpose of calculating the
FCS.

3) The coefficients of R(x) are considered to be a 32-bit sequence, where x3! is the MSB.
4) The complement of this 32-bit sequence is the CRC-32.

The sink adaptation process performs steps 1)-3) in the same manner as the source adaptation process.
In the absence of errors, the remainder shall be 11000111 00000100 11011101 01111011, in the
order x3! to x°.

6.1.2.3 Payload area scrambling

Scrambling of the GFP payload area is required to provide security if the payload information happens
to be the same as the scrambling word (or its inverse) from a frame-synchronous scrambler, such as
those used in the SDH Reed-Solomon (RS) layer or in an OTN OPUk channel. Figure 6-9 illustrates
the scrambler and descrambler processes.

P T
X +1" scrambler

»Y(t) Y(t)

G.7041-Y.1303(11)_F6-9

Figure 6-9 — x*3+1 scrambler and descrambler processes for GFP

All octets in the GFP payload area are scrambled using a 1 + x* self-synchronous scrambler.
Scrambling is done in network bit order.

At the source adaptation process, scrambling is enabled starting at the first transmitted octet after the
cHEC field, and is disabled after the last transmitted octet of the GFP frame. When the scrambler or
descrambler is disabled, its state is retained. Hence, the scrambler or descrambler state at the
beginning of a GFP frame payload area will thus be the last 43 payload area bits of the GFP frame
transmitted in that channel immediately prior to the current GFP frame.

The activation of the sink adaptation process descrambler also depends on the present state of the

cHEC check algorithm:
a) in the HUNT and PRESYNC states, the descrambler is disabled;
b) in the SYNC state, the descrambler is enabled only for the octets between the cHEC field and

the end of the candidate GFP frame.

NOTE — The GFP sink adaptation process can reliably forward GFP frames to the higher-layer entity only
when the sink adaptation process is in the SYNC state.

6.1.3 GFP client frames

Two types of GFP client frames are currently defined, client data and client management. GFP client
data frames are used to transport data from the client signal. GFP CMFs are used to transport
information associated with the management of the client signal or GFP connection.
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6.1.3.1 Client data frames

Client data is transported over GFP using client data frames. Client data frames are GFP client frames
consisting of a core header and a payload area. The type field of the client data frames uses the
following Type subfield values:

- PTI =000

- PFI = Payload specific

- EXI = Payload specific

- UPI = Payload specific

The PFI shall be set as required depending on whether FCS is enabled or not. The EXI shall be set
consistently with the frame multiplexing and topology requirements for the GFP connection. The UPI

shall be set according to the transported client signal type. Defined UPI values for client data frames
are given Table 6-3.

Table 6-3 — User payload identifiers for GFP client frames

PTI =000 and 101 (See Notes 2 and 3)
Type bits <7:0> GFP frame payload area
0000 0000 Reserved and not available
and

11111111

0000 0001 Frame-mapped Ethernet

0000 0010 Frame-mapped PPP

0000 0011 Transparent fibre channel

0000 0100 Transparent FICON

0000 0101 Transparent ESCON/SBCON

0000 0110 Transparent Gbit Ethernet

0000 0111 Reserved for future use

0000 1000 Frame-mapped multiple access protocol over SDH (MAPOS)

0000 1001 Transparent DVB ASI

0000 1010 Framed-mapped IEEE 802.17 resilient packet ring

0000 1011 Frame-mapped fibre Channel FC-BBW

0000 1100 Asynchronous transparent fibre channel

0000 1101 Frame-mapped MPLS

0000 1110 See Note 6

0000 1111 Frame-mapped OSI network layer protocols (I1S-IS, ES-1S, CLNP)

0001 0000 Frame-mapped 1Pv4

0001 0001 Frame-mapped IPv6

0001 0010 Frame-mapped DVB ASI

0001 0011 Frame-mapped 64B/66B encoded Ethernet, including the Ethernet frame preamble

(see Note 4)
0001 0100 Frame-mapped 64B/66B encoded Ethernet ordered set information (see Note 5)
0001 0101 Transparent transcoded FC-1200 (see clause 17.8.2 of [ITU-T G.709])
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Table 6-3 — User payload identifiers for GFP client frames

PTI1 =000 and 101 (See Notes 2 and 3)

Type bits <7:0> GFP frame payload area
0001 0110 Precision time protocol (PTP) message
0001 0111 Synchronization status message (see clause 7.11 and Note 7)
0001 1000 Reserved for future standardization
through
11101111
1111 0000 Reserved for proprietary use (See Note 1)
through
1111 1110

NOTE 1 — The use of proprietary code values is described in Annex A of [ITU-T G.806].

NOTE 2 — The UPI value applies to the PDU in the payload area of that GFP frame.

NOTE 3 — Not all of these UPI types are applicable with PTI = 101.

NOTE 4 — The former [b-ITU-T G-Sup.43] description of this mapping recommended using UPI = 1111 1101.
NOTE 5 — The former [b-ITU-T G-Sup.43] description of this mapping recommended using UPI = 1111 1110.
NOTE 6 — This UPI value had been assigned to multicast MPLS frames, which is a mapping that is no longer
applicable. This UPI value should not be used.

NOTE 7 — The same UPI is used for the both types of messages in 7.11. Both include a synchronization status
message (SSM) octet, with the extended SSM appending additional message fields.

6.1.3.2  GFP client management frames

CMFs provide a generic mechanism for the GFP client-specific source adaptation process to
optionally send CMFs to the GFP client-specific sink adaptation process. As illustrated in
Figure 6-10, the CMFs are GFP client frames consisting of a core header and a payload area. The
type field of the client data frames uses the following Type subfield values:

- PTI=100

- PFI = Payload specific
- EXI = Payload specific
— UPI = Payload specific
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