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For further details, please refer to the list of ITU-T Recommendations.
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Recommendation ITU-T G.711

Pulse code modulation (PCM) of voice frequencies

Amendment 2

New Appendix III — Audio quality enhancement toolbox

Summary

Appendix III to ITU-T Recommendation G.711 describes a toolbox to provide audio quality
enhancements to ITU-T G.711. The toolbox comprises four tools that are algorithms initially
developed in the context of ITU-T G.711.1 wideband speech and audio codec.

The four tools aim at enhancing the quality of ITU-T G.711 legacy for both encoder and decoder
sides. At the encoder side is a noise shaping tool which is used in combination with a modified
ITU-T G.711 encoder to perceptually shape the coding noise of the PCM encoder and produce a
compatible bit stream. At the decoder, the three tools offer an improved audio quality and/or a better
robustness against packet losses. The first tool is a noise gate which is used to increase the clearness
of the audio signal during quasi-silent periods. The second tool is a postfilter which reduces the PCM
quantization noise of legacy ITU-T G.711. The third is a frame erasure concealment algorithm which
is used to extrapolate the signal in case of erased frames. The toolbox has been tested with a frame
size of 5 ms. The overall complexity of the toolbox is about 4 WMOPS.

All of these tools can be used separately or in combination.

This appendix contains an electronic attachment containing the respective ANSI-C source code.

Source

Amendment 2 to Recommendation ITU-T G.711 (1988) was agreed on 6 November 2009 by ITU-T
Study Group 16 (2009-2012).
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FOREWORD

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of
telecommunications, information and communication technologies (ICTs). The ITU Telecommunication
Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical,
operating and tariff questions and issuing Recommendations on them with a view to standardizing
telecommunications on a worldwide basis.

The World Telecommunication Standardization Assembly (WTSA), which meets every four years,
establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on
these topics.

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1.

In some areas of information technology which fall within ITU-T's purview, the necessary standards are
prepared on a collaborative basis with ISO and IEC.

NOTE

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a
telecommunication administration and a recognized operating agency.

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain
mandatory provisions (to ensure e.g. interoperability or applicability) and compliance with the
Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some
other obligatory language such as "must" and the negative equivalents are used to express requirements. The
use of such words does not suggest that compliance with the Recommendation is required of any party.

INTELLECTUAL PROPERTY RIGHTS

ITU draws attention to the possibility that the practice or implementation of this Recommendation may
involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence,
validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others
outside of the Recommendation development process.

As of the date of approval of this Recommendation, ITU had received notice of intellectual property,
protected by patents, which may be required to implement this Recommendation. However, implementers
are cautioned that this may not represent the latest information and are therefore strongly urged to consult the
TSB patent database at http://www.itu.int/ITU-T/ipr/.

© ITU 2010

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the
prior written permission of ITU.
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