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ITU-T Recommendation G.7714/Y.1705 

Generalized automatic discovery for transport entities 
 

 

 

Summary 
This Recommendation describes the discovery process for transport entities, their sub-processes and 
basic interactions in a protocol-neutral manner. 

 

 

Source 
ITU-T Recommendation G.7714/Y.1705 was approved on 22 August 2005 by ITU-T Study 
Group 15 (2005-2008) under the ITU-T Recommendation A.8 procedure. 

 

 

Keywords 
Auto-discovery, discovery agent, layer adjacency discovery, transport capability exchange. 
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ii ITU-T Rec. G.7714/Y.1705 (08/2005) 

FOREWORD 

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of 
telecommunications. The ITU Telecommunication Standardization Sector (ITU-T) is a permanent organ of 
ITU. ITU-T is responsible for studying technical, operating and tariff questions and issuing 
Recommendations on them with a view to standardizing telecommunications on a worldwide basis. 

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, 
establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on 
these topics. 

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1. 

In some areas of information technology which fall within ITU-T's purview, the necessary standards are 
prepared on a collaborative basis with ISO and IEC. 

 

 

 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 
telecommunication administration and a recognized operating agency. 

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain 
mandatory provisions (to ensure e.g., interoperability or applicability) and compliance with the 
Recommendation is achieved when all of these mandatory provisions are met.  The words "shall" or some 
other obligatory language such as "must" and the negative equivalents are used to express requirements. The 
use of such words does not suggest that compliance with the Recommendation is required of any party. 

 

 

 

 

INTELLECTUAL PROPERTY RIGHTS 

ITU draws attention to the possibility that the practice or implementation of this Recommendation may 
involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, 
validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others 
outside of the Recommendation development process. 

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property, 
protected by patents, which may be required to implement this Recommendation. However, implementors 
are cautioned that this may not represent the latest information and are therefore strongly urged to consult the 
TSB patent database. 

 

 

 

  ITU  2006 

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the 
prior written permission of ITU. 

Copyright International Telecommunication Union/ITU Telcommunication Sector 
Provided by IHS Markit under license with ITU-T Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ITU-T G.7714 2005

http://www.avadocuments.com/doc/itu-t-g-7714-2005
http://www.avadocuments.com/doc/itu-t-g-7714-2005


 

  ITU-T Rec. G.7714/Y.1705 (08/2005) iii 

CONTENTS 

 Page 
1 Scope ............................................................................................................................  1 

2 References.....................................................................................................................  1 

3 Terms and definitions ...................................................................................................  2 

4 Abbreviations................................................................................................................  2 

5 Conventions ..................................................................................................................  3 

6 Discovery process overview.........................................................................................  3 

7 Discovery trigger process .............................................................................................  4 

8 Layer Adjacency Discovery (LAD)..............................................................................  4 
8.1 Methods for layer adjacency discovery..........................................................  5 
8.2 Timescales for layer adjacency discovery......................................................  6 

9 Transport entity capability exchange............................................................................  7 

10 Requirements ................................................................................................................  8 
10.1 Discovery agent ..............................................................................................  8 
10.2 (T)CPs under the responsibility of a Discovery Agent ..................................  8 
10.3 Discovery process instance.............................................................................  8 
10.4 Discovery of a transport entity .......................................................................  8 
10.5 Discovery of a unidirectional transport entity ................................................  9 
10.6 Discovery of a bidirectional transport entity ..................................................  9 
10.7 Discovery of transport entity capabilities.......................................................  9 

11 Discovery messages......................................................................................................  9 
11.1 LAD process...................................................................................................  10 
11.2 TCE process....................................................................................................  11 

12 Discovery state machine descriptions...........................................................................  11 
12.1 LAD state machine .........................................................................................  12 
12.2 TCE state machine..........................................................................................  15 

Appendix I – Discovery process state machines......................................................................  19 

Appendix II – Mapping of TCE state machine to RFC 1661 LCP state machine ...................  21 

Appendix III – Rationale for removal of CELA process .........................................................  22 

 

 

Copyright International Telecommunication Union/ITU Telcommunication Sector 
Provided by IHS Markit under license with ITU-T Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ITU-T G.7714 2005

http://www.avadocuments.com/doc/itu-t-g-7714-2005
http://www.avadocuments.com/doc/itu-t-g-7714-2005


Copyright International Telecommunication Union/ITU Telcommunication Sector 
Provided by IHS Markit under license with ITU-T Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ITU-T G.7714 2005

http://www.avadocuments.com/doc/itu-t-g-7714-2005
http://www.avadocuments.com/doc/itu-t-g-7714-2005


 

  ITU-T Rec. G.7714/Y.1705 (08/2005) 1 

ITU-T Recommendation G.7714/Y.1705 

Generalized automatic discovery for transport entities 

1 Scope 
This Recommendation describes the discovery process for transport entities (Link Connection, Trail 
and Network Connection). Their sub-processes and basic interactions within the Discovery process 
are described in a protocol-neutral manner. Other aspects of discovery, such as further specification 
of mechanisms, protocols and how discovery may be used by applications, is outside the scope of 
this Recommendation. This version of ITU-T Rec. G.7714/Y.1705 allows the discovery process to 
be used by the Management Plane as well as the Control Plane1. 

In this Recommendation, the Discovery Agent is broken down into the following discovery 
processes:  
a) Discovery Trigger; 
b) Layer Adjacency Discovery; 
c) Transport Entity Capability Exchange. 

2 References 
The following ITU-T Recommendations and other references contain provisions which, through 
reference in this text, constitute provisions of this Recommendation. At the time of publication, the 
editions indicated were valid. All Recommendations and other references are subject to revision; 
users of this Recommendation are therefore encouraged to investigate the possibility of applying the 
most recent edition of the Recommendations and other references listed below. A list of the 
currently valid ITU-T Recommendations is regularly published. The reference to a document within 
this Recommendation does not give it, as a stand-alone document, the status of a Recommendation.  

– ITU-T Recommendation G.805 (2000), Generic functional architecture of transport 
networks. 

– ITU-T Recommendation G.806 (2004), Characteristics of transport equipment – 
Description methodology and generic functionality. 

– ITU-T Recommendation G.852.2 (1999), Enterprise viewpoint description of transport 
network resource model. 

– ITU-T Recommendation G.853.1 (1999), Common elements of the information viewpoint 
for the management of a transport network. 

– ITU-T Recommendation M.3100 (2005), Generic network information model. 

– ITU-T Recommendation G.8080/Y.1304 (2001), Architecture for the automatically 
switched optical network (ASON), plus Amendment 2 (2005). 

____________________ 
1 The 2001 version of ITU-T Rec. G.7714/Y.1705 assumed discovery was limited to use by the Control 

Plane.  
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2 ITU-T Rec. G.7714/Y.1705 (08/2005) 

3 Terms and definitions 
This Recommendation makes use of the following terms defined in other ITU-T Recommendations. 

3.1 Access Point (AP): See ITU-T Rec. G.805. 

3.2 Connection Termination Point (CTP): See ITU-T Rec. M.3100. 

3.3 continuity supervision: See ITU-T Rec. G.806. 

3.4 Discovery Agent (DA): See ITU-T Rec. G.8080/Y.1304. 

3.5 link: See ITU-T Recs G.852.2 and G.853.1. 

3.6 link connection: See ITU-T Rec. G.805. 

3.7 network connection: See ITU-T Rec. G.805. 

3.8 Subnetwork Point (SNP): See ITU-T Rec. G.8080/Y.1304. 

3.9 trail: See ITU-T Rec. G.805. 

3.10 Trail Termination Point (TTP): See ITU-T Rec. M.3100. 

4 Abbreviations 
This Recommendation uses the following abbreviations: 

AP Access Point 

CI Characteristic Information 

CP Connection Point  

CTP Connection Termination Point 

DA Discovery Agent  

DCN Data Communication Network 

DT Discovery Trigger 

ID Identifier 

LAD Layer Adjacency Discovery 

LC Link Connection 

LCP Link Control Protocol 

LRM Link Resource Manager 

MS Multiplexing Section 

NC Network Connection 

NE Network Element 

PPP Point-to-Point Protocol 

RS Regenerator Section 

Rx Receive 

SNP Subnetwork Point 

TAP Termination and Adaptation Performer 

TCE Transport Entity Capability Exchange  

TCP Termination Connection Point 
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TTP Trail Termination Point 

Tx Transmit 

VC Virtual Container 

5 Conventions 
In this Recommendation the notation "R-n" is used to identify requirements.  

The notation (T)CP is used to represent a TCP or a CP. 

6 Discovery process overview 
The overall discovery process for transport entities is illustrated in Figure 6-1. It is a generic process 
that is applicable to any layer of multilayer networks as described in ITU-T Rec. G.805.  

There is no proscribed location or distribution for the entities that support the discovery process 
(e.g., management systems, NEs, etc.). It shall be possible for the Management Plane to enable and 
disable the discovery process and individual sub-processes that will be discussed in subsequent 
clauses. 

As shown in Figure 6-1, the discovery process is documented for the three sub-processes: 
Discovery Trigger (DT), Layer Adjacency Discovery (LAD) and Transport Entity Capability 
Exchange (TCE)2.  
– The DT process is responsible for triggering the LAD and TCE processes. The DT process 

is realized through the Discovery Agent (DA). 
– The LAD process is used for deriving an association between two TCPs/CPs that form a 

network connection/link connection in a particular layer network. The association 
discovered through layer adjacency discovery is valid as long as the trail supporting the link 
connection is valid. Preconditions of the LAD process include knowledge of the (T)CP IDs. 

– The TCE process is used for exchanging information about the capabilities of the transport 
entities (e.g., Link Connections, Trails) in order to facilitate the negotiation of an agreed set 
of capabilities. Preconditions of the TCE process include knowledge of the Layer 
Adjacency information and the local capabilities information. 

NOTE – If Layer Adjacency has been preconfigured, the LAD process may be omitted. 

____________________ 
2 TCE was called SCE (Service Capability Exchange) in ITU-T Rec. G.7714/Y.1305 (2001). 
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