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ITU-T Recommendation G.774.3 
 

Synchronous digital hierarchy (SDH) −−−− Management of multiplex-section 
protection for the network element view 

 

 

 

Summary 
This Recommendation provides an information model for the Synchronous Digital Hierarchy (SDH). 
This model describes the managed object classes and their properties for the protection switching 
function, as defined in ITU-T G.803 and as related to SDH transmission resources. These objects are 
useful to describe information exchanged across interfaces defined in ITU-T M.3010 
Telecommunications Management Network (TMN) architecture for the management of the 
protection function. 

 

 
Document History 

Issue Notes 

2001 First revision incorporated the changes documented in  
the G.774.3 Corrigendum 1. 

11/1994 Initial version of the Recommendation.  

 

 

Source 
ITU-T Recommendation G.774.3 was revised by ITU-T Study Group 15 (2001-2004) and approved 
under the WTSA Resolution 1 procedure on 9 February 2001. 
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FOREWORD 

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of 
telecommunications. The ITU Telecommunication Standardization Sector (ITU-T) is a permanent organ of 
ITU. ITU-T is responsible for studying technical, operating and tariff questions and issuing Recommendations 
on them with a view to standardizing telecommunications on a worldwide basis. 

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, 
establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on these 
topics. 

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1. 

In some areas of information technology which fall within ITU-T's purview, the necessary standards are 
prepared on a collaborative basis with ISO and IEC. 

 

 

 

 

 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 
telecommunication administration and a recognized operating agency. 

 

 

 

 

INTELLECTUAL PROPERTY RIGHTS 

ITU draws attention to the possibility that the practice or implementation of this Recommendation may 
involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, 
validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others 
outside of the Recommendation development process. 

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property, 
protected by patents, which may be required to implement this Recommendation. However, implementors are 
cautioned that this may not represent the latest information and are therefore strongly urged to consult the 
TSB patent database. 
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  ITU-T G.774.3 (02/2001) 1 

ITU-T Recommendation G.774.3 

Synchronous digital hierarchy (SDH) −−−− Management of multiplex-section  
protection for the network element view 

1 Scope 
This Recommendation provides an information model, as related to the protection function for the 
Synchronous Digital Hierarchy (SDH). It identifies the Telecommunications Management Network 
(TMN) object classes required for the management of the protection function for SDH network 
elements. These objects are relevant to information exchanged across standardized interfaces defined 
in the Recommendation ITU-T M.3010 TMN architecture. 

This Recommendation applies to SDH network elements which perform the Multiplex Section 
protection function and those systems in the TMN that manage SDH network elements. Functional 
capabilities of SDH multiplex equipment, particularly the Multiplex Section protection switching 
function, are given in ITU-T G.783. Performance monitoring requirements for Multiplex Section 
protection (for the management of SDH equipment with this capability) are provided in 
ITU-T G.784, however, the information model which supports these can be found in ITU-T G.774.1. 

The new objects defined in this Recommendation supersede those defined in ITU-T G.774.3 (1994). 
For each object class, attribute, action, notification, parameter defined in this Recommendation it 
shall be indicated what the impacts upon the existing ITU-T G.774.3 (1994) are. 

Structure of this Recommendation 
Clause 5.1 provides an overview of the SDH protection information model in this Recommendation. 
Clauses 3 to 15 describe the information model using the notation mechanisms defined in 
ITU-T X.722 Guidelines for the Definition of Managed Objects. Clause 15 contains the syntax 
definitions of the information carried in the protocol using Abstract Syntax Notation One (ASN.1) 
defined in ITU-T X.680-X.683. Naming and Inheritance are diagrammatically shown in informative 
Appendix I. Diagrams illustrating the application of the SDH protection model are provided in 
informative Appendix II. 

2 References 
The following ITU-T Recommendations and other references contain provisions which, through 
reference in this text, constitute provisions of this Recommendation. At the time of publication, the 
editions indicated were valid. All Recommendations and other references are subject to revision: 
users of this Recommendation are therefore encouraged to investigate the possibility of applying the 
most recent edition of the Recommendations and other references listed below. A list of the currently 
valid ITU-T Recommendations is regularly published. 

− ITU-T G.707/Y.1322 (2000), Network node interface for the synchronous digital hierarchy 
(SDH). 

− ITU-T G.773 (1993), Protocol suites for Q-interfaces for management of transmission 
systems. 

− ITU-T G.774 (2001), Synchronous digital hierarchy (SDH) − Management information 
model for the network element view. 

− ITU-T G.783 (2000), Characteristics of synchronous digital hierarchy (SDH) equipment 
functional blocks. 
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2 ITU-T G.774.3 (02/2001) 

− ITU-T G.784 (1999), Synchronous digital hierarchy (SDH) management. 

− ITU-T G.803 (2000), Architecture of transport networks based on the synchronous digital 
hierarchy (SDH). 

− ITU-T G.831 (2000), Management capabilities of transport networks based on the 
synchronous digital hierarchy (SDH). 

− ITU-T G.958 (1994), Digital line systems based on the synchronous digital hierarchy for 
use on optical fibre cables. 

− ITU-T M.60 (1993), Maintenance terminology and definitions. 

− ITU-T M.2120 (2000), PDH path, section and transmission system and SDH path and 
multiplex section fault detection and localization procedures. 

− ITU-T M.3010 (2000), Principles for a telecommunications management network. 

− ITU-T M.3013 (2000), Considerations for a telecommunications management network. 

− ITU-T M.3100 (1995), Generic network information model. 

− ITU-T Q.811 (1997), Lower layer protocol profiles for the Q3 and X interfaces. 

− ITU-T Q.812 (1997), Upper layer protocol profiles for the Q3 and X interfaces. 

− ITU-T Q.822 (1994), Stage 1, Stage 2 and Stage 3 description for the Q3-interface −  
Performance management. 

− ITU-T X.680 to X.683 (1997), Information technology – Abstract Syntax Notation One 
(ASN.1). 

− ITU-T X.701 (1997), Information technology – Open Systems Interconnection – Systems 
management overview. 

− ITU-T X.710 (1997), Information technology – Open Systems Interconnection – Common 
management information service. 

− ITU-T X.711 (1997), Information technology – Open Systems Interconnection – Common 
management information protocol: Specification. 

− ITU-T X.720 (1992), Information technology – Open Systems Interconnection – Structure of 
Management Information: Management information model, plus Amd.1 (1995) and 
Cor.1 (1994). 

− ITU-T X.721 (1992), Information technology – Open Systems Interconnection – Structure of 
management information: Definition of management information, plus Cor.1 (1994), 
Cor.2 (1996), Cor.3 (1998) and Cor.4 (2000). 

− ITU-T X.722 (1992), Information technology – Open Systems Interconnection – Structure of 
management information: Guidelines for the definition of managed objects, plus Amd.1 
(1995), Amd.2 (1997) and Cor.1 (1996). 

− ITU-T X.730 (1992), Information technology – Open Systems Interconnection – Systems 
management: Object management function, plus Amd.1 (1995) and Amd.1/Cor.1 (1996). 

− ITU-T X.731 (1992), Information technology – Open Systems Interconnection – Systems 
management: State management function, plus Amd.1 (1995), Cor.1 (1995) and 
Amd.1/Cor.1 (1996). 

− ITU-T X.733 (1992), Information technology – Open Systems Interconnection −  Systems 
management: Alarm reporting function, plus Cor.1 (1994), Amd.1 (1995), Amd.1/Cor.1 
(1996) and Cor.2 (1999). 
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  ITU-T G.774.3 (02/2001) 3 

− ITU-T X.734 (1992), Information technology – Open Systems Interconnection – Systems 
management: Event report management function, plus Cor.1 (1994), Amd.1 (1995), 
Amd.1/Cor.1 (1996) and Cor.2 (1999). 

− ITU-T X.735 (1992), Information technology – Open Systems Interconnection – Systems 
management: Log control function, plus Amd.1 (1995) and Amd.1/Cor.1 (1996). 

3 Terms and Definitions 
This Recommendation uses the terms and definitions defined in ITU-T G.774, ITU-T G.784 and 
ITU-T M.3100. 

4 Abbreviations 
This Recommendation uses the following abbreviations: 

APDU  Application Protocol Data Unit 

APS  Automatic Protection Switching 

CMIP  Common Management Information Protocol 

CMIS  Common Management Information Service 

CTP  Connection Termination Point 

ISO  International Organization for Standardization 

ITU  International Telecommunication Union 

ITU-T  International Telecommunication Union – Telecommunication Standardization Sector 

LOS  Loss of Signal 

MS  Multiplex Section 

MSP  Multiplex Section Protection 

NE  Network Element 

OS  Operations System 

OSI  Open Systems Interconnection 

Pkg  Package 

RDN  Relative Distinguished Name 

SD  Signal Degrade 

SDH  Synchronous Digital Hierarchy 
SF  Signal Fail 

STM-N  Synchronous Transport Module N 

TMN  Telecommunications Management Network 

TP  Termination Point 

TTP  Trail Termination Point 

WTR  Wait-to-Restore 
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4 ITU-T G.774.3 (02/2001) 

5 Multiplex-section protection management model 

5.1 Overview 
The SDH information model for the multiplex-section protection switching function is based on the 
requirements to provide the protection function for transmission in SDH networks. Resources which 
must be protected have been modelled and are described in ITU-T G.774. They are based on the 
Generic Network Information Model of ITU-T M.3100. The Generic Network Information Model 
includes a Termination Point fragment which serves as a structure for specialization for specific 
technologies such as the SDH. 

The information exchanged at a management interface is modelled using design principles outlined 
in ITU-T X.720 Management Information Model. Resources are modelled as objects, and the 
management view of a resource is a managed object. Objects with similar attributes may be grouped 
into object classes. An object is characterized by its object class and object instance, and may 
possess multiple attribute types and associated values. The terms managed object class and managed 
object instance apply specifically to objects that are being managed. This Recommendation specifies 
the properties of the resource visible for management. 

An object class may be a subclass of another class. A subclass inherits attribute types, packages and 
behaviours of its super class, in addition to possessing its own specific attributes and properties. The 
SDH specific object classes are all derived from super classes in the Generic Network Information 
Model ITU-T M.3100. 

Object classes and attribute types are defined only for the purpose of communicating network 
management messages between systems, and need not be related to the structure of data within those 
systems. The object classes defined in this issue of the SDH information model can apply to multiple 
management functional areas (e.g. fault management and configuration management). 

There are several different viewpoints of management information that may be defined for 
management purposes. The network element viewpoint is concerned with the information that is 
required to manage a network element. This refers to information required to manage the protection 
function and the physical aspects of the network element. This Recommendation addresses only the 
network element viewpoint. 

Revisions that require re-registration 
This clause provides replacement managed object class definitions for the existing 
ITU-T G.774.3 (1994). Any managed object class replaced by one in this clause is considered to be 
deprecated. The reasons for the replacement of a managed object class are as follows: 
1) The replaced managed object class is faulty and must be fixed. 
2) The replaced managed object class includes an attribute, package, notification or action 

which has been re-registered in this or another Recommendation. 
3) The replaced managed object class inherits from a managed object class which has been 

re-registered in this or another Recommendation. 

In each case where a class is replaced, the new class will be registered within this Recommendation. 
The textual label for the class will be revised to include the text "R1". For example, in the managed 
object class "protectionGroup", the revised label will become "protectionGroupR1". 

Below is a table of classes deprecated from ITU-T G.774.3 (1994) and the G.774.3 classes which 
replace them: 

Deprecated G.774.3 (1994) Classes Replacement G.774.3 Classes 

protectionGroup protectionGroupR1
sdhMSProtectionGroup sdhMSProtectionGroupR1
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  ITU-T G.774.3 (02/2001) 5 

5.2 SDH multiplex-section protection requirements 
The SDH specific objects specified in this Recommendation shall be used to manage the specific 
transport resources of SDH network elements, as related to the multiplex-section protection function. 
Implementations shall conform to both the management information defined in clauses 3 to 15 and 
the requirements identified in 5.2. 

This Recommendation addresses the management of the automatic protection switching within the 
network element at the Multiplex Section. The management for multiplex-section protection is based 
on the protection function described in ITU-T G.803. 

5.2.1 Generic SDH transmission protection functional requirements 
The application specific management models for SDH systems are based on a generic protection 
model for transmission which satisfies the following common protection requirements: 
1) Manage a group of protected resources together with their protecting resources as one 

protection group, where all members of the protection group in a network element may be 
configured for: 
a) m:n or 1 + 1 type protection; 
b) revertive or non-revertive type switching; 
c) a specific wait-to-restore time (in the case of revertive systems). 

2) Indicate the ability of the group of protection units as a whole to provide the protection 
switching function properly and to send a notification when a change in this operational state 
occurs. 

3) Indicate the status of each individual protection unit such as automatic switch completed. 
4) Send a notification, identifying the protection unit and protection group, when a protection 

switch event occurs. Specific notification requirements are application specific. 
5) Send a notification when protection resources are added or removed on the NE. 
6) For each protected or protecting resource, the ability to perform the following management 

operations: 
a) invoke a manual protection request; 
b) invoke a forced protection switch; 
c) lockout a protection or working channel; 
d) determine the operational state of the protection group; 
e) indicate a resource as protecting or protected (although most but not all 1 + 1 systems 

are symmetrical with respect to their protection switching or management functionality). 
The equipment in the NE determines this operation and provides this indication; 

f) ability to set the switch priority for protected resources in 1:n systems. 

The generic information model for SDH protection management is provided by the 
protectionGroup and protectionUnit objects. 

5.2.2 SDH multiplex-section specific functional requirements 
The management information model for linear system multiplex-section protection provided in this 
Recommendation is based on the generic model and approach to protection, which satisfies the 
requirements described in 5.2.1. Additionally, the following SDH MS specific requirements exist: 
1) Ability to configure the protection switch mode for all protection resources within a 

protection group as uni- or bidirectional. 
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2) Ability to send a notification of the protection status of each protected or protecting 
resource. The protection status value shall indicate the current switch request active or 
pending (in the case of automatic switch requests only) on any given protection unit 
(resource). 

3) Manage extra traffic as follows: 
a) ability to explicitly suspend and resume extra traffic in a protection unit; 
b) prevent extra traffic from being pre-empted by other switch requests; 
c) allow Extra Traffic to be pre-empted by higher priority requests and allow Extra Traffic 

to be automatically re-established when the higher priority request is removed; 
d) ability to change between modes b) and c). 

4) Send the following protection switch related notifications: 
a) when a protected resource, having been switched to a protecting resource, is pre-empted 

by a higher priority request from the same or another protected resource (applicable in 
1:n systems); 

b) when a protected resource (unit) is switched onto a protecting resource; 
c) when any switch is released; 
d) when an auto-switch condition exists but cannot be served due to a higher priority 

request already being served. 
5) Ability to detect a mismatch between near and far-end protection group type configured 

values (1 + 1 or 1:n). 
6) Ability to invoke an exercise on a protected channel. 
7) Allow only one protecting resource. 
8) Store the most recent protection switch or exercise result, and provide a notification, against 

the associated group of protection resources as a whole, when a failure to perform the 
protection function is detected. 

 With respect to ITU-T G.774 termination points which represent the protected (working 
channels) resources, the following requirements exist: 

9) Provide a relationship between the termination points which represent the protected 
(working channels) and the termination point which represents the protecting (protection 
channel), and the termination point which reflects the reliable resource. 

10) In performing a protection switch, update the connectivity pointers of the affected 
termination points to indicate the new traffic flow. 

 The objects relevant to SDH MS Protection Switching are the following sub-classes: 
 sdhMSProtectionGroup and sdhMSProtectionUnit. Additionally, sub-classes of the 

termination point model are required. These are protectedTTPSink, 
protectedTTPSource, protectedTTPBidirectional, unprotectedCTPSink, 
unprotectedCTPSource, and unprotectedCTPBidirectional. 

 With respect to the creation/deletion of the protection management objects: 
11) It is the responsibility of the NE to create and delete the objects related to protection 

management according to the make up and mode of the NE. 

6 Managed Object Class Definitions 
To allow SDH equipment to be represented in a consistent manner across the interface, the 
conditional package crossConnectionObjectPointerPackage in ITU-T M.3100 is made mandatory 
in this Recommendation. The following conditional packages inherited from ITU-T M.3100 shall 
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