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FOREWORD

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of
telecommunications. The ITU Telecommunication Standardization Sector (ITU-T) is a permanent organ of
ITU. ITU-T is responsible for studying technical, operating and tariff questions and issuing
Recommendations on them with a view to standardizing telecommunications on a worldwide basis.

The World Telecommunication Standardization Assembly (WTSA), which meets every four years,
establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on
these topics.

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1.

In some areas of information technology which fall within ITU-T’s purview, the necessary standards are
prepared on a collaborative basis with ISO and IEC.

NOTE

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a
telecommunication administration and a recognized operating agency.

INTELLECTUAL PROPERTY RIGHTS

ITU draws attention to the possibility that the practice or implementation of this Recommendation may
involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence,
validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others
outside of the Recommendation development process.

As of the date of approval of this Recommendation, ITU [had/had not] received notice of intellectual
property, protected by patents, which may be required to implement this Recommendation. However,
implementors are cautioned that this may not represent the latest information and are therefore strongly urged
to consult the TSB patent database.

   ITU  2001

All rights reserved. No part of this publication may be reproduced or utilized in any form or by any means,
electronic or mechanical, including photocopying and microfilm, without permission in writing from ITU.
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RECOMMENDATION G.774.07

“SYNCHRONOUS DIGITAL HIERARCHY (SDH) MANAGEMENT OF LOWER
ORDER PATH TRACE AND INTERFACE LABELLING FOR THE NETWORK
ELEMENT VIEW”

Summary
This Recommendation provides an information model for the Management of Lower Order Path
Trace and Interface Labelling in Synchronous Digital Hierarchy (SDH) Networks. This model
describes the managed object classes and their properties for the Lower Order Path Trace and
Interface Labelling functions as related to SDH Network Elements. These objects are useful to
describe information exchanged across interfaces defined in Recommendation M.3010
Telecommunications Management Network (TMN) architecture for the management of the Lower
Order Path Trace and Interface Labelling functions.

1. Scope
This Recommendation covers the following functionality:

– the ability to configure and retrieve a label associated with electrical SDH physical interfaces;
– the ability to configure and retrieve a label associated with optical SDH physical interfaces;
– the ability to configure path trace on SDH lower order paths.

The rationale for supporting the above functionality is that the functions were agreed as changes in
the G.774 Implementor’s Guide, but these changes are functional extensions and not defect fixes.
Therefore, a specific new Recommendation was created.

Structure of this Recommendation
Subclause 5.1 provides an overview of the SDH Interface Label and Lower Order Path Trace
information model. Clauses 6-12 describe the information model using the notation mechanisms
defined in Recommendation X.722 (Guidelines for the Definition of Managed Objects). Clause 15
contains the syntax definitions of the information carried in the protocol using Abstract Syntax
Notation One (ASN.1) defined in Recommendation X.680-683. Clauses 5-15 are normative; all other
text is informative.

2. References
The following Recommendations and other references contain provisions which, through reference
in this text, constitute provisions of this Recommendation. At the time of publication, the editions
indicated were valid. All Recommendations and other references are subject to revision: all users of
this Recommendation are therefore encouraged to investigate the possibility of applying the most
recent edition of the Recommendations and other references listed below. A list of the currently valid
ITU-T Recommendations is regularly published.

– ITU-T Recommendation G.707 (2000), Network-node interface for the synchronous digital
hierarchy.

– ITU-T Recommendation G.773 (1993), Q-Interface protocols
– ITU-T Recommendation G.774 (2000), SDH management information model for the network

element view.
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– ITU-T Recommendation G.783 (1998), Characteristics of Synchronous Digital Hierarchy
(SDH) equipment functional blocks.

– ITU-T Recommendation G.784 (1999), Synchronous Digital Hierarchy (SDH) management.
– ITU-T Recommendation G.803 (1997), Architectures of transport networks based on the

synchronous digital hierarchy (SDH).
– ITU-T Recommendation G.831 (1996), Management capabilities of transport networks based on

the synchronous digital hierarchy (SDH).
– ITU-T Recommendation G.958 (1994), Digital line systems based on SDH for use on optical

fibre cables.
– ITU-T Recommendation M.60 (1993), Maintenance terminology and definitions.
– ITU-T Recommendation M.2120 (1997), Digital path, section and transmission system fault

detection and localisation procedures.
– ITU-T Recommendation M.3010 (2000), Principles for a telecommunication management

network.
– ITU-T Recommendation M.3013 (2000), Considerations for a Telecommunications

Management Network.
– ITU-T Recommendation M.3100 (1995), Generic network information model.
– ITU-T Recommendation Q.811 (1990), Q3-Lower layers protocols.
– ITU-T Recommendation Q.812 (1990), Q3-Higher layers protocols.
– ITU-T Recommendation Q.822 (1993), Stage 1, Stage 2 and Stage 3 description for the

Q3-interface: performance management.
– ITU-T Recommendation X.680 - X.683 (1997), Specification of Abstract Syntax Notation One

(ASN.1).
– ITU-T Recommendation X.701(1997), Systems management overview.
– ITU-T Recommendation X.710 (1997), Common management information service.
– ITU-T Recommendation X.711(1997), Common management information protocol.
– ITU-T Recommendation X.720 (1992) and Amd.1 (95) and Corr.1 (94), Information technology

– OSI – Structure of Management Information: Management information model.
– ITU-T Recommendation X.721 (1993) and Corr. 1, 2, 3, and 4, Definition of management

information.
– ITU-T Recommendation X.722 (1992) and Amd.1 (95), Amd.2 (97), Amd.2 (97) and Corr.1

(96), Information technology – OSI – Structure of management information: Guidelines for the
definition of managed objects.

– ITU-T Recommendation X.731 (1992) and Amd.1 (95), Corr.1 (95) and Corr1Amd1 (96), State
management function.

– ITU-T Recommendation X.730 (1992) and Amd.1 (95) and Corr1Amd1 (96), Object
management function.

– ITU-T Recommendation X.733 (1992) and Corr.1 (94), Amd1 (95), Corr1Amd1 (96) and Corr.2
(99), Alarm reporting function.

– ITU-T Recommendation X.734 (1992) and Corr.1 (94), Amd1 (95), Corr1Amd1 (96) and Corr.2
(99), Event report management function.

– ITU-T Recommendation X.735 (1992) and Amd.1 (95) and Corr1Amd1 (96), Log control
function.
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3. Terms and Definitions
This Recommendation uses the terms and definitions defined in Recommendations G.784, G.774
and M.3100.

4. Abbreviations
For the purpose of this Recommendation, the following abbreviations are used:

AU Administrative Unit

AUG Administrative Unit Group

Bid Bidirectional

CTP Connection Termination Point

GTP Group Termination Point

Id Identifier

MS Multiplex Section

NE Network Element

OS Operations System

OSI Open Systems Interconnection

PDH Plesiochronous Digital Hierarchy

RS Regenerator Section

SDH Synchronous Digital Hierarchy

SPI Synchronous Physical Interface

TMN Telecommunication Management Network

TP Termination Point

TTP Trail Termination Point

TU Tributary Unit

TUG Tributary Unit Group

VC-n Virtual Container n

5. Lower Order Path Trace and Interface Labelling Information Model

5.1 Overview
Labelling of electrical and optical SDH physical interfaces is done using the following managed
object classes which contain the Recommendation M.3100 userlLabel attribute.

New Managed Object Classes
labelledElectricalSPITTPBidirectional
labelledElectricalSPITTPSink
labelledElectricalSPITTPSource
labelledOpticalSPITTPBidirectional
labelledOpticalSPITTPSink
labelledOpticalSPITTPSource
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