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In paragraph 1.2, the following text that appears before formula [.2-4:

"Similarly, the input phase tolerance corresponding to H>(s) and its amplitude of A; = 0. Ulpp is given by."

should read:

"Similarly, the input phase tolerance corresponding to H>(s) and its amplitude of A; = 0.15 Ulpp is given by."
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ITU-T Recommendation G.825

The control of jitter and wander within digital networks which are based
on the synchronous digital hierarchy (SDH)

Summary

This ITU-T Recommendation specifies the maximum network limits of jitter and wander that shall
not be exceeded and the minimum equipment tolerance to jitter and wander that shall be provided at

any relevant transport or synchronization interfaces which are based on the Synchronous Digital
Hierarchy (SDH).

The requirements for the jitter and wander characteristics that are specified in this ITU-T
Recommendation must be adhered to in order to ensure interoperability of equipment produced by
different manufacturers and a satisfactory network performance.

Source

ITU-T Recommendation G.825 was revised by ITU-T Study Group 13 (1997-2000) and approved
under the WTSC Resolution 1 procedure on 10 March 2000.

Keywords

Clocks, Input Jitter Tolerance, Input Wander Tolerance, Network Limits, Output Jitter, Output
Wander, Synchronization, Timing.
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FOREWORD

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of
telecommunications. The ITU Telecommunication Standardization Sector (ITU-T) is a permanent organ of
ITU. ITU-T is responsible for studying technical, operating and tariff questions and issuing Recommendations
on them with a view to standardizing telecommunications on a worldwide basis.

The World Telecommunication Standardization Conference (WTSC), which meets e¢very four years,
establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on these
topics.

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSC Resolution 1.

In some areas of information technology which fall within ITU-T’s purview, the necessary standards are
prepared on a collaborative basis with ISO and IEC.

NOTE

In this Recommendation, the expression "Administration” is used for conciseness to indicate both a
telecommunication administration and a recognized operating agency.

INTELLECTUAL PROPERTY RIGHTS

ITU draws attention to the possibility that the practice or implementation of this Recommendation may
involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence,
validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others
outside of the Recommendation development process.

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property,
protected by patents, which may be required to implement this Recommendation. However, implementors are
cautioned that this may not represent the latest information and are therefore strongly urged to consult the
TSB patent database.

© ITU 2001

All rights reserved. No part of this publication may be reproduced or utilized in any form or by any means,
electronic or mechanical, including photocopying and microfilm, without permission in writing from the ITU.
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Introduction and background

In a digital network, jitter and wander accumulate on transmission paths according to the jitter and
wander generation and transfer characteristics of each equipment interconnected. This equipment

may be different types of multiplexers/demultiplexers, cross-connects, clocks and line systems, for
example.

An excessive amount of jitter and wander can adversely affect both digital (e.g. by generation of bit
errors, slips and other abnormalities) and analogue signals (e.g. by unwanted phase modulation of
the transmitted signal). The consequences of such impairment will, in general, depend on the
particular service that is being carried and the terminating or adaptation equipment involved.

It is therefore necessary to set limits on the maximum magnitude of jitter and wander, and the
corresponding minimum jitter and wander tolerance at network interfaces, in order to guarantee a
proper quality of the transmitted signals and a proper design of the equipment.

These network limits are independent from the particular service that is being carried.
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