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ITU-T H-SERIES RECOMMENDATIONS
AUDIOVISUAL AND MULTIMEDIA SYSTEMS

CHARACTERISTICS OF VISUAL TELEPHONE SYSTEMS H.100-H.199
INFRASTRUCTURE OF AUDIOVISUAL SERVICES
General H.200-H.219
Transmission multiplexing and synchronization H.220-H.229
Systems aspects H.230-H.239
Communication procedures H.240-H.259
Coding of moving video H.260-H.279
Related systems aspects H.280-H.299
Systems and terminal equipment for audiovisual services H.300—H.349
Directory services architecture for audiovisual and multimedia services H.350-H.359
Quality of service architecture for audiovisua and multimedia services H.360—H.369
Supplementary services for multimedia H.450-H.499
MOBILITY AND COLLABORATION PROCEDURES
Overview of Mobility and Collaboration, definitions, protocols and procedures H.500-H.509
Mobility for H-Series multimedia systems and services H.510-H.519
Mobile multimedia collaboration applications and services H.520-H.529
Security for mobile multimedia systems and services H.530-H.539
Security for mobile multimedia collaboration applications and services H.540-H.549
Mohility interworking procedures H.550-H.559
Mobile multimedia collaboration inter-working procedures H.560-H.569
BROADBAND AND TRIPLE-PLAY MULTIMEDIA SERVICES
Broadband multimedia services over VDSL H.610-H.619
For further details, please refer to thelist of ITU-T Recommendations.
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I TU-T Recommendation H.224

A real time control protocol for simplex applications
using the H.221 L SD/HSD/M L P channels

Corrigendum 1

Correctionsto the CME client list message

Summary

ITU-T Recommendation H.224 provides a simple yet flexible protocol for simplex, low delay
applications such as far-end camera control and text conversation using the LSD, HSD and MLP
channels defined in ITU-T Recommendations H.221 and H.243.

This corrigendum provides a correction to the CME client list message defined in Figure 3/H.224.

Sour ce

Corrigendum 1 to ITU-T Recommendation H.224 (2005) was approved on 29 August 2007 by
ITU-T Study Group 16 (2005-2008) under the ITU-T Recommendation A.8 procedure.
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