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Recommendation ITU-T H.230 

Frame-synchronous control and indication signals for audiovisual systems 

 

 

Summary 

Digital audiovisual services are provided by a transmission system in which the relevant signals are 

multiplexed onto a digital path using the frame structure defined in Recommendation ITU-T H.221. 

In addition to the audio, video, user data and telematic information, these signals include information 

for the correct functioning of the system. The additional information has been named control and 

indication (C&I) to reflect the fact that while some bits are genuinely for "control", causing a state 

change somewhere else in the system, others provide for indications to the users as to the functioning 

of the system. Recommendation ITU-T H.230 concerns only those C&Is which must be transmission 

frame-synchronous, or otherwise requiring a rapid response. 

This Recommendation details the C&I related to video and audio; the means of transmitting numbers 

and characters; C&I for maintenance purposes; for simple multipoint conferences not using protocol 

in the MLP channel; for channel aggregation; and for the transfer of network addresses. The code-

point tables also indicate the circumstances under which the various functions may be mandatory or 

optional. 

This revised version of Recommendation ITU-T H.230 introduces a number of clarifications and 

corrections to the previous version, primarily in the definitions of C&I symbols. 
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FOREWORD 

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of 

telecommunications, information and communication technologies (ICTs). The ITU Telecommunication 

Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical, 

operating and tariff questions and issuing Recommendations on them with a view to standardizing 

telecommunications on a worldwide basis. 

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, establishes 

the topics for study by the ITU-T study groups which, in turn, produce Recommendations on these topics. 

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1. 

In some areas of information technology which fall within ITU-T's purview, the necessary standards are 

prepared on a collaborative basis with ISO and IEC. 

 

 

 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 

telecommunication administration and a recognized operating agency. 

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain 

mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the 

Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some other 

obligatory language such as "must" and the negative equivalents are used to express requirements. The use of 

such words does not suggest that compliance with the Recommendation is required of any party. 

 

 

 

 

INTELLECTUAL PROPERTY RIGHTS 

ITU draws attention to the possibility that the practice or implementation of this Recommendation may involve 

the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, validity or 

applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others outside of 

the Recommendation development process. 

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property, 

protected by patents, which may be required to implement this Recommendation. However, implementers are 

cautioned that this may not represent the latest information and are therefore strongly urged to consult the TSB 

patent database at http://www.itu.int/ITU-T/ipr/. 
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All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the prior 

written permission of ITU. 
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Recommendation ITU-T H.230 

Frame-synchronous control and indication signals for audiovisual systems 

1 Scope 

Digital audiovisual services are provided by a transmission system in which the relevant signals are 

multiplexed onto a digital path. In addition to the audio, video, user data and telematic information, 

these signals include information for the correct functioning of the system. The additional information 

has been named control and indication (C&I) to reflect the fact that while some bits are genuinely for 

"control", causing a state change somewhere else in the system, others provide for indications to the 

users as to the functioning of the system. 

The C&I may be categorized into three groups: 

a) call control – these are treated in the Q-series Recommendations; 

b) transmission frame-synchronous, or otherwise requiring rapid response; 

c) conference, data and telematic control not requiring frame synchronism, governed by the 

multilayer protocol of Recommendations ITU-T T.122-T.125. 

This Recommendation concerns only those C&I appearing in category b) which includes a simplified 

set of conference C&I for multipoint connections of simple terminals. 

1 bis References 

The following ITU-T Recommendations and other references contain provisions which, through 

reference in this text, constitute provisions of this Recommendation. At the time of publication, the 

editions indicated were valid. All Recommendations and other references are subject to revision; 

users of this Recommendation are therefore encouraged to investigate the possibility of applying the 

most recent edition of the Recommendations and other references listed below. A list of the currently 

valid ITU-T Recommendations is regularly published. The reference to a document within this 

Recommendation does not give it, as a stand-alone document, the status of a Recommendation. 

[ITU-T E.164] Recommendation ITU-T E.164 (2010), The international public 

telecommunication numbering plan. 

[ITU-T G.719] Recommendation ITU-T G.719 (2008), Low-complexity, full-band audio 

coding for high-quality, conversational applications. 

[ITU-T H.221] Recommendation ITU-T H.221 (2009), Frame structure for a 64 to 1920 kbit/s 

channel in audiovisual teleservices. 

[ITU-T H.239] Recommendation ITU-T H.239 (2014), Role management and additional 

media channels for ITU-T H.300-series terminals. 

[ITU-T H.241] Recommendation ITU-T H.241 (2012), Extended video procedures and control 

signals for ITU-T H.300-series terminals. 

[ITU-T H.242] Recommendation ITU-T H.242 (2009), System for establishing communication 

between audiovisual terminals using digital channels up to 2 Mbit/s. 

[ITU-T H.243] Recommendation ITU-T H.243 (2019), Procedures for establishing 

communication between three or more audiovisual terminals using digital 

channels up to 1920 kbit/s. 

[ITU-T H.244] Recommendation ITU-T H.244 (1995), Synchronized aggregation of multiple 

64 or 56 kbit/s channels. 
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[ITU-T H.245] Recommendation ITU-T H.245 v16 (2011), Control protocol for multimedia 

communication. 

[ITU-T H.261] Recommendation ITU-T H.261 (1993), Video codec for audiovisual services at 

p x 64 kbit/s. 

[ITU-T H.262] Recommendation ITU-T H.262 (2012), Information technology – Generic 

coding of moving pictures and associated audio information: Video. 

[ITU-T H.263] Recommendation ITU-T H.263 (2005), Video coding for low bit rate 

communication. 

[ITU-T H.264] Recommendation ITU-T H.264 (V13) (2019), Advanced video coding for 

generic audiovisual services. 

[ITU-T H.310] Recommendation ITU-T H.310 (1998), Broadband audiovisual communication 

systems and terminals.  

[ITU-T H.320] Recommendation ITU-T H.320 (2004), Narrow-band visual telephone systems 

and terminal equipment. 

[ITU-T H.323] Recommendation ITU-T H.323 (2009), Packet-based multimedia 

communications systems. 

[ITU-T J.52] Recommendation ITU-T J.52 (1996), Digital transmission of high-quality 

sound-programme signals using one, two or three 64 kbit/s channels per mono 

signal (and up to six per stereo signal). 

[ITU-T T.51] Recommendation ITU-T T.51 (1992), Latin based coded character sets for 

telematic services. 

[ITU-T T.122] Recommendation ITU-T T.122 (1998), Multipoint communication service – 

Service definition. 

[ITU-T T.123] Recommendation ITU-T T.123 (2007), Network-specific data protocol stacks 

for multimedia conferencing. 

[ITU-T T.124] Recommendation ITU-T T.124 (2007), Generic Conference Control. 

[ITU-T T.125] Recommendation ITU-T T.125 (1998), Multipoint communication service 

protocol specification. 

[ISO 639-1] ISO 639-1:2002, Codes for the representation of names of languages – 

Part 1: Alpha-2 code. 

[ISO/IEC 10646] ISO/IEC 10646:2017, Information technology – Universal Coded Character 

Set (UCS). 

2 Procedures 

There are two procedures: some frame-synchronous C&I are provided for directly as bit-rate 

allocation signal (BAS) codes in [ITU-T H.221], while the remainder require the use of an escape 

code. 

2.1 C&I codes provided in [ITU-T H.221] 

The following codes, whose functions are defined in clause 3, are provided in [ITU-T H.221]: 

– VCF, VCU (procedures for use in multipoint calls according to [ITU-T H.243]); 

– LCV, LCD, LCA, LCO (for maintenance). 

In each case, the code is transmitted in the BAS position at an appropriate time. 
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2.2 Other C&I codes 

All frame-synchronous C&I codes not listed in clause 2.1 are transmitted by a sequence involving the 

BAS positions in two or more consecutive sub-multiframes. The full definitions of these symbols are 

set out in clause 3, assigning to each an alphabetic code name; the first letter of this indicates the type; 

the second is C for command, I for indication; the third is for the specific function.  

Code-point values are listed in Table 1 and Table 2. For convenience, the occupancy of Table 1 is 

shown in Table 4. 

2.2.1 SBE method 

The single-byte extension method involves two consecutive BAS codes. In the first, the code 

(111) [10001] is transmitted. In the second, the code defined in Table 1 is transmitted. 

It should be noted that only one symbol is transmitted by this method – the code in the subsequent 

sub-multiframe is again treated as a normal BAS code. 

2.2.2 Double and triple SBE symbols 

A "double symbol" consists of two SBE code pairs, the second immediately following the first. The 

first is one of the symbols listed as having an associated SBE number or SBE character parameter to 

be conveyed by the second. Thus, a double symbol occupies four successive BAS positions and takes 

80 ms to transmit. 

A "triple symbol" similarly consists of three SBE code pairs in succession; the first is one of the 

symbols listed as having an associated numerical or character parameter to be conveyed by the second 

and third. Thus, a triple symbol occupies six successive BAS positions and takes 120 ms to transmit. 

A "quadruple symbol" consists of four SBE code pairs in succession, occupies eight successive BAS 

positions and takes 160 ms to transmit. 

In the case of TII*1, it may be double or triple, or longer, but the succession of symbols shall end with 

the symbol TIS. 

2.2.3 MBE method 

The multiple-byte extension method involves three or more consecutive BAS codes, in the following 

format: 

  {Start-MBE} / N / <x> / (N – 1) bytes 

where: 

 {Start-MBE} is specified in Table A.1 of [ITU-T H.221]; 

 N is a binary number in the range 1..223; 

 <x> is a value from Table 2. 

3 Definitions of C&I symbols 

3.1 C&I related to video 

3.1.1 video indicate suppressed (VIS): This symbol is used to indicate that the content of the 

video channel does not represent a normal camera image. The video encoder may be without video 

input or an electronically-generated pattern may have been substituted. 

3.1.2 video indicate active (VIA): Complementary to VIS. The video source is the only one, or, 

in the case that more video sources are to be distinguished, it is that designated "video No. 1". 

____________________ 

1 For the significance of the asterisk, see Table 4. 
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3.1.3 VIA2: Equivalent to VIA, but designating "video No. 2" as the source. 

3.1.4 VIA3: Equivalent to VIA, but designating "video No. 3" as the source. 

3.1.5 video indicate ready-to-activate (VIR): This symbol is transmitted by a terminal whose 

user has decided not to send video unless he will also receive video from the other end. 

3.1.6 video command "freeze picture request" (VCF): This symbol may be transmitted prior to 

the "video-off" mode switch, to prepare the video decoder for this event (see Note). This symbol is 

also transmitted by a multipoint control unit (MCU) prior to video switching. On receipt, a terminal 

video decoder should complete updating of the current video frame but subsequently display the 

frozen picture until receipt of the freeze-picture release control which is embedded in the video. 

NOTE – If an ITU-T H.261 or other ITU-T H.260-series decoder receives "freeze picture request", it freezes 

pictures until a freeze-picture release signal is received, or a timeout period of at least six seconds has expired. 

If a terminal wishes to continue the freezing of the picture at the remote end for more than six seconds, it 

should send VCF/H.230 repeatedly with an appropriate period. 

3.1.7 video command "fast update request" (VCU): This symbol is transmitted by an MCU after 

performing a video switch. It may also be transmitted by a terminal at the start of communication 

when the video decoder is first ready to receive. On receipt the terminal video encoder shall enter the 

fast-update mode at its earliest opportunity. 

3.1.8 video indicate "video spatial temporal tradeoff preference" (ØVSTRD): This requests 

the far-end video encoder to change its trade-off between temporal and spatial resolution. It shall be 

followed by an SBE number between 0 and 31 (see clause 3.4). A value of 0 commands a high spatial 

resolution and a value of 31 commands a high frame rate. The values from 0 to 31 indicate 

monotonically a desire for a higher frame rate. Actual values do not correspond to precise values of 

spatial resolution or frame rate. On receipt of a value of zero the encoder should send video at the 

highest possible spatial fidelity, and on receipt of the value of 31 the encoder should send video at 

the highest possible frame rate. Intermediate values will indicate a preference on a sliding scale. The 

actual interpretation will vary for encoders. 

3.1.9 video indicate "video spatial temporal tradeoff encoder level" (VSTRDEL): This 

informs the receiver of the current spatial temporal trade-off level being used by the far-end encoder. 

It is followed by an SBE number between 0 and 31 which indicates the current trade-off level. This 

should be used by the receiver to determine an appropriate value for ØVSTRD preference. 

NOTE – The abbreviation VSTRDEL was known as abbreviation VSTRDENCLVL in a previous version of 

this Recommendation. 

3.1.10 video indicate "custom picture clock frequency" (ØCPCF): This informs the transmitter 

of the receiver picture clock frequency preference. This shall be followed by an SBE with values of 

the clockDivisor and the clockConversionCode as defined in customPCFByte1 in clause 5.2.4 of 

[ITU-T H.242]. On receipt of this message the encoder should switch to the indicated custom picture 

clock frequency at the earliest opportunity. 

3.1.11 video indicate "H.263 GOB header on preference" (ØGHOP): This informs the 

transmitter of the receiver preference for GOB headers in [ITU-T H.263]. This shall be followed by 

an SBE number N which specifies the frequency of GOB headers. GOB syncs should be sent for 

GOB numbers N, 2N, 3N,… in every picture. On receipt of this the encoder should send GOB syncs 

for the indicated GOBs at the earliest opportunity. 

3.1.12 video indicate "Cancel – H.263 GOB header on preference" (Øcancel-GHOP): This 

informs the transmitter that the receiver no longer prefers to receive GOB headers in [ITU-T H.263]. 

On receipt of this preference the terminal encoder may stop sending GOB headers at the earliest 

opportunity. 

3.1.13 video indicate "H.263 Custom Source Format Preference" – using MBE ØCSFMT: 

This is sent to indicate the receiver preference for custom source format. The message has the form: 
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  {start-MBE / 3 / <ØCSFMT> / frameHeight/8-1 / frameWidth/8-1} 

where the frameHeight/8-1 and frameWidth/8-1 shall be binary representations of frameHeight/8-1 

and frameWidth/8-1 in pixels and shall take values between 0 and 223. On receipt of this message 

the encoder should switch to ITU-T H.263 video at the indicated format, at the earliest opportunity. 

3.1.14 video indicate "H.263 Custom Pixel Aspect Ratio Preference" – using MBE ØCPAR: 

This is sent to indicate the receiver preference for custom pixel aspect ratio. The message has the 

form: 

  {start-MBE / 3 / <ØCPAR> / pixelHeight-1 / pixelWidth-1} 

where the pixelHeight-1 and pixelWidth-1 shall be binary representations of pixelHeight-1 and 

pixelWidth-1. The two numbers shall be relatively prime to each other and shall take values between 

0 and 223. PixelHeight shall be set to 0 if and only if pixelWidth is also set to 0. If both pixelHeight 

and pixelWidth are set to 0, any pixel aspect ratio may be sent. On receipt of this message the encoder 

should switch to ITU-T H.263 video at the indicated pixel aspect ratio at the earliest opportunity. 

3.1.15 video indicate "H.263 Scalability Preference" – using MBE ØSCLPREF: This is sent to 

indicate the receiver preference for scalability mode. The message has the form: 

{start-MBE / (numberOfLayers/3 + 2) / <ØSCLPREF> / InitByte / LayerSpecificationByte1 / …. / 

LayerSpecByte numberOfLayers / 3} 

The MBE code shall first specify the number of layers. This shall be followed by a two-bit 

specification for each layer using the following convention: 

00 – Spatial Scalable layer of one dimension 

01 – Spatial Scalable layer of two dimensions 

10 – SNR layer 

11 – Temporal Scalable with one B-picture 

The number of bytes in the message depends on the number of enhancement layers. Any layer 

definitions beyond the number of layers specified shall be ignored. The structure of initByte and 

layerSpecificationByte is as follows: 

initByte: 

0-3 Number of layers (n)-1. Valid Range: 0-13 

4-5 Layer 1 specification 

6-7 Layer 2 specification 

layerSpecificationByte i + 1 (starting from i = 0): 

0-1 00 

2-3 Layer 3 × (i + 1) specification 

4-5 Layer 3 × (i + 1) + 1 specification 

6-7 Layer 3 × (i + 1) + 2 specification 

On receipt of this message the encoder should switch to ITU-T H.263 video with the indicated 

scalability at the earliest opportunity. 

3.1.16 video indicate "videoNotDecodedMBs" – using MBE videoNotDecodedMBs: The 

message has the form: 

{start-MBE / 7 / <videoNotDecodedMBs> / firstMBByte1 / firstMBByte2 / numberOfMBsByte1 / 

numberOfMBsByte2 / trByte1 / trByte2} 

This indicates to the far-end video encoder that a set of MBs has been received erroneously and that 

any MB in the specified set has been treated as not coded (note that "not coded" macroblocks in 
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