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Recommendation ITU-T H.350.1

Directory servicesar chitecturefor H.323

Summary

Recommendation ITU-T H.350.1 describes a lightweight directory access protocol (LDAP) schema
to represent ITU-T H.323 endpoints. It is an auxiliary class related to Recommendation ITU-T H.350
and derives much of its functionality from that architecture. Implementers should review
Recommendation ITU-T H.350 in detail before proceeding with this Recommendation. Its attributes
include all ITU-T H.323 alias types. These aliases can be downloaded to an endpoint for automatic
configuration, accessed by a gatekeeper for call signalling and authorization, and published to white
pages to create user dialling directories.

The scope of this Recommendation does not include normative methods for the use of the LDAP
directory itself or the data it contains. The purpose of the schemais not to represent all possible data
elementsin the ITU-T H.323 protocol, but rather to represent the minimal set required to accomplish
the design goals enumerated in Recommendation ITU-T H.350.

This revised version of Recommendation ITU-T H.350.1 introduces several enhancements and
clarifications to the previous version, primarily the addition of ITU-T X.500 directories support and
clarification of h323ldentitypartyNumber.

This Recommendation includes an electronic attachment containing a text-only version of the
schema configuration file for h323ldentity.

History
Edition Recommendation Approva  Study Group
1.0 ITU-TH.350.1 2003-08-06 16
1.0  ITU-T H.350.1 attachment 2003-08-06 16
20 ITU-TH.350.1 2011-05-14 16
Keywords

Directory services, ITU-T H.235.0, ITU-T H.320, ITU-T H.323, LDAP, SIP, ITU-T X.500.
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FOREWORD

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of
telecommunications, information and communication technologies (ICTs). The ITU Telecommunication
Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical,
operating and tariff questions and issuing Recommendations on them with a view to standardizing
telecommunications on aworldwide basis.

The World Telecommunication Standardization Assembly (WTSA), which meets every four years,
establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on
these topics.

The approval of ITU-T Recommendationsis covered by the procedure laid down in WTSA Resolution 1.

In some areas of information technology which fall within ITU-T's purview, the necessary standards are
prepared on a collaborative basis with 1SO and IEC.

NOTE

In this Recommendation, the expression "Administration” is used for conciseness to indicate both a
telecommuni cation administration and a recognized operating agency.

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain
mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the
Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some
other obligatory language such as "must" and the negative equivalents are used to express requirements. The
use of such words does not suggest that compliance with the Recommendation is required of any party.

INTELLECTUAL PROPERTY RIGHTS

ITU draws attention to the possibility that the practice or implementation of this Recommendation may
involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence,
validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others
outside of the Recommendation development process.

As of the date of approval of this Recommendation, ITU had not received notice of intellectua property,
protected by patents, which may be required to implement this Recommendation. However, implementers
are cautioned that this may not represent the latest information and are therefore strongly urged to consult the
TSB patent database at http://www.itu.int/ITU-T/ipr/.

©I1TU 2012

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the
prior written permission of 1TU.
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Recommendation I TU-T H.350.1

Directory servicesar chitecturefor H.323

1 Scope

This Recommendation! describes a lightweight directory access protocol (LDAP) schema to
represent ITU-T H.323 endpoints. It isan auxiliary classrelated to [I TU-T H.350] and derives much
of its functionality from that architecture. Implementers should review [ITU-T H.350] in detail
before proceeding with this Recommendation. Its attributes include al 1TU-T H.323 alias types.
These aiases can be downloaded to an endpoint for automatic configuration, accessed by a
gatekeeper for call signalling and authorization, and published to white pages to create user dialing
directories.

The scope of this Recommendation does not include normative methods for the use of the LDAP
directory itself or the data it contains. The purpose of the schemais not to represent all possible data
elements in the ITU-T H.323 protocol, but rather to represent the minimal set required to
accomplish the design goals enumerated in [ITU-T H.350].

11 Extending the schema

The h323Identity classes may be extended as necessary for specific implementations. See the base
ITU-T H.350 Recommendation for a discussion on schema extension.

2 References

The following ITU-T Recommendations and other references contain provisions which, through
reference in this text, constitute provisions of this Recommendation. At the time of publication, the
editions indicated were valid. All Recommendations and other references are subject to revision;
users of this Recommendation are therefore encouraged to investigate the possibility of applying the
most recent edition of the Recommendations and other references listed below. A list of the
currently valid ITU-T Recommendations is regularly published. The reference to a document within
this Recommendation does not give it, as a stand-alone document, the status of a Recommendation.

[ITU-TH.225.00 Recommendation ITU-T H.225.0 (2009), Call signalling protocols and media
stream packetization for packet-based multimedia communication systems.

[ITU-T H.323] Recommendation ITU-T H.323 (2009), Packet-based multimedia
communications systems.

[ITU-T H.350] Recommendation ITU-T H.350 (2011), Directory services architecture for
multimedia conferencing.

[ITU-T X.500] Recommendation ITU-T X.500 (2008) | | SO/IEC 9594-1:2008, Information
technology — Open Systems I nter connection — The Directory: Overview of
concepts, models and services.

[ITU-T X.501] Recommendation ITU-T X.501 (2008) | 1SO/IEC 9594-2:2008, Information
technology — Open Systems I nter connection — The Directory: Models.

[ITU-T X.509] Recommendation ITU-T X.509 (2008) | 1SO/IEC 9594-8:2008, Information
technology — Open Systems I nter connection — The Directory: Public-key and
attribute certificate frameworks.

1 This Recommendation includes an electronic attachment containing a text file with the schema
configuration file for h323ldentify.
J Y Documents

Rec. I TU-T H.350.1 (05/20f)nent Shajing Hub

Copyright International Telecommunication Union/ITU Telcommunication Sector
Provided by IHS Markit under license with ITU-T Licensee=/, User=,
No reproduction or networking permitted without license from IHS Not for Resale,

Full document details: ITU-T H.350.1 2011


http://www.avadocuments.com/doc/itu-t-h-350-1-2011
http://www.avadocuments.com/doc/itu-t-h-350-1-2011

[ITU-T X.511] Recommendation ITU-T X.511 (2008) | 1SO/IEC 9594-3:2008, Information
technology — Open Systems I nter connection — The Directory: Abstract service
definition.

[ITU-T X.518] Recommendation ITU-T X.518 (2008) | | SO/IEC 9594-4:2008, |nformation
technology — Open Systems Inter connection — The Directory: Procedures for
distributed operation.

[ITU-T X.519] Recommendation ITU-T X.519 (2008) | 1SO/IEC 9594-5:2008, Information
technology — Open Systems I nter connection — The Directory: Protocol
specifications.

[ITU-T X.520] Recommendation ITU-T X.520 (2008) | | SO/IEC 9594-6:2008, | nformation
technology — Open Systems I nter connection — The Directory: Selected attribute
types.

[ITU-T X.525] Recommendation ITU-T X.525 (2008) | 1SO/IEC 9594-9:2008, Information
technology — Open Systems Inter connection — The Directory: Replication.

[IETF RFC 4510] |ETF RFC 4510 (2006), Lightweight Directory Access Protocol (LDAP):
Technical Specification Road Map.

[IETF RFC 4511] |ETF RFC 4511 (2006), Lightweight Directory Access Protocol (LDAP): The
Protocaol.

3 Definitions
This Recommendation defines the following terms:

31 call server: A protocol-specific signalling engine that routes video or voice calls on the
network. In ITU-T H.323, this entity is a gatekeeper. In SIP, this entity is a SIP proxy server. Note
that not all signalling protocols use a call server.

3.2 commObject: An LDAP object class defined in [ITU-T H.350] that represents generic
multimedia conferencing endpoints.

3.3 endpoint: A logical device that provides video and/or voice media encoding/decoding, and
signalling functions. Examples include:

1) agroup teleconferencing appliance that is located in a conference room;
2) an |P telephone;
3) a software program that takes video and voice from a camera and microphone and encodes

it and applies signalling using a host computer.

Note that from the perspective of most signalling protocols, gateways and MCUs are specia cases
of endpoints.

34 enterprisedirectory: A canonical collection of information about users in an organization.
Typically thisinformation is collected from a variety of organizationa units to create a whole. For
example, Human Resources may provide name and address, Telecommunications may provide the
telephone number, Information Technology may provide the e-mail address, etc. For the purposes
of this architecture, it is assumed that an enterprise directory is accessible viaLDAP.

35 gateway: A device that trandates from one protocol to another. Often gateways translate
between the IP network and the public switched voice network to alow integration of the two.

3.6 multipoint control unit (MCU): A device capable of mixing audio/video from multiple
endpoints to create a virtual meeting space.
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