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Recommendation ITU-T H.450.2 

Call transfer supplementary service for ITU-T H.323 systems 

 

 

 

Summary 

Recommendation ITU-T H.450.2 describes the procedures and the signalling protocol for the call 
transfer supplementary service (SS-CT) in ITU-T H.323 (packet-based multimedia communications 
systems) networks.  

SS-CT is a supplementary service which enables the served user A to transform an existing call 
(user A-user B) into a new call between user B and a user C selected by user A. User A may or may 
not have a call established with user C prior to call transfer. 

This Recommendation makes use of the "Generic functional protocol for the support of 
supplementary services in ITU-T H.323 systems" as defined in Recommendation ITU-T H.450.1 

The procedures and the signalling protocol of this Recommendation are derived from the call 
transfer supplementary service specified in ISO/IEC 13865 and ISO/IEC 13869. 

This revision corrects errors discovered in the initial publication. 
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FOREWORD 

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of 
telecommunications, information and communication technologies (ICTs). The ITU Telecommunication 
Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical, 
operating and tariff questions and issuing Recommendations on them with a view to standardizing 
telecommunications on a worldwide basis. 

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, 
establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on 
these topics. 

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1. 

In some areas of information technology which fall within ITU-T's purview, the necessary standards are 
prepared on a collaborative basis with ISO and IEC. 

 

 

 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 
telecommunication administration and a recognized operating agency. 

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain 
mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the 
Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some 
other obligatory language such as "must" and the negative equivalents are used to express requirements. The 
use of such words does not suggest that compliance with the Recommendation is required of any party. 

 

 

 

 

INTELLECTUAL PROPERTY RIGHTS 

ITU draws attention to the possibility that the practice or implementation of this Recommendation may 
involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, 
validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others 
outside of the Recommendation development process. 

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property, 
protected by patents, which may be required to implement this Recommendation. However, implementers 
are cautioned that this may not represent the latest information and are therefore strongly urged to consult the 
TSB patent database at http://www.itu.int/ITU-T/ipr/. 

 

 

 

 ITU 2012 

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the 
prior written permission of ITU. 
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Recommendation ITU-T H.450.2 

Call transfer supplementary service for ITU-T H.323 systems 

1 Scope 

This Recommendation describes the call transfer supplementary service (SS-CT), which is 
applicable to various basic services supported by ITU-T H.323 multimedia endpoints. SS-CT is 
based on the equivalent supplementary service for private integrated services networks (PISN) 
specified in [ISO/IEC 13865] and [ISO/IEC 13869]. 

2 References 

The following ITU-T Recommendations and other references contain provisions which, through 
reference in this text, constitute provisions of this Recommendation. At the time of publication, the 
editions indicated were valid. All Recommendations and other references are subject to revision; 
users of this Recommendation are therefore encouraged to investigate the possibility of applying the 
most recent edition of the Recommendations and other references listed below. A list of the 
currently valid ITU-T Recommendations is regularly published. The reference to a document within 
this Recommendation does not give it, as a stand-alone document, the status of a Recommendation. 

[ITU-T H.225.0] Recommendation ITU-T H.225.0 (2009), Call signalling protocols and media 
stream packetization for packet-based multimedia communication systems. 

[ITU-T H.245]  Recommendation ITU-T H.245 (2009), Control protocol for multimedia 
communication. 

[ITU-T H.323]  Recommendation ITU-T H.323 (2009), Packet-based multimedia 
communications systems. 

[ITU-T H.450.1] Recommendation ITU-T H.450.1 (2011), Generic functional protocol for the 
support of supplementary services in ITU-T H.323 systems. 

[ITU-T I.112]  Recommendation ITU-T I.112 (1993), Vocabulary of terms for ISDNs. 

[ITU-T I.210]  Recommendation ITU-T I.210 (1993), Principles of telecommunication 
services supported by an ISDN and the means to describe them. 

[ITU-T Y.2201]  Recommendation ITU-T Y.2201 (2009), Requirements and capabilities for 
ITU-T NGN. 

[ISO/IEC 13865] ISO/IEC 13865:2003, Information technology – Telecommunications and 
information exchange between systems – Private Integrated Services Network 
– Specification, functional model and information flows – Call Transfer 
supplementary service. 

[ISO/IEC 13869] ISO/IEC 13869:2003, Information technology – Telecommunications and 
information exchange between systems – Private Integrated Services Network 
– Inter-exchange signalling protocol – Call Transfer supplementary service. 

3 Definitions 

3.1 Terms defined elsewhere 

This Recommendation uses the following terms defined elsewhere: 

3.1.1 endpoint: [ITU-T H.323]. 

3.1.2 terminal: [ITU-T H.323]. 
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3.1.3 user: [ITU-T Y.2201]. 

3.2 Terms defined in this Recommendation 

This Recommendation defines the following terms: 

3.2.1 primary call: Call between the transferring user A and the transferred user B. 

3.2.2 secondary call: Call between the transferring user A and the transferred-to user C 
associated with the primary call (this association is an implementation matter within endpoint A). 

3.2.3 transferred call: Call between transferred user B and transferred-to user C which results 
from successful completion of call transfer. 

3.2.4 transferring endpoint; user A: User/endpoint transferring a call with a terminal B, to a 
user C. 

3.2.5 transferred endpoint; user B: The remote endpoint/user of the call with user A which is 
transferred by user A to a user C. 

3.2.6 transferred-to endpoint; user C: The endpoint/user, to which a user B, originally having a 
call to user A, is transferred. 

4 Abbreviations and acronyms 

This Recommendation uses the following abbreviations: 

APDU Application Protocol Data Unit 

ASN.1 Abstract Syntax Notation One 

CT Call Transfer 

GK/GKp/GKs Gatekeeper/Gatekeeper on primary call/Gatekeeper on secondary call 

MC Multipoint Controller 

MM MultiMedia 

NFE Network Facility Extension 

PISN Private Integrated Services Network 

SCN Switched Circuit Network 

SDL Specification and Description Language 

SS-CT Supplementary Service Call Transfer 

TRDSE Transferred Signalling Entity 

TRGSE Transferring Signalling Entity 

TRTSE Transferred-to Signalling Entity 

5 Description 

Call transfer (SS-CT) is a supplementary service which enables the served user (user A or 
transferring user) to transform an existing call with user B (primary call) into a new call between 
user B and a user C (transferred-to user) selected by user A. User A may or may not have a call 
established with user C (secondary call) prior to transfer. Each call can either be an incoming call to 
user A or an outgoing call from user A. On successful completion of SS-CT, user B and user C can 
communicate with each other and user A will no longer be able to communicate with user B or 
user C. 
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The initial call between user A and user B (primary call) must be answered before transfer can be 
initiated. On invocation of call transfer, if a call between user A and user C exists (secondary call), 
the transferred-to endpoint is informed of the pending call transfer, and transfer only proceeds if this 
endpoint is able to participate. In this case, the transferred-to endpoint returns a temporary identifier 
to be used in the subsequent transfer procedure to identify the secondary call. 

The transferring endpoint (user A) requests the transferred endpoint (user B) to call the 
transferred-to endpoint (user C). The transferred endpoint then establishes a call to the 
transferred-to endpoint (transfer by rerouting) and includes the temporary identifier for the 
secondary call if this call exists. User B's gatekeeper may establish the call if it is handling the call 
transfer. 

The primary call is retained until the first acknowledgment has been received from the 
transferred-to endpoint (user C), and is then released. This means that the primary call remains in 
place if call transfer fails before that stage. If the secondary call exists, it is retained until the new 
call request arrives at the transferred-to endpoint and is then released.  

Upon answer from user C (if no secondary call exists) or successful association of user C with the 
new call (if user C was already involved in the secondary call), user B and user C can communicate 
with each other. The media exchange capabilities of the new call should be equal to those of the 
primary call as far as possible.  

If call transfer fails after the primary call was released, the action taken is for further study. 

NOTE – Use of call transfer supplementary service for transferring only a subset of ITU-T H.323 media 
streams or for transferring ITU-T T.120 calls is for further study. 

6 Messages and information elements 

The APDUs of call transfer operations are transported within user-to-user information elements in 
call control and FACILITY messages as defined in [ITU-T H.450.1]. The call transfer operations 
are described in clause 12. 

When conveying the invoke APDU of the operations defined in clause 12, the destinationEntity 
data element of the network facility extension (NFE) shall contain the value "endpoint". 

When conveying the invoke APDU of operations callTransferAbandon, callTransferUpdate, 
callTransferComplete, callTransferActive and subaddressTransfer, the Interpretation APDU shall 
contain value discardAnyUnrecognizedInvokePdu. 

When conveying the invoke APDU of operation callTransferSetup, the Interpretation APDU shall 
contain value clearCallIfAnyInvokePduNotRecognized in case of transfer with consultation. In case 
of call transfer without consultation, the interpretation APDU shall be set to value 
discardAnyUnrecognizedInvokePdu.  

When conveying the invoke APDU of operation callTransferIdentify or callTransferInitiate, the 
interpretation APDU shall be omitted or shall contain value rejectAnyUnrecognizedInvokePdu. 

7 Actions at the transferring endpoint (user A) 

In the procedures below, "clearing" or "release" of a call means the release of all resources 
associated with the call, as specified in [ITU-T H.323] (i.e., all logical channels, ITU-T H.245 
control channel, call signalling channel, call reference, etc.). 
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7.1 Normal procedures if only the primary call exists 

In order to initiate call transfer, the transferring endpoint shall send a callTransferInitiate invoke 
APDU in a FACILITY message to the transferred endpoint, using the call reference of the primary 
call, start timer CT-T3 and enter state CT-Await-Initiate-Response. The invoke APDU shall contain 
element reroutingNumber with the address of user C as selected by user A. Element callIdentity 
shall be empty. 

On receipt of a callTransferInitiate return result APDU on the primary call, the transferring 
endpoint shall stop timer CT-T3, clear the primary call and enter state CT-Idle. 

If the primary call is released while in state CT-Await-Initiate-Response, the transferring endpoint 
shall stop timer CT-T3 and enter state CT-Idle. 

7.2 Normal procedures if also the secondary call exists 

In order to initiate call transfer, the transferring endpoint shall send a callTransferIdentify invoke 
APDU in a FACILITY message to the transferred-to endpoint, using the call reference of the 
secondary call, start timer CT-T1 and enter state CT-Await-Identify-Response. 

On receipt of a callTransferIdentify return result APDU on the secondary call, the transferring 
endpoint shall stop timer CT-T1, send a callTransferInitiate invoke APDU in a FACILITY message 
to the transferred endpoint, using the call reference of the primary call, start timer CT-T3 and enter 
state CT-Await-Initiate-Response. The invoke APDU shall contain elements reroutingNumber and 
callIdentity with the values received in callTransferIdentify return result. 

On receipt of a callTransferInitiate return result APDU on the primary call, the transferring 
endpoint shall stop timer CT-T3, clear the primary and secondary call if not already cleared, and 
enter state CT-Idle. 

If the primary and/or secondary call is released while in state CT-Await-Identify-Response or 
CT-Await-Initiate-Response, the transferring endpoint shall stop the relevant timer, as an option 
clear the other call if not already cleared, and enter state CT-Idle. 

7.3 Exceptional procedures 

On receipt of a callTransferIdentify reject or return error APDU while in state CT-Await-Identify-
Response, the transferring endpoint shall stop timer CT-T1 and enter state CT-Idle. 

On receipt of a callTransferInitiate reject or return error APDU while in state CT-Await-Initiate-
Response, the transferring endpoint shall send a callTransferAbandon invoke APDU in a 
FACILITY message on the secondary call if this call exists, stop timer CT-T3 and enter state 
CT-Idle. 

On expiry of timer CT-T1 or CT-T3, the transferring endpoint shall send a callTransferAbandon 
invoke APDU in a FACILITY message on the secondary call if this call exists, and enter state 
CT-Idle. 

8 Actions at the transferred endpoint (user B) 

8.1 Normal procedures 

On receipt of a callTransferInitiate invoke APDU on the primary call, the transferred endpoint shall 
determine whether it can participate in the call transfer. If it can it shall use the address contained in 
element reroutingNumber to initiate call establishment towards the transferred-to endpoint, include 
in the SETUP message a callTransferSetup invoke APDU with the same value of callIdentity as 
received in the callTransferInitiate invoke APDU, and enter state CT-Await-Setup-Response. The 
callTransferSetup invoke APDU may also include the address of user A in element 
transferringNumber. Optionally, timer CT-T4 may be started. 
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On receipt of an ALERTING or CONNECT message with a callTransferSetup return result APDU 
from the transferred-to endpoint, the transferred endpoint shall stop timer CT-T4 if running, send a 
RELEASE COMPLETE message with a callTransferInitiate return result APDU on the primary call 
to the transferring endpoint and enter state CT-Idle. Further connection establishment between 
user B and user C shall follow standard ITU-T H.323 procedures, whereby media properties may be 
inherited from the primary call or automatically negotiated between endpoints B and C. 

8.2 Exceptional procedures 

If, on receipt of a callTransferInitiate invoke APDU, the transferred endpoint cannot participate in 
call transfer, a callTransferInitiate return error APDU shall be sent in a FACILITY message on the 
primary call. 

On expiry of timer CT-T4, or on receipt of a clearing indication on the new call while in state 
CT-Await-Setup-Response, the transferred endpoint shall send a callTransferInitiate return error 
APDU in a FACILITY message on the primary call, stop timer CT-T4 if running, and enter state 
CT-Idle. If a callTransferSetup return error APDU was received from the transferred-to endpoint, 
the same error value shall be used in the callTransferInitiate return error APDU. 

If the primary call is cleared while in state CT-Await-Setup-Response, the transferred endpoint shall 
stop timer CT-T4 if running, clear the new call and enter state CT-Idle. 

8.2.1 Transfer without consultation with transferred-to endpoint C not supporting 
ITU-T H.450.2 

a) When receiving a CONNECT message from endpoint C (that does not include a response 
to the callTransferSetup Invoke APDU) while being in state CT-Await-Setup-Response, the 
transferred endpoint B should continue as if a callTransferSetup return result APDU had 
been received. This allows endpoint B to successfully continue with the call transfer 
procedures (including appropriate internal call transfer state handling and clearing of the 
primary call to the transferring endpoint A). This exceptional procedure enables successful 
call transfer even if the transferred-to endpoint C does not support ITU-T H.450 at all. 

b) When a RELEASE COMPLETE message as a response to a SETUP message containing 
callTransferSetup invoke APDU is received at endpoint B on the transferred call attempt, 
possibly containing callTransferSetup return error or reject APDU, then endpoint B may 
retry call establishment to endpoint C using a normal basic call. Upon receiving the 
CONNECT message from endpoint C, endpoint B may continue with the procedures as 
described in a) above. 

Note that this procedure may apply if endpoint C supports ITU-T H.450.1 but not ITU-T H.450.2 
and if endpoint B has not selected the recommended Interpretation APDU value 
discardAnyUnrecognizedInvokePdu but has set the value to 
clearCallIfAnyInvokePduNotRecognized. 

9 Actions at the transferred-to endpoint (user C) 

9.1 Normal procedures 

On receipt of a callTransferIdentify invoke APDU on the secondary call, the transferred-to endpoint 
shall determine whether it can participate in the call transfer. If it can, it shall send a 
callTransferIdentify return result APDU in a FACILITY message on the secondary call, start timer 
CT-T2 and enter state CT-Await-Setup. The return result APDU shall contain user C's address in 
element reroutingNumber and a local identifier for the secondary call in element callIdentity. 
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On receipt of a SETUP message with a callTransferSetup invoke APDU from the transferred 
endpoint, the transferred-to endpoint shall, if in state CT-Await-Setup, stop timer CT-T2, check the 
destination address information of the SETUP message and element callIdentity received in the 
callTransferSetup invoke APDU, and continue with call establishment if they correctly identify the 
secondary call. The secondary call shall be cleared using normal ITU-T H.323 procedures. 

If the callTransferSetup invoke APDU is received in state CT-Idle, call set-up shall continue if 
element callIdentity is empty and if call transfer to user C is acceptable.  

Either the ALERTING or the CONNECT message on the new call shall include a callTransferSetup 
return result APDU.  

9.2 Exceptional procedures 

If, on receipt of a callTransferIdentify invoke APDU, the transferred-to endpoint cannot participate 
in call transfer, a callTransferIdentify return error APDU shall be sent in a FACILITY message on 
the secondary call. 

If, on receipt of a callTransferSetup invoke APDU with an empty element callIdentity, the 
transferred-to endpoint cannot accept call transfer to user C, the endpoint shall return a RELEASE 
COMPLETE message with a callTransferSetup return error APDU. 

If, on receipt of a callTransferSetup invoke APDU with a non-empty element callIdentity, the 
transferred-to endpoint cannot match the identifier with a secondary call, the endpoint shall return a 
RELEASE COMPLETE message with a callTransferSetup return error APDU. 

If, in state CT-Await-Setup, a callTransferAbandon invoke APDU is received on the secondary call, 
or if the secondary call is cleared, the transferred-to endpoint shall stop timer CT-T2 and enter state 
CT-Idle. 

On expiry of timer CT-T2, the transferred-to endpoint shall enter state CT-Idle. 

10 Additional procedures 

10.1 Interworking with non-ITU-T H.323 terminals 

In the specification of procedures above, the term "endpoint" means any entity that processes 
ITU-T H.225 call signalling. Examples are "terminal" or "gateway". 

If user B or user C are non-ITU-T H.323 terminals, the gateway on the route to user B or user C 
will act as transferred endpoint or transferred-to endpoint, respectively. 

10.2 Hold and consultation 

Call transfer procedures do not demand a particular hold state for the primary or secondary call; 
i.e., user B or user C may or may not be put on hold prior to call transfer, depending on the 
capabilities of terminal A and the specific implementation. 

With existing (e.g., PISN) implementations, call transfer is frequently performed by user A putting 
user B on hold, setting up the secondary call to user C ("consultation call") and then invoking 
transfer. This method is also shown in an example in clause 11.6. 

10.3 Transfer without rerouting (i.e., transfer by join) 

[ISO/IEC 13869] defines two procedures for call transfer: 

1) transfer by rerouting; and 

2) transfer by join. 
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In this Recommendation, where the transferring endpoint typically is the terminal rather than a 
private integrated network exchange, the transfer by rerouting procedure was chosen as the primary 
procedure (it is not expected from an ITU-T H.323 terminal to join two calls in which it no longer 
participates). 

However, the transfer by join procedure may be used in this Recommendation if a gatekeeper 
performs the transfer (e.g., if the terminals do not support ITU-T H.450.2 call transfer by rerouting) 
or in case of gateway interworking with the corresponding SCN transfer by join procedure (see also 
clauses 10.6.1 and 11.2.2.2). 

10.4 Further actions at transferred and transferred-to endpoints 

Together with the callTransferSetup invoke APDU, a callTransferUpdate invoke APDU may be 
sent in the SETUP message from the transferred endpoint to the transferred-to endpoint. Within the 
argument, optional elements redirectionNumber and basicCallInfoElements may be conveyed. If a 
callTransferUpdate invoke APDU is received by the transferred-to endpoint, this information may 
be conveyed to the transferred-to user.  

Together with the callTransferSetup return result APDU, a callTransferUpdate invoke APDU may 
be sent in the ALERT or CONNECT message from the transferred-to endpoint to the transferred 
endpoint. Within the argument, optional elements redirectionNumber and basicCallInfoElements 
may be conveyed. If a callTransferUpdate invoke APDU is received by the transferred endpoint, 
this information may be conveyed to the transferred user.  

If during CT-Idle, a FACILITY message containing a subaddressTransfer invoke APDU is 
received, the endpoint may relay the subaddress on to the local user.  

10.5 Interactions with ITU-T H.323 ad hoc conference 

Call transfer may be used in the context of conference. 

An ITU-T H.323 endpoint A (that does not have the active MC) may transfer its connection to the 
conference to another endpoint D. For this purpose, the endpoint A shall send a FACILITY 
message containing a callTransferInitiate invoke APDU towards the conference entity B containing 
the Active MC (may be the GK or another endpoint). The entity B may then issue a new SETUP 
message to endpoint D, containing a callTransferSetup invoke APDU and 
conferenceGoal = "invite". After successful establishment of the ITU-T H.225 channel between 
entity B (active MC) and the new endpoint D, the call between entity B and endpoint A 
(transferring endpoint) is released following normal call transfer procedures. Establishment of the 
ITU-T H.245 channel and of logical channels between entity B and endpoint D follows clause 8.4.3 
of [ITU-T H.323]. 

An ITU-T H.323 endpoint A that contains the active MC may transfer an endpoint B to an 
endpoint C, if the call between the endpoints A and B is a two-party conference call at the time of 
call transfer request. 

An ITU-T H.323 endpoint that has the active MC shall reject a call transfer request, if the 
active MC serves a multipoint conference at the time of call transfer request.  

10.6 Gatekeeper actions 

In the case of the gatekeeper routed model, the gatekeeper shall either transparently transport 
(see also Figure 4) or act on the operations defined in clause 12 (see clause 10.6.1). 

10.6.1 Call transfer performed by gatekeeper 

A gatekeeper may decide to become the destination for a callTransferInitiate invoke APDU. In this 
case, the gatekeeper shall perform the actions applicable for the transferred endpoint with the 
additions described in clause 10.6.1.1. 
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A gatekeeper may decide to become the destination for a callTransferIdentify invoke APDU. In this 
case, the gatekeeper shall perform the actions applicable for the transferred-to endpoint with the 
additions described in clause 10.6.1.2. 

A gatekeeper may be able to act as the destination for both sides of the call transfer, in which case it 
performs actions appropriate for both transferred and transferred-to endpoints, with the exception 
that messages to be exchanged between transferred endpoint and transferred-to endpoint become 
information flows internal to the gatekeeper. 

When a gatekeeper is handling the call transfer signalling on behalf of an endpoint, the gatekeeper 
may choose to relay call transfer APDUs (callTransferComplete, callTransferActive, 
callTransferUpdate) to the endpoint. 

10.6.1.1 Gatekeeper actions on the primary call 

The callTransferInitiate invoke APDU sent from the transferring endpoint A to endpoint B may be 
intercepted by the GK, i.e., the callTransferInitiate invoke APDU does not reach the transferred 
endpoint B. The GK shall perform further procedures as defined for a transferred endpoint in 
clause 8. This includes the sending of a SETUP message with a callTransferSetup invoke APDU 
and an optional callTransferUpdate invoke APDU to the transferred-to endpoint C, the reception of 
the ALERTING or CONNECT message with a callTransferSetup return result APDU and, 
optionally, a callTransferUpdate invoke APDU as well as the sending of a RELEASE COMPLETE 
message on the primary call to endpoint A, including a callTransferInitiate return result APDU.  

In addition to the call transfer procedures defined in clause 8, the gatekeeper may send a FACILITY 
message with a callTransferComplete invoke APDU to endpoint B to inform endpoint B that it has 
been transferred ("joining"). The callTransferComplete invoke APDU shall be sent upon reception 
of an ALERTING or a CONNECT message from the transferred-to endpoint C. Argument 
redirectionNumber shall contain the number of the transferred-to user C, argument endDesignation 
shall have the value "primaryEnd", argument callStatus shall be set to either "answered" 
(if CONNECT was received) or "alerting" (if ALERTING was received). 

If the transferred-to endpoint initially responded to the SETUP with an ALERTING message, a 
FACILITY message containing a callTransferActive invoke APDU may be sent to endpoint B upon 
reception of a CONNECT message from the transferred-to endpoint. 

For the call which was originally active between endpoints A (the transferring party) and B 
(the transferred party), endpoint B shall be instructed to connect a new set of media channels, 
assuming that media channels were not connected to the gatekeeper acting as an MCU. To 
accomplish this, the gatekeeper shall use the ITU-T H.323 procedures for third party rerouting. This 
requires the gatekeeper to send an empty terminal capability set (one which indicates that the 
remote entity has no receive capabilities) to endpoints A and B, causing A and B to close their 
logical channels. The gatekeeper shall then exchange the ITU-T H.245 command "end session" 
with endpoint A and send a RELEASE COMPLETE message containing callTransferInitiate return 
result APDU to release the call signalling channel.  

When the gatekeeper receives a non-empty terminal capability set from endpoint C, the gatekeeper 
shall forward the capability set to endpoint B to cause it to reset its ITU-T H.245 associated state to 
that which it was in when ITU-T H.245 has just completed (the first) terminal capability set 
exchange in the initial call establishment sequence; it shall take part in master/slave determination, 
and open appropriate logical channels with endpoint C. 
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10.6.1.2 Gatekeeper actions on the secondary call 

The callTransferIdentify invoke APDU sent from the transferring endpoint A to endpoint C may be 
intercepted by a GK, i.e., the callTransferIdentify invoke APDU does not reach the transferred-to 
endpoint C. The gatekeeper shall perform further procedures as defined for a transferred-to endpoint 
in clause 9. This includes sending ALERTING and CONNECT messages (as appropriate to reflect 
the state of the secondary call) in response to the SETUP with a callTransferSetup invoke APDU 
received from endpoint B. In addition, the gatekeeper shall perform procedures specified in this 
subclause. 

The gatekeeper must ensure that it is able to receive and handle call signalling from the 
transferred-to endpoint (or its gatekeeper). 

If media channels associated with the secondary call are already open at the time of sending the 
callTransferSetup return result APDU (typically in case of transfer into active, but may also apply 
to transfer into alerting), they need to be closed. For this purpose, the gatekeeper shall instruct 
endpoint C to close its media channels to endpoint A using the ITU-T H.323 procedures for third 
party rerouting. This requires the gatekeeper to send an empty terminal capability set (one which 
indicates that the remote entity has no receive capabilities) to endpoints A and C, causing them to 
close their logical channels. The gatekeeper shall exchange the ITU-T H.245 command "end 
session" with endpoint A and send a RELEASE COMPLETE message to release the call signalling 
channel.  

If no media channels associated with the secondary call are open at the time of sending the 
callTransferSetup return result APDU (may be true, e.g., in case of transfer into alerting), the 
gatekeeper shall exchange the ITU-T H.245 command "end session" with endpoint A (if an ITU-T 
H.245 channel was established between endpoints A and C) and send a RELEASE COMPLETE 
message to endpoint A to release the call signalling channel. The CONNECT message received 
from endpoint C shall be sent towards the transferred endpoint B. 

In addition to the call transfer procedures defined in clause 9, the gatekeeper may send a FACILITY 
message with a callTransferComplete invoke APDU to endpoint C to inform it that it has been 
transferred ("joining"). The callTransferComplete invoke APDU shall be sent to the transferred-to 
endpoint C at the time the first of either an ALERTING or a CONNECT message containing a 
callTransferSetup return result APDU is sent to the transferred endpoint B. Argument 
redirectionNumber shall contain the number of the transferred user B, argument endDesignation 
shall have the value "secondaryEnd", and argument callStatus shall be set to "answered". 

When ITU-T H.245 control signalling is established with the transferred terminal (terminal B or its 
gatekeeper), the gatekeeper shall send a TerminalCapabilitySet representing 
endpoint C's capabilities. 

10.7 Interactions with ITU-T H.225.0 parameters 

The ITU-T H.225.0 CallIdentifier value of the transferred call shall use a new value, rather than the 
value that was used in the primary call. 

The ITU-T H.225.0 ConferenceIdentifier of a transferred call may use a new value. However, the 
ConferenceIdentifier of an existing conference (multipoint conference) shall not be altered. 
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