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Recommendation ITU-T H.626.2 

Architecture for cloud storage in visual surveillance 

 

 

 

Summary 

Recommendation ITU-T H.626.2 defines a cloud storage architecture in visual surveillance. Cloud 

storage enables the service users to have ubiquitous, convenient and on-demand network access to a 

shared pool of the configurable storage resources, which can be rapidly provisioned and released 

with the minimal management effort or service-provider interaction. Cloud storage can realize 

flexible and reliable data storage for large-scale visual surveillance and its components are 

modularized and allocated dynamically based on the real usage. This Recommendation provides the 

architecture, entities, reference points and service control flow for cloud storage in visual 

surveillance. 
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FOREWORD 

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of 

telecommunications, information and communication technologies (ICTs). The ITU Telecommunication 

Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical, 

operating and tariff questions and issuing Recommendations on them with a view to standardizing 

telecommunications on a worldwide basis. 

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, 

establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on 

these topics. 

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1. 

In some areas of information technology which fall within ITU-T's purview, the necessary standards are 

prepared on a collaborative basis with ISO and IEC. 

 

 

 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 

telecommunication administration and a recognized operating agency. 

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain 

mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the 

Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some 

other obligatory language such as "must" and the negative equivalents are used to express requirements. The 

use of such words does not suggest that compliance with the Recommendation is required of any party. 

 

 

 

 

INTELLECTUAL PROPERTY RIGHTS

ITU draws attention to the possibility that the practice or implementation of this Recommendation may 

involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, 

validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others 

outside of the Recommendation development process. 

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property, 

protected by patents, which may be required to implement this Recommendation. However, implementers 

are cautioned that this may not represent the latest information and are therefore strongly urged to consult the 

TSB patent database at http://www.itu.int/ITU-T/ipr/. 

 

 

 

 ITU 2018 

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the 

prior written permission of ITU. 
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Recommendation ITU-T H.626.2 

Architecture for cloud storage in visual surveillance 

1 Scope 

This Recommendation describes architecture, functional entities, reference points and service 

control flow of cloud storage in visual surveillance. 

2 References 

The following ITU-T Recommendations and other references contain provisions which, through 

reference in this text, constitute provisions of this Recommendation. At the time of publication, the 

editions indicated were valid. All Recommendations and other references are subject to revision; 

users of this Recommendation are therefore encouraged to investigate the possibility of applying the 

most recent edition of the Recommendations and other references listed below. A list of the 

currently valid ITU-T Recommendations is regularly published. The reference to a document within 

this Recommendation does not give it, as a stand-alone document, the status of a Recommendation. 

[ITU-T H.626] Recommendation ITU-T H.626 (2011), Architectural requirements for visual 

surveillance. 

[ITU-T F.743.2] Recommendation ITU-T F.743.2 (2016), Requirements for cloud storage in 

visual surveillance. 

[ITU-T M.60] Recommendation ITU-T M.60 (1993), Maintenance terminology and 

definitions. 

[ITU-T Y.101] Recommendation ITU-T Y.101 (2000), Global Information Infrastructure 

terminology: Terms and definitions. 

[ITU-T Y.2012] Recommendation ITU-T Y.2012 (2010), Functional requirements and 

architecture of next generation networks. 

3 Definitions 

3.1 Terms defined elsewhere 

This Recommendation uses the following terms defined elsewhere: 

3.1.1 application [ITU-T Y.101]: A structured set of capabilities, which provide value-added 

functionality supported by one or more services. 

3.1.2 cloud storage [ITU-T F.743.2]: A data storage model for enabling service users to have 

ubiquitous, convenient and on-demand network access to a shared pool of configurable storage 

resources, which can be rapidly provisioned and released with minimal management effort or 

service-provider interaction. In cloud storage systems, the physical and virtual resources can be 

dynamically assigned and reassigned according to user demand. 

3.1.3 customer [ITU-T M.60]: An entity which receives services offered by a service provider 

based on a contractual relationship. It may include the role of a network user. 

3.1.4 customer unit [ITU-T H.626]: A device located at the customer part of a visual 

surveillance system and used to present multimedia information (such as audio, video, image, alarm 

signal, etc.) to the end user. 
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3.1.5 functional architecture [ITU-T Y.2012]: A set of functional entities and the reference 

points between them, used to describe the structure of an NGN. These functional entities are 

separated by reference points, and thus, they define the distribution of functions. 

NOTE 1 – The functional entities can be used to describe a set of reference configurations. These reference 

configurations identify which reference points are visible at the boundaries of equipment implementation and 

between administrative domains. 

NOTE 2 – The definition is not only applicable to NGNs, but also to other IP packet switch based networks. 

3.1.6 functional entity [ITU-T Y.2012]: An entity that comprises an indivisible set of specific 

functions. Functional entities are logical concepts, while groupings of functional entities are used to 

describe practical, physical implementations. 

3.1.7 interface [ITU-T Y.101]: A shared boundary between two functional units. 

NOTE – An interface is defined by various characteristics pertaining to the functions, physical 

interconnections, signal exchanges and other characteristics as appropriate. 

3.1.8 premises unit [ITU-T H.626]: A device located at the remote part of a visual surveillance 

system and used to capture multimedia information (such as audio, video, image, alarm signal, etc.) 

from a surveilled object. 

3.1.9 reference point [ITU-T Y.2012]: A conceptual point at the conjunction of two non-

overlapping functional entities that can be used to identify the type of information passing between 

these functional entities. 

NOTE – A reference point may correspond to one or more physical interfaces between pieces of equipment. 

3.1.10 service [ITU-T Y.101]: A structure set of capabilities intended to support applications. 

3.1.11 visual surveillance [ITU-T H.626]: A telecommunication service focusing on video (but 

including audio) application technology, which is used to remotely capture multimedia (such as 

audio, video, image, alarm signal, etc.) and present them to the end user in a user-friendly manner, 

based on a managed broadband network with ensured quality, security and reliability. 

3.2 Terms defined in this Recommendation 

This Recommendation defines the following terms: 

3.2.1 cloud storage access unit (CSAU): A device located at a cloud storage system in visual 

surveillance. The CSAU is the key unit for implementing communication between the CSDU and 

the MDU, PU and the other media data related units defined in visual surveillance. The functions of 

the CSAU include service control function, media control function and configuration management 

function. 

3.2.2 cloud storage data unit (CSDU): A series of devices located at a cloud storage system in 

visual surveillance. The CSDU is the data node in a cloud storage system that is used to store the 

massive multimodal data produced by the visual surveillance system. A typical visual surveillance 

cloud storage system consists of a number of CSDUs, which is organized in a distributed way. The 

CSDU can be dynamically extended according to the user's demand. The CSDU can receive the 

media data from the CSAU and write the data onto its local storage device. In addition, the CSDU 

can read and transmit the stored data to the CSAU according to the data reading requests. 

3.2.3 cloud storage management unit (CSMU): A device located at the central part of a cloud 

storage system in visual surveillance. The CSMU is used to provide the management services of the 

cloud storage system and respond to the service requests of the visual surveillance system. The 

main functions of the CSMU include supporting storage resource management, data management, 

user management, service management, log management and security control. 

Copyright International Telecommunication Union/ITU Telcommunication Sector 
Provided by IHS Markit under license with ITU-T Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ITU-T H.626.2 2017

http://www.avadocuments.com/doc/itu-t-h-626-2-2017
http://www.avadocuments.com/doc/itu-t-h-626-2-2017

