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Recommendation ITU-T H.626 

Architectural requirements for a video surveillance system 

 

 

 

Summary 

The purpose of Recommendation ITU-T H.626 is to define a video surveillance system based on IP 

networks. The video surveillance system provides the display and storage functions of the 

multimedia (such as video, audio and image) captured by multiple remote cameras over an IP 

network for multiple users. It also provides other functions, such as remote control, alarm and 

linkage action, recording and playback. 

This Recommendation defines the model, architecture, entities and reference points of the video 

surveillance system. This Recommendation also describes the hierarchy model for deployment and 

interworking between the video surveillance system and other multimedia systems. 

This revision updates the title of this Recommendation, deletes requirements and service flows, and 

revises the architecture and reference points. 
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FOREWORD 

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of 

telecommunications, information and communication technologies (ICTs). The ITU Telecommunication 

Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical, 

operating and tariff questions and issuing Recommendations on them with a view to standardizing 

telecommunications on a worldwide basis. 

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, 

establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on 

these topics. 

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1. 

In some areas of information technology which fall within ITU-T's purview, the necessary standards are 

prepared on a collaborative basis with ISO and IEC. 

 

 

 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 

telecommunication administration and a recognized operating agency. 

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain 

mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the 

Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some 

other obligatory language such as "must" and the negative equivalents are used to express requirements. The 

use of such words does not suggest that compliance with the Recommendation is required of any party. 

 

 

 

 

INTELLECTUAL PROPERTY RIGHTS

ITU draws attention to the possibility that the practice or implementation of this Recommendation may 

involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, 

validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others 

outside of the Recommendation development process. 

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property, 

protected by patents, which may be required to implement this Recommendation. However, implementers 

are cautioned that this may not represent the latest information and are therefore strongly urged to consult the 

TSB patent database at http://www.itu.int/ITU-T/ipr/. 

 

 

 

 ITU 2020 

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the 

prior written permission of ITU. 
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Recommendation ITU-T H.626 

Architectural requirements for a video surveillance system 

1 Scope 

The video surveillance system is a telecommunication system focusing on video (and audio) 

application technology, which is used to remotely capture multimedia (such as audio, 

video, image and various alarm signals), and present them to end users in a friendly manner 

(including accessibility aspects), based on a managed broadband network with ensured quality, 

security and reliability. 

The objective of this Recommendation is to define the architectural of the video surveillance 

system, which meets the needs of video surveillance requirements defined in [ITU-T F.743]. This 

Recommendation defines the model, functional architecture, entities and reference points of video 

surveillance system. 

2 References 

The following ITU-T Recommendations and other references contain provisions which, through 

reference in this text, constitute provisions of this Recommendation. At the time of publication, the 

editions indicated were valid. All Recommendations and other references are subject to revision; 

users of this Recommendation are therefore encouraged to investigate the possibility of applying the 

most recent edition of the Recommendations and other references listed below. A list of the 

currently valid ITU-T Recommendations is regularly published. The reference to a document within 

this Recommendation does not give it, as a stand-alone document, the status of a Recommendation. 

[ITU-T F.743] Recommendation ITU-T F.743 (2019), Requirements and service description 

for video surveillance. 

[ITU-T G.711] Recommendation ITU-T G.711 (1988), Pulse code modulation (PCM) of 

voice frequencies. 

[ITU-T G.723.1] Recommendation ITU-T G.723.1 (2006), Dual rate speech coder for 

multimedia communications transmitting at 5.3 and 6.3 kbit/s. 

[ITU-T G.729] Recommendation ITU-T G.729 (2012), Coding of speech at 8 kbit/s using 

conjugate-structure algebraic-code-excited linear prediction (CS-ACELP). 

[ITU-T H.264] Recommendation ITU-T H.264 (2019), Advanced video coding for generic 

audiovisual services. 

[ITU-T H.265] Recommendation ITU-T H.265 (2019), High efficiency video coding. 

[ITU-T H.626.3] Recommendation ITU-T H.626.3 (2018), Architecture for visual surveillance 

system interworking. 

[IETF RFC 4571] IETF RFC 4571 (2006), Framing Real-time Transport Protocol (RTP) and 

RTP Control Protocol (RTCP) Packets over Connection-Oriented Transport. 

[IETF RFC 6086] IETF RFC 6086 (2011), Session Initiation Protocol (SIP) INFO Method and 

Package Framework. 

[IETF RFC 6665] IETF RFC 6665 (2012), SIP-Specific Event Notification. 
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3 Definitions 

3.1 Terms defined elsewhere 

This Recommendation uses the following terms defined elsewhere: 

3.1.1 application [b-ITU-T Y.101]: A structured set of capabilities, which provide value-added 

functionality supported by one or more services. 

3.1.2 centre control server [ITU-T H.626.3]: A device located at the centre part of the video 

surveillance system. It is used for centralized system management, service operation management, 

and access control. 

NOTE – The centre control server consists of centre management unit and service control unit. 

3.1.3 customer [b-ITU-T M.60]: An entity which receives services offered by a service provider 

based on a contractual relationship. It may include the role of a network user. 

NOTE – In this Recommendation, 'customer' has the same meaning as 'end user'. 

3.1.4 electronic program guide (EPG) [b-ITU-T J.200]: A program table that is presented 

electronically. 

3.1.5 functional architecture [b-ITU-T Y.2012]: A set of functional entities, and the reference 

points between them, used to describe the structure of an NGN. These functional entities are 

separated by reference points, and thus, they define the distribution of functions. 

NOTE 1 – The functional entities can be used to describe a set of reference configurations. These reference 

configurations identify which reference points are visible at the boundaries of equipment implementation and 

between administrative domains. 

NOTE 2 – The definition is not only applicable to NGNs, but also to other IP packet switch based networks. 

3.1.6 functional entity [b-ITU-T Y.2012]: An entity that comprises an indivisible set of specific 

functions. Functional entities are logical concepts, while groupings of functional entities are used to 

describe practical, physical implementations. 

3.1.7 interface [b-ITU-T Y.101]: A shared boundary between two functional units. 

NOTE – An interface is defined by various characteristics pertaining to the functions, physical 

interconnections, signal exchanges, and other characteristics as appropriate. 

3.1.8 media [b-ITU-T Y.101]: Plural of medium. 

3.1.9 medium [b-ITU-T Y.101]: a) Specific physical support for transmission or storage of 

information. b) Type of presentation of information (i.e., video, audio, text, etc.). 

3.1.10 reference point [b-ITU-T Y.2012]: A conceptual point at the conjunction of two non-

overlapping functional entities that can be used to identify the type of information passing between 

these functional entities. 

NOTE – A reference point may correspond to one or more physical interfaces between pieces of equipment. 

3.1.11 role [b-ITU-T Y.110]: The role is a business activity which fits in a value chain. The role is 

constrained by the smallest scale of business activity which could exist independently in the 

industry and so a marketplace will exist for every relationship between roles. 

3.1.12 service [b-ITU-T Y.101]: A structured set of capabilities intended to support applications. 

3.2 Terms defined in this Recommendation 

This Recommendation defines the following terms: 
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