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Recommendation ITU-T H.741.3

IPTV application event handling:
Audience measurement for IPTV distributed content services

Summary

The ITU-T H.741.x series of Recommendations defines a foundational platform for audience
measurement (AM) of IPTV services. They focus on the interface between terminal devices and an
audience measurement aggregation function.

The AM platform integrates a method for end users to report personal information, and is designed
to easily add time-shifted and interactive services and non-terminal device measurement points.
While the ITU-T H.741.x series allows the implementation of audience measurement for IPTV
services, its mechanism may be equally applicable to non-IPTV services.

The design philosophy in the ITU-T H.741.x seriesis focused on scalability, minimizing the use of
resources, security, flexibility to support a variety of service provider deployments and rich privacy
support to meet emerging regulations and legisl ation.

Recommendation ITU-T H.741.3 specifies audience measurement for IPTV distributed content
services and, in particular, linear TV services. It describes specific configuration for linear TV and
metadata and data structures used in the payload of AM messages. The informative appendices
discuss specific implementation considerations for linear TV-specific implementation
considerations, provide examples and describe capabilities and profiles.

History

Edition Recommendation Approval  Study Group
1.0 ITU-TH.741.3 2012-06-29 16

Keywords

Audience measurement, audience rating service, audience viewership, contents rating, data
structures, distributed content service, engagement metrics, implementation guidelines, 1PTV
application event handling, linear TV, metadata.
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FOREWORD

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of
telecommunications, information and communication technologies (ICTs). The ITU Telecommunication
Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical,
operating and tariff questions and issuing Recommendations on them with a view to standardizing
telecommunications on aworldwide basis.

The World Telecommunication Standardization Assembly (WTSA), which meets every four years,
establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on
these topics.

The approval of ITU-T Recommendationsis covered by the procedure laid down in WTSA Resolution 1.

In some areas of information technology which fall within ITU-T's purview, the necessary standards are
prepared on a collaborative basis with 1SO and IEC.

NOTE

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a
telecommuni cation administration and a recognized operating agency.

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain
mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the
Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some
other obligatory language such as "must" and the negative equivalents are used to express requirements. The
use of such words does not suggest that compliance with the Recommendation is required of any party.

INTELLECTUAL PROPERTY RIGHTS

ITU draws attention to the possibility that the practice or implementation of this Recommendation may
involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence,
validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others
outside of the Recommendation development process.

As of the date of approval of this Recommendation, ITU had not received notice of intellectua property,
protected by patents, which may be required to implement this Recommendation. However, implementers
are cautioned that this may not represent the latest information and are therefore strongly urged to consult the
TSB patent database at http://www.itu.int/ITU-T/ipr/.

©I1TU 2013

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the
prior written permission of 1TU.

Documents
Rec. ITU-T H.741.3 (06/2012) Document Sharing Hub

Copyright International Telecommunication Union/ITU Telcommunication Sector
Provided by IHS Markit under license with ITU-T Licensee=/, User=,
No reproduction or networking permitted without license from IHS Not for Resale,

Full document details: ITU-T H.741.3 2012


http://www.itu.int/ITU-T/ipr/
http://www.avadocuments.com/doc/itu-t-h-741-3-2012
http://www.avadocuments.com/doc/itu-t-h-741-3-2012

Table of Contents

Page
oo 0 SRR R U R PSPPSR 1
REFEIENCES......coeeeeee ettt b e ae e sa e e 1
D= 01 1
31 Terms defined ElSEWNENE.........cooiii e 1
3.2 Terms defined in this Recommendation............ccooveverenenenenenienieeese e 3
4 ADbDbreviations and aCrONYIMS ........c.ooiiiiiiee e 3
5 (@00]0117 011 T0] = J USSR 4
6 OVEIVIBIV ...ttt ettt b et ae et e e b e ae e b e e a e saeesbe e e e sseesbeeneesaeenbeeneesneenbeas 4
7 Specific audience measurement for INEar TV .....ccvcvveeveece e 5
7.1 Audience measurement configuration for linear TV .......cccccceevvevveievecciennns 5
7.2 Linear TV MEtaOatal........cocuoieeiiiiieiiesieeie et 6
Appendix | — Implementation CONSIAEIaLIONS..........ccoririrerieieiee e 15
1.1 Considerations regarding the enabling of control devicereporting............... 15
1.2 Considerations regarding the enabling of navigation method reporting ........ 15
1.3 Considerations for specifying channels to be measured.............cccooevenennee. 15

1.4 Considerations for using channel change filtering and how to choose the
VAIUE ...ttt bbbttt b bbb bbbttt ne s 16

Appendix |1 — Examples of configuration and reporting of the terminal device audience

MEASUrEMENT TUNCEION. ..ot e 17
.l Configuration EXaMPIE........cceeieiece e 17

1.2 Example measurement reports associated with example configuration of
FIQUIE 1. L et 20
1.3 Picture-in-picture (PIP) eXample.........ccccceiierieie e ee e 24
Appendix 111 — Audience measurement capability profiles...........coccoveiiriininneniinereeee 29
2T o] ToT | "] V70 30

Documents
Rec. ITU-T H.7413 (06/2012)"e"" SFiff 19 Hub

Full document details: ITU-T H.741.3 2012


http://www.avadocuments.com/doc/itu-t-h-741-3-2012
http://www.avadocuments.com/doc/itu-t-h-741-3-2012

Documents

Document Sharing Hub

Copyright International Telecommunication Union/ITU Telcommunication Sector
Provided by IHS Markit under license with ITU-T Licensee=/, User=,
No reproduction or networking permitted without license from IHS Not for Resale,

Full document details: ITU-T H.741.3 2012


http://www.avadocuments.com/doc/itu-t-h-741-3-2012
http://www.avadocuments.com/doc/itu-t-h-741-3-2012

Recommendation I TU-T H.741.3

IPTV application event handling:
Audience measurement for IPTV distributed content services

1 Scope

This Recommendation describes audience measurement for IPTV distributed content services. This
includes specific events and samples, configuration and reporting for linear TV services.
Subsequent releases will address additional 1PTV distributed content services.

2 References

The following ITU-T Recommendations and other references contain provisions which, through
reference in this text, constitute provisions of this Recommendation. At the time of publication, the
editions indicated were valid. All Recommendations and other references are subject to revision;
users of this Recommendation are therefore encouraged to investigate the possibility of applying the
most recent edition of the Recommendations and other references listed below. A list of the
currently valid ITU-T Recommendations is regularly published. The reference to a document within
this Recommendation does not give it, as a stand-alone document, the status of a Recommendation.

[ITU-TH.741.0] Recommendation ITU-T H.741.0 (2012), IPTV application event handling:
Overall aspects of audience measurement for |PTV services.

[ITU-TH.741.1]] Recommendation ITU-T H.741.1 (2012), IPTV application event handling:
Audience measurement operations for IPTV services.

[ITU-TH.741.2] Recommendation ITU-T H.741.2 (2012), IPTV application event handling:
Data structures of audience measurement for IPTV services.

[ITU-T H.770] Recommendation ITU-T H.770 (2009), Mechanisms for service discovery and
selection for IPTV services.

3 Definitions

31 Termsdefined elseawhere
This Recommendation uses the following terms defined el sewhere:

3.1.1 aggregation function [ITU-T H.741.0]: The function that configures audience
measurement functions (AMFs), then receives processed events, sample values and end-user
information from AMFs. It may participate in the communication of end-user permissions.

3.1.2 application [b-ITU-T Y.101]: A structured set of capabilities, which provide value-added
functionality supported by one or more services.

3.1.3 application event [b-ITU-T H.740]: An application event is every end-user interaction or
occurrence related to multimedia contents in IPTV applications. It includes an emergency event
from event-notification services. '

314 audience measurement [ITU-T H.741.0]: The measurement of people's engagement with
IPTV services.

3.1.5 audience measurement function (AMF) [ITU-T H.741.0]: The function that, if given
permission, measures the end-user behaviour by processing events or samples from IPTV services.
AMFs may request and collect end-user information. AMFs transfer processed events, samples and
end-user information to aggregation functions.
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3.1.6 audience measurement system [ITU-T H.741.0]: The system which, with end-user
permission, measures end-user behaviour by detecting application events within the IPTV service
and collecting their data within the IPTV service.

3.1.7 configuration package [ITU-T H.741.0]: A configuration package is the data structure
which specifies the target services to be measured, content filtering, measurement schedule, events
and samples to be measured, and measurement report delivery.

3.1.8 content (object) [b-ITU-T T.174]: Encoded generic value, media or non-media data.

3.1.9 dectronic programme guide (EPG) [b-ITU-T H.721]: A service navigation application
which is used especially for scheduled linear programmes.

NOTE — In some traditional broadcast services, EPG is defined as an on-screen guide used to display
information on scheduled live broadcast television programmes, alowing a viewer to navigate, select, and
discover programmes by time, title, channel, and genre. This traditional definition does not cover
"catalogues’ for on-demand and download services (sometimes called electronic content guide or broadband
content guide) and bi-directional interactive service (sometimes called interactive programme guide) for
end-user interaction with a server or head-end.

3.1.10 end user [b-ITU-T Y.1910]: The actual user of the products or services.
NOTE — The end user consumes the product or service. An end user can optionally be a subscriber.

3.1.11 Internet protocol televison (IPTV) [b-ITU-T Y.1901]: Multimedia services such as
television/video/audio/text/graphics/data delivered over IP-based networks managed to support the
required level of Q0S/QOE, security, interactivity and reliability.

3.1.12 IPTV terminal device [b-ITU-T Y.1901]: A termina device which has IPTV terminal
function (ITF) functionality, e.g., an STB.

3.1.13 IPTV terminal function (ITF) [b-ITU-T Y.1901]: The end-user function(s) associated
with a) receiving and responding to network control channel messages regarding session set-up,
maintenance, and tear-down, and b) receiving the content of an IP transport from the network and
rendering.

3.1.14 linear TV [b-ITU-T Y.1901]: A television service in which a continuous stream flows in
real time from the service provider to the terminal device and where the end user cannot control the
temporal order in which contents are viewed.

3.1.15 metadata [b-ITU-T Y.1901]: Structured, encoded data that describe characteristics of
information-bearing entities to aid in the identification, discovery, assessment, and management of
the described entities.

NOTE — EPG metadata have many applications and may vary in depth from merely identifying the content
package title or information to populate an EPG, to providing a complete index of different scenesin amovie
or providing business rules detailing how the content package may be displayed, copied, or sold.

3.1.16 measurement report [ITU-T H.741.0]: The data that the audience measurement function
(AMF) generates from an end-user behaviour event or sample.

3.1.17 sample [ITU-T H.741.0]: A sample is a periodic action occurring on a configurable
schedule time interval, during a service period, which captures specified information values.

3.1.18 sample set [ITU-T H.741.1]: A sample set contains one or more information fields,
captured at a specific instance of periodic action occurring on a configurable schedule time interval,
during a service period.

3.1.19 sample time [ITU-T H.741.0]: A sample time is when an instance of the periodic action
occurs on a configurable schedule time interval, which captures specified information values,
during a service period.
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3.1.20 sample value [ITU-T H.741.0]: The content of an information field, captured at a specific
instance of periodic action occurring on a configurable schedule time interval, during a service
period.

3.1.21 service[b-ITU-T Y.101]: A structure set of capabilities intended to support applications.

3.1.22 service-common [ITU-T H.741.1]: Qualifier of measurements such as events and elements,
and reports to indicate that these measurements and reports are commonly applicable to two or
more distributed content or interactive services.

3.1.23 service navigation [b-ITU-T H.720]: A process of presenting information that allows the
end user to discover, select and consume services.

3.1.24 service provider [b-ITU-T M.1400]: A genera reference to an operator that provides
telecommunication services to customers and other end users either on a tariff or contract basis. A
service provider may or may not operate a network. A service provider may or may not be a
customer of another service provider.

3.1.25 set-top box (STB) [b-ITU-T J183]: A hardware box that contains digita signal
demodulator, de-multiplexer, MPEG-2 decoder, and other functionalities and interfaces related to
digital signal reception and presentation of the distributed programme at the subscriber's site.

3.1.26 stream [b-ITU-T J.200]: A unidirectional continuous flow of content.

3.1.27 subscriber [b-ITU-T M.3050.1]: The subscriber is responsible for concluding contracts for
the services subscribed to and for paying for these services.

3.1.28 terminal device (TD) [b-ITU-T Y.1901]: An end-user device which typically presents
and/or processes the content, such as a personal computer, a computer peripheral, amobile device, a
TV set, amonitor, aVolP termina or an audio-visual media player.

3.2 Termsdefined in this Recommendation

This Recommendation defines the following terms:

3.2.1 channel surfing: The action by an end user of holding down a navigation key which causes
linear TV servicesto be skipped.

3.2.2 mosaic: A display in which many services are received and displayed simultaneously in the
format of a matrix of icons.

3.2.3 picture-in-picture: A service displayed over a small part of the main service display.
Sound is usually from the main service only.

4 Abbreviations and acronyms
This Recommendation uses the following abbreviations and acronyms:

AM Audience Measurement

AMF Audience Measurement Function
AP Application Programming Interface
EPG Electronic Programme Guide

HD High Definition

HTTP Hypertext Transfer Protocol

ID [dentifier

‘ms milliseconds

PIP Picture-In-Picture
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QoE Quality of Experience

QoS Quality of Service

SP Service Provider

TD-AMF Termina Device Audience Measurement Function
TV Television

5 Conventions

In this Recommendation, the following conventions apply.

The keywords "is required to" indicate a requirement which must be strictly followed and from
which no deviation is permitted if conformance to this Recommendation is to be claimed.

The keywords "is recommended” indicate a requirement which is recommended but which is not
absolutely required. Thus this requirement need not be present to claim conformance.

The keywords "is not recommended" indicate a requirement which is not recommended but which
is not specifically prohibited. Thus, conformance with this specification can still be claimed even if
this requirement is present.

The keywords "can optionally” indicate an optional requirement which is permissible, without
implying any sense of being recommended. This term is not intended to imply that the vendor's
implementation must provide the option and the feature can be optionally enabled by the network
operator/service provider. Rather, it means the vendor may optionally provide the feature and still
claim conformance with the specification.

The keyword "functions' is defined as a collection of functionalities. It is represented by the
following symbol in the context of IPTV architecture:

[ Functions }

The keywords "functional block™ are defined as a group of functionalities that has not been further
subdivided at the level of detail described in this Recommendation. It is represented by the
following symbol in the context of IPTV architecture:

Functional
block

NOTE — In the future other groups or other Recommendations may possibly further subdivide these
functional blocks.

6 Overview

Audience measurement (AM) configuration, reporting and data structures for service-common
events and samples are specified in [ITU-T H.741.1] and [ITU-T H.741.2]. This Recommendation
specifies configuration, reporting and data structures for linear TV events and samples.
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7 Specific audience measurement for linear TV

An IPTV terminal device may have different ways of displaying TV channels. For example, a TV
channel may be displayed on the full screen of a TV, whereas some TVs may simultaneously
receive two TV channels and display them both, one in full screen and the other in a
picture-in-picture (PIP) mode. Subsequent channel changes may occur either on the full screen or in
the reduced window for the second channel. Usually the audio channel is the one of the full screen
TV channels.

A second alternative to full-screen display is when more than one TV channels may be displayed
simultaneously, for example, in a mosaic. The audio channel is usually assigned to one TV channel
for which the end user has shown more interest.

A "channel start" event, when configured and allowed, generates an audience-measurement report
indicating the new channel and how it is displayed. If a "channel start" event follows a previously
delivered service, then the report will also indicate that the previous serviceis no longer active.

A "channel stop” event indicates that the displayed TV channel associated with the "channel start"
event is no longer being measured. This may occur for one of several reasons, for instance:

. Sampling of the linear TV channel playing is supported.
. The navigation methods used in linear TV are identifiable.
. The control device used in linear TV isidentifiable.

7.1 Audience measur ement configuration for linear TV

The AM configuration of linear TV is part of the AM configuration "Configuration of servicesto be
measured”, as described in [ITU-T H.741.1]. Each measurement request is configured to indicate
whether linear TV measurements are to be made. Linear TV services may be configured with
associated parameters as follows.

711 Channelstobe measured

Either al channels or a list of channels to be measured may be configured. Alternatively, an "all
channel except" list may be configured.

7.1.2 Summarization and filtering

Configuration of a channel change filter time between channel change events can be used to filter
out unneeded reports. When configured, reports relating to infrequently used channels may be
additionally delayed by the channel change filter time. In Figure 1 below, the report for event A is
delayed until the channel change filter time following event A. The report for event B will not be
reported. The report for event C will be determined depending upon the subsequent occurrence of
another event within the channel change filter time.

Channel change

filter time
Sequence of Report A Don't
"channel start" report B
and/or "channel
stop” events
A B C

H.741.3(12)_FO1

Figure 1 — Channel changereport filtering
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When event A is a channel start event, in order to minimize the reporting latency regarding leaving
channel A, a channel stop event for A, using the measurement time of event B, is reported when
event C occurs.

Channel change Report
filter time "channel stop" A
A
*'
cheon sart Repor pelh
followed by “channel start" report B
"channel start" A
and/or "channel
stop" events
A B C

H.741.3(12)_F02

Figure 2 — Channel changefiltered reporting following channel start event

7.1.3 Service navigation method
The reporting of which method was used to change channel may be configured.

7.1.4 Control device
The reporting of which device was used to change channel may be configured.

7.2 Linear TV metadata

The notation used in Tables 1 to 6 facilitates the specification of the corresponding schema:

- Support: 1 = mandatory (one instance), 0-1 = optional (maximum one instance), O-
* = (optional and multiple instances possible), 1-* = mandatory and multiple instances
possible)

- Type: string, integer, float, etc.
- Container: elements are defined to group associated elements

In the following tables containing data structures, an aternative representation may be shown which
illustrates the data structure. In the event of discrepancy between an alternative representation and
the table, the correct information is to be found in the table.

Table 1 summarizes audience measurement elements for linear TV.

Table 1 — Audience measurement elementsfor linear TV

Element Definition Type Notesor value domain

Servicelnstancel D Identifies the instance of a Defined in [ITU-T H.741.2]
specific service. Distinguishes
among services when multiple

services are displayed.
Serviceldentifier Contains the "unigue name for NOTE — Defined in
the service within the service [ITU-T H.770] with the
provider's domain" (according to encoding in Figure 3.
[ITU-T H.770]) which startsto
be received.
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