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Recommendation ITU-T K.114 

Electromagnetic compatibility requirements and measurement methods for 

digital cellular mobile communication base station equipment 

 

 

Summary 

Recommendation ITU-T K.114 specifies the electromagnetic compatibility common requirements 

and test methods for digital cellular mobile communication base station equipment, repeaters and 

associated ancillary equipment which are independent of any kind of wireless access technologies, 

such as 2G, 3G, 4G or others. 

Test conditions for base stations used in variety modality are described, e.g., macro base station, 

distributed base station, micro base station, pico base station, integral antenna base station and active 

antenna base station. Performance criteria for immunity tests are also specified. 

This Recommendation describes the specific testing levels to be applied to radio communication 

base stations in various environments, such as telecommunication centres, customer premises and 

outside plants. 

 

 

History 
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FOREWORD 

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of 

telecommunications, information and communication technologies (ICTs). The ITU Telecommunication 

Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical, 

operating and tariff questions and issuing Recommendations on them with a view to standardizing 

telecommunications on a worldwide basis. 

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, 

establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on 

these topics. 

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1. 

In some areas of information technology which fall within ITU-T's purview, the necessary standards are 

prepared on a collaborative basis with ISO and IEC. 

 

 

 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 

telecommunication administration and a recognized operating agency. 

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain 

mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the 

Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some 

other obligatory language such as "must" and the negative equivalents are used to express requirements. The 

use of such words does not suggest that compliance with the Recommendation is required of any party. 

 

 

 

 

INTELLECTUAL PROPERTY RIGHTS

ITU draws attention to the possibility that the practice or implementation of this Recommendation may 

involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, 

validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others 

outside of the Recommendation development process. 

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property, 

protected by patents, which may be required to implement this Recommendation. However, implementers 

are cautioned that this may not represent the latest information and are therefore strongly urged to consult the 

TSB patent database at http://www.itu.int/ITU-T/ipr/. 

 

 

 

 ITU 2016 

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the 

prior written permission of ITU. 
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Recommendation ITU-T K.114 

Electromagnetic compatibility requirements and measurement methods for 

digital cellular mobile communication base station equipment 

1 Scope 

This Recommendation specifies the electromagnetic compatibility common requirements and test 

methods for digital cellular mobile communication base station equipment, repeaters and associated 

ancillary equipment which are independent of any kind of wireless access technologies, such as 2G, 

3G, 4G or others. 

Test conditions for base stations used in variety modality are described, e.g., macro base station, 

distributed base station, micro base station, pico base station, integral antenna base station and 

active antenna base station; performance criteria for immunity tests are also specified. 

This Recommendation describes the specific testing levels to be applied to radio communication 

base stations in different environments, such as telecommunication centres, customer premises and 

outside plants. 

Technical specifications relating to unwanted emissions (including spurious emissions and 

out-of-band emissions) from the enclosure port of radio equipment or from combinations of radio 

and associated ancillary equipment are not included in this Recommendation. Such technical 

specifications are found in [ITU-R SM.329-12]. 

2 References 

The following ITU-T Recommendations and other references contain provisions which, through 

reference in this text, constitute provisions of this Recommendation. At the time of publication, the 

editions indicated were valid. All Recommendations and other references are subject to revision; 

users of this Recommendation are therefore encouraged to investigate the possibility of applying the 

most recent edition of the Recommendations and other references listed below. A list of the 

currently valid ITU-T Recommendations is regularly published. The reference to a document within 

this Recommendation does not give it, as a stand-alone document, the status of a Recommendation. 

[ITU-T K.27]   Recommendation ITU-T K.27 (2015), Bonding configurations and earthing 

inside a telecommunication building. 

[ITU-T K.34]   Recommendation ITU-T K.34 (2003), Classification of electromagnetic 

environmental conditions for telecommunication equipment – Basic EMC 

Recommendation. 

[ITU-T K.38]   Recommendation ITU-T K.38 (1996), Radiated emission test procedure for 

physically large systems. 

[ITU-T K.43]   Recommendation ITU-T K.43 (2009), Immunity requirements for 

telecommunication network equipment. 

[ITU-T K.88]   Recommendation ITU-T K.88 (2011), EMC requirements for next 

generation network equipment. 

[ITU-R SM.329-12]  Recommendation ITU-R SM.329-12 (2012), Unwanted emissions in the 

spurious domain. 
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[ETSI EN 301 449]  ETSI EN 301 449 V1.1.1 (2006), Electromagnetic compatibility and Radio 

spectrum Matters (ERM); Harmonized EN for CDMA spread spectrum base 

stations operating in the 450 MHz cellular band (CDMA 450) and 410, 450 

and 870 MHz PAMR bands (CDMA-PAMR) covering essential 

requirements of article 3.2 of the R&TTE Directive. 

[ETSI EN 301 489-1] ETSI EN 301 489-1 V1.9.2 (2011), Electromagnetic compatibility and 

Radio spectrum Matters (ERM); Electromagnetic Compatibility (EMC) 

standard for radio equipment and services; Part 1: Common technical 

requirements. 

[ETSI EN 301 489-50] ETSI EN 301 489-50 V1.2.1 (2013), Electromagnetic compatibility and 

Radio spectrum Matters (ERM); Electromagnetic Compatibility (EMC) 

standard for radio equipment and services; Part 50: Specific conditions for 

Cellular Communication Base Station (BS), repeater and ancillary 

equipment. 

[ETSI EN 301 908-5] ETSI EN 301 908-5 V5.2.1 (2011), IMT cellular networks; Harmonized EN 

covering the essential requirements of article 3.2 of the R&TTE Directive; 

Part 5: CDMA Multi-Carrier (cdma2000) Base Stations (BS). 

[ETSI EN 301 908-7] ETSI EN 301 908-7 V5.2.1 (2011), IMT cellular networks; Harmonized EN 

covering the essential requirements of article 3.2 of the R&TTE Directive; 

Part 7: CDMA TDD (UTRA TDD) Base Stations (BS). 

[ETSI EN 301 908-20] ETSI EN 301 908-20 V5.2.1 (2011), IMT cellular networks; Harmonized 

EN covering the essential requirements of article 3.2 of the R&TTE 

Directive; Part 20: OFDMA TDD WMAN (Mobile WiMAX) TDD Base 

Stations (BS). 

[ETSI EN 301 908-22] ETSI EN 301 908-22 V5.2.1 (2011), IMT cellular networks; Harmonized 

EN covering the essential requirements of article 3.2 of the R&TTE 

Directive; Part 22: OFDMA TDD WMAN (Mobile WiMAX) FDD Base 

Stations (BS). 

[ETSI EN 302 426]  ETSI EN 302 426 V1.1.1 (2006), Electromagnetic compatibility and Radio 

spectrum Matters (ERM); Harmonized EN for CDMA spread spectrum 

Repeaters operating in the 450 MHz cellular band (CDMA450) and the 

410 MHz, 450 MHz and 870 MHz PAMR bands (CDMA-PAMR) covering 

essential requirements of article 3.2 of the R&TTE Directive. 

[ETSI EN 302 544-1] ETSI EN 302 544-1 V1.1.2 (2010), Broadband Data Transmission Systems 

operating in the 2500 MHz to 2690 MHz frequency band; Part 1: TDD Base 

Stations; Harmonized EN covering the essential requirements of article 3.2 

of the R&TTE Directive. 

[ETSI TS 100 607-1] ETSI TS 100 607-1 (2001), Digital cellular telecommunications system 

(Phase 2+); Mobile Station (MS) conformance specification; Part 1: 

Conformance specification. 

[ETSI TS 125 101]  ETSI TS 125 101 V12.9.0 (2015), Universal Mobile Telecommunications 

System (UMTS); User Equipment (UE) radio transmission and reception 

(FDD). 

[ETSI TS 125 102]  ETSI TS 125 102 V12.0.0 (2014), Universal Mobile Telecommunications 

System (UMTS); User Equipment (UE) radio transmission and reception 

(TDD). 
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  Rec. ITU-T K.114 (11/2015) 3 

[ETSI TS 125 104]  ETSI TS 125 104 V12.5.0 (2015), Universal Mobile Telecommunications 

System (UMTS); Base Station (BS) radio transmission and reception 

(FDD). 

[ETSI TS 125 105]  ETSI TS 125 105 V12.1.0 (2015), Universal Mobile Telecommunications 

System (UMTS); Base Station (BS) radio transmission and reception (TDD). 

[ETSI TS 125 106]  ETSI TS 125 106 V12.1.0 (2015), Universal Mobile Telecommunications 

System (UMTS); UTRA repeater radio transmission and reception. 

[ETSI TS 125 141]  ETSI TS 125 141 V12.6.0 (2015), Universal Mobile Telecommunications 

System (UMTS); Base Station (BS) conformance testing (FDD). 

[ETSI TS 125 142]  ETSI TS 125 142 (2015), Universal Mobile Telecommunications System 

(UMTS); Base Station (BS) conformance testing (TDD). 

[ETSI TS 136 101]  ETSI TS 136 101 (2015), LTE; Evolved Universal Terrestrial Radio Access 

(E-UTRA); User Equipment (UE) radio transmission and reception. 

[ETSI TS 136 104]  ETSI TS 136 104 (2015), LTE; Evolved Universal Terrestrial Radio Access 

(E-UTRA); Base Station (BS) radio transmission and reception. 

[ETSI TS 136 106]  ETSI TS 136 106 (2015), LTE; Evolved Universal Terrestrial Radio Access 

(E-UTRA); FDD repeater radio transmission and reception. 

[ETSI TS 136 141]  ETSI TS 136 141 (2015), LTE; Evolved Universal Terrestrial Radio Access 

(E-UTRA); Base Station (BS) conformance testing. 

[ETSI TS 136 143]  ETSI TS 136 143 (2015), LTE; Evolved Universal Terrestrial Radio Access 

(E-UTRA); FDD repeater conformance testing. 

[ETSI TS 137 104]  ETSI TS 137 104 (2015), Digital cellular telecommunications system 

(Phase 2+); Universal Mobile Telecommunications System (UMTS); LTE; 

E-UTRA, UTRA and GSM/EDGE; Multi-Standard Radio (MSR) Base 

Station (BS) radio transmission and reception. 

[ETSI TS 137 141]  ETSI TS 137 141 (2015), Digital cellular telecommunications system 

(Phase 2+); Universal Mobile Telecommunications System (UMTS); LTE; 

E-UTRA, UTRA and GSM/EDGE; Multi-Standard Radio (MSR) Base 

Station (BS) conformance testing. 

[ETSI TS 145 008]  ETSI TS 145 008 (2016), Digital cellular telecommunications system 

(Phase 2+); Radio subsystem link control. 

[ETSI TS 151 010-1] ETSI TS 151 010-1 (2015), Digital cellular telecommunications system 

(Phase 2+); Mobile Station (MS) conformance specification; Part 1: 

Conformance specification. 

[ETSI TS 151 021]  ETSI TS 151 021 (2015), Digital cellular telecommunications system 

(Phase 2+); Base Station System (BSS) equipment specification; Radio 

aspects. 

[IEC CISPR 32]   IEC CISPR 32 (2015), Electromagnetic compatibility of multimedia 

equipment – Emission requirements. 

[IEC 61000-3-2]  IEC 61000-3-2 (2014), Electromagnetic compatibility (EMC) – Part 3-2: 

Limits – Limits for harmonic current emissions (equipment input current 

≤ 16 A per phase). 
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[IEC 61000-3-3]  IEC 61000-3-3 (2013), Electromagnetic compatibility (EMC) – Part 3-3: 

Limits – Limitation of voltage changes, voltage fluctuations and flicker in 

public low-voltage supply systems, for equipment with rated current ≤ 16 A 

per phase and not subject to conditional connection. 

[IEC 61000-3-11]  IEC 61000-3-11 (2000), Electromagnetic compatibility (EMC) – Part 3-11: 

Limits – Limitation of voltage changes, voltage fluctuations and flicker in 

public low-voltage supply systems – Equipment with rated current ≤ 75 A 

and subject to conditional connection. 

[IEC 61000-3-12]  IEC 61000-3-12 (2011), Electromagnetic compatibility (EMC) – Part 3-12: 

Limits – Limits for harmonic currents produced by equipment connected to 

public low-voltage systems with input current >16 A and ≤75 A per phase. 

[IEC 61000-4-2]  IEC 61000-4-2 (2008), Electromagnetic compatibility (EMC) – Part 4-2: 

Testing and measurement techniques – Electrostatic discharge immunity 

test. 

[IEC 61000-4-3]  IEC 61000-4-3 (2006), Electromagnetic compatibility (EMC) – Part 4-3: 

Testing and measurement techniques – Radiated, radio-frequency, 

electromagnetic field immunity test. 

[IEC 61000-4-4]   IEC 61000-4-4 (2012), Electromagnetic compatibility (EMC) – Part 4-4: 

Testing and measurement techniques – Electrical fast transient/burst 

immunity test. 

[IEC 61000-4-5]  IEC 61000-4-5 (2014), Electromagnetic compatibility (EMC) – Part 4-5: 

Testing and measurement techniques – Surge immunity test. 

[IEC 61000-4-6]  IEC 61000-4-6 (2013), Electromagnetic compatibility (EMC) – Part 4-6: 

Testing and measurement techniques – Immunity to conducted disturbances, 

induced by radio-frequency fields. 

[IEC 61000-4-11]  IEC 61000-4-11 (2004), Electromagnetic compatibility (EMC) – Part 4-11: 

Testing and measurement techniques – Voltage dips, short interruptions and 

voltage variations immunity tests. 

[IEC 61000-4-29]  IEC 61000-4-29 (2000), Electromagnetic compatibility (EMC) – Part 4-29: 

Testing and measurement techniques – Voltage dips, short interruptions and 

voltage variations on d.c. input power port immunity tests. 

[IEEE 802.3at]   IEEE 802.3at (2009), Carrier Sense Multiple Access with Collision 

Detection (CSMA/CD) Access Method and Physical Layer Specifications 

Amendment 3: Data Terminal Equipment (DTE) Power via the Media 

Dependent Interface (MDI) Enhancements. 

[IEEE 802.16] IEEE 802.16 Working Group on Broadband Wireless Access Standards, 

WirelessMAN standards for Wireless Metropolitan Area Networks. 

[TIA-97-E-1]   TIA-97-E-1 (2004), Base Station Performance Standards for Dual Mode 

Spread Spectrum Systems. 

[TIA/EIA/IS-2000]  TIA/EIA/IS-2000 Series, Release A (2000), CDMA 2000 Series, Release A. 

3 Definitions 

3.1 Terms defined elsewhere 

This Recommendation uses the following terms defined elsewhere: 
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  Rec. ITU-T K.114 (11/2015) 5 

3.1.1 electromagnetic disturbance [b-IEC 60050-161]: Any electromagnetic phenomenon 

which may degrade the performance of a device, equipment or system, or adversely affect living or 

inert matter. 

3.1.2 electromagnetic emission [b-IEC 60050-161]: The phenomenon by which electromagnetic 

energy emanates from a source. 

3.1.3 electromagnetic interference (EMI) [b-IEC 60050-161]: Degradation of the performance 

of an equipment, transmission channel or system caused by an electromagnetic disturbance. 

3.1.4 EUT [b-IEC CISPR 16-2-3]: Equipment under test: equipment (devices, appliances and 

systems) subjected to EMC (emission) compliance (conformity assessment) tests. 

3.1.5 immunity (to a disturbance) [b-IEC 60050-161]: The ability of a device, equipment or 

system to perform without degradation in the presence of an electromagnetic disturbance. 

3.1.6 necessary bandwidth [ITU-R SM.329-12]: For a given class of emission, the width of the 

frequency band which is just sufficient to ensure the transmission of information at the rate and with 

the quality required under specified conditions. 

3.1.7 out-of-band emission [ITU-R SM.329-12]: Emission on a frequency or frequencies 

immediately outside the necessary bandwidth which results from the modulation process, but 

excluding spurious emissions. 

3.1.8 primary protection [b-ITU-T K.44]: Means by which the majority of the surge stress is 

prevented from propagating beyond a designated location (preferably the building entrance point). 

3.1.9 spurious emission [ITU-R SM.329-12]: Emission on a frequency, or frequencies, which 

are outside the necessary bandwidth and the level of which may be reduced without affecting the 

corresponding transmission of information. Spurious emissions include harmonic emissions, 

parasitic emissions, intermodulation products and frequency conversion products but exclude 

out-of-band emissions. 

3.1.10 telecommunications port [b-IEC CISPR 22]: Point of connection for voice, data and 

signalling transfers intended to interconnect widely-dispersed systems via such means as direct 

connection to multi-user telecommunications networks (e.g., public switched telecommunications 

networks (PSTN) integrated services digital networks (ISDN), x-type digital subscriber lines 

(xDSL)), local area networks (e.g., Ethernet, Token Ring) and similar networks. 

NOTE – A port generally intended for interconnection of components of an ITE system under test (e.g., 

RS-232, IEEE Standard 1284 (parallel printer), Universal Serial Bus (USB), IEEE Standard 1394 ("Fire 

Wire")) and used in accordance with its functional specifications (e.g., for the maximum length of cable 

connected to it), is not considered to be a telecommunications/network port under this definition. 

3.1.11 unwanted emissions [ITU-R SM.329-12]: Consist of spurious emissions and out-of-band 

emissions 

3.2 Terms defined in this Recommendation 

This Recommendation defines the following terms: 

3.2.1 active antenna system (AAS): A base station system which combines an antenna array 

with an active transceiver unit array. An AAS may include a remote/radio distributed unit or 

network. 

3.2.2 ancillary equipment: Equipment (modules or apparatus), as the part of main system, used 

in connection/conjunction with radio receiver or transmitter units to assist the base station to work 

normally, or to provide the additional operational features, e.g., supervisory control, backhaul 

connection, cooling control, antenna sector control. It could not work stand-alone independently of 

main system. 
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3.2.3 base station equipment: A base station is a network element in radio access network, 

responsible for radio transmission and reception in one or more cells to or from the mobile devices. 

A base station can have an integrated antenna or be connected to an antenna by feeder cables. Base 

station is intended for operation at a fixed location and powered directly or indirectly (e.g., via an 

AC/DC converter or power supply) by AC mains network, or an extended local DC mains network. 

3.2.4 customer premises environment: A customer premises environment is a facility in the 

residential and commercial building, there is no guarantee for good protection, earthing and 

bonding, and this environment is more abominable than the telecommunication centre, including 

but not limited to: 

– facility in the corridor; 

– facility in the weak power wells; 

– facility in the distribution room; 

– facility in the basement, etc.; 

– facility in the lobby of buildings. 

3.2.5 distributed base station: The baseband unit and RF unit support standalone installation, 

the baseband unit can be installed in the vicinity of base station or with other network devices 

centrally, and be connected to the remote RF unit through the fibre. 

3.2.6 integral antenna: Antenna which may not be removed during the tests, according to the 

manufacturer's statement. 

3.2.7 integral antenna base station: Base station with integral antenna, and antenna is portion of 

the RF unit. For this type of base station antenna port and the enclosure ports are equivalent. 

3.2.8 intentional radiator: A transmitter that intentionally generates and emits radio frequency 

energy by radiation or induction to realize its performance or function. 

3.2.9 macro base station: The power modules, baseband unit and RF unit installed in the same 

cabinet, the antennas are installed out of the cabinet through RF cables, this base station's size is 

physically larger, and can bear more traffic and cover a wider region. 

3.2.10 micro base station: Baseband unit and RF unit integrated in a box, mainly for streets 

covered, outdoor, hot spot areas, etc., covering small area and few users. 

3.2.11 multi-standard radio base station: Base station characterized by the ability of its receiver 

and transmitter to process two or more carriers in common active RF components simultaneously in 

a declared RF bandwidth, where at least one carrier is of a different RAT than the other carrier(s). 

 

Figure 1 – multi-standard radio base station 

3.2.12 non-integral antenna base station: Base station whose antenna may be removed for the 

test according to the manufacturer's statement, and where the antenna is directly connected to 

wireless communication base station using the connector, the waveguide flange, or through a feed 

device. For this type of base station antenna port and enclosure ports are separated. 
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3.2.13 outside environment: An environment where equipment is exposed to the atmosphere and 

is more abominable than the customer premises environment, including but not limited to: 

– facility on the streets side; 

– facility on the roof of buildings; 

– facility on the outside wall of buildings; 

– facility on the pole, etc.; 

– facility on the towers. 

3.2.14 pico base station: Pico base station is a derivative of micro base station, generally the 

power source is the mains, the baseband part and the RF part are integrated in a small enclosure, 

mainly for indoor area coverage, covering region is small region. 

3.2.15 port: Particular interface of the specified equipment with the external electromagnetic 

environment. 

NOTE – An interface, which uses optical fibre, is not a port for the purposes of testing because it does not 

interact with the electromagnetic environment within the frequency range. An optical fibre interface may still 

be used in the assessment of performance. 

 

Figure 2 – port 

3.2.16 repeater: Device with two RF ports, both of which are intended to be connected to 

antennas, which are capable of receiving, amplifying and transmitting simultaneously in one 

direction a signal in a BSS transmit band and in the other direction a signal in the corresponding 

BSS receive band. 

3.2.17 radio communications equipment: Telecommunications equipment which includes one or 

more transmitters and/or receivers and/or parts thereof for use in a fixed, mobile or portable 

application. It can be operated with ancillary equipment but if done so, is not dependent on it for 

basic functionality. 

3.2.18 telecommunication centre: A facility which is managed and operated exclusively by the 

telecom operator. This environment is more normative than the customer premises and the outside 

environment is sufficient to guarantee good protection, earthing and bonding, including but not 

limited to: 

– facility in the centre office; 

– facility in the data centre. 

3.2.19 throughput: The number of payload bits successfully received per second for a reference 

measurement channel in a specified reference condition. 

3.2.20 unintentional radiator: A transmitter that intentionally generates radio frequency energy 

for use within the device, or that sends radio frequency signals by conduction to associated 

equipment via connecting wiring, but which emits RF energy by radiation or induction without 

intention. 
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4 Abbreviations and acronyms 

This Recommendation uses the following abbreviations: 

3GPP  3rd Generation Partnership Project 

AAS  Active Antenna System 

AC  Alternating Current 

AM  Amplitude Modulation 

BER  Bit Error Ratio 

BLER  BLock Error Ratio 

BS  Base Station 

BSS  Base Station System 

BTS  Base Station 

CDN  Coupling Decoupling Network 

DC  Direct Current 

EIRP  Equivalent Isotropically Radiated Power 

EMC  Electromagnetic Compatibility 

EUT  Equipment Under Test 

E-UTRA Evolved Universal Terrestrial Radio Access 

FDD  Frequency Division Duplex 

FE  Fast Ethernet 

FER  Frame Error Ratio 

HVDC  High Voltage Direct Current 

MSR  Multi-Standard Radio 

PoE  Power over Ethernet 

PD  Powered Device 

PSE  Power Sourcing Equipment 

QoS  Quality of Service 

RC  Radio Configuration 

RF  Radio Frequency 

RAT  Radio Access Technology 

RXQUAL Received Signal Quality 

TDD  Time Division Duplex 

5 Base station classification 

Base station equipment can be classified in several ways. In this Recommendation, the following 

classifications are used: 

– according to application modality: a base station can be classified as a macro base station, 

distributed base station, micro base station, pico base station or an integrated antenna base 

station; 
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– according to the number of carriers, a base station can be classified as either a single-carrier 

or a multi-carrier base station; 

– according to the quantity of the radio access technology (RAT) of the transmitter, a base 

station can be classified as either a single-standard radio base station or a multi-standard 

radio (MSR) base station; 

– according to the number of bands, a base station can be classified as either single-frequency 

base stations or multi-frequency base stations. 

6 Test methods and limits 

6.1 Emission 

6.1.1 Radio frequency emission 

The general requirements for test methods according to [IEC CISPR 32] shall be applied; the limits 

reported in Tables A.1 and A.2 are recommended for equipment in telecommunication centres, 

customer premises and outside plants. 

[ITU-T K.38] should be applied to large equipment tests. 

Conducted emission measurements at power input and/or output should be taken using the artificial 

mains network (AMN) at each port. For output port, if the length of cables is over 3 m. 

Conducted emission measurements from telecommunication ports should be taken using impedance 

stabilization networks (ISN), if available, as detailed in [IEC CISPR 32] Annex C. 

Radiated emissions from the enclosure and from cables refer to the frequency components which 

come from unintentional radiators of the base station; this means the emissions are mostly from 

switching power supply and digital units of the base station system. The digital units include, but 

are not limited to, the followings: clocks, CPUs, data buses, optical modules, FPGA/RAM/ROM 

chips, digital modulation modules. The requirements of the radiated emissions are specified in 

Annex A of this Recommendation. 

Radiated spurious emissions and out-of-band emissions are called unwanted emissions and they 

refer to the frequency components which come from intentional radiator-radio units of the base 

station. The radio units include, but are not limited to, the following: transmitter, receiver, 

transceiver, power amplifier, radio frequency (RF) combiner, RF duplexer. The unwanted emissions 

shall comply with the requirements of [ITU-R SM.329-12]; this is not within the scope of this 

Recommendation. 

6.1.2 Harmonic 

The appropriate requirements of [IEC 61000-3-2] for harmonic current emissions apply to any 

equipment covered by the scope of this Recommendation with an input current up to and including 

16A per phase. For equipment with an input current greater than 16A and less than 75A per phase, 

[IEC 61000-3-12] applies. 

6.1.3 Flicker 

The appropriate requirements of [IEC 61000-3-3] for voltage fluctuations and flicker apply for 

equipment covered by the scope of this Recommendation with an input current up to and including 

16A per phase. For equipment with an input current greater than 16A and less than 75A per phase, 

[IEC 61000-3-11] applies. 

6.2 Immunity 

For immunity testing, the general test methods in [ITU-T K.43] apply. Test levels for base station 

equipment are shown in Tables B.1, B.2 and B.3 for different environmental classifications. 
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Radiated immunity tests shall be applied up to 6 GHz considering that high frequency bands e.g., 

3.5 GHz for LTE and 5.8 GHz for WiFi have been used in the mobile system. The test method shall 

be according to [IEC 61000-4-3]. 

Conducted immunity tests shall be applied to one port at a time and the tests shall be performed on 

power input, output ports and on all signal ports to which cables are connected in usual use. If 

requested, it is allowed to test equipment with primary protection installed. The test conditions 

should be recorded in the test report. For multi-pair cables where multi-pair coupling decoupling 

network (CDN) does not exist, the test shall be applied to a single pair using an appropriate CDN, 

the remaining pairs should be tested indirectly one by one. Or the current clamp/EM clamp method 

could be used for multi-pair cables according to [IEC 61000-4-6]. 

During the surge test to power port, the equipment under test (EUT) and all signal ports shall 

comply with the given compliance criteria. For signal port, the port should be checked against the 

compliance criteria after the surge test has been applied. 

During immunity testing using continuous phenomena, the appropriate exclusion band shall be 

applied to radio equipment. 

For the telecommunication centre, typical facilities inside and characteristics of environment are as 

follows:  

– the internal electrical power distribution is a 48V direct current (DC) or high voltage DC 

source, e.g., 240V/380V nominal and a 220V/230V/400V, or 127V/220V or 100V 

alternating current (AC) nominal 50 Hz or 60 Hz; 

– it is assumed that switching of loads on the DC supply seldom occurs and, therefore, has 

not been taken into account; 

– battery back-up is available at 48V DC port; 

– it is assumed that there is no separation between DC power cables and signal cables, while 

internal AC power cables are kept separate at some distance to DC power cables and signal 

cables in order to reduce mutual coupling. Normal practice is to use grounded, metallic 

cable supports; 

– a dedicated earthing and bonding network is implemented according to [ITU-T K.27]. Also, 

the AC power distribution inside the building is in accordance with the requirements of 

[ITU-T K.34]. 

Some ESD preventive measures are either incorporated in the building installation (e.g., charge 

dissipating floors or control of the relative humidity) or through guidelines for handling and 

operation of the equipment (e.g., use of wrist-straps, charge dissipating shoes). 

Some distance to high power broadcast or mobile communication transmitters is assumed. In cases 

where radio communication transmitters are present at the premises, it is assumed that special 

precautions are taken in order to prevent exposure of the emitted field. The use of mobile radio 

equipment such as cell phone, indoor radio distribution system, access point and others are assumed 

in telecommunication centres. The telecommunication operator cannot control the external radio-

frequency environment. 

6.2.1 Surge for PoE port 

The surge test method requirements for a power over Ethernet (PoE) port of the base station shall be 

executed according to the requirements of this clause. 

NOTE – According to Table 33-2 of [IEEE 802.3at], for PoE port, two conductors such as 1/2, 3/6, 4/5, 7/8 

are associated with pairs, and each pair carries the same nominal current in both magnitude and polarity, and 

the polarity between pairs such as 1/2 and 3/6, or 4/5 and 7/8 are inverse. 

Copyright International Telecommunication Union/ITU Telcommunication Sector 
Provided by IHS Markit under license with ITU-T Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ITU-T K.114 2015

http://www.avadocuments.com/doc/itu-t-k-114-2015
http://www.avadocuments.com/doc/itu-t-k-114-2015

