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Recommendation ITU-T K.139 

Reliability requirements for telecommunication systems  

affected by particle radiation 

 

 

 

Summary 

Recommendation ITU-T K.139 describes the reliability requirements for telecommunication 

equipment in relation to the soft errors that are caused by particle radiation. The principles for 

determination of reliability requirements are described and three types of reliability requirements 

(alert function reliability, service reliability and maintenance reliability) are defined. Three reliability 

classes for each type of requirement are defined based on the acceptable soft error failure rate. 

Specific values are determined for each type and class of reliability requirement. 
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FOREWORD 

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of 

telecommunications, information and communication technologies (ICTs). The ITU Telecommunication 

Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical, 

operating and tariff questions and issuing Recommendations on them with a view to standardizing 

telecommunications on a worldwide basis. 

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, 

establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on 

these topics. 

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1. 

In some areas of information technology which fall within ITU-T's purview, the necessary standards are 

prepared on a collaborative basis with ISO and IEC. 

 

 

 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 

telecommunication administration and a recognized operating agency. 

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain 

mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the 

Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some 

other obligatory language such as "must" and the negative equivalents are used to express requirements. The 

use of such words does not suggest that compliance with the Recommendation is required of any party. 

 

 

 

 

INTELLECTUAL PROPERTY RIGHTS

ITU draws attention to the possibility that the practice or implementation of this Recommendation may 

involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, 

validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others 

outside of the Recommendation development process. 

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property, 

protected by patents, which may be required to implement this Recommendation. However, implementers 

are cautioned that this may not represent the latest information and are therefore strongly urged to consult the 

TSB patent database at http://www.itu.int/ITU-T/ipr/. 
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Introduction 

Highly integrated and miniaturized semiconductor devices are indispensable for the 

telecommunication equipment that makes up carrier telecommunications networks which have large 

capacity, high functionality and high reliability. However, preventing the occurrence of soft errors 

in these semiconductor devices is not possible at an acceptable cost. Accordingly, it is necessary to 

implement soft error measures to ensure reliability by reducing the influence of soft errors at the 

time when devices and equipment are designed. This Recommendation describes the reliability 

requirements needed to provide the level of soft error measures to be applied to telecommunication 

equipment constituting carrier networks. 

As soft error failures occur due to factors different from conventional physical fault failures, the 

number of failures caused by soft errors is added to those caused by physical faults when estimating 

equipment reliability. A soft error failure can be rectified by applying the automatic recovery 

measures described in [ITU-T K.131] and the operation can be restarted after the recovery. 

Reliability requirements to limit the influence of soft errors on services and the maintenance of 

networks are specified based on the reliability requirements for physical fault failures. 
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