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Recommendation ITU-T K.40 

Protection against lightning electromagnetic pulses in 

telecommunication centres 

 

 

 

Summary 

Recommendation ITU-T K.40 proposes guidelines for the design of an effective protective system for 

a telecommunication structure against lightning electromagnetic pulse (LEMP). The concept of 

lightning protection zones is introduced as a framework where specific protective measures are 

merged: earthing, bonding, cable routing, shielding, coordinated SPD system and isolating interfaces. 

Information about simulating the LEMP effects and a shopping list for the protective measures in 

existing and new buildings are also given. 
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FOREWORD 

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of 

telecommunications, information and communication technologies (ICTs). The ITU Telecommunication 

Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical, 

operating and tariff questions and issuing Recommendations on them with a view to standardizing 

telecommunications on a worldwide basis. 

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, establishes 

the topics for study by the ITU-T study groups which, in turn, produce Recommendations on these topics. 

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1. 

In some areas of information technology which fall within ITU-T's purview, the necessary standards are 

prepared on a collaborative basis with ISO and IEC. 

 

 

 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 

telecommunication administration and a recognized operating agency. 

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain 

mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the 

Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some other 

obligatory language such as "must" and the negative equivalents are used to express requirements. The use of 

such words does not suggest that compliance with the Recommendation is required of any party. 

 

 

 

 

INTELLECTUAL PROPERTY RIGHTS

ITU draws attention to the possibility that the practice or implementation of this Recommendation may involve 

the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, validity or 

applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others outside of 

the Recommendation development process. 

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property, 

protected by patents, which may be required to implement this Recommendation. However, implementers are 

cautioned that this may not represent the latest information and are therefore strongly urged to consult the TSB 

patent database at http://www.itu.int/ITU-T/ipr/. 
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Introduction 

This Recommendation is aimed at setting out the installation and testing principles necessary to 

protect a telecommunication structure against lightning electromagnetic pulse (LEMP). It focuses on 

the design of an effective protective system for the telecommunication structure environment. 

The installation engineering guidelines that this Recommendation lays down are based on the 

following standards, produced by IEC TC 81: "Protection against lightning – Part 1: General 

principles" [IEC 62305-1] and "Protection against lightning – Part 4: Electrical and electronic systems 

within structures" [IEC 62305-4]. 

The basic principles for protecting a structure against LEMP, earthing, shielding and bonding, can be 

found in [ITU-T K.27] and [ITU-T K.35]. If after applying these principles to a structure, the result 

of the risk assessment as stated in [ITU-T K.39] is that additional protective measures should be 

taken, this Recommendation gives advice on these special measures. A telecommunication site with 

antennas at the top or near a telecommunication site is more at risk of damage by a direct lightning 

strike; special attention is given to these structures. 
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Recommendation ITU-T K.40 

Protection against lightning electromagnetic pulses in  

telecommunication centres 

1 Scope 

This Recommendation addresses new and existing structures, such as telecommunication centres, 

large installations at a subscriber's premises and remote sites, and gives advice on the design and 

installation of protective measures against lightning electromagnetic pulses (LEMPs), in order to 

reduce damages to the equipment and cabling inside these structures. 

2 References 

The following ITU-T Recommendations and other references contain provisions which, through 

reference in this text, constitute provisions of this Recommendation. At the time of publication, the 

editions indicated were valid. All Recommendations and other references are subject to revision; 

users of this Recommendation are therefore encouraged to investigate the possibility of applying the 

most recent edition of the Recommendations and other references listed below. A list of the currently 

valid ITU-T Recommendations is regularly published. The reference to a document within this 

Recommendation does not give it, as a stand-alone document, the status of a Recommendation. 

[ITU-T K.27] Recommendation ITU-T K.27 (2015), Bonding configurations and 

earthing inside a telecommunication building. 

[ITU-T K.35] Recommendation ITU-T K.35 (1996), Bonding configurations and 

earthing at remote electronic sites. 

[ITU-T K.39] Recommendation ITU-T K.39 (1996), Risk assessment of damages 

to telecommunication sites due to lightning discharges. 

[ITU-T Lightning Handbook] ITU-T Lightning Handbook (1978), The protection of 

telecommunication lines and equipment against lightning 

discharges. 

[IEC 60664-1] IEC 60664-1:2007, Insulation coordination for equipment within 

low-voltage systems – Part 1: Principles, requirements and tests. 

[IEC 61643-12] IEC 61643-12:2008, Low-voltage surge protective devices – Part 12: 

Surge protective devices connected to low-voltage power distribution 

systems – Selection and application principles. 

[IEC 61643-22] IEC 61643-22:2015, Low-voltage surge protective devices – Part 22: 

Surge protective devices connected to telecommunications and 

signalling networks – Selection and application principles 

[IEC 62305-1] IEC 62305-1:2010, Protection against lightning – Part 1: General 

principles. 

[IEC 62305-4] IEC 62305-4:2010, Protection against lightning – Part 4: Electrical 

and electronic systems within structures. 

3 Definitions 

3.1 Terms defined elsewhere 

This Recommendation uses the following terms defined elsewhere: 

Full document details: ITU-T K.40 2019

http://www.avadocuments.com/doc/itu-t-k-40-2019
http://www.avadocuments.com/doc/itu-t-k-40-2019


 

2 Rec. ITU-T K.40 (11/2019) 

All terms and definitions already defined in [IEC 62305-1] and [IEC 62305-4] are applicable for this 

Recommendation. These include: 

3.1.1 LEMP protection measures, SPM [IEC 62305-4]: Measures taken to protect internal 

systems against the effects of LEMP. 

NOTE – This is part of overall lightning protection. 

3.1.2 surge protective device, SPD [IEC 62305-4]: Device intended to limit transient 

overvoltages and divert surge currents; contains at least one non-linear component. 

3.2 Terms defined in this Recommendation 

This Recommendation defines the following terms: 

3.2.1 bonding: A measure to establish a direct or indirect (through an SPD) contact between 

metallic parts. 

3.2.2 MCBN: The minimum common bonding network against LEMP configuration required for 

protection against LEMP at a telecommunication centre. Additional bonding may be installed to 

improve the behaviour against LEMP to reduce the risk of damage. As stated in various clauses of 

this Recommendation, the efficiency of these enhancements may be estimated with [ITU-T K.39]. 

4 Abbreviations and acronyms 

This Recommendation uses the following abbreviations and acronyms: 

BN Bonding Network 

CBN Common Bonding Network 

LEMP Lightning Electromagnetic Pulse 

LPS Lightning Protection System 

LPZ Lightning Protection Zone 

MCBN Minimum Common Bonding Network 

MOM Method of Moments 

SPD Surge Protective Device  

SPM LEMP Protection Measures 

5 Conventions 

None. 

6 Reference configuration 

As a reference configuration, that is, to what type of telecommunication environment should the 

guidelines suggested in this Recommendation be considered, structures with telecommunication 

towers on the roof or adjacent to the structure should be taken into account. 

In this configuration a direct lightning strike to the telecommunication tower is the source of the 

LEMP phenomena. As the lightning current flows through the tower, it creates a strong 

electromagnetic field; this field couples with the internal and external cabling of the equipment inside 

the telecommunication structure, inducing overvoltages and overcurrents that can destroy electronic 

components of the equipment. 

A resistive coupling mechanism takes place as well due to the earth potential rise; partial lightning 

current will flow in the cable screens resulting in voltages between the conductors and the screen. 

Full document details: ITU-T K.40 2019

http://www.avadocuments.com/doc/itu-t-k-40-2019
http://www.avadocuments.com/doc/itu-t-k-40-2019

