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Recommendation ITU-T P.1140 

Speech communication requirements for emergency calls  

originating from vehicles 

 

 

 

Summary 

Recommendation ITU-T P.1140 defines use cases, requirements and associated test methods for 

speech communication for emergency call communications originating from vehicles using a 

dedicated emergency call system covering built-in emergency call systems (manufacturer installed) as 

well as after-market emergency call kits. 

This Recommendation contains an electronic attachment containing the set of freely-available test 

signals referred to within the Recommendation. 

 

 

History 

Edition Recommendation Approval Study Group Unique ID* 

1.0 ITU-T P.1140 2015-06-29 12 11.1002/1000/12519 

2.0 ITU-T P.1140 2017-03-01 12 11.1002/1000/13177 
 

 

 

Keywords 

Emergency call, hands-free, motor vehicle. 

 

____________________ 

* To access the Recommendation, type the URL http://handle.itu.int/ in the address field of your web 

browser, followed by the Recommendation's unique ID. For example, http://handle.itu.int/11.1002/1000/11

830-en. 

Copyright International Telecommunication Union/ITU Telcommunication Sector 
Provided by IHS Markit under license with ITU-T Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

--`,,```,,,,````-`-`,,`,,`,`,,`---

Full document details: ITU-T P.1140 2017

http://handle.itu.int/11.1002/1000/12519
http://handle.itu.int/11.1002/1000/13177
http://handle.itu.int/11.1002/1000/11830-en
http://handle.itu.int/11.1002/1000/11830-en
http://www.avadocuments.com/doc/itu-t-p-1140-2017
http://www.avadocuments.com/doc/itu-t-p-1140-2017


 

ii Rec. ITU-T P.1140 (03/2017) 

FOREWORD 

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of 

telecommunications, information and communication technologies (ICTs). The ITU Telecommunication 

Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical, 

operating and tariff questions and issuing Recommendations on them with a view to standardizing 

telecommunications on a worldwide basis. 

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, establishes 

the topics for study by the ITU-T study groups which, in turn, produce Recommendations on these topics. 

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1. 

In some areas of information technology which fall within ITU-T's purview, the necessary standards are 

prepared on a collaborative basis with ISO and IEC. 

 

 

 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 

telecommunication administration and a recognized operating agency. 

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain 

mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the 

Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some other 

obligatory language such as "must" and the negative equivalents are used to express requirements. The use of 

such words does not suggest that compliance with the Recommendation is required of any party. 

 

 

 

 

INTELLECTUAL PROPERTY RIGHTS

ITU draws attention to the possibility that the practice or implementation of this Recommendation may involve 

the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, validity or 

applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others outside of 

the Recommendation development process. 

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property, 

protected by patents, which may be required to implement this Recommendation. However, implementers are 

cautioned that this may not represent the latest information and are therefore strongly urged to consult the TSB 

patent database at http://www.itu.int/ITU-T/ipr/. 
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written permission of ITU. 

Copyright International Telecommunication Union/ITU Telcommunication Sector 
Provided by IHS Markit under license with ITU-T Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ITU-T P.1140 2017

http://www.itu.int/ITU-T/ipr/
http://www.avadocuments.com/doc/itu-t-p-1140-2017
http://www.avadocuments.com/doc/itu-t-p-1140-2017


 

  Rec. ITU-T P.1140 (03/2017) iii 

Table of Contents 

 Page 

1 Scope .............................................................................................................................  1 

2 References .....................................................................................................................  1 

3 Definitions ....................................................................................................................  3 

4 Abbreviations and acronyms ........................................................................................  4 

5 Conventions ..................................................................................................................  5 

6 Test set-up and preparation ...........................................................................................  6 

6.1 Test arrangement ............................................................................................  6 

6.2 Test arrangement in a car ...............................................................................  6 

6.3 Positioning of the emergency call IVS ...........................................................  7 

6.4 Operation modes of emergency call IVS ........................................................  8 

6.5 Artificial mouth ..............................................................................................  8 

6.6 Artificial ear ....................................................................................................  9 

6.7 Influence of the transmission system .............................................................  9 

6.8 Calibration and equalization ...........................................................................  9 

6.9 System simulator settings ...............................................................................  9 

6.10 Environmental conditions ...............................................................................  9 

7 Test signals and test signal levels .................................................................................  10 

7.1 Signals ............................................................................................................  10 

7.2 Background noise signals ...............................................................................  11 

8 Measurement parameters and requirements for narrowband IVS terminals ................  13 

8.1 Preparation measurements ..............................................................................  13 

8.2 Delay ...............................................................................................................  13 

8.3 Loudness ratings .............................................................................................  15 

8.4 Variation of RLR in the presence of background noise .................................  16 

8.5 Sensitivity frequency responses .....................................................................  17 

8.6 Speech intelligibility during single talk ..........................................................  20 

8.7 Idle channel noise ...........................................................................................  20 

8.8 Echo performance ...........................................................................................  22 

8.9 Switching characteristics ................................................................................  24 

8.10 Double talk performance ................................................................................  25 

8.11 Background noise transmission ......................................................................  30 

9 Measurement parameters and requirements for wideband IVS terminals ....................  31 

9.1 Preparation measurements ..............................................................................  31 

9.2 Delay ...............................................................................................................  31 

9.3 Loudness ratings .............................................................................................  33 

9.4 Variation of RLR in the presence of background noise .................................  34 

9.5 Sensitivity frequency responses .....................................................................  35 

9.6 Speech intelligibility during single talk ..........................................................  37 

Copyright International Telecommunication Union/ITU Telcommunication Sector 
Provided by IHS Markit under license with ITU-T Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

--`,,```,,,,````-`-`,,`,,`,`,,`---

Full document details: ITU-T P.1140 2017

http://www.avadocuments.com/doc/itu-t-p-1140-2017
http://www.avadocuments.com/doc/itu-t-p-1140-2017


 

iv Rec. ITU-T P.1140 (03/2017) 

 Page 

9.7 Idle channel noise ...........................................................................................  38 

9.8 Echo performance without background noise ................................................  39 

9.9 Switching characteristics ................................................................................  42 

9.10 Double talk performance ................................................................................  43 

9.11 Background noise transmission ......................................................................  49 

Annex A – Alternative method for determining the roundtrip delay .......................................  50 

Annex B – Microphone related sound field reproduction technique –  Multi-point noise 

simulation (MPNS) method ..........................................................................................  51 

B.1 Loudspeaker set-up in the car .........................................................................  51 

B.2 Microphone set-up in the car ..........................................................................  51 

B.3 Background noise recordings and reference noise .........................................  52 

B.4 Equalization ....................................................................................................  52 

B.5 Accuracy of the equalization ..........................................................................  52 

Bibliography.............................................................................................................................  54 

 

 

Electronic attachment: The set of freely-available test signals referred to within the Recommendation. 

 

Copyright International Telecommunication Union/ITU Telcommunication Sector 
Provided by IHS Markit under license with ITU-T Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ITU-T P.1140 2017

http://www.avadocuments.com/doc/itu-t-p-1140-2017
http://www.avadocuments.com/doc/itu-t-p-1140-2017


 

  Rec. ITU-T P.1140 (03/2017) 1 

Recommendation ITU-T P.1140 

Speech communication requirements for emergency calls  

originating from vehicles 

1 Scope 

This Recommendation1 defines use cases, requirements and associated test methods for the speech 

communication for emergency call communications originating from vehicles using a dedicated 

emergency call system. This covers: 

– built-in emergency call systems (manufacturer installed) 

– after-market emergency call kits. 

For test purposes, the test set-up and the recommended environmental conditions are described.  

This Recommendation addresses the test of complete systems and covers the following use cases: 

– The call is originated either automatically (or possibly manually) in the accident, 

in hands-free mode. 

– The call is between the vehicle from where the emergency call is originated and the nearest 

PSAP. 

– The requirements take into account talking and listening from all locations in the vehicle cabin. 

– The requirements take into account "silent calls", where information is obtained from 

background noise picked up by the emergency call system. 

– The requirements focus primarily on achieving a sufficient level of intelligibility and 

communication efficiency. 

The methods, the analysis and the performance parameters described in this Recommendation are 

based, where applicable on test signals and test procedures as defined in [ITU-T P.501], 

[ITU-T P.502], [ITU-T P.340] and [ITU-T P.1100]. 

This Recommendation covers speech communication requirements and tests for emergency call 

systems in narrowband and wideband mode.  

This Recommendation addresses the crash situation by simulating a post-crash situation as 

realistically as possible with respect to the impact of a post-crash situation on the acoustical 

environment. It is assumed that the performance of an in-vehicle system (IVS) after a crash is 

adequately covered by simulating a post-crash situation in an un-crashed car, provided that the system 

is still functional and the acoustical elements remain at their original locations. Specific tests after a 

car crash are not within the scope of this Recommendation. 

2 References 

The following ITU-T Recommendations and other references contain provisions which, through 

reference in this text, constitute provisions of this Recommendation. At the time of publication, the 

editions indicated were valid. All Recommendations and other references are subject to revision; 

users of this Recommendation are therefore encouraged to investigate the possibility of applying the 

most recent edition of the Recommendations and other references listed below. A list of the currently 

valid ITU-T Recommendations is regularly published. The reference to a document within this 

Recommendation does not give it, as a stand-alone document, the status of a Recommendation.  

____________________ 

1 This Recommendation contains an electronic attachment containing the set of freely-available test signals 

referred to within the Recommendation. 
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[ITU-T G.100.1] Recommendation ITU-T G.100.1 (2015), The use of the decibel and of 

relative levels in speechband telecommunications. 

<http://www.itu.int/rec/T-REC-G.100.1> 

[ITU-T G.111]  Recommendation ITU-T G.111 (1993), Loudness ratings (LRs) in an 

international connection. 

<http://www.itu.int/rec/T-REC-G.111> 

[ITU-T G.122]  Recommendation ITU-T G.122 (in force), Influence of national systems on 

stability and talker echo in international connections. 

<http://www.itu.int/rec/T-REC-G.122> 

[ITU-T G.711]  Recommendation ITU-T G.711 (in force), Pulse code modulation (PCM) of 

voice frequencies. 

<http://www.itu.int/rec/T-REC-G.711> 

[ITU-T P.56]  Recommendation ITU-T P.56 (in force), Objective measurement of active 

speech level. 

<http://www.itu.int/rec/T-REC-P.56> 

[ITU-T P.57]  Recommendation ITU-T P.57 (in force), Artificial ears. 

<http://www.itu.int/rec/T-REC-P.57> 

[ITU-T P.58]  Recommendation ITU-T P.58 (in force), Head and torso simulator for 

telephonometry. 

<http://www.itu.int/rec/T-REC-P.58> 

[ITU-T P.79]  Recommendation ITU-T P.79 (in force), Calculation of loudness ratings for 

telephone sets. 

<http://www.itu.int/rec/T-REC-P.79> 

[ITU-T P.340]  Recommendation ITU-T P.340 (in force), Transmission characteristics and 

speech quality parameters of hands-free terminals. 

<http://www.itu.int/rec/T-REC-P.340> 

[ITU-T P.501]  Recommendation ITU-T P.501 (in force), Test signals for use in 

telephonometry. 

<http://www.itu.int/rec/T-REC-P.501> 

[ITU-T P.502]  Recommendation ITU-T P.502 (in force), Objective test methods for speech 

communication systems using complex test signals. 

<http://www.itu.int/rec/T-REC-P.502> 

[ITU-T P.581]  Recommendation ITU-T P.581 (2014), Use of head and torso simulator for 

hands-free and handset terminal testing. 

<http://www.itu.int/rec/T-REC-P.581>  

[ITU-T P.830]  Recommendation ITU-T P.830 (in force), Subjective performance 

assessment of telephone-band and wideband digital codecs. 

<http://www.itu.int/rec/T-REC-P.830> 

[ITU-T P.1100]  Recommendation ITU-T P.1100 (in force), Narrow-band hands-free 

communication in motor vehicles. 

<http://www.itu.int/rec/T-REC-P.1100 > 

[IEC 61260]  IEC 61260:1995, Electroacoustics – Octave-band and fractional-octave-

band filters. 

<http://webstore.iec.ch/webstore/webstore.nsf/artnum/019426> 
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3 Definitions 

3.1 Terms defined elsewhere 

None. 

3.2 Terms defined in this Recommendation 

This Recommendation defines the following terms: 

3.2.1 artificial ear: Device incorporating an acoustic coupler and a calibrated microphone for the 

measurement of the sound pressure and having an overall acoustic impedance similar to that of the 

median adult human ear over a given frequency band. 

3.2.2 codec: Combination of an analogue-to-digital encoder and a digital-to-analogue decoder 

operating in opposite directions of transmission in the same equipment. 

3.2.3 composite source signal (CSS): Signal composed in time by various signal elements. 

3.2.4 communication efficiency: Speed and accuracy of interactive communications between 

people over a telecommunication system. 

3.2.5 diffuse-field equalization: Equalization of the HATS sound pick-up, equalization of the 

difference, in dB, between the spectrum level of the acoustic pressure at the ear drum reference point 

(DRP) and the spectrum level of the acoustic pressure at the HATS reference point (HRP) in a diffuse 

sound field with the HATS absent using the reverse nominal curve given in Table 3 [ITU-T P.58]. 

3.2.6 ear-drum reference point (DRP): Point located at the end of the ear canal, corresponding 

to the ear-drum position. 

3.2.7 free-field equalization: The transfer characteristics of the artificial head are equalized in 

such a way that, for frontal sound incidence in anechoic conditions, the frequency response of the 

artificial head is flat. This equalization is specific to the HATS used. 

3.2.8 free-field reference point: Point located in the free sound field, at least in 1.5 m distance 

from a sound source radiating in free air (in case of a head and torso simulator (HATS) in the centre 

of the artificial head with no artificial head present). 

3.2.9 hands-free reference point (HFRP): A point located on the axis of the artificial mouth, 

at 50 cm from the outer plane of the lip ring, where the level calibration is made, under free-field 

conditions. It corresponds to the measurement point 11, as defined in [ITU-T P.51]. 

3.2.10 hands-free terminal: Telephone set that does not require the use of hands during the 

communications session; examples are headset, speakerphone and group-audio terminal. 

3.2.11 head and torso simulator (HATS) for telephonometry: Manikin extending downward 

from the top of the head to the waist, designed to simulate the sound pick-up characteristics and the 

acoustic diffraction produced by a median human adult and to reproduce the acoustic field generated 

by the human mouth. 

3.2.12 inboard ear: Ear closest to the centreline of the vehicle. 

3.2.13 maximum setting of the volume control: When a receive volume control is provided, the 

maximum setting of the volume control is chosen. 

NOTE – The maximum volume should be carefully chosen in order to provide sufficient loudness for typical 

driving conditions but not to overload the audio system and introduce non-linearities in the echo path. 

3.2.16 mouth reference point (MRP): The month reference point is located on the axis and 25 mm 

in front of the lip plane of a mouth simulator. 

3.2.17 nominal setting of the volume control: When a receive volume control is provided, the 

setting which is closest to the nominal receive loudness rating of 2 dB. 
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3.2.18 receive loudness rating (RLR): The loudness loss between an electric interface in the 

network and the listening subscriber's ear (the loudness loss is here defined as the weighted (dB) 

average of driving electromotive force to measured sound pressure). 

3.2.19 send loudness rating (SLR): The loudness loss between the speaking subscriber's mouth 

and an electrical interface in the network (the loudness loss is here defined as the weighted (dB) 

average of driving sound pressure to measured voltage). 

3.2.20 wideband speech: Voice service with enhanced quality compared to PCM (see [ITU-T G.711]) 

and allowing the transmission of a vocal frequency range of at least 150 Hz to 7 kHz. 

4 Abbreviations and acronyms 

This Recommendation uses the following abbreviations and acronyms: 

A/D Analogue/Digital 

AGC Automatic Gain Control 

AH,R Attenuation range in receive direction 

AH,R,dt Attenuation range in receive direction during double talk 

AH,S Attenuation range in send direction 

AH,S,dt Attenuation range in send direction during double talk 

AMR Adaptive Multi-Rate 

BGN Background Noise 

CSS Composite Source Signal 

D/A Digital/Analogue 

DI Digital Interface 

DRP ear-Drum Reference Point 

DTX Discontinuous Transmission 

DUT Device Under Test 

EC Echo Cancellation 

ERL Echo Return Loss 

ERP Ear Reference Point 

FFT Fast Fourier Transform 

FR Full Rate 

HATS Head And Torso Simulator 

HATS-HFRP Head And Torso Simulator – Hands-Free Reference Point 

IVS In-Vehicle System 

LS,min minimum activation level (send direction) 

MPNS Multi-Point Noise Simulation 

MOS Mean Opinion Score 

MRP Mouth Reference Point 

MSD Minimum set of data 
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NR Noise Reduction 

PCM Pulse Code Modulation 

PN Pseudorandom Noise 

POI Point Of Interconnection 

PSAP Public Safety Answering Point 

QoS Quality of Service 

RF Radio Frequency 

RLR Receive Loudness Rating 

RLRmin minimum Receive Loudness Rating, achieved with background noise 

SLR Send Loudness Rating 

S/N Signal-to-Noise ratio 

TCL Terminal Coupling Loss 

TCLw weighted Terminal Coupling Loss 

Tas Access-specific delay (round trip) 

Tasr Access-specific delay in receive 

Tass Access-specific delay in send 

Timps Implementation dependent send delay IVS 

Timpr Implementation dependent receive delay IVS 

Tr Receive delay IVS 

Tr,S Built-up time (send direction) 

Trtd Round trip delay IVS 

Trtdimp Implementation dependent round trip delay IVS 

Ts Send delay IVS 

5 Conventions 

dBm: Absolute power level relative to 1 milliwatt, expressed in dB. 

dBm0: Absolute power level in dBm referred to a point of zero relative level (0 dBr point). 

dBm0p: Weighted dBm0, according to [b-ITU-T O.41]. 

dBm0(C): C-weighted dBm0, according to [b-ISO 1999]. 

dBPa: Sound pressure level relative to 1 Pa, expressed in dB. 

dBPa(A): A-weighted sound pressure level relative to 1 Pa, expressed in dB. 

dBSPL: Sound pressure level relative to 20 µPa, expressed in dB; (94 dBSPL = 0 dBPa). 

dBV(P): P-weighted voltage relative to 1 V, expressed in dB, according to [b-ITU-T O.41]. 

dBr: Relative power level of a signal in a transmission path referred to the level at a 

reference point on the path (0 dBr point). 

Vrms: Voltage – root mean square. 
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6 Test set-up and preparation 

6.1 Test arrangement 

The acoustical interface for the in-vehicle system (IVS) is realized by using an artificial head or head 

and torso simulator (HATS) according to [ITU-T P.58]. The properties of the artificial head shall 

conform to [ITU-T P.58] for send as well as for receive acoustical signals. 

All IVS emergency call implementations are connected to a system simulator conforming to the 

required transmission standard with an implemented, calibrated audio interface.  

For narrowband mode in GSM networks, the full rate (FR) codec or adaptive multi-rate (AMR) codec 

can be used. If the AMR codec is used, the bitrate of 12.2 kbit/s is used. 

The settings of the system simulator shall be chosen so that the audio signal is not influenced by any 

signal processing (e.g., DTX).  

The test signals are fed electrically to the system simulator or acoustically to the artificial head. 

The test arrangement is shown in Figure 6-1. 
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Figure 6-1 – Test arrangement for emergency call IVS (see [ITU-T P.1100]) 

6.2 Test arrangement in a car 

The transmission performance of car hands-free terminals is measured in a car cabin. In order to 

simulate a realistic driving situation, background noise is inserted using a four-loudspeaker 

arrangement with subwoofer, while measurements with background noise are conducted. 

In Figure 6-2 the simulation arrangement is shown. More information on the test arrangement can be 

found in [b-ETSI ES 202 396-1]. The source signal used is recorded by a measurement microphone 

positioned close to the hands-free microphone. If possible, the output signal of the hands-free 

microphone can be used directly. The recordings are conducted in a real car. The loudspeaker 

arrangement is equalized and calibrated so that the power density spectrum measured at the 

microphone position is equal to the recorded one. For equalization, either the measurement 

microphone or the hands-free microphone used for recording is used. The maximum deviation of the 

A-weighted sound pressure level shall be 1 dB. The third octave power density spectrum between 

100 Hz and 10 kHz shall not deviate more than 3 dB from the original spectrum. A detailed 

description of the equalization procedure can be found in [b-ETSI ES 202 396-1]. 

For microphone arrays, distributed microphones or directional microphones a more sophisticated 

background noise simulation technology is recommended. This method is based on a sound-field 

simulation technique described in [b-ETSI TS 103 224]. Using this technology a more accurate 

equalization can be performed and the sound-field generated can be reproduced correctly in 

magnitude and phase up to a frequency of 2-3 kHz. A detailed description on the application of the 
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method can be found in Annex B. The background noise playback system is time-synchronized to the 

recording process in the measurement system in order to guarantee reproducibility of recordings in 

the presence of noise. 
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Figure 6-2 – Test arrangement with background noise simulation 

6.3 Positioning of the emergency call IVS 

The IVS, especially the acoustical interfaces (microphone/loudspeaker), are installed according to the 

requirements of the manufacturer. The positioning of the microphone/microphone array and 

loudspeaker are given by the manufacturer (e.g., also for aftermarket solutions) or defined by the 

installation in the vehicle. If no position requirements are given, the test laboratory will define the 

arrangements. The exact positioning has to be documented. IVS terminals installed by car 

manufacturers are measured in the original arrangement. 

If not stated otherwise the measurements are conducted with the HATS placed at the driver's position. 

For manually generated emergency calls it is assumed that the driver is communicating over the IVS 

with the public safety answering point (PSAP). Thus, a normal diver position is assumed and 

reproduced by the HATS during tests positioned in the driver's seat for the measurement, if not stated 

otherwise. For testing automatically generated emergency calls additional positions, the co-driver's 

and the two outer passengers' back seat (2nd row), if available, are used as described in the individual 

test cases. 

The driver's position has to be in line with the average user's position; therefore, all positions and 

sizes of users have to be taken into account. Typically, all except the tallest 5% and the shortest 5% 

of the driving population have to be considered. Detailed information can be found in [b-SAE J941]. 

The size of these persons can be derived, e.g., from the "anthropometric data set" for the 
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corresponding year (based on data used by the car manufacturers for example). The position of the 

HATS (mouth/ears) within the positioning arrangement is given individually by each car 

manufacturer. The position used has to be reported in detail in the test report. If no requirements for 

positioning are given, the distance from the microphone to the MRP is defined by the test laboratory. 

By using suitable measures (marks in the car, relative position to A-pillar, B-pillar, height from the 

floor, etc.) the exact reproduction of the artificial head position must be possible at any later time. 

6.4 Operation modes of emergency call IVS 

An IVS can be used for manually or automatically generated emergency calls.  

• For manually generated emergency calls a typical driving situation (constant speed), 

a parking vehicle or a vehicle involved in a minor accident (with no automatic emergency 

call generation) can be assumed. It is further assumed that the driver or other vehicle occupant 

is still able to communicate with the PSAP in the same way as in a normal hands-free 

communication. 

• For automatically generated emergency calls (detected and initiated by various sensors in the 

car) the vehicle is typically not moving, windows may be broken, a higher influence of 

ambient noise from outside the vehicle can be assumed (road noise, passing vehicles, etc.), 

passengers in the vehicle or even first-aiders may communicate with the PSAP, if the driver 

is unable to communicate. 

Both scenarios are covered by this Recommendation. 

6.5 Artificial mouth  

The artificial mouth of the artificial head shall conform to [ITU-T P.58]. The artificial mouth is 

equalized at the MRP according to [ITU-T P.340].  

The sound pressure level is calibrated at the HATS-HFRP so that the average level at HATS-HFRP 

is −25.7 dBPa. The sound pressure level at the MRP has to be corrected correspondingly. A detailed 

description for equalization at the MRP and level correction at the HATS-HFRP can be found in 

[ITU-T P.581].  

The Lombard effect refers to the change in speaking behaviour caused by acoustic noise. As no data 

are available to analyse the typical speech level in an emergency case and under emergency call 

specific noise scenarios, the output level of the mouth is increased to account for the "Lombard effect" 

in a non-emergency situation considering the known formulas [ITU-T P.1100]. The level is increased 

by 3 dB for every 10 dB that the long-term A-weighted noise level exceeds 50 dB(A). This 

relationship is shown in the following formula: 
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where: 

 I = The dB increase in mouth output level due to noise level 

 N = The long-term A-weighted noise level measured near the driver's head position 

As an example, if the vehicle noise measures 70 dB(A), then the output of the mouth would be 

increased by 6 dB. No gain is applied for noise levels below 50 dB(A). The maximum amount of gain 

that can be applied is 8 dB. Vehicle noise levels are measured using a measurement microphone 

positioned near the driver's head position. The 3 dB speech level increase according to [ITU-T P.340] 

and applicable for all hands-free tests in the send direction is taken into account independently 

(see clause 7 on test signal levels). 
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6.6 Artificial ear 

For IVS terminals the ear signals of both ears of the artificial head are used. The artificial head is 

diffuse-field equalized, more detailed information can be found in [ITU-T P.581]. 

6.7 Influence of the transmission system 

Measurements may be influenced by signal processing (different speech codecs, DTX, comfort noise 

insertion, etc.) depending on the transmission system and the system simulator used in the test set-up. 

If requirements cannot be fulfilled due to impairments introduced by the transmission system or the 

system simulator, reference measurements of the hands-free unit or measurements without acoustical 

components should be made to document this behaviour. 

6.8 Calibration and equalization 

The following preparation has to be completed before running the tests: 

6.8.1 Calibration 

• Acoustical calibration of the measurement microphones as well as of HATS microphone. 

• Calibration and equalization of the artificial mouth at the MRP. 

• HATS-HFRP calibration. 

6.8.2 Equalization 

• Diffuse-field equalization of the artificial head is used. 

6.8.3 Reference measurement 

For the compensation of the different power density spectra of the measurement signals it is required 

to refer the measured power density spectra to the power density spectra of the test signal. This is 

denoted as a reference measurement. 

• In the send direction, the reference spectrum is recorded at the MRP. 

• In the receive direction, the reference spectrum is recorded at the electrical interface. 

6.9 System simulator settings 

All settings of the system simulator have to ensure that the audio signal is not disturbed by any 

processing and the transmission of the HF signal is error-free. DTX shall be switched off. For all 

networks, the RF-level shall be set to an average level allowing error-free transmission. The settings 

shall be reported in the test report. 

For measurements according to the GSM standard, the full rate codec shall be used. For measurements 

with an AMR codec, the highest bit rate of 12.2 kbit/s is used. 

6.10 Environmental conditions 

Unless specified otherwise, the background noise level in the vehicle at all measurement locations 

shall be less than −54 dBPa(A) in conjunction with NC40. 

For specified tests it is desirable to have a background noise level of less than −74 dBPa(A) in 

conjunction with NC20, but the background noise level of −64 dBPa(A) in conjunction with NC30 

shall never be exceeded. 
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Figure 6-3 – NC-criteria for a test environment 

6.10.1 Verification of environmental conditions 

This test is intended to be used in order to verify the environmental conditions as defined in this 

Recommendation. 

1) For the measurements no test signal is used. 

2) A free-field measurement microphone is positioned in the test room outside the car. 

3) The room noise is in the frequency range between 20 Hz and 20 kHz. The measurement 

duration is 5 seconds which is the averaging time for the idle channel noise.  

 The power density spectrum of the noise signal is determined using FFT (8 k samples/48 kHz 

sampling rate or equivalent). A Hanning window is used.  

4) For checking the room noise level the measured spectrum is A-weighted.  

5) For checking the NC-criteria the octave levels of the room noise are determined from 63 Hz 

to 10 kHz. 

7 Test signals and test signal levels 

7.1 Signals 

Speech-like signals are used for the measurements which can be found in [ITU-T P.501]. Detailed 

information about the test signal used is to be found in the corresponding clause of this Recommendation. 

Wherever possible the speech signals described in [ITU-T P.501], clause 7.3 are used. 

NOTE – For single talk measurements, in cases where it can be shown that the IVS signal processing does not 

affect the measurement result when using a shorter version of the single talk sequence of clause 7.3.2 

([ITU-T P.501]) a shorter sequence consisting of two sentences may be used. In such event the following two 

sentences (1 male, 1 female voice) covering the low pitch frequency of male voices and the typically higher 

energy in the high frequency range for female voices should be used: 

"The last switch cannot be turned off" (sentence 1). 

"The hogs were fed chopped corn and garbage" (sentence 6). 
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For narrow-band IVS, all test signals, which are used in the receive direction, have to be band-limited. 

The band-limitation is achieved by bandpass filtering in the frequency range between 200 Hz and 

4 kHz using bandpass filtering providing 24 dB/octave. In the send direction, the test signals are used 

without band-limitation.  

For wideband IVS, all test signals, which are used in the receive direction, have to be band-limited. 

The band-limitation is achieved by bandpass filtering in the frequency range between 50 Hz and 

8 kHz using bandpass filtering providing 24 dB/octave. In the send direction, the test signals are used 

without band-limitation. 

All test signal levels are referred to the average level of the test signals, averaged over the complete 

test sequence length, if not described otherwise. In the receive direction, the band-limited test signal 

is measured; in the send direction no band-limitation is applied.  

The average signal levels for the measurements are as follows: 

– −16 dBm0 in the receive direction (typical signal level in networks). 

– −1.7 dBPa in the send direction at the MRP (typical average speech levels, equivalent 

to −25.7 dBPa at the HATS-HFRP). 

NOTE – If different networks' signal levels are to be used in tests, this is stated in the individual test. 

The "Lombard effect" (increased talker speech level due to high background noise) is considered in the 

background noise tests. 

Some tests require exact synchronization of test signals in the time domain. Therefore, it is required 

that the delays of the terminals be taken into account. When analysing signals, any delay introduced 

by the test system codecs and terminals has to be taken into account accordingly. 

7.2 Background noise signals 

For some measurements, typical background noise is inserted. This is described in the corresponding 

clauses. When playback of background noise is required, background noise conditions are defined in 

this document. Other noise situations may also be taken into account. In general, it is recommended 

to differentiate between the two operation modes for IVS and choose typical noise scenarios 

accordingly:  

– automatically generated emergency calls (A): 

 simulated emergency call noise scenario (A1), e.g., stationary car (parking on a highway 

parking place), engine off, all 4 windows open, passing vehicles, this file is annexed to the 

Recommendation; 

 simulated emergency call noise scenario (A2), e.g., stationary car (parking on a highway 

parking place), engine off, all 4 windows open, passing vehicles, additional voice babble 

from outside of the vehicle, this file is annexed to the Recommendation; 

 spectrally adapted stationary noise to reproduce spectral content of scenario A1 (A3): 

white Gaussian noise filtered by the average spectrum derived from scenario A1, this file is 

annexed to the Recommendation;  

 simulated emergency call noise scenario (A4), e.g., stationary car (parking on a country 

road parking place), engine off, all 4 windows open, single passing vehicles, this file is 

annexed to the Recommendation; 

– manually generated emergency calls (B); constant driving conditions simulating fixed 

driving speed (e.g., 130 km/h).  
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7.2.1 Recording of background noise 

Background noise under constant driving conditions (noise scenarios B) is recorded in the vehicle 

being tested. The measurement microphones are positioned close to the IVS microphone(s). 

Alternatively, the IVS microphone(s) can be used for the recording of the background noise if the 

microphone is easily accessible. 

NOTE – In case of microphone arrays the simple background noise simulation technology based on 

[b-ETSI ES 202 396-1] is not recommended. For microphone arrays it is recommended to use the background 

noise recording technology as described in Annex B or to record the electrical output signals of all microphones 

and insert them electrically as described below. With this methodology, structure-borne noise and wind noise 

coupled to the microphone can also be included. 

For automatically generated emergency calls the background noises included in this Recommendation 

shall be used. 

The type of background noise used shall be noted in the test report. 

7.2.2 Playback of the recorded background noise 

Two ways of background noise playback are recommended: 

1) The test laboratory employs a 4-loudspeaker arrangement for acoustic background noise 

reproduction in the car cabin. Typically 2 loudspeakers are mounted in the front and in the 

rear (left and right side). The loudspeaker should be carefully positioned in order to minimize 

disturbances of the transmission paths between loudspeakers and IVS microphone and the 

artificial head at the driver's seat. Details can be found in [b-ES 202 396-1] and Annex B. 

2) The background noise can be inserted electrically to the microphone signal and to the 

reference microphone positioned close to the IVS microphone. Therefore the background 

noise signals recorded at the electrical output of the IVS microphone(s) and at the reference 

microphone are inserted at the electrical access point which was used for the recording. 

Appropriate electronics allowing the mix of the previously recorded background noise 

signal(s) with the microphone signal(s) at this access point has to be provided, see Figure 7-1. 

The test laboratory has to ensure the right calibration of the two signals. 

The type of background noise simulation chosen shall be reported in the test report. 

NOTE – Both with analogue as well as digital electrical feedback of the noise signal structure-borne noise can 

be captured as well. 

 

NOTE – Structure-borne noise is also covered with this arrangement, which is part of the microphone recording. 

Figure 7-1 – Set-up for analogue electrical insertion of the pre-recorded 

background noise signal 
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8 Measurement parameters and requirements for narrowband IVS terminals 

As a general rule for all tests it should be noted that it is always the responsibility of the test lab to 

verify that measurement results are not influenced by second-order effects such as additional noise 

falsifying the result of the individual measurement, for example. 

8.1 Preparation measurements 

Before conducting these tests, proper calibration and equalization of the test system has to be 

performed. 

8.2 Delay 

8.2.1 Requirements 

In general the delay consists of an access specific delay Tas and the IVS implementation dependant 

delay Trtdimp. 

The access-specific specifications define the access specific delays Tas which have to be taken into 

account when measuring Trtd.  

The IVS implementation dependant delay Trtdimp consists of: 

– The IVS signal processing in send and receive. 

– The air-paths from mouth to microphone and from the loudspeakers to the ear. 

The IVS delays in the send and receive directions are defined as: 

– The IVS delay in the send (uplink) direction Ts is the delay between the first acoustic event 

at the MRP to the last bit of the corresponding speech frame at the UE antenna. 

– The IVS delay in the receive (downlink) direction Tr is the delay between the first bit of a 

speech frame at the UE antenna and the first acoustic event at the DRP corresponding to that 

speech frame. 

Trtd = Ts + Tr (the delay in the send direction Ts plus the delay in the receive direction Tr) shall be less 

than 170 ms.  

NOTE 1 – The access specific delays can be found in the relevant specification for the access technologies 

used and need to be calculated based on the information provided in these specifications. When deriving Tas 

from these specification it is assumed that any speech signal processing is deactivated and does not introduce 

any additional delay. For 3GPP UMTS circuit-switched speech and 3GPP LTE MTSI-based speech, 

definitions, test methods, performance objectives and requirements are found in [b-3GPP TS 26.131] and 

[b-3GPP TS 26.132].  

NOTE 2 – Regarding the user effect of mouth-to-ear delay to the conversational quality in handset mode, 

guidance is found in [b-ITU-T G.114]. 

NOTE 3 – When providing state of the art low delay implementations the delay introduced by the hands-free 

signal processing Trtdimp should not exceed 70 ms. 

8.2.2 Delay in the send direction 

8.2.2.1 Test 

The delay in the send direction is measured from the mouth reference point (MRP) to the point of 

interconnection (POI, reference speech codec of the system simulator, output). The delay measured 

in the send direction is: 

  Ts + TSystem  

NOTE – The delay should be minimized.  
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