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ITU-T Recommendation Y.1417/Q.3151 

ATM and frame relay/MPLS control plane interworking: Client-server 
 

 

 

Summary 
ITU-T Recommendation Y.1417/Q.3151 defines the control plane and control protocol client-server 
interworking procedures for ATM and frame relay connections across an IP/MPLS packet-switched 
network using pseudo wires. 

 

 

Source 
ITU-T Recommendation Y.1417/Q.3151 was approved on 13 June 2007 by ITU-T Study Group 13 
(2005-2008) under the ITU-T Recommendation A.8 procedure. 
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FOREWORD 

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of 
telecommunications. The ITU Telecommunication Standardization Sector (ITU-T) is a permanent organ of 
ITU. ITU-T is responsible for studying technical, operating and tariff questions and issuing 
Recommendations on them with a view to standardizing telecommunications on a worldwide basis. 

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, 
establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on 
these topics. 

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1. 

In some areas of information technology which fall within ITU-T's purview, the necessary standards are 
prepared on a collaborative basis with ISO and IEC. 

 

 

 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 
telecommunication administration and a recognized operating agency. 

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain 
mandatory provisions (to ensure e.g. interoperability or applicability) and compliance with the 
Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some 
other obligatory language such as "must" and the negative equivalents are used to express requirements. The 
use of such words does not suggest that compliance with the Recommendation is required of any party. 

 

 

 

 

INTELLECTUAL PROPERTY RIGHTS 

ITU draws attention to the possibility that the practice or implementation of this Recommendation may 
involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, 
validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others 
outside of the Recommendation development process. 

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property, 
protected by patents, which may be required to implement this Recommendation. However, implementers 
are cautioned that this may not represent the latest information and are therefore strongly urged to consult the 
TSB patent database at http://www.itu.int/ITU-T/ipr/. 
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All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the 
prior written permission of ITU. 
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Introduction 
Many network providers are offering and delivering VC-based services across dedicated frame 
relay and ATM networks. Many of these same providers have embarked upon a strategy of 
convergence where many per-service networks and their attendant technologies and services are 
migrated to a single IP/MPLS packet-switched network (PSN). It is envisaged that existing network 
services such as frame relay and ATM and emerging new services including IP VPN will operate 
over this multi-service converged PSN.  

ATM networks employ dynamic signalling and routing protocols to expedite connection setup and 
recovery. PNNI is an example of one such protocol used to dynamically set up switched ATM 
connections across a native ATM network [ATM pnni-0055]. When transitioning to a PSN, service 
providers will expect their existing ATM operations infrastructure to work with minimal 
modifications. In particular, control protocols for routing and signalling must continue to work end-
to-end. 

The Internet Engineering Task Force (IETF) has developed pseudo wire (PW) technology [b-IETF 
RFC 3985] to emulate services over a PSN. Specifically, [b-IETF RFC 4717] defines how to 
emulate ATM connections over a PSN. These specifications, however, only describe the data plane 
behaviour. They do not define how an ATM connection setup interacts with PW setup. 

Other methods enabling switched connection setup across an MPLS network have been defined in 
[b-ITU-T Y.1416] and [b-ATM cs-0197]. In these approaches, each connection setup or teardown 
in the client control plane triggers the setup or teardown of a corresponding pseudo wire. 

The terminology used in this Recommendation is based upon the terminology associated with the 
control and user plane protocols of the organization responsible for them. For example, within the 
MPLS core network IETF terminology is used (e.g., pseudo wire, PE, etc.).  

This Recommendation covers issues with client-server interworking. It is one of a set of documents 
addressing control plane interworking of MPLS with ATM and frame relay. See also 
[b-ITU-T Y.1416]. 
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