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ITU-T Q-SERIES RECOMMENDATIONS 

SWITCHING AND SIGNALLING 

  

SIGNALLING IN THE INTERNATIONAL MANUAL SERVICE Q.1–Q.3 

INTERNATIONAL AUTOMATIC AND SEMI-AUTOMATIC WORKING Q.4–Q.59 

FUNCTIONS AND INFORMATION FLOWS FOR SERVICES IN THE ISDN Q.60–Q.99 

CLAUSES APPLICABLE TO ITU-T STANDARD SYSTEMS Q.100–Q.119 

SPECIFICATIONS OF SIGNALLING SYSTEMS No. 4, 5, 6, R1 AND R2 Q.120–Q.499 

DIGITAL EXCHANGES Q.500–Q.599 

INTERWORKING OF SIGNALLING SYSTEMS Q.600–Q.699 

SPECIFICATIONS OF SIGNALLING SYSTEM No. 7 Q.700–Q.799 

Q3 INTERFACE Q.800–Q.849 

DIGITAL SUBSCRIBER SIGNALLING SYSTEM No. 1 Q.850–Q.999 

PUBLIC LAND MOBILE NETWORK Q.1000–Q.1099 

INTERWORKING WITH SATELLITE MOBILE SYSTEMS Q.1100–Q.1199 

INTELLIGENT NETWORK Q.1200–Q.1699 

SIGNALLING REQUIREMENTS AND PROTOCOLS FOR IMT-2000 Q.1700–Q.1799 

SPECIFICATIONS OF SIGNALLING RELATED TO BEARER INDEPENDENT CALL 
CONTROL (BICC) 

Q.1900–Q.1999 

BROADBAND ISDN Q.2000–Q.2999 

SIGNALLING REQUIREMENTS AND PROTOCOLS FOR THE NGN Q.3000–Q.3899 

General Q.3000–Q.3029 

Network signalling and control functional architecture Q.3030–Q.3099 

Network data organization within the NGN Q.3100–Q.3129 

Bearer control signalling Q.3130–Q.3179 

Signalling and control requirements and protocols to support attachment in NGN environments Q.3200–Q.3249 

Resource control protocols Q.3300–Q.3369 

Service and session control protocols Q.3400–Q.3499 

Service and session control protocols – supplementary services Q.3600–Q.3616 

Service and session control protocols – supplementary services based on SIP-IMS Q.3617–Q.3639 

NGN applications Q.3700–Q.3849 

TESTING SPECIFICATIONS  Q.3900–Q.4099 

  

For further details, please refer to the list of ITU-T Recommendations. 

 

 

Copyright International Telecommunication Union/ITU Telcommunication Sector 
Provided by IHS Markit under license with ITU-T Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ITU-T Q.3620 2016

http://www.avadocuments.com/doc/itu-t-q-3620-2016
http://www.avadocuments.com/doc/itu-t-q-3620-2016


 

  Rec. ITU-T Q.3620 (02/2016) i 

Recommendation ITU-T Q.3620 

Communication diversion using IP multimedia core network subsystem – 

Protocol specification 

 

 

 

Summary 

Recommendation ITU-T Q.3620 v.1 (2016) specifies requirements for supplementary service such as 

communication diversion (CDIV) to be provided on the IMS platform. 

The version number, v.1, indicates that this is version one of Recommendation ITU-T Q.3620, and 

that it relates to Release 10 of the relevant 3GPP/ETSI standard. 

This Recommendation endorses ETSI TS 124 604 V10.11.0 (2015-10), "Digital cellular 

telecommunications system (Phase 2+); Universal Mobile Telecommunications System (UMTS); 

LTE; Communication Diversion (CDIV) using IP Multimedia (IM) Core Network (CN) subsystem; 

Protocol specification (3GPP TS 24.604 version 10.11.0 Release 10)". 

 

 

 

History 

Edition Recommendation Approval Study Group Unique ID* 

1.0 ITU-T Q.3620 v.1 2016-02-13 11 11.1002/1000/12718 
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* To access the Recommendation, type the URL http://handle.itu.int/ in the address field of your web 

browser, followed by the Recommendation's unique ID. For example, http://handle.itu.int/11.1002/1000/11

830-en. 
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