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Recommendation ITU-T Q.3916 

Signalling requirements and architecture for the Internet service quality 

monitoring system 

 

 

 

Summary 

The quality of service (QoS) of Internet services (e.g., web and over the top (OTT) video) has become 

a concern of the Internet service provider (ISP) and the Internet content provider (ICP). To evaluate 

the QoS in this regard, Recommendation ITU-T Q.3916 defines the architecture and signalling 

requirements of the Internet service quality monitoring (SQM) system. Components, interfaces and 

interactions among components of the SQM system are described in detail in this Recommendation. 
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Edition Recommendation Approval Study Group Unique ID* 

1.0 ITU-T Q.3916 2019-12-14 11 11.1002/1000/14145 
 

 

 

Keywords 

Architecture, Internet services, probe, quality of service, QoS, signalling requirement. 

 

 

 

* To access the Recommendation, type the URL http://handle.itu.int/ in the address field of your web 

browser, followed by the Recommendation's unique ID. For example, http://handle.itu.int/11.1002/1000/ 

11830-en. 
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FOREWORD 

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of 

telecommunications, information and communication technologies (ICTs). The ITU Telecommunication 

Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical, 

operating and tariff questions and issuing Recommendations on them with a view to standardizing 

telecommunications on a worldwide basis. 

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, establishes 

the topics for study by the ITU-T study groups which, in turn, produce Recommendations on these topics. 

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1. 

In some areas of information technology which fall within ITU-T's purview, the necessary standards are 

prepared on a collaborative basis with ISO and IEC. 

 

 

 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 

telecommunication administration and a recognized operating agency. 

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain 

mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the 

Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some other 

obligatory language such as "must" and the negative equivalents are used to express requirements. The use of 

such words does not suggest that compliance with the Recommendation is required of any party. 

 

 

 

 

INTELLECTUAL PROPERTY RIGHTS 

ITU draws attention to the possibility that the practice or implementation of this Recommendation may involve 

the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, validity or 

applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others outside of 

the Recommendation development process. 

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property, 

protected by patents, which may be required to implement this Recommendation. However, implementers are 

cautioned that this may not represent the latest information and are therefore strongly urged to consult the TSB 

patent database at http://www.itu.int/ITU-T/ipr/. 
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Recommendation ITU-T Q.3916 

Signalling requirements and architecture for the Internet service quality 

monitoring system 

1 Scope 

This Recommendation specifies the signalling requirements of the Internet service quality monitoring 

system. In particular, it specifies the system's components, architecture, interface, signalling 

requirements, etc. 

2 References 

The following ITU-T Recommendations and other references contain provisions which, through 

reference in this text, constitute provisions of this Recommendation. At the time of publication, the 

editions indicated were valid. All Recommendations and other references are subject to revision; 

users of this Recommendation are therefore encouraged to investigate the possibility of applying the 

most recent edition of the Recommendations and other references listed below. A list of the currently 

valid ITU-T Recommendations is regularly published. The reference to a document within this 

Recommendation does not give it, as a stand-alone document, the status of a Recommendation. 

[ITU-T Y.2701] Recommendation ITU-T Y.2701 (2007), Security requirements for NGN 

release 1. 

3 Definitions 

3.1 Terms defined elsewhere 

This Recommendation uses the following terms defined elsewhere: 

3.1.1 quality of service [b-ITU-T E.800]: Totality of characteristics of a telecommunications 

service that bear on its ability to satisfy stated and implied needs of the user of the service. 

3.1.2 SOAP [b-W3C SOAP 1]: The formal set of conventions governing the format and processing 

rules of a SOAP message. These conventions include the interactions among SOAP nodes generating 

and accepting SOAP messages for the purpose of exchanging information along a SOAP message 

path. 

3.1.3 probe [b-ITU-T Y.1545.1]: An end-point test tool which uses probing packets to collect 

measurements. 

3.2 Terms defined in this Recommendation 

This Recommendation defines the following terms: 

3.2.1 monitoring centre: The central control system, which manages probes, monitoring tasks, 

data analytics, etc. 

3.2.2 user agent: A kind of service, which connects the monitoring centre remotely in order to 

conduct operations on the monitoring centre. 

4 Abbreviations and acronyms 

This Recommendation uses the following abbreviations and acronyms: 

3G 3rd Generation of Mobile Communications Technology 

4G 4th Generation of Mobile Communications Technology 
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DNS Domain Name Server 

FTP File Transfer Protocol 

SFTP FTP over SSH 

HDFS Hadoop Distributed File System 

HGU Home Gateway Unit 

HTTP Hyper Text Transfer Protocol 

HTTPS Hyper Text Transfer Protocol Secure 

ICP Internet Content Provider 

IP Internet Protocol 

ISP Internet Service Provider 

IPv4 Internet Protocol version 4 

IPv6 Internet Protocol version 6 

KQI Key Quality Indicator 

NAT Network Address Translation 

NGN Next Generation Network 

NTP Network Time Protocol 

OTT Over The Top 

POP3 Post Office Protocol version 3 

QoS Quality of Service 

RTT Round Trip Time 

SMTP Simple Mail Transfer Protocol 

SOAP Simple Object Access Protocol 

SQM Internet Service Quality Monitoring System 

TCP Transmission Control Protocol 

XML Extendable Markup Language 

5 Conventions 

The keywords "is required to" indicate a requirement which must be strictly followed and from 

which no deviation is permitted if conformance to this Recommendation is to be claimed.  

The keywords "is prohibited from" indicate a requirement which must be strictly followed and from 

which no deviation is permitted if conformance to this Recommendation is to be claimed. 

The keywords "is recommended" indicate a requirement which is recommended but which is not 

absolutely required. Thus, this requirement need not be present to claim conformance. 

The keywords "can optionally" indicate an optional requirement which is permissible, without 

implying any sense of being recommended. This term is not intended to imply that the vendor's 

implementation must provide the option and the feature can be optionally enabled by the network 

operator/service provider. Rather, it means the vendor may optionally provide the feature and still 

claim conformance with the specification. 
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