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Recommendation ITU-T Q.3933 

Reference benchmarking, background traffic profiles  

and KPIs for VoIP and FoIP in fixed networks 

 

 

 

Summary 

Recommendation ITU-T Q.3933 describes key performance indicators (KPIs) for voice over IP 

(VoIP) and fax over IP (FoIP) as well as framework requirements for reference benchmarking 

particularly with regard to background traffic. 

 

 

History 

Edition Recommendation Approval Study Group Unique ID* 

1.0 ITU-T Q.3933 2015-06-13 11 11.1002/1000/12498 
 

 

 

 

 

____________________ 

* To access the Recommendation, type the URL http://handle.itu.int/ in the address field of your web 

browser, followed by the Recommendation's unique ID. For example, http://handle.itu.int/11.1002/1000/11

830-en. 
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FOREWORD 

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of 

telecommunications, information and communication technologies (ICTs). The ITU Telecommunication 

Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical, 

operating and tariff questions and issuing Recommendations on them with a view to standardizing 

telecommunications on a worldwide basis. 

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, 

establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on 

these topics. 

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1. 

In some areas of information technology which fall within ITU-T's purview, the necessary standards are 

prepared on a collaborative basis with ISO and IEC. 

 

 

 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 

telecommunication administration and a recognized operating agency. 

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain 

mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the 

Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some 

other obligatory language such as "must" and the negative equivalents are used to express requirements. The 

use of such words does not suggest that compliance with the Recommendation is required of any party. 

 

 

 

 

INTELLECTUAL PROPERTY RIGHTS

ITU draws attention to the possibility that the practice or implementation of this Recommendation may 

involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, 

validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others 

outside of the Recommendation development process. 

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property, 

protected by patents, which may be required to implement this Recommendation. However, implementers 

are cautioned that this may not represent the latest information and are therefore strongly urged to consult the 

TSB patent database at http://www.itu.int/ITU-T/ipr/. 

 

 

 

 ITU 2015 

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the 

prior written permission of ITU. 
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Recommendation ITU-T Q.3933 

Reference benchmarking, background traffic profiles  

and KPIs for VoIP and FoIP in fixed networks 

1 Scope 

The offer of new next generation network (NGN) services requires new key performance indicators 

(KPIs), quality of service (QoS), measurement, and benchmarking methods which are needed to 

ensure the quality of new services. To ensure the comparability of test results, reference 

benchmarking methods and background traffic load profiles are needed.  

This Recommendation identifies and defines KPIs for voice and fax telephony services, as well as 

benchmarking methods for the spectrum of potential applications.  

The scope of the defined testing procedures is the evaluation of the network access by VoIP and 

FoIP fixed-network services. The measurements are conducted stationary between a subscriber 

access-point to a measurement point emulating an idealized termination point in the core network. 

All access technologies offered by the operator under test are considered. In this context, the 

measurements and KPIs determinations are performed by analysing signals which are accessible on 

the network.  

2 References 

The following ITU-T Recommendations and other references contain provisions which, through 

reference in this text, constitute provisions of this Recommendation. At the time of publication, the 

editions indicated were valid. All Recommendations and other references are subject to revision; 

users of this Recommendation are therefore encouraged to investigate the possibility of applying the 

most recent edition of the Recommendations and other references listed below. A list of the 

currently valid ITU-T Recommendations is regularly published. The reference to a document within 

this Recommendation does not give it, as a stand-alone document, the status of a Recommendation. 

[ITU-T E.453] Recommendation ITU-T E.453 (1994), Facsimile image quality as 

corrupted by transmission-induced scan line errors. 

[ITU-T E.458] Recommendation ITU-T E.458 (1996), Figure of merit for facsimile 

transmission performance. 

[ITU-T E.800] Recommendation ITU-T E.800 (2008), Definitions of terms related to 

quality of service. 

[ITU-T G.131] Recommendation ITU-T G.131 (2003), Talker echo and its control. 

[ITU-T G.711] Recommendation ITU-T G.711 (1988), Pulse code modulation (PCM) of 

voice frequencies. 

[ITU-T H.248.1] Recommendation ITU-T H.248.1 V3 (2013), Gateway control protocol: 

Version 3. 

[ITU-T O.41] Recommendation ITU-T O.41/P.53 (1994), Psophometer for use on 

telephone-type circuits. 

[ITU-T P.56] Recommendation ITU-T P.56 (2011), Objective measurement of active 

speech level. 

[ITU-T P.340] Recommendation ITU-T P.340 (2000), Transmission characteristics and 

speech quality parameters of hands-free terminals. 
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2 Rec. ITU-T Q.3933 (06/2015) 

[ITU-T P.501] Recommendation ITU-T P.501 (2012), Test signals for use in 

telephonometry. 

[ITU-T P.502] Recommendation ITU-T P.502 (2000), Objective test methods for speech 

communication systems using complex test signals. 

[ITU-T P.863] Recommendation ITU-T P.863 (2014), Perceptual objective listening 

quality assessment. 

[ITU-T P.863.1] Recommendation ITU-T P.863.1 (2014), Application guide for 

Recommendation ITU-T P.863. 

[ITU-T Q.543] Recommendation ITU-T Q.543 (1993), Digital exchange performance 

design objectives. 

[ITU-T T.24] Recommendation ITU-T T.24 (1998), Standardized digitized image set. 

[ITU-T T.30] Recommendation ITU-T T.30 (2005), Procedures for document facsimile 

transmission in the general switched telephone network. 

[ITU-T T.38]  Recommendation ITU-T T.38 (2010), Procedures for real-time Group 3 

facsimile communication over IP networks. 

[ITU-T V.17] Recommendation ITU-T V.17 (1991), A 2-wire modem for facsimile 

applications with rates up to 14 400 bit/s. 

[ITU-T V.34] Recommendation ITU-T V.34 (1998), A modem operating at data 

signalling rates of up to 33 600 bit/s for use on the general switched 

telephone network and on leased point-to-point 2-wire telephone-type 

circuits. 

[ITU-T V.152] Recommendation ITU-T V.152 (2010), Procedures for supporting voice-

band data over IP networks. 

[ETSI EG 202 057-2] ETSI EG 202 057-2 V1.3.2 (2011), Speech and multimedia Transmission 

Quality (STQ);User related QoS parameter definitions and 

measurements;Part 2: Voice telephony, Group 3 fax, modem data services 

and SMS. 

[ETSI EG 202 425] ETSI EG 202 425 V1.1.1 (2007), Speech Processing, Transmission and 

Quality Aspects (STQ); Definition and implementation of VoIP reference 

point. 

[ETSI EN 300 175-8] ETSI EN 300 175-8 V2.5.1 (2013), Digital Enhanced Cordless 

Telecommunications (DECT); Common Interface (CI); Part 8: Speech and 

audio coding and transmission. 

[ETSI ES 202 737] ETSI ES 202 737 V1.4.1 (2015), Speech and multimedia Transmission 

Quality (STQ); Transmission requirements for narrowband VoIP terminals 

(handset and headset) from a QoS perspective as perceived by the user. 

[ETSI ES 202 739] ETSI ES 202 739 V1.4.1 (2015), Speech and multimedia Transmission 

Quality (STQ); Transmission requirements for wideband VoIP terminals 

(handset and headset) from a QoS perspective as perceived by the user. 

[ETSI ES 202 765-2] ETSI ES 202 765-2 V1.2.1 (2014), Speech and multimedia Transmission 

Quality (STQ); QoS and network performance metrics and measurement 

methods; Part 2 : Transmission Quality Indicator combining Voice Quality 

Metrics. 
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[ETSI ES 203 021-3] ETSI ES 203 021-3 V2.1.2 (2006), Access and Terminals (AT); Harmonized 

basic attachment requirements for Terminals for connection to analogue 

interfaces of the Telephone Networks; Update of the technical contents of 

TBR 021, EN 301 437, TBR 15, TBR 17; Part 3: Basic Interworking with the 

Public Telephone Networks. 

[ETSI ETR 138] ETSI ETR 138 (1997), Network Aspects (NA); Quality of service indicators 

for Open Network Provision (ONP) of voice telephony and Integrated 

Services Digital Network (ISDN). 

[ETSI TBR 003 ed.1] ETSI TBR 003 ed.1 (1995), Integrated Services Digital Network (ISDN); 

Attachment requirements for terminal equipment to connect to an ISDN 

using ISDN basic access. 

[ETSI TBR 004 ed.1] ETSI TBR 004 ed.1 (1995), Integrated Services Digital Network (ISDN); 

Attachment requirements for terminal equipment to connect to an ISDN 

using ISDN primary rate access. 

[ETSI TBR 21] ETSI TBR 21 (1996-06), Terminal Equipment (TE); Attachment 

requirements for pan-European approval for connection to the analogue 

Public Switched Telephone Networks (PSTNs) of TE (excluding TE 

supporting the voice telephony service) in which network addressing, if 

provided, is by means of Dual Tone Multi Frequency (DTMF) signalling.. 

[ETSI TR 103 138] ETSI TR 103 138, Speech and multimedia Transmission Quality (STQ); 

Speech samples and their use for QoS testing.  

[ETSI TS 101 563] ETSI TS 101 563 V1.3.1 (2014), Speech and multimedia Transmission 

Quality (STQ); IMS/PES/VoLTE exchange performance requirements. 

[ETSI TS 102 250-2] ETSI TS 102 250-2 V2.3.1 (2014), Speech and multimedia Transmission 

Quality (STQ); QoS aspects for popular services in GSM and 3G networks; 

Part 2: Definition of Quality of Service parameters and their computation. 

3 Definitions  

3.1 Terms defined elsewhere 

This Recommendation uses the following term defined elsewhere: 

3.1.1 benchmark [ITU-T E.800]: Evaluation of performance value/s of a parameter or set of 

parameters for the purpose of establishing value/s as the norm against which future performance 

achievements may be compared or assessed. 

3.2 Terms defined in this Recommendation 

None. 

4 Abbreviations and acronyms 

This Recommendation uses the following abbreviations and acronyms: 

AGCF Access Gateway Control Function 

AS Application Server 

CFR Call Failure Rate 

CSS Composite Source Signal 

DL  Downlink  
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DSS1 Digital Subscriber Signalling System No. 1 

FoIP Fax over IP  

FOM Figure of Merit 

IAD  Integrated Access Device 

IP Internet Protocol 

IPTV Internet Protocol Television 

IMS Internet Multimedia Subsystem 

ISDN Integrated Services Digital Network 

KPI Key Performance Indicator 

LTE  Long Term Evolution  

MOS Mean Opinion Score 

MOS-LQO MOS Listening Quality Objective 

MMTel Multimedia Telephony service 

PES  PSTN Emulation Subsystem  

PSTN Public Switched Telephone Network 

QoS Quality of Service 

P-CSCF Proxy Call Session Control Function  

S-CSCF Service Call Session Control Function  

SIP Session Initiation Protocol 

SIPUA SIP User Agent 

SNR Speech Signal level/Noise level 

SSL Secure Sockets Layer 

SWB Super Wideband  

TCP Transmission Control Protocol 

TLS Transport Layer Security 

UAS User Agent Server 

UE User Equipment  

UL Uplink 

VGW Voice Gateway 

VoIP Voice over IP 

5 Conventions 

None. 

6 Management summary 

The spectrum of potential applications of a benchmarking platform requires measurements 

including, but not limited to, the following: Analogue (a/b), integrated services digital network 

(ISDN), VoIP (including session initiation protocol (SIP) trunking), and high-speed internet. 
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The performance data which are collected will be relevant for the real-world environment 

encompassing a mix of technologies. The scope of the defined testing procedures is the evaluation 

of the network access by VoIP and FoIP fix-network services. The measurements are conducted 

stationary between a subscriber access-point and a measurement point emulating an idealized 

termination point in the core network.  

6.1 Scope of functionality 

A benchmarking platform can be distributed across a larger region or an entire country. In this case, 

several server systems should also be part of the set-up, including: A business intelligence platform, 

data warehouse, management system, and a system for evaluating media (e.g., video, audio, and 

voice) quality. See Figure 1. 

The measurement systems at the user premises are connected electrically to ISDN ports via a voice 

gateway (VGW), integrated access device (IAD), or directly to a CPE or Ethernet port 

(e.g., multimedia telephony service (MMTel) fixed access).  

The test system (quality of service (QoS) control and data server) is connected through ISDN 

connections (via internet multimedia subsystem (IMS), PSTN emulation subsystem (PES) with 

access gateway control function (AGCF) (or public switched telephone network (PSTN), or ISDN 

access) or IMS PES with VGW) or MMTel (IMS) fixed access lines for voice quality 

measurements. 

 

Figure 1 – Set-up of the benchmarking platform 

7 Technical concept 

7.1 Voice over internet protocol (IP) 

The conduction of voice quality measurements is following the descriptions that can be found in 

[ETSI EG 202 057-2], [ITU-T Q.543], [ETSI TS 101 563] and clauses 6.6.3.1 and 6.6.3.2 of 

[ETSI TS 102 250-2]. 

The access points of the test equipment which are used for inserting or retrieving the signals needed 

for determining the speech quality parameters shall conform to the reference characteristics as laid 

down in the following relevant standards: 

– [ETSI EG 202 425] for VoIP access; 

– [ETSI TBR 21], [ETSI ES 203 021-3] for analogue access; 
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– TBR 3 [ETSI TBR 003 ed.1] for ISDN BRI access; 

– TBR 4 [ETSI TBR 004 ed.1] for ISDN PRI access; 

– [ETSI EN 300 175-8], Digital enhanced cordless telecommunications (DECT); common 

interface (CI); Part 8: Speech and audio coding and transmission. 

The properties of the test equipment shall be known and the values measured for each parameter, 

and shall be corrected accordingly by the impairments introduced by the test equipment. Especially, 

any delay introduced by the test equipment shall be known, and the measurement results shall be 

corrected by the delay introduced by the test equipment. 

The simultaneous transmission of voice and data through uploads, downloads, or internet protocol 

television (IPTV) is an additional user-related scenario. For this reason, voice quality measurements 

have been included where in parallel to the voice connection active upload and download of data is 

simulated. This provides information about any potential prioritization of voice data when the entire 

bandwidth is being utilized. 

The KPIs listed in Table 1 are recorded as part of the voice quality measurements. 

Table 1 – Overview of KPIs for voice quality measurements 

1. Call set-up delay, see [ITU-T Q.543] and session initiation call set-up delay, see  

[ETSI TS 101 563]  

2. Call set-up time (post dialling delay), see [ETSI ES 202 765-2] 

3. Premature release probability (call failure rate), see clause 7.4 

4. Telephony cut-off call ratio [%] (call drop rate), see clause 7.5 

5. Unsuccessful call ratio, see clause 7.6 

6. Media establishment delay, see clause 7.7 

7. Level of active speech signal, see clause 7.8 

8. Noise level, see clause 7.9 

9. Signal to noise ratio, see clause 7.10 

10. Speech signal attenuation, see clause 7.11  

11. Talker echo delay, see clause 7.12 

12. Double talk, see clause 7.1.3 

13 Interrupted voice transmission see clause 7.14 

14. Listening speech quality, see clause 7.15 

15. Listening speech quality stability, see clause 7.16  

16. End-to-end audio delay, see clause 7.17 

17. End-to-end audio delay variation, see clause 7.18 

18. Frequency response, see clause 7.19 

19. Fax transmission ITU-T T.30 (fax, bit rate ≤ 14.4 kbit/s and Fax, bit rate ≥ 14.4 kbit/s),  

see clause 7.20 

20. Early media see clause 7.21 

21. Jitter buffer and IP periodization response time, see clause 7.22 

7.2 Call set-up delay and session initiation call set-up delay 

The testing methodology for the call set-up delay is described in [TS 101 563]. 
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Call set-up delay is defined as the interval from the instant when the signalling information required 

for outgoing circuit selection is received from the incoming signalling system until the instant when 

the corresponding signalling information is passed to the outgoing signalling system. 

For SIP (e.g., SIP trunking, IMS) session initiation call set-up delay is defined as the interval from 

the instant when the INVITE signalling information is received from the calling user on the 

originating Gm interface until the instant when the corresponding INVITE signalling information is 

passed on from the terminating Gm interface to the called user. 

Figure 2 depicts some of the call set-up measurement options between AGCF/VGW and the 

Gm interface. 

Q.393 (15)_F3 02
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SETUP
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AGCF/VGW

Gm interface

ISDN line

SIP line

SETUP
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AGCF/VGW

Gm interface
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Figure 2 – Call set-up delay and session initiation call set-up delay: En-bloc sending is used 

Table 2 gives an overview of the call set-up delay configuration options. 
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Table 2 – Call set-up delay configurations 

Call set-up delay 

and session 

initiation call 

set-up delay 

From To 

MMTel (IMS) fixed access MMTel (IMS) fixed access 

MMTel (IMS) fixed access IMS PES with AGW (PSTN or ISDN 

access) 

MMTel (IMS) fixed access IMS PES with VGW 

IMS PES with AGW (PSTN or ISDN 

access) 

MMTel (IMS) fixed access 

IMS PES with AGW (PSTN or ISDN 

access)  

IMS PES with AGW(PSTN or ISDN 

access) 

IMS PES with AGW (PSTN or ISDN 

access) 

IMS PES with VGW 

IMS PES with VGW IMS PES with VGW 

IMS PES with VGW IMS PES with AGW (PSTN or ISDN 

access) 

IMS PES with VGW IMS PES with VGW 

NOTE – The call set-up delay values are specified in [ETSI TS 101 563] 

Figure 3 illustrates the session processing model used by the AGCF and VGW functional entities.  

An AGCF is modelled as comprising ITU-T H.248 media gateway controller (MGC), feature 

manager (FM), and SIP user agent (SIP UA) functionality. 

An AGCF interfaces to a media gateway (MG) and also to the service call session control function 

(S-CSCF) (via P1 and Mw reference points respectively). 

A functional modelling of the VGW contains an entity similar to ITU-T H.248 media gateway 

controller, a feature manager, a SIP UA, and MGW functionality. The VGW interfaces to the proxy 

call session control function (P-CSCF) using the Gm reference point. 

The SIP UA functionality provides the interface to the other components of the IMS-based 

architecture. It is involved in registration and session processing as well as in event 

subscription/notification procedures with application servers (ASs). 

The MGC functionality enables the session processing functionality to interface with existing line 

signalling such as analogue signalling or digital subscriber signalling system No. 1 (DSS1). 

Session and registration processing in the AGCF or VGW involves two halves: ITU-T H.248 based 

MGC processing and SIP. 

User agent (UA) processing (see Figure 3). MGC processing focuses on the interactions with the 

media gateway functions, while SIP UA processing focuses on the interactions with the IMS 

components. The feature manager (FM) coordinates the two processing activities. 
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Figure 3 – AGCF/VGW session processing models 

7.3 Call set-up time (post dialling delay) 

Call set-up time: The period starting when the address information required for setting up a call is 

received by the network (e.g., recognized on the calling user's access line) and finishing when the 

called party busy tone, ringing tone, or answer signal is received by the calling party 

(e.g., recognized on the calling user's access line) (see [ETSI ETR 138]). 

To determine the call set-up time in an ISDN implementation, the time in seconds from sending the 

DSS1 SETUP signal through the "A" side (calling number + "Sending complete" information), until 

the receipt of the DSS1 CONNECT signal on the "A" side is measured, or the time in seconds from 

the sending of the DSS1 SETUP signal through the "A" side (calling number + "Sending complete" 

information), until the receipt of the DSS1 ALERTING signal is measured on the "A" side is 

measured. In Figures 4 and 5 below, this time is indicated by the green arrow. 

For analogue subscriber lines the post dialling delay shall be used. It is the time interval between the 

end of dialling by the caller and the caller’s reception back  of the appropriate ringing tone or 

recorded announcement. 

To determine the call set-up time in a VoIP implementation, the time in seconds from the sending of 

the INVITE signal through the "A" side until the receipt of the 200 OK signal on the "A" side is 

measured, or the time in seconds from the sending of the INVITE signal through the "A" side until 

the receipt of the 180 Ringing signal on the "A" side is recorded. In Figures 6 and 7, this time is 

indicated by the grey arrow.  

Table 3 gives an overview of the call set-up time configurations options. 
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Table 3 – Call set-up time configurations 

Call set-up time 

From To 

MMTel (IMS) fixed access MMTel (IMS) fixed access 

MMTel (IMS) fixed access IMS PES with AGW (PSTN or ISDN 

access) 

MMTel (IMS) fixed access IMS PES with VGW 

IMS PES with AGW (PSTN or ISDN 

access) 

MMTel (IMS) fixed access 

IMS PES with AGW (PSTN or ISDN 

access)  

IMS PES with AGW(PSTN or ISDN 

access) 

IMS PES with AGW (PSTN or ISDN 

access) 

IMS PES with VGW 

IMS PES with VGW IMS PES with VGW 

IMS PES with VGW IMS PES with AGW (PSTN or ISDN 

access) 

IMS PES with VGW IMS PES with VGW 
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Figure 4 – Measurement of the call set-up duration, option A with CONNECT 
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Figure 5 – Measurement of the call set-up duration, option B with ALERTING 
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Figure 6 – VoIP measurement of the call set-up duration, option A with 200 OK 
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Figure 7 – VoIP measurement of the call set-up duration, option B with 180 Ringing 

7.4 Premature release probability (call failure rate (CFR)) 

Premature release probability (CFR) is based on the measurement of the number of released 

communications in comparison with the number of established communications. Released 

communications are defined as communications released before voluntary action from one of the 

ends of the transmission. 

7.5 Telephony cut-off call ratio [%] (call drop rate) 

The cut-off call ratio (call drop rate) is the percentage of the number of calls that are dropped after 

connection to the system or network has been established. See [ETSI TS 102 250-2] for the 

formula. 

In an ISDN implementation, a call is completely established with the connect message 

[ETSI TS 102 250-2] and is considered dropped if the call is not ended intentionally.  

In a SIP implementation, a call is completely established with the arrival of the INVITE 200 OK on 

the caller side and is considered dropped if the call is not terminated intentionally. 

Figures 8 and 9 below show determinations of the call drop ratio. 

 

Copyright International Telecommunication Union/ITU Telcommunication Sector 
Provided by IHS Markit under license with ITU-T Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ITU-T Q.3933 2015

http://www.avadocuments.com/doc/itu-t-q-3933-2015
http://www.avadocuments.com/doc/itu-t-q-3933-2015


 

  Rec. ITU-T Q.3933 (06/2015) 13 

Q.3933(15)_F08

NetworkMU

CONNECT ACK

SETUP

VoIP (IAD) "A" side

RELEASE COMPLETE

SETUP

CONNECT ACK

DISCONNECT

RELEASE

ALERTING

CONNECT

ISDN (NTBA) "B" side MU

DISCONNECT

RELEASE

RELEASE COMPLETE

CONNECT

Recordings speech ample

Sending peech amples s

Sendings speech ample

Recordings speech ample

ALERTING

 

Figure 8 – Determination of the call drop ratio 
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Figure 9 – VoIP – determination of the call drop ratio 

7.6 Unsuccessful call ratio [ETSI ETR 138] 

Unsuccessful call ratio is defined as the ratio of unsuccessful calls to the total number of call 

attempts in a specified time period. 

An unsuccessful call is a call attempt to a valid number, properly dialled, where neither the called 

party busy tone, nor ringing tone, nor answer signal, is recognized on the access line of the calling 

user within 30 seconds from the instant when the address information required for setting up a call 

is received by the network.  

7.7 Media establishment delay 

The media establishment delay determines one of the two accesses of the communication between 

the off hook of the called and the beginning of voice signal receive. The detailed testing method is 

described in [ETSI ES 202 765-2]. 
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7.8 Level of active speech signal in receive direction 

A typical method for the measurement of this parameter, based on a sample by sample approach 

and a moving threshold between noise and speech, is given in [ITU-T P.56]. 

7.9 Noise level in receive direction 

Level of noise determined in the receive direction in the non-speech segments of a speech sample. 

For the actual measurement, the noise in between speech signals (idle noise) is analysed. The 

analysis window length needs to be adapted accordingly. 

The noise level is measured in the frequency range from 100 Hz to 4 kHz in narrowband and from 

100 Hz to 8 kHz in wideband. The analysis window is applied directly to the end of a speech signal 

until the start of the following speech signal. The average time is determined by the length of this 

segment. 

In narrowband, the noise level is measured in dBm0p (psophometric weighting, see [ITU-T O.41]). 

In wideband, the noise level is determined in dBm0 (A). 

7.10 Signal-to-noise ratio in receive direction 

The signal-to-noise ratio in the receive direction is defined as the difference between the active 

speech level and the level of noise in the receive direction (speech signal level/noise level (SNR)). 

The signal level is the average level of the complete speech signal. The signal level is measured 

using a speech level voltmeter according to [ITU-T P.56]. This level is the speech signal level. 

The noise level in receive direction is determined as described in clause 7.9. 

The weighted noise signal level is referenced to the speech signal level. 

7.11 Speech signal attenuation (or gain) 

The speech signal attenuation is the difference between the active speech level at the receiving and 

at the sending point.  

7.12 Talker echo delay 

In telecommunications, the term talker echo describes delayed and undesired feedback from the 

send signal into the receive path. The so-called echo source is the reflection point between send and 

receive directions. Talker echo delay is the round-trip delay of the echo path. The impact of user 

perception of talker echo in conjunction with delay is explained in [ITU-T G.131]. The detailed test 

description can be found in [ETSI ES 202 765-2]. 

In general, the test of talker echo delay can be based on cross correlation between the speech signal 

inserted, and the echo signal received. The measurement is corrected by delays which are caused by 

the test equipment. The maximum of the cross-correlation function is used for the determination. 

However, it shall be noted that such measurements can only be made in case the echo signal is 

sufficiently high to allow a reliable calculation of the cross correlation. 

NOTE – In case the talker echo is received at a very low level, the echo loss might be artificially decreased 

in order to allow for the calculation of talker echo delay. 

7.13 Double talk performance 

This parameter looks into the situation when the talk spurts of both partners of a conversation 

overlap for a period of time. Degradations due to bad double talk performance can be perceived as 

very annoying because this impairment has a potential to frequently interrupt the flow of the 

conversation. 
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