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Recommendation ITU-T Q.5021 

Protocol for managing capability exposure APIs in IMT-2020 networks 

 

 

 

Summary 

Recommendation ITU-T Q.5021 describes the protocol for managing capability exposure application 

programming interfaces (APIs) in International Mobile Telecommunications (IMT)-2020 networks. 

It includes signalling architecture, API management functions, signalling flows and their message 

format, and definition for management APIs. It also describes gap analysis and use cases for API 

management. 

This protocol can be used by network operators and third parties to manage capability exposure APIs. 
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FOREWORD 

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of 

telecommunications, information and communication technologies (ICTs). The ITU Telecommunication 

Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical, 

operating and tariff questions and issuing Recommendations on them with a view to standardizing 

telecommunications on a worldwide basis. 

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, establishes 

the topics for study by the ITU-T study groups which, in turn, produce Recommendations on these topics. 

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1. 

In some areas of information technology which fall within ITU-T's purview, the necessary standards are 

prepared on a collaborative basis with ISO and IEC. 

 

 

 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 

telecommunication administration and a recognized operating agency. 

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain 

mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the 

Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some other 

obligatory language such as "must" and the negative equivalents are used to express requirements. The use of 

such words does not suggest that compliance with the Recommendation is required of any party. 

 

 

 

 

INTELLECTUAL PROPERTY RIGHTS

ITU draws attention to the possibility that the practice or implementation of this Recommendation may involve 

the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, validity or 

applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others outside of 

the Recommendation development process. 

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property, 

protected by patents, which may be required to implement this Recommendation. However, implementers are 

cautioned that this may not represent the latest information and are therefore strongly urged to consult the TSB 

patent database at http://www.itu.int/ITU-T/ipr/. 
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All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the prior 

written permission of ITU. 
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Recommendation ITU-T Q.5021 

Protocol for managing capability exposure APIs in IMT-2020 networks 

1 Scope 

This Recommendation describes the protocol for managing capability exposure application 

programming interfaces (APIs) in International Mobile Telecommunications (IMT)-2020 networks. 

It includes signalling architecture, API management functions, signalling flows and their message 

format, and definition for management APIs. It also describes gap analysis and use cases for API 

management. 

2 References 

The following ITU-T Recommendations and other references contain provisions which, through 

reference in this text, constitute provisions of this Recommendation. At the time of publication, the 

editions indicated were valid. All Recommendations and other references are subject to revision; 

users of this Recommendation are therefore encouraged to investigate the possibility of applying the 

most recent edition of the Recommendations and other references listed below. A list of the currently 

valid ITU-T Recommendations is regularly published. The reference to a document within this 

Recommendation does not give it, as a stand-alone document, the status of a Recommendation. 

None. 

3 Definitions 

3.1 Terms defined elsewhere 

This Recommendation uses the following terms defined elsewhere: 

3.1.1 IMT-2020 [b-ITU-T Y.3100]: (Based on [b-ITU-R M.2083-0]) Systems, system 

components, and related technologies that provide far more enhanced capabilities than those 

described in [b-ITU-R M.1645]. 

3.1.2 management [b-ITU-T Y.3100]: In the context of IMT-2020, the processes aiming at 

fulfilment, assurance, and billing of services, network functions, and resources in both physical and 

virtual infrastructure including compute, storage, and network resources. 

3.1.3 network function [b-ITU-T Y.3100]: In the context of IMT-2020, a processing function in 

a network. 

3.1.4 third party (3rd party) [b-ITU-T Y.3100]: In the context of IMT-2020, with respect to a 

given network operator and network end-users, an entity which consumes network capabilities and/or 

provides applications and/or services. 

3.2 Terms defined in this Recommendation 

None. 

4 Abbreviations and acronyms 

This Recommendation uses the following abbreviations and acronyms: 

AF Application Function 

API Application Programming Interface 

CEF Capability Exposure Function 
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IMT International Mobile Telecommunications 

OA&M Operations, Administration, and Management 

UE User Equipment 

5 Conventions 

In this Recommendation: 

The keywords "is required to" indicate a requirement which must be strictly followed and from which 

no deviation is permitted, if conformance to this Recommendation is to be claimed. 

The keywords "is recommended" indicate a requirement which is recommended but which is not 

absolutely required. Thus, this requirement need not be present to claim conformance. 

The keywords "cardinality" indicate the number of parameter in message. "1" indicates olny one 

parameter while "N" indicates multiple parameter. "1..N" indicates one or more parameters. 

6 Signalling architecture for API management 

To avoid duplication and inconsistency of capability exposure APIs to various third-party application 

functions (AFs), development of a common capability exposure API framework was needed that 

includes common aspects (e.g., API registration, API discovery, API authorization) that were 

applicable to any functional APIs when used by a third-party. 

Figure 6-1 shows the architecture model for the capability exposure API management system and the 

relationship with the capability exposure function (CEF), the third-party application and the 

IMT-2020 core network functions. 

The capability exposure function provides functionalities to expose its capabilities as a service 

externally and capability exposure APIs to the third-party. For high-level descriptions of the 

functionalities and APIs refer to [b-ITU-T Y.IMT2020-CEF]. 

The API management function is mainly responsible for management of the capability exposure API, 

including API registration, API deregistration, API discovery, API authorization, API authentication, 

API suspension, API recovery, API charging and monitoring and API topology hiding. 

The IF1 reference point is the southbound interface, which exists between the CEF and the IMT-2020 

core network functions. It supports: 

– subscription and unsubscription of network capabilities; 

– query and reporting of network capabilities; 

The IF2 reference point is the northbound interface, which exists between the CEF and the third-party 

application. It supports exposure of network capabilities to the third-party application through the 

invocation of capability exposure APIs. 

The IF3 reference point is the northbound interface, which exists between the API management 

function and the third-party application. It supports discovery of capability exposure API. 

The IF4 reference point exists between the CEF and the API management function. It supports: 

– registration and deregistration of capability exposure API; 

– invocation event report of capability exposure API; 

– suspension and recovery of capability exposure API. 
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Figure 6-1 – Architecture of capability exposure API management system 

7 Functions for API management 

7.1 API registration 

For the API management function to properly maintain the information of available CEF instances 

and their supported capability exposure APIs, each CEF instance informs the API management 

function of the list of capability exposure APIs that it supports.  

The CEF instance may make this information available to API management function when the CEF 

instance becomes operative for the first time (registration operation) or upon individual CEF service 

instance activation/de-activation within the CEF instance (update operation), e.g., triggered after a 

scaling operation. The CEF instance may also update or delete the CEF service related parameters. 

Alternatively, another authorised entity (such as an operations, administration, and management 

(OA&M) function) may inform the API management function on behalf of an CEF instance triggered 

by an CEF service instance lifecycle event (register or de-registration operation depending on instance 

instantiation, termination, activation, or de-activation). Registration with the API management 

function includes capacity and configuration information at time of instantiation. 

7.2 API discovery 

The API discovery enables the third-party applications to discover a set of CEF instance(s) with 

specific capability exposure APIs. 

Unless the expected CEF instance and capability exposure APIs information are locally configured 

on requester third-party applications, the API discovery is implemented via the API management 

function.  

In order to access to the target CEF instance and  get information of target capability exposure API, 

the requester third-party application initiates the API discovery procedures by providing the specific 

information of the third-party and APIs. The detailed service parameter(s) used for specific API 

discovery are defined in clause 9. 

The API management function may provide the IP address or the node name of CEF instance(s) to 

the requester third-party application. Based on that information, the requester third-party application 

can select one specific CEF instance that is able to provide a particular capability exposure API.  

Full document details: ITU-T Q.5021 2019

http://www.avadocuments.com/doc/itu-t-q-5021-2019
http://www.avadocuments.com/doc/itu-t-q-5021-2019

