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Recommendation ITU-T Q.5024 

Protocol for providing intelligent analysis services in IMT-2020 networks 

 

 

 

Summary 

Recommendation ITU-T Q.5024 specifies architecture for supporting intelligent analysis services in 

IMT-2020 networks, and intelligent analysis services offered by the data analysis function (DAF) 

including load balancing, network functions fault location and advance warning, device on/off 

analysis, mobility analysis, etc. It includes signalling flows for network functions (NFs) event 

exposure to DAF and DAF analytics exposure to NFs, message formats, and security considerations. 
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FOREWORD 

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of 

telecommunications, information and communication technologies (ICTs). The ITU Telecommunication 

Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical, 

operating and tariff questions and issuing Recommendations on them with a view to standardizing 

telecommunications on a worldwide basis. 

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, 

establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on 

these topics. 

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1. 

In some areas of information technology which fall within ITU-T's purview, the necessary standards are 

prepared on a collaborative basis with ISO and IEC. 

 

 

 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 

telecommunication administration and a recognized operating agency. 

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain 

mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the 

Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some 

other obligatory language such as "must" and the negative equivalents are used to express requirements. The 

use of such words does not suggest that compliance with the Recommendation is required of any party. 

 

 

 

 

INTELLECTUAL PROPERTY RIGHTS 

ITU draws attention to the possibility that the practice or implementation of this Recommendation may 

involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, 

validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others 

outside of the Recommendation development process. 

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property, 

protected by patents/software copyrights, which may be required to implement this Recommendation. 

However, implementers are cautioned that this may not represent the latest information and are therefore 

strongly urged to consult the appropriate ITU-T databases available via the ITU-T website at 

http://www.itu.int/ITU-T/ipr/. 

 

 

 

© ITU 2022 

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the 

prior written permission of ITU. 

Full document details: ITU-T Q.5024 2022

http://www.itu.int/ITU-T/ipr/
http://www.avadocuments.com/doc/itu-t-q-5024-2022
http://www.avadocuments.com/doc/itu-t-q-5024-2022


 

  Rec. ITU-T Q.5024 (02/2022) iii 

Table of Contents 

 Page 

1 Scope.............................................................................................................................  1 

2 References .....................................................................................................................  1 

3 Definitions ....................................................................................................................  1 

3.1 Terms defined elsewhere ................................................................................  1 

3.2 Terms defined in this Recommendation .........................................................  2 

4 Abbreviations and acronyms ........................................................................................  2 

5 Conventions ..................................................................................................................  2 

6 Architecture for supporting intelligent analysis services in IMT-2020 network ..........  2 

7 Signalling flow..............................................................................................................  4 

7.1 Signalling flow for event exposure to DAF....................................................  4 

7.2 Signalling flow for DAF analytics exposure to NFs ......................................  8 

8 Message format .............................................................................................................  10 

8.1 SMF event exposure .......................................................................................  10 

8.2 PCF event exposure ........................................................................................  12 

8.3 AF event exposure ..........................................................................................  13 

8.4 CEF event exposure ........................................................................................  14 

8.5 NACF event exposure ....................................................................................  15 

8.6 MS event exposure .........................................................................................  17 

8.7 DAF event exposure .......................................................................................  18 

8.8 DAF analytics request ....................................................................................  19 

9 Security considerations .................................................................................................  21 

Bibliography.............................................................................................................................  22 

 

 

Full document details: ITU-T Q.5024 2022

http://www.avadocuments.com/doc/itu-t-q-5024-2022
http://www.avadocuments.com/doc/itu-t-q-5024-2022


Full document details: ITU-T Q.5024 2022

http://www.avadocuments.com/doc/itu-t-q-5024-2022
http://www.avadocuments.com/doc/itu-t-q-5024-2022


 

  Rec. ITU-T Q.5024 (02/2022) 1 

Recommendation ITU-T Q.5024 

Protocol for providing intelligent analysis services in IMT-2020 networks 

1 Scope 

This Recommendation specifies signalling architecture and protocol for providing intelligent 

analysis services in IMT-2020 networks. It specifies an architecture concept, signalling flows 

between the data analysis function (DAF) and other functions, message formats and security 

considerations. 

2 References 

The following ITU-T Recommendations and other references contain provisions which, through 

reference in this text, constitute provisions of this Recommendation. At the time of publication, the 

editions indicated were valid. All Recommendations and other references are subject to revision; 

users of this Recommendation are therefore encouraged to investigate the possibility of applying the 

most recent edition of the Recommendations and other references listed below. A list of the 

currently valid ITU-T Recommendations is regularly published. The reference to a document within 

this Recommendation does not give it, as a stand-alone document, the status of a Recommendation. 

[ITU-T Q.5023] Recommendation ITU-T Q.5023 (2021), Protocol for managing intelligent 

network slicing with AI-assisted analysis in IMT-2020 networks. 

[ITU-T Y.3104] Recommendation ITU-T Y.3104 (2018), Architecture of the IMT-2020 

network. 

[IETF RFC 6749] IETF RFC 6749 (2012), OAuth2.0 authorization framework. 

3 Definitions 

3.1 Terms defined elsewhere 

This Recommendation uses the following terms defined elsewhere: 

3.1.1 data analysis function (DAF) [ITU-T Q.5023]: A network function that can collect, 

analyse, and provide data from/to International Mobile Telecommunications 2020 (IMT-2020) core 

network functions, network management and third-party applications. 

3.1.2 IMT-2020 [b-ITU-T Y.3100]: (Based on [b-ITU-R M.2083]) Systems, system components, 

and related technologies that provide far more enhanced capabilities than those described in 

[b-ITU-R M.1645].  

3.1.3 management [b-ITU-T Y.3100]: In the context of IMT-2020, the processes aiming at 

fulfilment, assurance, and billing of services, network functions, and resources in both physical and 

virtual infrastructure including compute, storage, and network resources.  

3.1.4 network function [b-ITU-T Y.3100]: In the context of IMT-2020, a processing function in 

a network. 

3.1.5 network slice [b-ITU-T Y.3100]: A logical network that provides specific network 

capabilities and network characteristics. 

NOTE 1 – Network slices enable the creation of customized networks to provide flexible solutions for 

different market scenarios which have diverse requirements, with respect to functionalities, performance and 

resource allocation. 

NOTE 2 – A network slice may have the ability to expose its capabilities. 

NOTE 3 – The behaviour of a network slice is realized via network slice instance(s). 
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3.2 Terms defined in this Recommendation 

None. 

4 Abbreviations and acronyms 

This Recommendation uses the following abbreviations and acronyms: 

AF  Application Function 

CEF  Capability Exposure Function 

DAF  Data Analysis Function 

MS  Management System 

NACF  Network Access Control Function 

NF  Network Function 

NSSF  Network Slice Selection Function 

PCF  Policy Control Function 

PDU  Protocol Data Unit 

QoS  Quality of Service 

RRC  Radio Resource Control 

SMF  Session Management Function 

UE  User Equipment 

UP  User Plane 

UPF  User Plane Function 

5 Conventions 

In this Recommendation: 

The keywords "is required to" indicate a requirement which must be strictly followed and from 

which no deviation is permitted, if conformance to this Recommendation is to be claimed. 

The keywords "is recommended" indicate a requirement which is recommended but which is not 

absolutely required. Thus, this requirement need not be present to claim conformance. 

The keywords "can optionally" indicate an optional requirement which is permissible, without 

implying any sense of being recommended. This term is not intended to imply that the vendor's 

implementation must provide the option, and the feature can be optionally enabled by the network 

operator/service provider. Rather, it means the vendor may optionally provide the feature and still 

claim conformance with this Recommendation. 

The keywords "M" indicate the element is mandatory. The keywords "O" indicate the element is 

optional. The keywords "C" indicate the element is conditional. 

6 Architecture for supporting intelligent analysis services in IMT-2020 network  

Data analysis function (DAF) is defined in [ITU-T Q.5023], and DAF introduced in IMT-2020 

networks [ITU-T Y.3104] can provide intelligent analysis services. Intelligent analysis services 

offered by DAF include load balancing, network function (NF) fault location and warning, device 

on/off analysis, mobility analysis, energy saving analysis, etc. It is necessary to enable network 

automation and intelligence. Figure 6-1 depicts an architecture reference model for supporting 

intelligent analysis services in IMT-2020 networks. 
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Figure 6-1 – Architecture reference model for supporting intelligent analysis  

services in IMT-2020 networks 

DAF collects data from other functions such as policy control function (PCF), session management 

function (SMF), capability exposure function (CEF), application function (AF), etc. and provides 

intelligent analysis results to other functions (PCF, SMF, CEF, AF, etc.). Intelligent analysis 

information includes statistical information or forecast trend information based on a large amount of 

historical data.  

For a specific intelligent analysis service, DAF is required to collect multiple types of data from 

different data providers: 

– collects user equipment (UE) location, amount of UEs, UE mobility related data, UE 

behavioural parameters, etc. from the network access control function (NACF), as a basis 

of analysis for user data congestion, network performance, UE mobility, abnormal 

behaviour, etc.; 

– collects user plane (UP) path change, UE IP address change, protocol data unit (PDU) 

session establishment/release, UE behavioural parameters, anomaly events, etc. from the 

session management function (SMF), as a basis of analysis for UP load analysis, UE 

abnormal behaviour, signalling congestion status, etc.; 

– collects policy control events, anomaly events, etc. from PCF, as a basis of analysis for load 

balancing, network performance, network resource allocation, etc.; 

– collects service data related to UE mobility, exceptions information, service experience 

related data, etc. from AF directly or via CEF, as a basis of analysis for UE mobility, 

abnormal behaviour, service experience, etc.; 

– collects UE mobility information, load data (e.g., current load data, historical load data), 

performance measurements (e.g., UE throughput, radio resource control (RRC) connection 

number, and radio resource utilization), cells and the neighbourhood areas which means the 

distance between stations are within a certain range, cell fault event(s) related to the 

management data, environmental information (e.g., weather and special events), etc. from 

the management system (MS), as a basis of analysis for UE mobility, NF load level, user 

data congestion, energy saving, device on/off analysis, etc.; 

DAF can: 

– subscribe EventSubscription services to collect data on a set of events;  

– subscribe, modify and unsubscribe for event(s) related to UE access and mobility 

information and be notified of the related event(s) based on corresponding subscriptions by 

using NacfEventSubscription service; 
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