
 

 

 

 

INTERNATIONAL  TELECOMMUNICATION  UNION 

  

 Q.920
TELECOMMUNICATION 
STANDARDIZATION  SECTOR 
OF  ITU 

Amendment 1
(06/2000) 

 

SERIES Q: SWITCHING AND SIGNALLING 
Digital subscriber Signalling System No. 1 � Data link 
layer 
 

 ISDN user-network interface data link layer � 
General aspects 
Amendment 1 
 

 

ITU-T  Recommendation  Q.920  �  Amendment 1 
(Formerly  CCITT  Recommendation) 

Copyright International Telecommunication Union/ITU Telcommunication Sector 
Provided by IHS Markit under license with ITU-T Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ITU-T Q.920 AMD 1 2000

http://www.avadocuments.com/doc/itu-t-q-920-amd-1-2000
http://www.avadocuments.com/doc/itu-t-q-920-amd-1-2000
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SPECIFICATIONS OF SIGNALLING SYSTEM No. 6 Q.250�Q.309 
SPECIFICATIONS OF SIGNALLING SYSTEM R1 Q.310�Q.399 
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PUBLIC LAND MOBILE NETWORK Q.1000�Q.1099 
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INTELLIGENT NETWORK Q.1200�Q.1699 
SIGNALLING REQUIREMENTS AND PROTOCOLS FOR IMT-2000 Q.1700�Q.1799 
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For further details, please refer to the list of ITU-T Recommendations. 
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  ITU-T Q.920/Amd.1 (06/2000) i 

ITU-T Recommendation Q.920 
 

ISDN user-network interface data link layer � General aspects 

AMENDMENT 1 

 

 

 

 

Summary 
This Recommendation describes in general terms the link access procedure on the D-channel, 
LAPD. Details are provided in ITU-T Q.921 [1]. 

The purpose of LAPD is to convey information between layer 3 entities across the ISDN 
user-network interface using the D-channel. 

This Recommendation has been amended in order to add a new Annex A to describe in general 
terms the link access procedure for use in a symmetrical application between two Private Integrated 
Network eXchanges (PINXs) at the Q reference point. 

 

 

Source 
Amendment 1 to ITU-T Recommendation Q.920 was prepared by ITU-T Study Group 11 
(1997-2000) and approved under the WTSC Resolution 1 procedure on 15 June 2000. 
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