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FOREWORD

The ITU Telecommunication Standardization Sector (ITU-T) is a permanent organ of the International Telecom-
munication Union. The ITU-T is responsible for studying technical, operating and tariff questions and issuing
Recommendations on them with a view to standardizing telecommunications on a worldwide basis.

The World Telecommunication Standardization Conference (WTSC), which meets every four years, established the
topics for study by the ITU-T Study Groups which, in their turn, produce Recommendations on these topics.

ITU-T Recommendation Q.955, clause 3, was prepared by the ITU-T Study Group XI (1988-1993) and was approved by
the WTSC (Helsinki, March 1-12, 1993).

___________________

NOTES

1 As a consequence of a reform process within the International Telecommunication Union (ITU), the CCITT
ceased to exist as of 28 February 1993. In its place, the ITU Telecommunication Standardization Sector (ITU-T) was
created as of 1 March 1993. Similarly, in this reform process, the CCIR and the IFRB have been replaced by the
Radiocommunication Sector.

In order not to delay publication of this Recommendation, no change has been made in the text to references containing
the acronyms “CCITT, CCIR or IFRB” or their associated entities such as Plenary Assembly, Secretariat, etc. Future
editions of this Recommendation will contain the proper terminology related to the new ITU structure.

2 In this Recommendation, the expression “Administration” is used for conciseness to indicate both a
telecommunication administration and a recognized operating agency.

  ITU  1994

All rights reserved. No part of this publication may be reproduced or utilized in any form or by any means, electronic or
mechanical, including photocopying and microfilm, without permission in writing from the ITU.

Copyright International Telecommunication Union/ITU Telcommunication Sector 
Provided by IHS Markit under license with ITU-T Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ITU-T Q.955.3 1993

http://www.avadocuments.com/doc/itu-t-q-955-3-1993
http://www.avadocuments.com/doc/itu-t-q-955-3-1993


Recommendation Q.955     (03/93) i

CONTENTS
Recommendation Q.955     (03/93)

Page

3 Multi-level precedence and preemption (MLPP) ........................................................................................... 1
3.1 Definition.......................................................................................................................................... 1
3.2 Description........................................................................................................................................ 1
3.3 Operational requirements.................................................................................................................. 2
3.4 Coding requirements......................................................................................................................... 4
3.5 Signalling requirements .................................................................................................................... 8
3.6 Interactions with other supplementary services ................................................................................ 16
3.7 Interactions with other networks....................................................................................................... 20
3.8 Signalling flows ................................................................................................................................ 25
3.9 Parameter values – timers ................................................................................................................. 29

Copyright International Telecommunication Union/ITU Telcommunication Sector 
Provided by IHS Markit under license with ITU-T Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ITU-T Q.955.3 1993

http://www.avadocuments.com/doc/itu-t-q-955-3-1993
http://www.avadocuments.com/doc/itu-t-q-955-3-1993


Copyright International Telecommunication Union/ITU Telcommunication Sector 
Provided by IHS Markit under license with ITU-T Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ITU-T Q.955.3 1993

http://www.avadocuments.com/doc/itu-t-q-955-3-1993
http://www.avadocuments.com/doc/itu-t-q-955-3-1993


Recommendation Q.955     (03/93) 1

Recommendation Q.955
Recommendation Q.955     (03/93)

STAGE  3  DESCRIPTION  FOR  “COMMUNITY  OF  INTEREST”
SUPPLEMENTARY  SERVICES,  USING  DSS  1

(Helsinki 1993)

3 Multi-level precedence and preemption (MLPP)

3.1 Definition

The Multi-level Precedence and Preemption (MLPP) supplementary service provides prioritized call handling service.
This supplementary service has two parts – precedence and preemption. Precedence involves assigning a priority level to
a call. Preemption involves the seizing of resources, which are in use by a call of a lower precedence, by a higher level
precedence call in the absence of idle resources. Users in networks that do not support this service will not be affected
by this service.

The stage 1 description of the MLPP supplementary service is contained in 3/I.255.

The stage 2 description of the MLPP supplementary service is contained in 3/Q.85.

3.2 Description

3.2.1 General description

The MLPP supplementary service is provided as a network provider’s option to a domain of a network. The domain can
be the whole network or a subset of the network. The MLPP supplementary service applies to all network resources in
the domain that are in common use. The maximum precedence level of a subscriber is set at the subscription time by the
service provider based on the subscriber’s need. The subscriber may select a precedence level up to and including the
maximum subscribed to precedence level on a per call basis.

Precedence calls (calls using the MLPP supplementary service that have a higher precedence than the lowest level of
precedence) that are not responded to by the called party (e.g. call unanswered and/or unacknowledged, called party
busy with call of equal or higher precedence, or called party busy and non-preemptable) are diverted to a predetermined
alternate party. This alternate party may be another subscriber or a network operating position.

Preemption may take one of two forms. First, the called party may be busy with a lower precedence call which must be
preempted in favor of completing the higher precedence call from the calling party. Second, the network resources may
be busy with calls some of which are of lower precedence than the call requested by the calling party. One or more of
these lower precedence calls must be preempted to complete the higher precedence call. There are three characteristics of
preemption:

1) Any party whose connection was terminated (whether that resource is reused or not) must receive a
distinctive preemption notification.

2) Any called party of an active call that is being preempted by a higher precedence call should be required
to acknowledge the preemption before being connected to the new calling party.

3) When there are no idle resources, preemption of the lowest lower level of precedence resources shall
occur.

A call can be preempted any time after the precedence level of the call has been established and before call clearing has
begun.
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2 Recommendation Q.955     (03/93)

The MLPP supplementary service is not intended to provide preemption of users that do not subscribe to the MLPP
supplementary service. The service provides for preemption of calls within the MLPP domain, which consists of the
resources belonging to the users that subscribe to the MLPP supplementary service. In other words, calls that are
originated by or made to non-MLPP users will not be preempted. Calls that are originated by MLPP subscribers may be
preempted by calls of higher precedence only in networks that support this service.

3.2.2 Specific terminology

The following specific terminology is used in this Recommendation:

Precedence is the priority associated with a call.

A precedence call is a call using the MLPP supplementary service with precedence level higher than the lowest level of
precedence.

An MLPP call is a call using the MLPP supplementary service that has a precedence level established and is either being
setup or is setup. In the DSS 1, an MLPP call is a call from an MLPP subscriber for which a SETUP has been sent but
no DISCONNECT has been sent or received (i.e. call states U1 through U10).

A preempting call is a call using the MLPP supplementary service with a precedence level higher than the lowest (i.e.
ROUTINE) level of precedence, for which a call setup request has been received at the exchange.

User is a DSS 1 protocol entity at the user side of the user-network interface. A user is identified by a terminal, which is
addressed by its ISDN number. A called user is considered busy if he is on an active call (i.e. in call state U10).

Network is a DSS 1 protocol entity at the network side of the user-network interface.

A preemptable circuit is a circuit that is active with or reserved for an MLPP call: (1) within the same domain as the
preempting call and (2) with a lower precedence than the preempting call. A busy or reserved circuit for which a
precedence level has not been specified is not a preemptable circuit.

A preemption initiating exchange is the exchange that is congested (i.e. no idle circuits) and has received a preempting
call setup.

Congestion has been encountered when it is determined that all circuits capable of routing the MLPP call are busy (i.e.
no idle circuits.)

Response Timer TK is as defined in 3/Q.85. The length of this timer is in the range of 4-30 seconds.

An alternate party is as defined in 3/Q.85.

OE (Originating Exchange) is an exchange that is directly connected to a calling user.

DE (Destination Exchange) is an exchange that is directly connected to a called user.

The “Invoke”, “ Return Result”, and “Return Error” components shall be as defined in 8.2.3.1.1/Q.932.

3.2.3 Qualifications on the applicability to telecommunication services

This supplementary service is considered meaningful when applied to the Telephony Teleservice, speech, 3.1 kHz audio,
7 kHz audio, and 64 kbit/s unrestricted bearer services. Furthermore, it may be meaningful when applied to other
services.

3.2.4 State definitions

No additional call states, beyond those specified in Recommendations Q.931 and Q.932, are identified for the MLPP
service.

3.3 Operational requirements

3.3.1 Provision/withdrawal

For a given ISDN number, a maximum authorized precedence level may be subscribed to for each service or collectively
for all services.
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Recommendation Q.955     (03/93) 3

3.3.1.1 Terminal options

A user, as identified by a terminal, has the following subscription options for the MLPP supplementary service:

1) Maximum authorized precedence level (see Note 1):

a) 0 (FLASH OVERRIDE – highest)

b) 1 (FLASH)

c) 2 (IMMEDIATE)

d) 3 (PRIORITY)

e) 4 (ROUTINE – lowest).

2) Alternate party:

a) yes

– network operating position

– alternate party directory number

b) no.

3) Access resources non-preemptable (see Note 2):

a)  yes

b) no.

NOTES

1 A call of higher precedence level can preempt calls of lower precedence. For example, a FLASH call can preempt
IMMEDIATE, PRIORITY, or ROUTINE calls.

2 A user having this option will not experience preemption of calls by higher precedence calls, if the cause for
preemption would be due to called party busy condition. However, the user may still experience preemption of calls due to a lack of
network resources other than the user’s own access resources.

Terminal equipment invoking MLPP supplementary service should be able to indicate the precedence level of the call in
the SETUP message and should support Cause values: #8, “preemption” and #46, “precedence call blocked”.

Terminal equipment that receive MLPP calls, including that of the alternate party, should support the Hold and Retrieve
functions, as defined in 6.2.1/Q.932, Cause value: #8, “preemption”. Terminal equipment receiving MLPP calls do not
have to subscribe to the call hold supplementary service.

3.3.1.2 Network options

As described in MLPP supplementary service Recommendations I.255.3 (for stage 1) and 3/Q.85 (for stage 2).

3.3.2 Requirements on the originating network side

Notification to the calling, called, and preempted users (as a result of preemption in the network or access) shall be
conveyed in call control messages using Cause #8 and #46 in the Cause information element, as described in this
Recommendation.

Notification to the calling user of delay in call setup shall be conveyed in the NOTIFY message using notification
description “0 0 0 0 1 0 0” in the Notification indicator information element, as described in this Recommendation.

Notification to all conferees of served user preemption shall be conveyed in the NOTIFY message using notification
description “1 0 0 1 1 1 1” in the Notification indicator information element, as described in this Recommendation.

Notification to the remaining parties of a three way conversation that conference is disconnected as a result of
preemption of one of the two calls, shall be conveyed in the NOTIFY or DISCONNECT message using notification
description “1 0 0 1 1 0 0” in the Notification indicator information element, as described in this Recommendation.

3.3.3 Requirements in the network

This subclause is not applicable to DSS 1.
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4 Recommendation Q.955     (03/93)

3.3.4 Requirements on the terminating network side

Notification to the calling, called, and preempted users (as a result of preemption in the network or access) shall be
conveyed in call control messages using Cause #s 8 and #46 in the Cause information element, as described in this
Recommendation.

3.4 Coding requirements

3.4.1 Messages

The following messages are applicable to the operation of the MLPP supplementary service: SETUP, ALERTING,
NOTIFY, REGISTER, FACILITY, HOLD, HOLD ACKNOWLEDGE, HOLD REJECT, DISCONNECT, RELEASE,
and RELEASE COMPLETE.

The SETUP, ALERTING, NOTIFY, DISCONNECT, RELEASE, and RELEASE COMPLETE messages shall be as
defined in 3.3.1/Q.931. For the SETUP, NOTIFY, and DISCONNECT messages the following changes are required.

The SETUP message will contain the Facility information element. In addition, it shall contain the optional Calling party
number, Called party number, and Channel identification information elements as mandatory information elements. The
NOTIFY message shall contain the Notification indicator information element to indicate delay in call setup, as
described in the MLPP procedure. The DISCONNECT message shall include the Cause information element, coded as
described in this Recommendation.

The FACILITY message shall contain the Return Result or Return Error components in its Facility information element
when it is sent in response to the REGISTER message that shall be used to invoke an MLPP DSS 1 Look-ahead For
Busy (LFB) query. The RELEASE COMPLETE message shall be used to terminate the signalling association created by
the REGISTER message.

The REGISTER, FACILITY, HOLD, HOLD ACKNOWLEDGE, and HOLD REJECT messages shall be as defined in
7.1/Q.932. The REGISTER message shall contain the Bearer capability, Calling party number, Called party number, and
Channel identification information elements encapsulated within the Invoke component of the Facility information
element. The HOLD message shall also contain the Cause information element, coded as appropriate to the MLPP
procedure.

3.4.2 Codesets

All information elements are in codeset 0. Cause values #8 and #46, contained in the Cause information element, are
proposed codeset 0 values.

3.4.3 Information elements

The following information elements are applicable.

3.4.3.1 Facility information element

For the functional protocol, the Facility information element, as described in 8.2.2/Q.932, shall be used for three MLPP
operations, mLPPCallpreemption with operation value 26 (for management of the circuit occupied by the to be
preempted call), mLPPCallrequest (for MLPP call) with operation value 25 and mLPPLFBquery [for MLPP Look-ahead
for Busy (LFB) query] with operation value 24. The MLPP operations and errors are defined in 3.4.

3.4.3.2 Cause Information Element

For indicating the preemption of the call in the network and in the access, the Cause information element, as described in
4.5.12/Q.931, shall be used with the two proposed codepoints for cause values described in Table 3-1.
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Recommendation Q.955     (03/93) 5

TABLE  3-1/Q.955

Cause information element

3.4.3.3 Notification indicator information element

For indicating call completion delay; conference disconnected, preemption; and for indicating conference floating,
served user preempted, the Notification indicator information element, as described in 4.5.21/Q.931, shall be used with
the notification descriptions, as described in Table 3-2.

TABLE  3-2/Q.955

Notification indicator information element

3.4.4 Definition of operations and errors

The definition of operations and errors required for the MLPP supplementary service using the ASN.1, as specified in
Recommendation X.208 and using the OPERATION and ERROR macros, as defined in Figure 4/X.219, is in Table 3-3.

TABLE  3-3/Q.955

Definition of operations and errors

Number Label Meaning

8 Preemption

46 Precedence call blocked No preemptable circuit or called user is busy with a call of
equal or higher precedence level

Notification Description (Octet 3)

Bits

7 6 5 4 3 2 1

0 0 0 0 1 0 0 Call completion delay

1 0 0 1 1 1 1 Conference floating served user preempted

1 0 0 1 1 0 0 Conference disconneted, preemption
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6 Recommendation Q.955     (03/93)

TABLE  3-3/Q.955 (continued)

Definition of operations and errors
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��THE�)%?ARG�SHALL�BE�AS�DEFINED�IN�1�����

-,00?,&"?RESP ��� 3%15%.#%�[3TATUS1UERY��,OCATION]


��4HE�-,00�$33��,&"�QUERY�RESPONSE�CONTAINS�TWO


��PARAMETERS��3TATUS1UERY�AND�,OCATION�

3TATUS1UERY ��� %.5-%2!4%$
[
SUCCESS��	�



��-ANY�CASES�AS�DESCRIBED�IN�THE�OPTIONAL�-,00�,&"
FAILURE��	�



��-ANY�CASES�AS�DESCRIBED�IN�THE�-,00�PROCEDURE�WITH�,&"


��OPTION�
BEARER#APABILITY.OT!UTHORIZED��	�
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]
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TABLE  3-3/Q.955 (concluded)

Definition of operations and errors

,OCATION ��� 1���)NFORMATION%LEMENT


��A�BIT�STRING�WHICH�CONFORMS�TO�/CTECT���OF�THE�#AUSE
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]
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3.5 Signalling requirements

3.5.1 Activation/deactivation/registration

Not applicable.

3.5.2 Invocation and operation

Invocation and operation without an optional MLPP DSS 1 LFB query is illustrated in Figures 3-1 through 3-3 and
described in 3.5.2.1.

3.5.2.1 MLPP DSS 1 procedure without LFB option

3.5.2.1.1 Procedure at originating exchange/originating user side

3.5.2.1.1.1  Normal operation

The calling user shall implicitly invoke the MLPP supplementary service by sending a SETUP message to the network.

The calling user shall explicitly invoke the MLPP supplementary service by including the Facility information element
in the SETUP message sent to the network. The Invoke component of the mLPPCallrequest operation within the Facility
information element contains the precedence level (Prec_level), LFB Indication (LFB_Indictn), and MLPP Service
Domain (MLPP_Svc_Domn). The precedence level inserted by the user may be up to and including the maximum
subscribed to precedence level on a per call basis. The LFB Indication and MLPP Service Domain values are set
according to user subscription options.

Upon receipt of a SETUP message for an MLPP service call, the originating exchange shall do the following:

1) If the Facility information element is not present in the SETUP message for a call invoking MLPP
supplementary service (i.e. from an MLPP subscriber) and the calling user has subscribed to the MLPP
supplementary service for the bearer capability in the SETUP message the originating exchange shall
formulate a Facility information element with a precedence level equal to ROUTINE by coding
Prec_level to “routine”.

2) If the Facility information element is present in the SETUP message for a call invoking the MLPP
supplementary service, it shall validate the precedence level to insure that it falls within the range that the
calling user is authorized.

In both cases in items 1) and 2) above, the originating exchange shall also set appropriate codes for LFB
Indication (LFB_Indictn) and MLPP Service Domain (MLPP_Svc_domn) in the Facility information
element. If the LFB option is supported by the network and subscribed to for the precedence level in the
SETUP message, the LFB_Indictn is coded “lfbAllowed”. If the LFB option is not supported by the
network or if the LFB option is supported by the network but not subscribed to for the precedence level in
the SETUP message, LFB_Indictn is coded “lfbNotAllowed”.

3) Upon formulating the Facility information element with a precedence level equal to ROUTINE or
receiving the Facility information element with a valid precedence level, the originating exchange shall
mark the circuit busy with the precedence level and MLPP Service Domain of the outgoing MLPP call,
send the CALL PROCEEDING message toward the calling user and a Setup Indication toward the
network, and wait for the network response. Upon receipt of the CALL PROCEEDING message, the
calling user shall mark the outgoing circuit busy with the precedence level and MLPP Service Domain of
the outgoing MLPP call. Upon receiving an Alerting Indication that user alerting is initiated at the called
user, the originating exchange shall check to determine if the called user is an MLPP subscriber or not. If
the called user is not an MLPP subscriber, the originating exchange shall unmark the previously marked
circuit for the MLPP call; if the called user is an MLPP subscriber, the originating exchange shall retain
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marking on the previously marked circuit for the MLPP call. Then, in both cases above, the MLPP call
setup will continue, as described in 5.1/Q.931, except that upon receipt of the ALERTING message, the
calling user shall unmark the previously marked circuit if the StatusRequest in the Return Result
component of its Facility information element is coded to “successCalledUserNotMLPPSubscriber”.

3.5.2.1.1.2 Exceptional Procedures

1) Upon receipt of a SETUP message for an MLPP service call, the originating exchange shall check to
determine if the network supports the invoked MLPP service. If this check is not satisfied, the Facility
information element shall be ignored or not formulated and the MLPP call setup shall continue as if it
were a basic call, as described in 5.1/Q.931, except that the first call control message shall contain the
Return Error component of the mLPPCallrequest operation in its Facility information element, which is
coded to “rejectedByNetwork”.

2) If the Facility information element is present in the SETUP message for a call invoking the MLPP
supplementary service (i.e. from an MLPP subscriber) and if the calling user exceeds the maximum
subscribed precedence level, the originating exchange shall return a RELEASE COMPLETE message
toward the calling user, which contains the Return Error component of the mLPPCallrequest operation in
its Facility information element with Error “unauthorizedPrecedenceLevel”.

3) If the Facility information element is not present in the SETUP message for a call invoking MLPP
supplementary service (i.e. from an MLPP subscriber) and if the calling user has not subscribed to the
MLPP supplementary service for the bearer capability in the SETUP message, the originating exchange
shall reject the call by sending a RELEASE COMPLETE message toward the calling user, which contains
the Return Error component of the mLPPCallrequest operation in its Facility information element with
Error “userNotSubscribed”.

4) The precedence call may not be completed as a result of a network exchange being busy with calls of
equal or higher precedence (on the path toward the called user) or no preemptable circuit at the called
interface. In this case, upon receipt of the Release Indication with cause value #46, “precedence call
blocked” from the network, the originating exchange shall return a DISCONNECT message toward the
calling user with the same cause value to clear the call. The DISCONNECT message shall also contain
the Return Result component of the mLPPCallrequest operation in its Facility information element with
StatusRequest coded to “failureCaseA”, indicating call failure.

5) The precedence call may not be completed as a result of called user, who has not subscribed to alternate
party, is busy with either: (a) a call of equal or higher precedence than the calling user and no call
completion supplementary services (e.g. call waiting) or call offering supplementary services (e.g. call
forwarding busy) are available or (b) non-preemptable access resources and no call completion
supplementary services (e.g. call waiting) or call offering supplementary services (e.g. call forwarding
busy) are available. In this case, upon receipt of the Release Indication with cause value #46, “precedence
call blocked” from the network, the originating exchange shall return a DISCONNECT message toward
the calling user with the same cause value to clear the call. The DISCONNECT message shall also
contain the Return Result component of the mLPPCallrequest operation in its Facility information
element with StatusRequest coded to “failureCaseA”, indicating call failure.

6) An MLPP call may be preempted as a result of preemption in the network or access. In this case, upon
receipt of the Release Indication with cause value #8, “preemption” from the network, the originating
exchange shall return a DISCONNECT message toward the calling user with the same Cause to clear the
call. The DISCONNECT message shall also contain the Return Result component of the
mLPPCallrequest operation in its Facility information element with StatusRequest coded to
“failureCaseB”, indicating call failure.
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3.5.2.1.2 Procedure at destination exchange/destination user side

3.5.2.1.2.1  Normal operation

Upon receipt of the Setup Indication, the destination exchange that serves the called user shall mark the incoming circuit
(identified by the Channel identification information element within the SETUP message) busy at the precedence level
and MLPP Service Domain of the MLPP call. Then:

If LFB Indication was set to “pathReserved”, the network shall stop timer TLR which it had started upon marking a
circuit to the called user as reserved (see 3.5.2.2.2.1). Then:

– If the reserved (or marked) circuit to the called user (as identified by a match between the Calling Party
Number within the Setup Indication and Calling Party Numbers of the “reserved” circuits) is found and it
is not idle, and if the called user is busy, the procedure in item 3) b) (1) (a) below shall be followed;
otherwise, the procedure in item 2) b) (1) below shall be followed.

– If the reserved circuit to the called user is found and it is idle, it shall be marked with the precedence level
and MLPP Service Domain of the incoming MLPP call, and the procedure in item 1) b) below shall be
followed.

– If the reserved circuit to the called user is not found, the LFB Indication is coded to “lfbNotAllowed”, and
the procedure in the items below shall be followed.

If LFB Indication was not set to “pathReserved”, the procedure in the items below shall be followed.

1) If the called user is idle and an idle circuit to deliver the call to the called user exists, it shall mark the idle
circuit busy at the precedence level and MLPP Service Domain of the incoming MLPP call. Then:

a) If the incoming call is a ROUTINE call, a SETUP message shall be sent to the called user, which
contains the Invoke component of the mLPPCallrequest operation in its Facility information element.
The called user shall respond with: a CALL PROCEEDING message and mark the idle circuit busy
at the precedence level and MLPP Service Domain of the incoming MLPP call or RELEASE
COMPLETE message. Upon receipt of a CALL PROCEEDING message from the called user
indicating that compatibility requirements have been satisfied, the procedure in item 4) shall be
followed; otherwise, upon receipt of a RELEASE COMPLETE message from the called user with
cause value #88, “incompatible destination”, indicating that compatibility requirements have not
been satisfied, the network shall unmark the previously marked circuit and clear the incoming call
with the same cause value.

b) If the incoming call is a precedence call, a SETUP message shall be sent to the called user, which
contains the Invoke component of the mLPPCallrequest operation in its Facility information element.
The called user shall respond with: a CALL PROCEEDING message and mark the idle circuit busy
at the precedence level and MLPP Service Domain of the incoming MLPP call or a RELEASE
COMPLETE message. Upon receipt of a CALL PROCEEDING message from the called user,
indicating that compatibility requirements have been satisfied, the following procedure will be
followed; otherwise, upon receipt of a RELEASE COMPLETE message from the called user with
cause value #88, “incompatible destination”, indicating that compatibility requirements have not
been satisfied, the network shall unmark the previously marked circuit and continue the preempting
call setup employing the procedure in item 3) b) (1) (b), items 1) through 3).

(1) If an alternate party is subscribed to, then:

(a) Upon receipt of ALERTING message, sent by the called user, indicating that the called
user has been notified of the precedence call, the network shall start timer TK. The
ALERTING message shall contain the Return Result component of the mLPPCallrequest
operation in its Facility information element. Then, the destination exchange shall check
the StatusRequest to determine if the called user is an MLPP subscriber. If the called user is
not an MLPP subscriber (as indicated by StatusRequest coded to
“successCalledUserNotMLPPSubscriber”), the destination exchange shall unmark the
previously marked circuit for the MLPP call; if the called user is an MLPP subscriber (as
indicated by StatusRequest coded to “successCalledUserMLPPSubscriber”), the destination
exchange shall retain marking on the previously marked circuit for the MLPP call. If the
called user responds with a CONNECT message before the expiry of timer TK (indicating
called user acceptance of preemption), the network shall stop timer TK and the network
shall complete the MLPP call setup, as described in 5.2.7/Q.931. If no CONNECT message

Copyright International Telecommunication Union/ITU Telcommunication Sector 
Provided by IHS Markit under license with ITU-T Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

--`,,```,,,,````-`-`,,`,,`,`,,`---

Full document details: ITU-T Q.955.3 1993

http://www.avadocuments.com/doc/itu-t-q-955-3-1993
http://www.avadocuments.com/doc/itu-t-q-955-3-1993


Recommendation Q.955     (03/93) 11

is received from the called user before the expiry of timer TK, the network shall stop timer
TK and the network shall divert the precedence call to the alternate party, using the
procedures as described in 3/Q.952 for the call forwarding no reply supplementary service.
The setup sent to the alternate party shall contain: the precedence level and MLPP Service
Domain of the diverted precedence call, LFB Indication set to “lfbNotAllowed”, and the
reason for redirection = Call Forwarding No Reply.

(b) If no ALERTING message is received, the network shall divert the precedence call to the
alternate party, using the procedures as described in 3/Q.952 for the call forwarding no
reply supplementary service. The setup sent to the alternate party shall contain: the
precedence level and MLPP Service Domain of the diverted precedence call, LFB
Indication set to “lfbNotAllowed”, and the reason for redirection = Call Forwarding No
Reply.

(2) If no alternate party is subscribed to, then the procedure in item 4) shall be followed.

2) If the called user is idle, but an idle circuit to deliver the call to the called user does not exist, then:

a) If the call is a ROUTINE call, clearing of the calling user shall be initiated by sending a Reject
Indication to the network with cause value #34, “no circuit/channel available”.

b) If the call is a precedence call and the existing MLPP call is at lower precedence, then:

(1) If preemptable access resources exist, the network shall mark the circuit (carrying the existing
MLPP call) with the precedence level and MLPP Service Domain of the incoming call and the
network shall send a SETUP message, which contains the Invoke component of the
mLPPCallrequest operation in its Facility information element, to the called user. The called
user may respond with a CALL PROCEEDING message or a RELEASE COMPLETE
message. Then:

Upon receipt a CALL PROCEEDING message from the called user, indicating that
compatibility requirements have been satisfied, the network shall clear the existing MLPP call
to the busy user (i.e. “other user”) on the called interface toward: (a) the busy user, using a
DISCONNECT message and (b) the network with cause value #8 and the preempting call setup
continues employing the procedure in item 5). The DISCONNECT message shall contain the
Invoke component of the mLPPCallpreemption operation in its Facility information element
with Preempt params coded to “circuitReservedForReuse”.

Upon receipt of a RELEASE COMPLETE message from the called user with cause value #88,
“incompatible destination”, indicating that compatibility requirements have not been satisfied,
the network shall unmark the previously marked circuit and continue the preempting call setup
employing the procedure in item 3) b) (1) (b), items 1) through 3) except that the “called user”
is to be interpreted as the “other user” under consideration on the called interface.

(2) If preemptable access resources do not exist, the network shall continue the preempting call
setup employing the procedure in item 3) b) (1) (b), items 1) through 3) except that the “called
user” is to be interpreted as the “other user” under consideration on the called interface.

c) If the call is a precedence call and the existing MLPP call is at equal or higher precedence, then the
procedure in item 3) b) (1) (b) shall be followed.
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3) If the called user is busy, then:

a) If the call is a ROUTINE call, clearing of the calling user shall be initiated by sending an Indication
to the network with cause value #17, “user busy”.

b) If the call is a precedence call, then:

(1) If the called user is busy with a call of lower precedence, then:

(a) If preemptable access resources exist, the network shall mark the circuit (carrying the
MLPP call of the called user) with the precedence level and MLPP Service Domain of the
incoming call and the network shall send a SETUP message, which contains the Invoke
component of the mLPPCallrequest operation in its Facility information element, to the
called user. The called user may respond with a CALL PROCEEDING message or a
RELEASE COMPLETE message. Then:

1) Upon receipt a CALL PROCEEDING message from the called user, indicating that
compatibility requirements have been satisfied, the network shall place the existing
MLPP call on hold, using a HOLD message delivered to the called user with cause
value #8, “preemption” (in order to notify the called user of intended preemption) and
the network shall start the timer TK. Upon sending the CALL PROCEEDING message,
the called user shall mark the circuit with which the called user is busy with the
precedence level and MLPP Service Domain of the incoming MLPP call.

If the called user responds with a HOLD ACKNOWLEDGE message is received before
the expiry of timer TK (indicating the acceptance of intended preemption), the network
shall stop the timer TK and the network shall clear the existing MLPP call to: (a) the
called user, using a DISCONNECT message and (b) the remote (to be preempted) user
with a cause value #8 and the network shall continue the preempting call setup
employing the procedure in item 5). The DISCONNECT message shall contain the
Invoke component of the mLPPCallpreemption operation in its Facility information
element with Preempt_params coded to “circuitReservedForReuse”.

If no HOLD ACKNOWLEDGE message is received from the called user before the
expiry of the timer TK, the network shall stop the timer TK. Then, if an alternate party is
subscribed to, the network shall clear the existing MLPP call to: (a) the called user
using a DISCONNECT message and (b) the remote (to be preempted) user with a cause
value #8 and the network shall divert the incoming (preempting) call to the alternate
party, using the procedures as described in 2/Q.952 for the call forwarding busy
supplementary service. The DISCONNECT message shall contain the Invoke
component of the mLPPCallpreemption operation in its Facility information element
with Preempt_params coded to “circuitNotReservedForReuse”. The setup sent to the
alternate party shall contain: the precedence level and MLPP Service Domain of the
diverted precedence call, LFB Indication set to “lfbNotAllowed” and the reason for
redirection = Call Forwarding Busy. Otherwise (i.e. when no HOLD ACKNOWLEDGE
message is received from the called user before the expiry of the timer TK and no
alternate party is subscribed to), the network shall clear the existing MLPP call to: (a)
the called user, using a DISCONNECT message and (b) the remote (to be preempted)
user with a cause value #8 and the network shall continue the preempting call setup
employing the procedure in item 5). The DISCONNECT message shall contain the
Invoke component of the mLPPCallpreemption operation in its Facility information
element with Preempt_params coded to “circuitReservedForReuse”.

If the called user corresponds with a STATUS message in response to the HOLD
message sent by the network indicating that the called user’s terminal does not support
the Hold function, the network shall clear the existing MLPP call to: (a) the called user,
using a DISCONNECT message and (b) the remote (to be preempted) user with a cause
value #8 and the network shall continue the preempting call setup employing the
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procedure in item 5). The DISCONNECT message shall contain the Invoke component
of the mLPPCallpreemption operation in its Facility information element with
Preempt_params coded to “circuitReservedForReuse”.

2) Upon receipt of a RELEASE COMPLETE message from the called user with cause
value #88, “incompatible destination”, indicating that compatibility requirements have
not been satisfied, the network shall unmark the previously marked circuit and continue
the preempting call setup employing the procedure in item 3) b) (1) (b), items 1).
through 3).

(b) If preemptable access resources do not exist, then:

1) If call completion or call offering supplementary services are available, then procedures
as defined in MLPP supplementary service interactions with call completion or call
offering supplementary services shall be initiated.

2) If call completion or call offering supplementary services are not available, but alternate
party is subscribed to, the network shall divert the incoming precedence call to the
alternate party, using the procedures as described in 2/Q.952 for the call forwarding
busy supplementary service. The setup sent to the alternate party shall contain: the
precedence level and MLPP Service Domain of the diverted precedence call, LFB
Indication set to “lfbNotAllowed”, and the reason for redirection = Call Forwarding
Busy.

3) If call completion or call offering supplementary services are not available and no
alternate party is subscribed to, the network shall clear the calling user with cause value
#46, “precedence call blocked”.

(2) If the called user is busy with a call of equal or higher precedence, the procedure in item
3) b) (1) (b) shall be followed.

4) Upon receipt of the ALERTING message from the called user, which contains the Return Result
component of the mLPPCallrequest operation in its Facility information element, the destination
exchange shall check the StatusRequest to determine if the called user is an MLPP subscriber. If the
called user is not an MLPP subscriber (as indicated by StatusRequest coded to
“successCalledUserNotMLPPSubscriber”), the destination exchange shall unmark the previously marked
circuit for the MLPP call; if the called user is an MLPP subscriber (as indicated by StatusRequest coded
to “successCalledUserMLPPSubscriber”), the destination exchange shall retain marking on the previously
marked circuit for the MLPP call. Then, in both cases above, the network shall complete the MLPP call
setup as described in 5.2.7/Q.931.

5) Upon sending the DISCONNECT message in case (a), the network shall start the timer TRR to ensure that
the circuit reserved for reuse is unreserved at the expiry of timer TRR. Then:

a) If the existing call is cleared within timer TRR, as indicated by the network receiving RELEASE
message from the destination user (called user or other user, as appropriate), which contains the
Return Result component of the mLPPCallpreemption operation in its Facility information element,
the network shall stop the timer TRR as indicated by the network receiving RELEASE message from
the destination user (called user or other user, as appropriate), which contains the Return Result
component of the mLPPCallpreemption operation in its Facility information element the network
shall continue the preempting call by using the same (reserved) circuit and following the procedure
in items 1) b) (1) or 1) b) (2), as appropriate.

b) If the timer TRR expires and no response is obtained to the DISCONNECT message, from the
destination user (called user or other user, as appropriate), the network shall stop the timer TRR,
unreserved the marked circuit, and the procedure in this section (see 3.5.2.1.2.1, starting with
item 1)) shall be followed, if this was the first attempt to setup the MLPP call; otherwise, the network
shall clear the call toward calling user with cause value #46, “precedence call blocked”.

3.5.2.1.2.2 Exceptional procedures

1) If the called user’s terminal does not support the Hold function, the user may return a STATUS message
with cause value #98, “message not compatible with call state or message type nonexistent or not
implemented” or cause value #97, “message type non-existent or not implemented” in response to the
HOLD message sent by the destination network. Alternatively, the user may return a STATUS
ENQUIRY message as described in 5.8.4/Q.931. In both cases, the destination network shall clear the
existing MLPP call to: (a) the called user, using a DISCONNECT message and (b) the remote (to be
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preempted user) user with a cause value #8 and the network shall continue the preempting call setup
employing the procedure in 3.5.2.1.2.1, item 5). The DISCONNECT message shall contain the Invoke
component of the mLPPCallpreemption operation in its Facility information element with
Preempt_params coded to “circuitReservedForReuse”.

2) If the incoming call is a precedence call and the called user is busy with a call of lower precedence and
has preemptable access resources, then the following procedure is followed if the called user responds
with a HOLD REJECT message within response timer TK to the HOLD message sent by the network.
The network shall clear the existing MLPP call to: (a) the called user, using a DISCONNECT message
and (b) the remote (to be preempted) user with a cause value #8 and the network shall continue the
preempting call setup employing the procedure in 3.5.2.1.2.1, item 5). The DISCONNECT message shall
contain the Invoke component of the mLPPCallpreemption operation in its Facility information element
with Preempt_params coded to “circuitReservedForReuse”.

3) An MLPP call may be preempted as a result of preemption in the network or access. In this case, upon
receipt of the Release Indication or DISCONNECT message with cause value #8, “preemption” the
destination network shall, respectively send the DISCONNECT message toward the called user or
Release Indication toward the network with the same Cause to clear the call. The DISCONNECT
message shall also contain the Return Result component of the mLPPCallrequest operation in its Facility
information element, containing StatusRequest coded to “failureCaseB”, indicating call failure.

3.5.2.2 Optional MLPP DSS 1  LFB procedure

When the LFB option is provided in the DSS 1, then the MLPP DSS 1 LFB query shall be invoked in the DSS 1
environment to continue the network LFB query. The DSS 1 shall employ the Invoke component of the mLPPLFBquery
operation contained in the Facility information element of the REGISTER message to invoke the query and the Return
Result or Return Error components of the mLPPLFBquery operation contained in the Facility information element of the
FACILITY message to return the responses to the query. The signalling association created by the REGISTER message
shall be terminated by employing the RELEASE COMPLETE message, as described in 6.3.2/Q.932.

The optional MLPP DSS 1 LFB procedure is illustrated in Figure 3-4 and described in the following.

3.5.2.2.1 Procedure at originating exchange/Originating user side

3.5.2.2.1.1  Normal operation

None identified.

3.5.2.2.1.2  Exceptional procedures

None identified.

3.5.2.2.2 Procedure at destination exchange/destination user side

3.5.2.2.2.1  Normal operation

When an LFB option is provided in the DSS 1, upon receipt of the network LFB query Indication, the destination
network that serves the called user shall do the following:

1) If the incoming reserved circuit indicated in the network LFB query Indication is available, the network
shall mark it (with precedence level, MLPP Service Domain, and Calling party number) reserved for use
by the preempting call and the procedure below shall be followed.

The destination network shall send a REGISTER message, containing the Invoke component of the
mLPPLFBquery operation, toward the called user. The called user shall respond to the REGISTER
message with a FACILITY message, containing the query response in the Return Result or Return Error

Copyright International Telecommunication Union/ITU Telcommunication Sector 
Provided by IHS Markit under license with ITU-T Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ITU-T Q.955.3 1993

http://www.avadocuments.com/doc/itu-t-q-955-3-1993
http://www.avadocuments.com/doc/itu-t-q-955-3-1993


Recommendation Q.955     (03/93) 15

components of the mLPPLFBquery operation in its Facility information element. The network shall start
timer TL when the REGISTER message is sent. Then:

a) Upon receipt of the FACILITY message from the called user, containing the query response in the
Return Result or Return Error components of the mLPPLFBquery operation in its Facility
information element, the network shall do the following:

(1) If the Return Result component of the mLPPLFBquery operation is received with StatusQuery
coded to “bearerCapabilityNotAuthorized”, or “bearerCapabilityNotImplemented”, or
“bearerCapabilityNotAvailable” and cause value #88, “incompatible destination”, the network
shall stop the timer TL and the network shall return a network LFB query response Indication
with the same coding.

(2) If the Return Result component of the mLPPLFBquery operation is received with StatusQuery
coded to “success”, the network shall stop the timer TL and then the following will occur:

(a) If the called user is idle and idle circuit to deliver the call to the called user exists, then the
network shall mark a circuit to the called user (with precedence level, MLPP Service
Domain, and Calling party number) as reserved for use by the preempting call and the
network shall return a network LFB query response Indication, which contains the Return
Result component of the mLPPLFBquery operation with StatusQuery coded to “success”
and LFB Indication coded to “pathReserved”.

The network shall start timer TLR after marking the circuit reserved for use to ensure that
the reserved circuit is unreserved at the expiry of timer TLR.

(b) If the called user is idle, but an idle circuit to deliver the call to the called user does not
exist, then the procedure in item 1) a) (2) (c) 1). (if preemptable access resources exist) or
1) a ) (2) (c) 2). (if preemptable access resources do not exist) shall be followed. When
comparing the precedence levels, the precedence level of the active MLPP call on the
called interface instead of that of the MLPP call to the called user is employed and the
network shall interpret the “called user” as the “other user” under consideration on the
called interface.

(c) If the called user is busy, then:

1) If preemptable access resources exist, the network shall compare the precedence levels
of the preempting call with the MLPP call with which the called user is busy and do the
following:

a) If the called user is busy with a call of lower precedence than the calling user, the
network shall mark the busy circuit to the called user (with precedence level, MLPP
Service Domain, and Calling party number) reserved for use by the preempting call
and the network shall return a network LFB query response Indication, which
contains the Return Result component of the mLPPLFBquery operation with
StatusQuery coded to “success” and LFB Indication coded to “pathReserved”.

The network shall start the timer TLR after marking the circuit reserved for use to
ensure that the reserved circuit is unreserved at the expiry of timer TLR.

b) If the called user is busy with a call of equal or higher precedence than the calling
user, then the following procedure in item 1) a) (2) (c) 2). shall be followed.

2) If preemptable access resources do not exist, then:

a) If call completion or call offering supplementary services are available, the network
shall return a network LFB query response Indication, which is coded to “success”.

b) If call completion or call offering supplementary services are not available, but an
alternate party is subscribed to, the network shall return a network LFB query
response Indication, which is coded to “success”.

c) If call completion or call offering supplementary services are not available and no
alternate party is subscribed to, the network shall return a network LFB query
response Indication, which is coded to “failure”, after unreserving the marked
circuit.
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