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FOREWORD 

The ITü Telecommunication Standardization Sector (ITü-T) is a permanent organ of the International Telecom- 
munication Union. The ITU-T is responsible for studying technical, operating and tariff questions and issuing 
Recommendations on them with a view to standardizing telecommunications on a worldwide basis. 

The World Telecommunication Standardization Conference (WTSC), which meets every four years, established the 
topics for study by the ITü-T Study Groups which, in their turn, produce Recommendations on these topics. 

ITU-T Recommendation S.16 was revised by the ITü-T Study Group IX (1988-1993) and was approved by the WTSC 
(Helsinki, March 1-12, 1993). 

NOTES 

1 As a consequence of a reform process within the International Telecommunication Union (ITU). the CCITT 
ceased to exist as of 28 February 1993. In its place, the ITü Telecommunication Standardization Sector (ITU-T) was 
created as of 1 March 1993. Similarly, in this reform process, the CCIR and the IFRB have been replaced by the 
Radiocommunication Sector. 

In order not to delay publication of this Recommendation, no change has been made in the text to references containing 
the acronyms “CCITT, CCIR or IFRB” or their associated entities such as Plenary Assembly, Secretariat, etc. Future 
editions of this Recommendation will contain the proper terminology related to the new ITü structure. 

2 
telecommunication administration and a recognized operating agency. 

In this Recommendation, the expression “Administration” is used for conciseness to indicate both a 
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Recommendation S.16 

Circuit condition 

ON 

OFF 

CONNECTION TO THE TELEX NETWORK 
OF AN AUTOMATIC TERMINAL 

USING A V.24 DCEYDTE INTERFACE 

Voltage level 

Recornmendation Recommendation 
V.28 v.10 

Logic level Signal Condition 

O 2 + 3  v 2 +0,3 V Start A 

1 2-3 v 5 -0,3 V stop Z 

(Former Recommendation V . l l ,  Mar dei Plata, 1968; 
amended at Geneva, 1980; Malaga-Torremolinos, I984 and at Helsinki, 1993) 

1 General 

1.1 This Recommendation describes a method of originating and answering calls on the 50-baud telex network by 
means of an automatic terminal that uses interchange circuits defined in Recommendation V.24 [I] for the interface 
between the data terminai equipment (DTE) and the data circuit terminating equipment (DCE). In addition this 
Recommendation covers manual calling with automatic switching to data processing or other off-line equipment and 
reply by teleprinter with automatic switching to a DTE. 

1.2 A distinction is drawn between the two types of automatic calling in national telex networks - dial selection 
(using dial puises in accordance with Recommendation U.2 [2]) and keyboard selection using 50-baud teleprinter signals 
[International Telegraph Alphabet No. 2 (ITA2)I. 

2 DCEIDTE interface 

2.1 The interchange circuits used for the interface between the DCE and the DTE are defined in Recommen- 
dation V.24 [ i ]  and comply with the technical specifications in either Recommendation V.28 [3] or Recommenda- 
tion V.10 [4]. Thus the correspondance between the voltages and the significant states is as shown in Table 1. 

TABLE 1K.16 

Correspondence between significant states 

2.2 The circuits used for automatic reply (see Figures 1 and 2) are CT 102, 103, 104, 107, 10812, 125 and 132. 

2.3 The circuits used for automatic calling with dial selection (see Figure I )  are those listed in 2.2 supplemented 
by CT 202, 206, 207, 208, 209, 210, 21 1 and 213. The 200-series circuits are not connected directly to the DCE but to an 
automatic calling equipment (ACE) built into the DCE, which explains the presence of CT 202 to 213. These circuits 
may be used by a single DTE connected to a single DCEYACE. 
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2.4 
supplemented by CT 202, which is connected directly from the DTE to the DCE. 

The circuits used for automatic calling with keyboard selection (see Figure 2) are those listed in 2.2 

2.5 Where a DTE has access through a DCE to several telex lines of the public network, the DCE shall select for 
each call attempt one telex line and one only (which need not be the same one as for the preceding attempt) and in no 
case is the DCE allowed to present the same call simultaneously on more than one telex line. The calling and answering 
procedure and signalling between DTE and DCE are identical, after connection to a telex line, with those that are used 
when a DCE is connected to one telex line only, which are described in the diagrams below. 

2.6 If several DTE are connected to the telex network through the same DCE, each DTE shall make its call 
attempts to the network using the procedure described in this Recommendation. On the other hand, when it is in the 
answering position for a call coming from the telex network, the DCE is responsible for handling the calls intended for 
the DTE concerned using the procedure described in Recommendation F.71 [5] on the interconnection of the telex 
network with private teleprinter networks. As soon as the DCE has selected the DTE concerned, the answering signal to 
the call at the DTEJDCE interface and the signalling on the telex line will be identical to those used in the case of a 
single DTE as described in the diagrams below. 

2.7 In the timing diagrams below (see Annexes A to E), the ON condition in the interchange circuits is denoted by 
a solid line and the OFF condition by the absence of a line. For CT 103 and 104,* means that the DCE connects them to 
line and 0 means that the DCE disconnects them from the line. 

3 Signalling 

3.1 These interfaces may be used with the three following types of telex signalling: 

- type A (keyboard selection); 

- type B (keyboard selection); 

- type B (dial selection). 

3.2 The signalling between the DCE and the national telex exchange is not standardized by the CCITT. The 
signalling protocol shown in the timing diagrams (see Annexes A to E) are only examples to indicate the 
interdependence between the signalling on the subscriber lines and the status of the interchange circuits. 

3.3 Automatic calling with type B signalling and dial selection is described in Annex A. Automatic calling with 
either type A or B signalling and keyboard selection is described in Annex B. The other annexes are common to all types 
of signalling. 

3.4 The SSSS sequence (four times combination No. 19 in ITA2), if required, is transmitted either after the 
exchange of answer-back codes and through-connection, if network-controlled, or, otherwise, after reception of the 
call-connected signal. The purpose of the SSSS sequence is to indicate that the exchange of “data” is about to start and 
that no further “telex” signals that might disturb the exchange of data should be transmitted or interpreted. It enables the 
equipment that is required for the exchange of data, which may then commence after a 500 ms delay, as specified in 
Recommendation S.15. This sequence may be omitted where an exchange of messages in ITA2 is to take place, 
providing disabling of the answer-back function is not considered necessary. 

3.5 
the DTE. 

In the event of reply by teleprinter, the last character of the SSSS sequence initiates automatic switching to 

3.6 
operation. 

A special data signal may be sent by the DTE to cause the distant terminal to return to the telex mode of 

3.7 
interpret at least the following service signais: OCC, ABS, NA, NP, NC, NCH, DER. 

The DTE must comply with Recommendation U.40 [6] concerning ineffective attempts. It must be able to 
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