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  ITU-T Rec. V.250 (07/2003) i 

ITU-T Recommendation V.250 

Serial asynchronous automatic dialling and control 
 

 

 

Summary 
This version of ITU-T Rec. V.250 integrates Amendment 1 (07/2001), Amendment 2 (03/2002) and 
Amendment 3 (07/2003) with the 05/1999 version of the Recommendation. 

This Recommendation defines commands and responses for use by a DTE to control a V-series DCE 
using serial data interchange over an asynchronous interface. It contains four elements: 
– codifies existing practice in common GSTN-DCE that use the ATtention (AT) command set;
– defines a format for orderly extension of the AT command set; 
– provides a set for standardized extensions for common functions to identify the DCE, to 

control the DTE-DCE interface, and to control DCE-DCE protocols (signal conversion, 
error control and data compression); 

– provides a mapping for these commands into V.25 bis frame format for use with DCEs 
employing synchronous serial interfaces. 

 

 

Source 
ITU-T Recommendation V.250 was approved on 14 July 2003 by ITU-T Study Group 16 
(2001-2004) under the ITU-T Recommendation A.8 procedure. 

 

 

Keywords 
AT Commands, data modems, data transmission, DCE control. 
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ii ITU-T Rec. V.250 (07/2003) 

FOREWORD 

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of 
telecommunications. The ITU Telecommunication Standardization Sector (ITU-T) is a permanent organ of 
ITU. ITU-T is responsible for studying technical, operating and tariff questions and issuing 
Recommendations on them with a view to standardizing telecommunications on a worldwide basis. 

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, 
establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on 
these topics. 

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1. 

In some areas of information technology which fall within ITU-T's purview, the necessary standards are 
prepared on a collaborative basis with ISO and IEC. 

 

 

 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 
telecommunication administration and a recognized operating agency. 

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain 
mandatory provisions (to ensure e.g., interoperability or applicability) and compliance with the 
Recommendation is achieved when all of these mandatory provisions are met.  The words "shall" or some 
other obligatory language such as "must" and the negative equivalents are used to express requirements. The 
use of such words does not suggest that compliance with the Recommendation is required of any party. 

 

 

 

 

INTELLECTUAL PROPERTY RIGHTS 

ITU draws attention to the possibility that the practice or implementation of this Recommendation may 
involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, 
validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others 
outside of the Recommendation development process. 

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property, 
protected by patents, which may be required to implement this Recommendation. However, implementors 
are cautioned that this may not represent the latest information and are therefore strongly urged to consult the 
TSB patent database. 

 

 

 

  ITU  2004 

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the 
prior written permission of ITU. 
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  ITU-T Rec. V.250 (07/2003) 1 

ITU-T Recommendation V.250 

Serial asynchronous automatic dialling and control 

1 Introduction and scope 
This Recommendation is applicable to the interconnection of Data Terminal Equipment (DTE) and 
Data Circuit-terminating Equipment (DCE) employing serial binary data operation via the ITU-T 
Recs V.100-series interchange circuits. 

This Recommendation contains four elements: 
– codifies existing practice in common Asynchronous GSTN-DCE that use the ATtention 

(AT) command set. It identifies the protocol elements, procedures, and behaviours that 
were found to be held in common among a large portion of DCE manufacturers. It is 
intended, as much as possible, to preserve compatibility between DCEs and DTEs. Most 
DCEs implement a number of extensions and behavioural differences beyond the 
descriptions in this Recommendation; such extensions and differences are explicitly 
permitted by this Recommendation (see 5.8); 

– defines a format for extension of the AT command set in an orderly fashion. It reserves the 
"+" command prefix to be used by other standardized extensions, such as those found in 
ITU-T Recs T.31 and T.32 (Asynchronous Facsimile DCE Control); 

– provides a set of standardized extensions, based on the extended "+" command format. 
These commands identify the DCE, control the DTE-DCE interface, and control DCE-DCE 
protocol behaviour (signal conversion, error control and data compression); 

– provides a mapping of the commands defined in this Recommendation into V.25 bis frame 
format for use with DCEs employing synchronous serial interfaces. See Appendix III. 

The procedures described for automatic calling equipment conforming to this Recommendation 
allow interworking with automatic answering equipment conforming to ITU-T Recs V.25 and 
V.25 bis. 

2 References 

2.1 Normative references 
The following ITU-T Recommendations and other references contain provisions which, through 
reference in this text, constitute provisions of this Recommendation. At the time of publication, the 
editions indicated were valid. All Recommendations and other references are subject to revision; 
users of this Recommendation are therefore encouraged to investigate the possibility of applying the 
most recent edition of the Recommendations and other references listed below. A list of the 
currently valid ITU-T Recommendations is regularly published. The reference to a document within 
this Recommendation does not give it, as a stand-alone document, the status of a Recommendation. 

– ITU-T Recommendation Q.23 (1988), Technical features of push-button telephone sets. 

– ITU-T Recommendation T.50 (1992), International Reference Alphabet (IRA) (Formerly 
International Alphabet No. 5 or IA5) – Information technology – 7-bit coded character set 
for information interchange. 

– ITU-T Recommendation V.4 (1988), General structure of signals of International Alphabet 
No. 5 code for character oriented data transmission over public telephone networks. 

– ITU-T Recommendation V.8 bis (2000), Procedures for the identification and selection of 
common modes of operation between data circuit-terminating equipments (DCEs) and 
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2 ITU-T Rec. V.250 (07/2003) 

between data terminal equipments (DTEs) over the public switched telephone network and 
on leased point-to-point telephone-type circuits. 

– ITU-T Recommendation V.24 (2000), List of definitions for interchange circuits between 
data terminal equipment (DTE) and data circuit-terminating equipment (DCE). 

– ITU-T Recommendation V.25 (1996), Automatic answering equipment and general 
procedures for automatic calling equipment on the general switched telephone network 
including procedures for disabling of echo control devices for both manually and 
automatically established calls. 

Other relevant Recommendations are listed in the Supplement 1 to this Recommendation. 

2.2 Informative references 
– ITU-T Recommendation T.31 (1995), Asynchronous facsimile DCE control – Service 

Class 1. 

– ITU-T Recommendation T.32 (1995), Asynchronous facsimile DCE control – Service 
Class 2. 

– ITU-T Recommendation V.8 (2000), Procedures for starting sessions of data transmission 
over the public switched telephone network. 

– ITU-T Recommendation V.14 (1993), Transmission of start-stop characters over 
synchronous bearer channels. 

– ITU-T Recommendation V.18 (2000), Operational and interworking requirements for 
DCEs operating in the text telephone mode. 

– ITU-T Recommendation V.21 (1988), 300 bits per second duplex modem standardized for 
use in the general switched telephone network. 

– ITU-T Recommendation V.22 (1988), 1200 bits per second duplex modem standardized for 
use in the general switched telephone network and on point-to-point 2-wire leased 
telephone-type circuits. 

– ITU-T Recommendation V.22 bis (1988), 2400 bits per second duplex modem using the 
frequency division technique standardized for use on the general switched telephone 
network and on point-to-point 2-wire leased telephone-type circuits. 

– ITU-T Recommendation V.23 (1988), 600/1200-baud modem standardized for use in the 
general switched telephone network. 

– ITU-T Recommendation V.26 bis (1988), 2400/1200 bits per second modem standardized 
for use in the general switched telephone network. 

– ITU-T Recommendation V.26 ter (1988), 2400 bits per second duplex modem using the 
echo cancellation technique standardized for use on the general switched telephone 
network and on point-to-point 2-wire leased telephone-type circuits. 

– ITU-T Recommendation V.27 ter (1988), 4800/2400 bits per second modem standardized 
for use in the general switched telephone network. 

– ITU-T Recommendation V.32 (1993), A family of 2-wire, duplex modems operating at data 
signalling rates of up to 9600 bit/s for use on the general switched telephone network and 
on leased telephone-type circuits. 

– ITU-T Recommendation V.32 bis (1991), A duplex modem operating at data signalling 
rates of up to 14 400 bit/s for use on the general switched telephone network and on leased 
point-to-point 2-wire telephone-type circuits. 
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  ITU-T Rec. V.250 (07/2003) 3 

– ITU-T Recommendation V.34 (1998), A modem operating at data signalling rates of up to 
33 600 bit/s for use on the general switched telephone network and on leased point-to-point 
2-wire telephone-type circuits. 

– ITU-T Recommendation V.42 (2002), Error-correcting procedures for DCEs using 
asynchronous-to-synchronous conversion. 

– ITU-T Recommendation V.42 bis (1990), Data compression procedures for data 
circuit-terminating equipment (DCE) using error correction procedures. 

– ITU-T Recommendation V.44 (2000), Data compression procedures. 

– ITU-T Recommendation V.54 (1988), Loop test devices for modems. 

– ITU-T Recommendation V.58 (1994), Management information model for V-Series DCEs. 

– ITU-T Recommendation V.59 (2000), Managed objects for diagnostic information of 
public switched telephone network connected V-series modem DCEs. 

– ITU-T Recommendation V.90 (1998), A digital modem and analogue modem pair for use 
on the Public Switched Telephone Network (PSTN) at data signalling rates of up to 
56 000 bit/s downstream and up to 33 600 bit/s upstream. 

– ITU-T Recommendation V.91 (1999), A digital modem operating at data signalling rates 
of up to 64 000 bit/s for use on a 4-wire circuit switched connection and on leased 
point-to-point 4-wire digital circuits. 

– ITU-T Recommendation V.92 (2000), Enhancements to Recommendation V.90. 

– ITU-T Recommendation X.680 (2002)│ISO/IEC 8824-1:2002, Information technology – 
Abstract Syntax Notation One (ASN.1): Specification of basic notation. 

NOTE – See Supplement 1 to this Recommendation for additional informative references. 

3 Definitions and abbreviations 

3.1 Definitions 
This Recommendation defines the following terms: 

3.1.1 command state: In Command State, the DCE is not communicating with a remote station, 
and the DCE is ready to accept commands. Data signals from the DTE on circuit 103 are treated as 
command lines and processed by the DCE, and DCE responses are sent to the DTE on circuit 104. 
The DCE enters this state upon power-up, and when a call is disconnected. 

3.1.2 online command state: In Online Command State, the DCE is communicating with a 
remote station, but treats signals from the DTE on circuit 103 as command lines and sends 
responses to the DTE on circuit 104. Depending on the implementation, data received from the 
remote station during Online Command State may be either discarded or retained in the DCE until 
Online Data State is once again entered (by a command from the DTE). Data previously transmitted 
by the local DTE and buffered by the DCE may be transmitted from the buffer to the remote DCE 
during Online Command State, or it may be discarded or transmission deferred until Online Data 
State is once again entered. Online Command State may be entered from Online Data state by a 
mechanism defined in 6.2.9 or by other manufacturer-defined means. 

3.1.3 online data state: In Online Data State, the DCE is communicating with a remote station. 
Data signals from the DTE on circuit 103 are treated as data and transmitted to the remote station, 
and data received from the remote station are delivered to the DTE on circuit 104. Data and control 
signals are monitored by the DCE to detect events such as loss of the remote connection and 
DTE requests for disconnection or switching to Online Command State. Online Data State is 
entered by successful completion of a command to originate or answer a call, by automatically 
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4 ITU-T Rec. V.250 (07/2003) 

answering a call, or by a DTE command to return to Online Data State from Online Command 
State. 

3.1.4 direct mode: Mode of Online Data State whereby the V.24 circuits 103 (transmit data) and 
104 (received data) transfer data at the same rate or rates in use on the DCE-to-DCE communication 
channels. The DCE does not buffer data in either direction, nor does it implement flow control. For 
DCE modulation methods that transfer data synchronously, this mode implies the use of V.14 
synchronous/asynchronous protocol within the DCE. 

3.1.5 buffered mode: Mode of Online Data State whereby the V.24 circuits 103 (transmit data) 
and 104 (received data) transfer data at data rates independent of the rates in use on the 
DCE-to-DCE communication channels. The DCE buffers the data rate differences as required. 
Neither error control nor data compression is used. For DCE modulation methods that transfer data 
synchronously, this mode implies the use of V.14 synchronous/asynchronous protocol within the 
DCE. For DCE modulation methods that transfer data asynchronously, asynchronous start-stop 
framing is used on the DCE-to-DCE communications channels. 

3.1.6 leadin: Commands defined using the extended syntax defined in 5.2.3 begin with a 
"+" character. The second character is reserved for a particular function or application. That 
two-character sequence, "+<char>" is the Leadin. 

3.1.7 [...]: Square brackets are used to indicate that the enclosed items are optional. The square 
brackets themselves do not appear in the command line. 

3.1.8 <<<<...>>>>: Angle brackets are used to enclose the names of other syntactical elements. When 
those elements appear in an actual command line, the actual element is used and the angle brackets 
are omitted. 

All other characters, including "?", "=", parentheses, etc., shall appear in commands as written. 

3.2 Abbreviations 
This Recommendation uses the following abbreviations: 

CCITT International Telephone and Telegraph Consultative Committee 

IRA International Reference Alphabet (ITU-T Rec. T.50) 

ITU-T International Telecommunication Union – Telecommunication Standardization Sector 

4 Physical layer 
The circuits listed in 4.1 are intercepted and controlled by the DCE. The DCE is designed so that it 
will function properly if only these circuits are connected or implemented. V.24 circuit designators 
are listed in this clause. 

4.1 Circuits 
Signal Ground (Circuit 102) – Connection of this circuit is required for proper recognition of 
signals on other circuits. 

Transmitted Data (Circuit 103) – While in command state or online command state, data signals are 
processed by the DCE and not transmitted to the remote station. 

Received Data (Circuit 104) – While in command state or online command state, data received from 
the remote station may be ignored (see 3.1.2 for the definition of online command state), and the 
DCE generates responses on this circuit. 

Data Terminal Ready (Circuit 108/2) – The DCE monitors the effect of changes in the state of this 
circuit on the operation of the underlying DCE and operates accordingly. For example, if the DCE 
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  ITU-T Rec. V.250 (07/2003) 5 

responds to an on-to-off transition on this circuit by disconnecting a call, the DCE will act 
accordingly by returning from online data state to command state. 

Received Line Signal Detector (Circuit 109) – The DCE may intercept this signal so that the 
issuance of result codes can be properly coordinated with transitions on this signal. 

Calling Indicator (Circuit 125) – The DCE may intercept this signal so that it can detect network 
alerting signals and automatically answer, if so conditioned by the appropriate command (S0, 
see 6.3.8). 

4.2 Character formatting 
During command state and online command state, data transmitted between the DTE and DCE shall 
conform to the requirements for start-stop data transmission specified in ITU-T Rec. V.4 and ISO 
1177. Parity may be even, odd, mark, space or not used. Each character shall have at least one 
complete stop element. The DCE should accept commands using any combination of parity and 
stop elements supported during online data state. These shall include, as a minimum, the following 
combinations, as defined in Annex B/V.42, each of which consists of ten total bits (including the 
start element): 
– 7 data bits, even parity, 1 stop element; 
– 7 data bits, odd parity, 1 stop element; 
– 7 data bits, space parity, 1 stop element; 
– 7 data bits, mark parity, 1 stop element (7 data bits, no parity bit, 2 stop elements); 
– 8 data bits, no parity, 1 stop element. 

During online data state, the DCE shall be transparent to changes in data format; the use of a 
particular format during command state should not restrict the use of other formats that are 
supported during online data state. However, DCE responses issued to indicate transition from 
online data state back to command state are issued using the same format and parity as the last 
command line issued by the DTE (see 5.7), and the DTE must therefore be prepared to recognize 
these responses even though the character format may have been changed. 

See 6.2.11 for a command to explicitly select the DTE-DCE character format. 

4.3 Data rates 
The DCE shall be able to accept commands at either 1200 bit/s or 9600 bit/s. It is desirable that the 
DCE be able to accept commands and automatically detect the rate being used by the DTE at all 
rates supported by the DCE on the DTE-DCE interface. The DCE may provide a strap, switch, or 
other facility to define the rate at which the DTE is operating; however, while the rate is so selected, 
the DCE shall continue to be capable of accepting commands at either 1200 bit/s or 9600 bit/s. 
See 6.2.10 for a command to explicitly select the DTE-DCE rate. 

When operating in the online command state, the DCE is not required to accept commands at other 
than the online data rate; i.e., the requirement to accept commands at 1200 bit/s or 9600 bit/s does 
not apply during online command state. 

5 Syntax and procedures 

5.1 Alphabet 
The T.50 International Alphabet 5 (hereinafter cited as "IA5") is used in this Recommendation. 
Only the low-order seven bits of each character are significant to the DCE; any eighth or 
higher-order bit(s), if present, are ignored for the purpose of identifying commands and parameters. 
Lower-case characters (IA5 values from 6/1 to 7/10) are considered identical to their upper-case 
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6 ITU-T Rec. V.250 (07/2003) 

equivalents (IA5 values from 4/1 to 5/10) when received by the DCE from the DTE. Result codes 
from the DCE which are defined in this Recommendation shall be in upper case. 

5.2 DTE commands lines 

In the descriptions that follow, words enclosed in <<<<angle brackets>>>> are references to syntactical 
elements defined in this Recommendation. When they appear in a command line, the brackets are 
not used. Words enclosed in [square brackets] represent optional items; such items may be omitted 
from the command line at the point where they are specified, and when they appear the square 
brackets are not included in the command line. Other characters that appear in syntax descriptions 
shall appear in the places shown. 

In the following subclauses regarding DTE commands, references are made to responses issued by 
the DCE which are defined in 5.7. In order to provide a clearer presentation, DCE responses are 
mentioned in terms of their alphabetic format; the actual response issued will depend on the setting 
of parameters that affect response formats (e.g., Q and V commands). 

5.2.1 Command line general format 
A command line is made up of three elements: the prefix, the body, and the termination character. 

The command line prefix consists of the characters "AT" (IA5 4/1, 5/4) or "at" (IA5 6/1, 7/4), or, to 
repeat the execution of the previous command line, the characters "A/" (IA5 4/1, 2/15) or "a/" 
(IA5 6/1, 2/15). 

The body is made up of individual commands as specified later in this Recommendation. Space 
characters (IA5 2/0) are ignored and may be used freely for formatting purposes, unless they are 
embedded in numeric or string constants (see 5.4.2.1 or 5.4.2.2). The termination character may not 
appear in the body. The DCE shall be capable of accepting at least 40 characters in the body. 

The termination character may be selected by a user option (parameter S3), the default being CR 
(IA5 0/13). 

5.2.2 Command line editing 
The character defined by parameter S5 (default, BS [IA5 0/8]) is intended to be interpreted as a 
request from the DTE to the DCE to delete the previous character; the precise action undertaken is 
manufacturer-specific. Any control characters (IA5 0/0 through 1/15, inclusive) that remain in the 
command line after receipt of the termination character shall be ignored by the DCE. 

The DCE checks characters from the DTE first to see if they match the termination character (S3), 
then the editing character (S5), before checking for other characters. This insures that these 
characters will be properly recognized even if they are set to values that the DCE uses for other 
purposes. If S3 and S5 are set to the same value, a matching character will be treated as matching 
S3 (S3 is checked before S5). 

5.2.3 Command line echo 
The DCE may echo characters received from the DTE during command state and online command 
state back to the DTE, depending on the setting of the E command. If so enabled, characters 
received from the DTE are echoed at the same rate, parity, and format as received. Echoing 
characters not recognized as valid in the command line or of incomplete or improperly-formed 
command line prefixes is manufacturer-specific (see 5.8). 

5.2.4 Repeating a command line 
If the prefix "A/" or "a/" is received (IA5 4/1, 2/15 or 6/1, 2/15), the DCE shall immediately execute 
once again the body of the preceding command line. No editing is possible, and no termination 
character is necessary. A command line may be repeated multiple times through this mechanism, if 
desired. Responses to the repeated command line shall be issued using the parity and format of the 
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original command line, and the rate of the "A/". If "A/" is received before any command line has 
been executed, the preceding command line is assumed to have been empty (that results in an OK 
result code). 

5.2.5 Types of DTE commands 
There are two types of commands: action commands and parameter commands. 

Action commands may be "executed" (to invoke a particular function of the equipment, which 
generally involves more than the simple storage of a value for later use), or "tested" (to determine 
whether or not the equipment implements the action command, and, if subparameters are associated 
with the action, the ranges of subparameter values that are supported). 

Parameters may be "set" (to store a value or values for later use), "read" (to determine the current 
value or values stored), or "tested" (to determine whether or not the equipment implements the 
parameter, and the ranges of values supported). 

5.2.6 DTE command syntax 
Clause 5.3 defines Basic Syntax DTE commands, which are implemented in common DCE. This 
Recommendation also defines Extended Syntax DTE commands in 5.4. Commands of either type 
may be included in command lines, in any order. 

5.3 Basic Syntax commands 

5.3.1 Basic Syntax command format 
The format of Basic Syntax commands, except for the D and S commands, is as follows: 
<<<<command>>>>[<<<<number>>>>] 

where <command> is either a single character, or the "&" character (IA5 2/6) followed by a single 
character. Characters used in <<<<command>>>> shall be taken from the set of alphabetic characters. 

<<<<number>>>> may be a string of one or more characters from "0" through "9" representing a decimal 
integer value. Commands that expect a <<<<number>>>> are noted in the description of the command (see 
clause 6). If a command expects <<<<number>>>> and it is missing (<<<<command>>>> is immediately 
followed in the command line by another <<<<command>>>> or the termination character), the value "0" 
is assumed. If a command does not expect a <<<<number>>>> and a number is present, an ERROR is 
generated. All leading "0"s in <<<<number>>>> are ignored by the DCE. 

Additional commands may follow a command (and associated parameter, if any) on the same 
command line without any character required for separation. The actions of some commands cause 
the remainder of the command line to be ignored (e.g., A). 

See the D command for details on the format of the information that follows it. 

5.3.2 S-parameters 
Commands that begin with the letter "S" constitute a special group of parameters known as 
"S-parameters". These differ from other commands in important respects. The number following the 
"S" indicates the "parameter number" being referenced. If the number is not recognized as a valid 
parameter number, an ERROR result code is issued. 

Immediately following this number, either a "?" or "=" character (IA5 3/15 or 3/13, respectively) 
shall appear. "?" is used to read the current value of the indicated S-parameter; "=" is used to set the 
S-parameter to a new value. 
S<<<<parameter_number>>>>? 
S<<<<parameter_number>>>>==== [<<<<value>>>>] 
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If the "=" is used, the new value to be stored in the S-parameter is specified in decimal following 
the "=". If no value is given (i.e., the end of the command line occurs or the next command follows 
immediately), the S-parameter specified may be set to 0, or an ERROR result code issued and the 
stored value left unchanged. The ranges of acceptable values are given in the description of each 
S-parameter. 

If the "?" is used, the DCE transmits a single line of information text to the DTE. For S-parameters 
defined in this Recommendation, the text portion of this information text consists of exactly three 
characters, giving the value of the S-parameter in decimal, with leading zeroes included. 

5.4 Extended Syntax commands 

5.4.1 Command naming rules 
Both actions and parameters have names, which are used in the related commands. Names always 
begin with the character "+" (IA5 2/15). Following the "+", from one to sixteen (16) additional 
characters appear in the command name. These characters shall be selected from the following set: 
A through Z (IA5 4/1 through 5/10) 
0 through 9  (IA5 3/0 through 3/9) 
!!!!   (IA5 2/1) 
%%%%   (IA5 2/5) 
−−−−   (IA5 2/13) 
.   (IA5 2/14) 
⁄⁄⁄⁄   (IA5 2/15) 
::::   (IA5 3/10) 
____   (IA5 5/15) 

The first character following the "++++" shall be an alphabetic character in the range of "A" through 
"Z". This first character generally implies the application in which a command is used or the 
standards committee that defined it (e.g., command names beginning with "F" are generally 
associated with facsimile-related standards). See Appendix I for information on first command 
characters reserved for use by particular standards committees. All other + leadin character 
sequences are reserved for future standardization by the ITU-T. 

The command interpreter in the Data Circuit-terminating Equipment (DCE) considers lower-case 
characters to be the same as their upper-case equivalents; therefore, command names defined in 
standards referencing this Recommendation that include alphabetic characters should be defined 
using only the upper-case characters. 

Standards that reference this Recommendation may choose to establish internal naming conventions 
that permit implicit recognition of a name as an action or as a parameter. For example, the standard 
could choose to end all action names with an exclamation point ("!!!!"), or all parameter names with a 
percent sign ("%%%%"). This Recommendation imposes no such conventions, however. 

5.4.2 Values 
When subparameters are associated with the execution of an action, or when setting a parameter, 
the command may include specification of values. This is indicated by the appearance of <<<<value>>>> in 
the descriptions below. 

<<<<value>>>> shall consist of either a numeric constant or a string constant. 
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5.4.2.1 Numeric constants 
Numeric constants are expressed in decimal, hexadecimal, or binary. In standards that reference this 
Recommendation, the definition of each command shall specify which form is used for values 
associated with that command; however, such standards may, in introductory information, specify a 
"default" type of numeric constant that is assumed for commands within that standard that do not 
explicitly specify the type. Such standards shall also define the minimum and maximum acceptable 
values. 

Decimal numeric constants shall consist of a sequence of one or more of the characters "0" 
(IA5 3/0) through "9" (IA5 3/9), inclusive. 

Hexadecimal numeric constants shall consist of a sequence of one or more of the characters "0" 
(IA5 3/0) through "9" (IA5 3/h), inclusive, and "A" (IA5 4/1) through "F" (IA5 4/6) inclusive. The 
characters "A" through "F" represent the equivalent decimal values 10 through 15. 

Binary numeric constants shall consist of a sequence of one or more of the characters "0" (IA5 3/0) 
and "1" (IA5 3/1). 

In all numeric constants, the most significant digit is specified first. Leading "0" characters shall be 
ignored by the DCE. No spaces, hyphens, periods, commas, parentheses, or other generally-
accepted numeric formatting characters are permitted in numeric constants; note in particular that 
no "H" suffix is appended to the end of hexadecimal constants. 

5.4.2.2 String constants 
String constants shall consist of a sequence of displayable IA5 characters, each in the range from 
2/0 to 7/15, inclusive, except for the characters """ (IA5 2/2) and "\" (IA5 5/12). String constants 
shall be bounded at the beginning and end by the double-quote character (""", IA5 2/2). 

Any character value may be included in the string by representing it as a backslash ("\") character 
followed by two hexadecimal digits. For example, "\0D" is a string consisting of the single 
character <CR> (IA5 0/13). If the "\" character itself is to be represented in a string, it shall be 
encoded as "\5C". The double-quote character, used as the beginning and ending string delimiter, 
shall be represented within a string constant as "\22". Standards that reference this Recommendation 
may prohibit use of this "\" mechanism if only displayable characters are permitted in string 
constants in that standard and if the double-quote character is not permitted within string constants; 
in this case, the "\" character shall be treated as any other IA5 character included within a string 
constant. 

A "null" string constant, or a string constant of zero length, is represented by two adjacent 
delimiters (""). 

Standards that reference this Recommendation shall specify, for each string value, any limitations 
on the characters that may appear within the string, and the maximum and minimum acceptable 
string length. 

5.4.2.3 Compound values 
Actions may have more than one subparameter associated with them, and parameters may have 
more than one value. These are known as "compound values", and their treatment is the same in 
both actions and parameters. 

A compound value consists of any combination of numeric and string values (as defined in the 
description of the action or parameter). The comma character (IA5 2/12) shall be included as a 
separator, before the second and all subsequent values in the compound value. If a value is not 
specified (i.e., defaults assumed), the required comma separator shall be specified; however, trailing 
comma characters may be omitted if all associated values are also omitted. 
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5.4.3 Action commands 

5.4.3.1 Action execution command syntax 
There are two general types of action commands: those that have associated subparameter values 
that affect only that invocation of the command, and those that have no subparameters. 

If subparameters are associated with a command, the definition of the action command shall 
indicate, for each subparameter, whether the specification of a value for that subparameter is 
mandatory or optional. For optional subparameters, the definition shall indicate the assumed 
(default) value for the subparameter if no value is specified for that subparameter; the assumed 
value may be either a previous value (i.e., the value of an omitted subparameter remains the same as 
the previous invocation of the same command, or is determined by a separate parameter or other 
mechanism), or a fixed value (e.g., the value of an omitted subparameter is assumed to be zero). 
Generally, the default value for numeric subparameters is 0, and the default value for string 
subparameters is "" (empty string). 

The following syntax is used for actions that have no subparameters: 
++++<<<<name>>>> 

The following syntax is used for actions that have one subparameter: 
++++<<<<name>>>>[====<<<<value>>>>] 
The following syntax is used for actions that have two or more subparameters: 
++++<<<<name>>>>[====<<<<compound_value>>>>] 
For actions that accept subparameters, if all subparameters are defined as being optional, and the 
default values for all subparameters are satisfactory, the Data Terminal Equipment (DTE) may use 
the first syntax above (i.e., omit the "=" from the action execution command as well as all of the 
subparameter value string). 

If the named action is implemented in the DCE and other relevant criteria are met (e.g., the DCE is 
in the proper state), the command shall be executed with any indicated subparameters. If <<<<name>>>> is 
not recognized, the DCE issues the ERROR result code and terminates processing of the command 
line. An ERROR is also generated if a subparameter is specified for an action that does not accept 
subparameters, if too many subparameters are specified, if a mandatory subparameter is not 
specified, if a value is specified of the wrong type, or if a value is specified that is not within the 
supported range. 

5.4.3.2 Action test command syntax 
The DTE may test if an action command is implemented in the DCE by using the syntax: 
++++<<<<name>>>>====? 
If the DCE does not recognize the indicated name, it shall return an ERROR result code and 
terminate processing of the command line. If the DCE does recognize the action name, it shall 
return an OK result code. If the named action accepts one or more subparameters, the DCE shall 
send an information text response to the DTE, prior to the OK result code, specifying the values 
supported by the DCE for each such subparameter, and possibly additional information. The format 
of this information text is defined for each action command; general formats for specification of 
sets and ranges of numeric values are described in 5.7.1 and 5.7.2. 

5.4.4 Parameter commands 

5.4.4.1 Parameter types 
Parameters may be defined as "read-only" or "read-write". "Read-only" parameters are used to 
provide status or identifying information to the DTE, but are not settable by the DTE; attempting to 

Copyright International Telecommunication Union/ITU Telcommunication Sector 
Provided by IHS Markit under license with ITU-T Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ITU-T V.250 2003

http://www.avadocuments.com/doc/itu-t-v-250-2003
http://www.avadocuments.com/doc/itu-t-v-250-2003


 

  ITU-T Rec. V.250 (07/2003) 11 

set their value is an error. In some cases (specified in the description of the individual parameter), 
the DCE may ignore attempts to set the value of such parameters rather than respond with an 
ERROR result code, if the continued correct operation of the interface between the DCE and DTE 
will not be affected by such action. Read-only parameters may be read and tested. 

"Read-write" parameters may be set by the DTE, to store a value or values for later use. Read-write 
parameters may be set, read, and tested. 

Parameters may take either a single value, or multiple (compound) values. Each value may be either 
numeric or string; the definition of the parameter shall specify the type of value for each 
subparameter. Attempting to store a string value in a numeric parameter, or a numeric value in a 
string parameter, is an error. 

5.4.4.2 Parameter set command syntax 
The definition of the parameter shall indicate, for each value, whether the specification of that value 
is mandatory or optional. For optional values, the definition shall indicate the assumed (default) 
value if none is specified; the assumed value may be either a previous value (i.e., the value of an 
omitted subparameter retains its previous value), or a fixed value (e.g., the value of an omitted 
subparameter is assumed to be zero). Generally, the default value for numeric parameters is 0, and 
the default value for string parameters is "" (empty string). 

The following syntax is used for parameters that accept a single value: 
++++<<<<name>>>>====[<<<<value>>>>] 
The following syntax is used for parameters that accept more than one value: 
++++<<<<name>>>>====[<<<<compound_value>>>>] 
If the named parameter is implemented in the DCE, all mandatory values are specified, and all 
values are valid according to the definition of the parameter, the specified values shall be stored. If 
<<<<name>>>> is not recognized, one or more mandatory values are omitted, or one or more values are of 
the wrong type or outside the permitted range, the DCE issues the ERROR result code and 
terminates processing of the command line. An ERROR is also generated if too many values are 
specified. In case of an error, all previous values of the parameter are unaffected. 

5.4.4.3 Parameter read command syntax 
The DTE may determine the current value or values stored in a parameter by using the following 
syntax: 
++++<<<<name>>>>? 
If the named parameter is implemented in the DCE, the current values stored for the parameter are 
sent to the DTE in an information text response. The format of this response is described in the 
definition of the parameter. Generally, the values will be sent in the same form in which they would 
be issued by the DTE in a parameter setting command; if multiple values are supported, they will 
generally be separated by commas, as in a parameter setting command. 

5.4.4.4 Parameter test command syntax 
The DTE may test if a parameter is implemented in the DCE, and determine the supported values, 
by using the syntax: 
++++<<<<name>>>>====? 
If the DCE does not recognize the indicated name, it returns an ERROR result code and terminates 
processing of the command line. If the DCE does recognize the parameter name, it shall return an 
information text response to the DTE, followed by an OK result code. The information text 
response shall indicate the values supported by the DCE for each such subparameter, and possibly 
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additional information. The format of this information text is defined for each parameter; general 
formats for specification of sets and ranges of numeric values are described in 5.7.1 and 5.7.2. 

5.4.5 Additional syntax rules 

5.4.5.1 Concatenating commands after extended syntax commands 
Additional commands may follow an extended syntax command on the same command line if a 
semicolon (";", IA5 3/11) is inserted after the preceding extended command as a separator. The 
semicolon is not necessary when the extended syntax command is the last command on the 
command line. 

5.4.5.2 Concatenating commands after basic format commands 
Extended syntax commands may appear on the same command line after a basic syntax command 
without a separator, in the same manner as concatenation of basic syntax commands. 

5.5 Issuing commands 
All characters in a command line shall be issued at the same data rate, and with the same parity and 
format. 

The DCE shall ignore any command line that is not properly terminated. The DCE may consider 
30 seconds of mark idle time between any two characters as an improperly terminated command 
line. In this case the DCE may or may not generate an ERROR message. The DCE shall ignore any 
characters received from the DTE that are not part of a properly-formatted command line. 

If the maximum number of characters that the DCE can accept in the body is exceeded, an ERROR 
result code shall be generated after the command line is terminated. 

The DTE shall not begin issuing a subsequent command line until at least one-tenth of a second has 
elapsed after receipt of the entire result code issued by the DCE in response to the preceding 
command line. 

5.6 Executing commands 
Upon receipt of the termination character, the DCE shall commence execution of the commands in 
the command line in the order received from the DTE. Should execution of a command result in an 
error, or a character be not recognized as a valid command, execution is terminated, the remainder 
of the command line is ignored, and the ERROR result code is issued. Otherwise, if all commands 
execute correctly, only the result code associated with the last command shall be issued; result 
codes for preceding commands are suppressed. If no commands appear in the command line, the 
OK result code is issued. 

5.6.1 Aborting commands 
Some action commands that require time to execute may be aborted while in progress; these are 
explicitly noted in the description of the command. Aborting of commands is accomplished by the 
transmission from the DTE to the DCE of any character. A single character shall be sufficient to 
abort the command in progress; however, characters transmitted during the first 125 milliseconds 
after transmission of the termination character shall be ignored (to allow for the DTE to append 
additional control characters such as line feed after the command line termination character). To 
insure that the aborting character is recognized by the DCE, it should be sent at the same rate as the 
preceding command line; the DCE may ignore characters sent at other rates. When such an aborting 
event is recognized by the DCE, it shall terminate the command in progress and return an 
appropriate result code to the DTE, as specified for the particular command. 
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5.6.2 Handling of invalid numbers and S-parameter values 
The DCE shall react to undefined numbers and S-parameter values in one of three ways: 
1) issue the ERROR result code, and leave the previous value of the parameter unchanged; 
2) issue the OK result code, and leave the previous value of the parameter unchanged; or 
3) issue the OK result code, and set the parameter value to the valid value nearest to that 

specified in the command line. 

The description of each command may specify which of these three techniques shall be used to 
handle invalid parameter values for that command or parameter. If the description does not specify 
the handling technique, it shall be defined by the manufacturer. 

5.7 DCE responses 
While in command state and online command state, the DCE shall issue responses using the same 
rate, word length, and parity as the most recently received DTE command line. In the event that no 
DTE command has yet been received, rate, word length, and parity used will depend on the 
capabilities of the DCE. 

When the DCE transitions from the command state or online command state to the online data state, 
the result code CONNECT should be issued at the bit rate and parity used during the command 
state. When the DCE transitions from the online data state to the command state or online command 
state, the result codes should be issued at the bit rate used during the online data state. Thereafter, 
any unsolicited result codes should use the bit rate and parity of the last command line issued by the 
DTE to the DCE. 

The characters of a response shall be contiguous, with no more than 100 milliseconds of mark idle 
issued between characters in addition to stop elements. 

5.7.1 Responses 
There are two types of responses that may be issued by the DCE: information text and result codes. 

Information text responses consist of three parts: a header, text, and a trailer. The characters 
transmitted for the header are determined by a user setting (see the V command, 6.2.6). The trailer 
consists of two characters, being the character having the ordinal value of parameter S3 followed by 
the character having the ordinal value of parameter S4. Information text specified in this 
Recommendation always consists of a single line; information text returned in response to 
manufacturer-specific commands may contain multiple lines, and the text may therefore include 
IA5 CR, LF, and other formatting characters to improve readability. 

Result codes consist of three parts: a header, the result text, and a trailer. The characters transmitted 
for the header and trailer are determined by a user setting (see the V command, 6.2.6). The result 
text may be transmitted as a number or as a string, depending on a user-selectable setting (see the V 
command). 

There are three types of result codes: final, intermediate, and unsolicited. 

A final result code indicates the completion of a full DCE action and a willingness to accept new 
commands from the DTE. 

An intermediate result code is a report of the progress of a DCE action. The CONNECT result code 
is an intermediate result code (others may be defined by manufacturers). In the case of a dialling or 
answering command, the DCE moves from command state to online data state, and issues a 
CONNECT result code. This is an intermediate result code for the DCE because it is not prepared 
to accept commands from the DTE while in online data state. When the DCE moves back to the 
command state, it will then issue a final result code (such as OK or NO CARRIER). 
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Unsolicited result codes (such as RING) indicate the occurrence of an event not directly associated 
with the issuance of a command from the DTE. 

Table 1 indicates result codes that shall be implemented by the DCE, their numeric equivalents, and 
a brief description of the use of each. In clause 6, the description of each command includes the 
specific result codes that may be issued in relation to that command and the circumstances under 
which they may be issued. 

Table 1/V.250 – Result codes 

Result code 
(ATV1) 

Numeric 
(ATV0) Description 

OK 0 Acknowledges execution of a command 
CONNECT 1 A connection has been established; the DCE is moving from 

command state to online data state 
RING 2 The DCE has detected an incoming call signal from the network 
NO CARRIER 3 The connection has been terminated or the attempt to establish a 

connection failed 
ERROR 4 Command not recognized, command line maximum length 

exceeded, parameter value invalid, or other problem with 
processing the command line 

NO DIALTONE 6 No dial tone detected 
BUSY 7 Engaged (busy) signal detected 
NO ANSWER 8 "@" (Wait for Quiet Answer) dial modifier was used, but 

remote ringing followed by five seconds of silence was not 
detected before expiration of the connection timer (S7) 

CONNECT <text> Manufacturer- 
specific 

Same as CONNECT, but includes manufacturer-specific text 
that may specify DTE speed, line speed, error control, data 
compression, or other status 

5.7.2 Extended syntax result codes 
Extended syntax result codes may be issued in response to either basic or extended commands, or 
both. The appropriate responses shall be specified in the definitions of the commands, the 
responses, or both. 
The general format of extended syntax result codes is the same as result codes defined in TIA-602 
with regard to headers and trailers. The characters specified in S-parameters S3 and S4 shall be used 
in headers and trailers of extended syntax result codes as they are in basic format result codes. The 
setting of the "V" command shall affect the headers and trailers associated with extended syntax 
result codes in the same manner as basic format result codes; however, unlike basic format result 
codes, extended syntax result codes have no numeric equivalent, and are always issued in alphabetic 
form. 
Extended syntax result codes shall be subject to suppression by the "Q1" command, as with basic 
format result codes. The issuance of extended syntax result codes shall not be affected by the setting 
of the "X" command. 
Extended syntax result codes may be either final, intermediate, or unsolicited; the type shall be 
indicated in the definition of the result code. 
Extended syntax result codes shall be prefixed by the "++++" character to avoid duplication of basic 
format result codes specified in TIA-602 and by manufacturers. Following the "++++" character, the 
name of the result code appears; result code names shall follow the same rules as command names 
(see 5.4.1). It is strongly advised that the reservation of the first character of command names noted 
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in Appendix I also be observed with regard to the assignment of names of extended syntax result 
codes. 
Extended syntax result codes may include the reporting of values. The definition of the result code 
shall specify whether or not values are appended to the result code, and, if so, how many, their 
types, and their assumed default values if omitted. When no values are to be reported, the result 
code appears in the simplest form: 

++++<<<<name>>>> 
If a single value is to be reported, the form of the result code shall be: 

++++<<<<name>>>>: <<<<value>>>> 
Note that a single space character (ASCII 20h) separates the colon character (ASCII 3Ah) from the 
<<<<value>>>>; no space appears between the result code name and the colon. If multiple values are to be 
reported with the result code, the form is: 

++++<<<<name>>>>: <<<<compound_value>>>> 

where <<<<compound_value>>>> follows the rules specified in 5.4.2.3. 

5.7.3 Information text formats for test commands 
In general, the format of information text returned by extended syntax commands shall be specified 
in the definition of the command. This clause describes recommended formats for information text 
returned in response to action test (for actions that accept one or more subparameters) and 
parameter test commands. The definitions of the responses to such testing commands, as described 
in the definitions of the associated commands in standards that reference this Recommendation, 
may use this recommended format or any other suitable format that is adequately specified. 

Note that the DCE may insert intermediate <CR> characters in very long information text 
responses, in order to avoid overrunning DTE receive buffers. If intermediate <CR> characters are 
included, the DCE shall not include the character sequences "0 <CR>" (3/0, 0/13) or "OK<CR>" 
(4/15, 4/11, 0/13), so that DTE can avoid false detection of the end of these information text 
responses. 

5.7.3.1 Range of values 
When the action accepts a single numeric subparameter, or the parameter accepts only one numeric 
value, the set of supported values may be presented in the information text as an ordered list of 
values. The list shall be preceded by a left parenthesis ("(", IA5 2/8), and is followed by a right 
parenthesis (")", IA5 2/9). If only a single value is supported, it shall appear between the 
parentheses. If more than one value is supported, then the values may be listed individually, 
separated by comma characters (IA5 2/12), or, when a continuous range of values is supported, by 
the first value in the range, followed by a hyphen character (IA5 2/13), followed by the last value in 
the range. The specification of single values and ranges of values may be intermixed within a single 
information text. In all cases, the supported values shall be indicated in ascending order. 

For example, the following are some examples of value range indications: 
(0)    Only the value 0 is supported. 
(1,2,3)    The values 1, 2, and 3 are supported. 
(1-3)    The values 1 through 3 are supported. 
(0,4,5,6,9,11,12) The several listed values are supported. 
(0,4-6,9,11-12)  An alternative expression of the above list. 
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5.7.3.2 Compound range of values 
When the action accepts more than one subparameter, or the parameter accepts more than one 
value, the set of supported values may be presented as a list of the parenthetically-enclosed value 
range strings described in 5.7.3.1 above, separated by commas. For example, the information text in 
response to testing an action that accepts three subparameters, and supports various ranges for each 
of them, could appear as follows: 
(0),(1-3),(0,4-6,9,11-12) 
This indicates that the first subparameter accepts only the value 0, the second accepts any value 
from 1 through 3 inclusive, and the third subparameter accepts any of the values 0, 4, 5, 6, 9, 11, 
or 12. 

5.8 Manufacturer-specific characteristics 
This Recommendation describes characteristics universal to a large installed base of DCEs. Most 
DCEs implement a number of extensions and behavioural differences beyond the descriptions in 
this Recommendation. The following subclauses mention a few specific and well-known examples 
of areas in which these extensions and behavioural differences exist. This is not intended to be a 
comprehensive list; extensions and differences do exist in other areas. This Recommendation is not 
intended to preclude or limit extensions in these or other areas. 

Equipment that implements non-standard commands, values, features, or behaviours, such as 
described in the following subclauses, shall be capable of being configured, by one or more 
commands, parameters, or switches, so that the equipment will properly interwork with DTEs that 
implement only the mandatory provisions of this Recommendation. 

5.8.1 Extensions 
DCEs claiming compliance to this Recommendation often include extensions in a number of areas. 
This Recommendation does not preclude the use of these extensions; however, the definition of 
these is totally up to the manufacturer. Other Recommendations may call out extensions as well. 
Some areas in which extensions exist include: 
1) command characters and commands consisting of a prefix character followed by one or 

more characters (however, the "++++" prefix is reserved for future use in this and other 
standards and should not be used for non-standard purposes); 

2) command numbers (including additional numbers associated with commands defined in 
this Recommendation); 

3) parameter values (including additional values associated with parameters defined in this 
Recommendation); 

4) S-parameter numbers; 
5) S-parameter values (including additional values associated with S-parameters defined in 

this Recommendation); 
6) command line editing characters; 
7) result codes; 
8) dial string modifiers; 
9) syntax extensions to the body of the command line; 
10) information responses; 
11) mechanisms to exit from online data state and return to command state or online command 

state (using, for example, particular sequences of characters, timing, or other techniques). 
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5.8.2 Behavioural differences 
This Recommendation specifically and intentionally does not describe DCE behaviour in some 
situations. This is generally due to variations in existing implementations. DTEs must take into 
account the possibility of differences in the behaviour of various DCEs in particular situations. 

The following are some examples of areas in which differences are known to exist. This is not 
intended to be a comprehensive list; behaviour differences exist in other areas as well: 
1) handling of unsolicited result codes while a command line is being entered (may be sent, 

suppressed, deferred, etc.); 
2) answering of incoming calls while a command line is being entered (may occur, be 

deferred, etc.); 
3) handling of loss of carrier during online command state [may be reported immediately (and 

data rate may vary), may be deferred until attempted re-entry into online data state, etc.]; 
4) handling of undefined command numbers, and S-parameters values (may result in an 

ERROR, clamping of value to the valid range, retention of previous value, etc.); 
5) execution time of actions (for example, Z command); 
6) handling of variations in command line format and editing (for example: "AT" in mixed 

case; length of command line buffer; command line too long; whether or not space 
characters and control characters are stored in the command buffer; whether or not 
unrecognized control characters are echoed; echoing of other characters prior to receipt of 
the "AT" prefix; disposition of command lines in which the DTE changed the rate, format, 
or parity; etc.); 

7) displaying of S-parameter values which cannot be expressed as three decimal digits; 
8) states of connection establishment (e.g., handshaking) in which attempts to abort a 

command by transmission of a character to the DCE may not be recognized; 
9) handling of additional characters that appear on the same command line after a semicolon 

that terminates a dial string (see 6.1.1); i.e., whether the additional characters are ignored or 
processed as commands; 

10) carry-over of the effect of P and T dial modifiers from one dial string to the next. 

6 Functions 
The following descriptions of DCE functions and associated commands include information on both 
mandatory and optional capabilities. All mandatory commands, parameters, and responses shall be 
implemented in devices claiming conformance to this Recommendation. If an optional capability is 
implemented in a DCE, the associated command(s), parameter(s), and response(s) defined in this 
Recommendation shall be implemented. 
For simplicity, the following descriptions use a particular syntax; alternatives may be used when 
available. For example: 
1) Result codes are described in terms of their alphabetic format, except in situations where 

the setting of a parameter directly affects the format (e.g., V and Q commands). The actual 
result code issued would depend on the setting of parameters that affect result code formats. 

2) The description of the OK result code for each command does not mention the fact that the 
result code will be deferred if any further commands appear on the same command line 
(see 5.4). 

Default values that are specified for some commands have been selected to provide proper 
operation of the DCE in its initial state. Implementation of the specified defaults is desirable but not 
mandatory, with the exception of S3 (which has a mandatory default value of 13). Default values 
for all parameters supported shall be specified by the manufacturer. 
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Some DCE functions and associated commands may be subject to national regulations. The manner 
of handling such restrictions (e.g., elimination of commands, restriction on ranges of accepted 
values, handling of values outside acceptable ranges, etc.) shall be determined by the manufacturer. 

Table I.2 lists all commands contained in the Recommendation, sorted alphabetically. 

6.1 Generic DCE control 

6.1.1 Reset to default configuration 

Syntax 
Z[<<<<value>>>>] 

Description 
This command instructs the DCE to set all parameters to their factory defaults as specified by the 
manufacturer. This may include taking into consideration the settings of hardware configuration 
switches or non-volatile parameter storage (if implemented). If the DCE is connected to the line, it 
is disconnected from the line, terminating any call in progress. 

All of the functions of the command shall be completed before the DCE issues the result code. The 
DTE should not include additional commands on the same command line after the Z command 
because such commands may be ignored. 
NOTE – Because this command may take into consideration the settings of switches and non-volatile 
parameter storage, it does not necessarily return the DCE to a "known state". In particular, the DCE may, as 
a result of execution of this command, be placed in a state in which it appears to not respond to DTE 
commands, or respond in a completely different format than was being used prior to execution of the 
command. 

Abortability 
This command may not be aborted. 

Result codes 
OK  If <<<<value>>>> is recognized. 
ERROR If <<<<value>>>> is not recognized or supported. 

An OK result code for this command is issued using the same rate, parity, and word format as the 
DTE command line containing the command, but using the new values for parameters that affect 
the format of result codes (e.g., Q, V, S3, S4). 

Execution time 
Execution time for this action varies widely depending on manufacturer implementation. The DTE 
should not assume the amount of time required to execute this command, but await a result code or 
other positive indication from the DCE that it is ready to accept a command. 

Implementation 

Implementation of this command is mandatory. Interpretation of <<<<value>>>> is optional and 
manufacturer-specific. 

6.1.2 Set to factory-defined configuration 

Syntax 
&F[<<<<value>>>>] 
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Description 
This command instructs the DCE to set all parameters to default values specified by the 
manufacturer, which may take into consideration hardware configuration switches and other 
manufacturer-defined criteria. 

Abortability 
This command may not be aborted. 

Defined values 
0  Set parameters to factory defaults. 
(other)  Reserved for manufacturer proprietary use. 

Result codes 
OK  If value is valid. 
ERROR If value is not recognized or not supported. 

An OK result code for this command is issued using the same rate, parity, and word format as the 
DTE command line containing the command, but using the factory-defined values for other 
parameters that affect the format of result codes (e.g., Q, V, S3, S4) and dependent upon other 
commands that may follow on the same command line. 

Execution time 
Execution time for this action varies widely depending on manufacturer implementation. The DTE 
should not assume the amount of time required to execute this command, but await a result code or 
other positive indication from the DCE that it is ready to accept a command. 

Implementation 
Implementation of this command is mandatory. If the value specified is not recognized or 
implemented, an ERROR result code is issued. 

6.1.3 Request identification information 

Syntax 
I[<<<<value>>>>] 

Description 
This command causes the DCE to transmit one or more lines of information text, determined by the 
manufacturer, followed by a final result code. <<<<value>>>> may optionally be used to select from 
among multiple types of identifying information, specified by the manufacturer. 
NOTE – The responses to this command may not be reliably used to determine the DCE manufacturer, 
revision level, feature set, or other information, and should not be relied upon for software operation. In 
particular, expecting a specific numeric response to an I0 command to indicate which other features and 
commands are implemented in a DCE dooms software to certain failure, since there are widespread 
differences in manufacturer implementation among devices that may, coincidentally, respond with identical 
values to this command. Software implementors should use I commands with extreme caution, since the 
amount of data returned by particular implementations may vary widely from a few bytes to several thousand 
bytes or more, and should be prepared to encounter ERROR responses if the value is not recognized. 

Abortability 
This command is not ordinarily abortable, but may be so in some implementations. 
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Execution time 
Execution time is dependent on the time required to transmit the information to the DTE. The DTE 
should not assume the amount of time required to execute this command, but await a result code or 
other positive indication from the DCE that it is ready to accept a command. 

Implementation 
Implementation of this command is optional. 

6.1.4 Request manufacturer identification (+GMI) 

Syntax 
++++GMI 

Description 
This command causes the DCE to transmit one or more lines of information text, determined by the 
manufacturer, which is intended to permit the user of the DCE to identify the manufacturer. 
Typically, the text will consist of a single line containing the name of the manufacturer, but 
manufacturers may choose to provide more information if desired (e.g., address, telephone number 
for customer service, etc.). 

The total number of characters, including line terminators, in the information text returned in 
response to this command shall not exceed 2048 characters. Note that the information text shall not 
contain the sequence "0 <CR>" (3/0, 0/13) or "OK<CR>" (4/15, 4/11, 0/13), so that DTE can avoid 
false detection of the end of this information text. 

Defined values 
None. 

Result codes 
OK In all cases. 

Execution time 
Execution time is dependent on the time required to transmit the information to the DTE. The DTE 
should not assume the amount of time required to execute this command, but await a result code or 
other positive indication from the DCE that it is ready to accept a command. 

Abortability 
This command is not abortable. 

Implementation 
Implementation of this command is mandatory. 

6.1.5 Request model identification (+GMM) 

Syntax 
++++GMM 

Description 
This command causes the DCE to transmit one or more lines of information text, determined by the 
manufacturer, which is intended to permit the user of the DCE to identify the specific model of 
device. Typically, the text will consist of a single line containing the name of the product, but 
manufacturers may choose to provide any information desired. 
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The total number of characters, including line terminators, in the information text returned in 
response to this command shall not exceed 2048 characters. Note that the information text shall not 
contain the sequence "0 <CR>" (3/0, 0/13) or "OK<CR>" (4/15, 4/11, 0/13), so that DTE can avoid 
false detection of the end of this information text. 

Defined values 
None. 

Result codes 
OK In all cases. 

Execution time 
Execution time is dependent on the time required to transmit the information to the DTE. The DTE 
should not assume the amount of time required to execute this command, but await a result code or 
other positive indication from the DCE that it is ready to accept a command. 

Abortability 
This command is not abortable. 

Implementation 
Implementation of this command is mandatory. 

6.1.6 Request revision identification (+GMR) 

Syntax 
++++GMR 

Description 
This command causes the DCE to transmit one or more lines of information text, determined by the 
manufacturer, which is intended to permit the user of the DCE to identify the version, revision level 
or date, or other pertinent information of the device. Typically, the text will consist of a single line 
containing the version of the product, but manufacturers may choose to provide any information 
desired. 

The total number of characters, including line terminators, in the information text returned in 
response to this command shall not exceed 2048 characters. Note that the information text shall not 
contain the sequence "0 <CR>" (3/0, 0/13) or "OK<CR>" (4/15, 4/11, 0/13), so that DTE can avoid 
false detection of the end of this information text. 

Defined values 
None. 

Result codes 
OK In all cases. 

Execution time 
Execution time is dependent on the time required to transmit the information to the DTE. The DTE 
should not assume the amount of time required to execute this command, but await a result code or 
other positive indication from the DCE that it is ready to accept a command. 

Abortability 
This command is not abortable. 
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Implementation 
Implementation of this command is mandatory. 

6.1.7 Request product serial number identification (+GSN) 

Syntax 
++++GSN 

Description 
This command causes the DCE to transmit one or more lines of information text, determined by the 
manufacturer, which is intended to permit the user of the DCE to identify the individual device. 
Typically, the text will consist of a single line containing a manufacturer determined alpha-numeric 
string, but manufacturers may choose to provide any information desired. 

The total number of characters, including line terminators, in the information text returned in 
response to this command shall not exceed 2048 characters. Note that the information text shall not 
contain the sequence "0 <CR>" (3/0, 0/13) or "OK<CR>" (4/15, 4/11, 0/13), so that DTE can avoid 
false detection of the end of this information text. 

Defined values 
None. 

Result codes 
OK In all cases. 

Execution time 
Execution time is dependent on the time required to transmit the information to the DTE. The DTE 
should not assume the amount of time required to execute this command, but await a result code or 
other positive indication from the DCE that it is ready to accept a command. 

Abortability 
This command is not abortable. 

Implementation 
Implementation of this command is optional. 

6.1.8 Request global object identification (+GOI) 

Syntax 
++++GOI 

Description 
This command causes the DCE to transmit one or more lines of information text, determined by the 
manufacturer, which is intended to permit the user of the DCE to identify the device, based on the 
ISO system for registering unique object identifiers. Typically, the text will consist of a single line 
containing numeric strings delimited by period characters. 

The general format of object identifiers is defined in Annex D/X.680, the encoding rules are defined 
in Annex C/X.680. 

The total number of characters, including line terminators, in the information text returned in 
response to this command shall not exceed 2048 characters. Note that the information text shall not 
contain the sequence "0 <CR>" (3/0, 0/13) or "OK<CR>" (4/15, 4/11, 0/13), so that DTE can avoid 
false detection of the end of this information text. 
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Defined values 
None. 

Result codes 
OK In all cases. 

Execution time 
Execution time is dependent on the time required to transmit the information to the DTE. The DTE 
should not assume the amount of time required to execute this command, but await a result code or 
other positive indication from the DCE that it is ready to accept a command. 

Abortability 
This command is not abortable. 

Implementation 
Implementation of this command is optional. 

6.1.9 Request complete capabilities list (+GCAP) 

Syntax 
++++GCAP 

Description 
This extended-format command causes the DCE to transmit one or more lines of information text in 
a specific format. The content is a list of additional capabilities command +<name>s, which is 
intended to permit the user of the DCE to identify the overall capabilities of the DCE. 

In particular, if the DCE implements a particular DCE control standard that uses Extended Syntax 
Commands, and if that DCE control standard includes command(s) that indicate general 
capabilities, the +<name>(s) of those commands shall be reported to the DCE in response to a 
+GCAP command. See Table 2. 

Table 2/V.250 – Examples of required ++++GCAP responses 

++++GCAP response DCE control standard Description 

+FCLASS T.class1, +F 
or T.class2, +F 

Class 1 Facsimile DCE Control 
Class 2 Facsimile DCE Control 

+MS +M commands 
 

Modulation Control: 
+MS and +MR commands 

+MV18S +MV18 commands 
 

V.18 Modulation Control: 
+MV18S and +MV18R 

+ES +E commands 
 

Error Control: 
+ES, +EB, +ER, +EFCS, +ETBM 

+DS +D commands 
 

Data Compression: 
+DS and +DR 

For example, a data modem that supported all capabilities described in this Recommendation may 
report: 
++++GCAP: ++++MS, ++++ES, ++++DS, ++++MV18S 
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If that example DCE implemented other commands, they shall also be included. If that DCE 
implemented stubs (e.g., +FCLASS=0 only), it may report +FCLASS as part of its +GCAP 
response. 

The response is not specifically limited as to number of lines of text. Note that the information text 
shall not contain the sequence "0 <CR>" (3/0, 0/13) or "OK<CR>" (4/15, 4/11, 0/13), so that DTE 
can avoid false detection of the end of this information text. 

It is not necessary for a DTE to inquire of the +GCAP where the application is specific to a 
technology, such as facsimile where the +FCLASS command would be sufficient to determine 
capabilities. 

Abortability 
This command is not abortable. 

Implementation 
Implementation of this command is mandatory. The response might be null if the DCE lacks 
specific capabilities commands. A DTE that is aware of a specific DCEs capabilities might elect not 
to use the +GCAP command. 

6.1.10 Country of installation (+GCI) 

Parameter 
++++GCI====<<<<T.35 country code>>>> 

Description 
This extended syntax command is used to indicate and select the country of installation for the 
DCE. If implemented, the DCE shall use this parameter to select the settings for any operational 
parameters that need to be adjusted for national regulations or telephone networks. DTE may use 
this value to determine country-specific functions. 

If a DCE supports legal connection in only one country, then that DCE shall report only the T.35 
country code for that country in response to a read or test command, and accept only that value for a 
write command. 

Defined values 
ITU-T Rec. T.35 defines 8-bit country codes. Annex A/T.35 lists country codes, with bits 8-1 and 
the country names. For use with the +GCI parameter, the value shall be the hexadecimal equivalent 
of the T.35 code, with bit 8 treated as the most significant bit and bit 1 treated as the least 
significant bit. Example values: 00 for Japan; 0A for Austria; 64 for Lebanon; C4 for Zimbabwe. 

Recommended default 
If the DCE is specified for use in only one country, that country code shall be the default. 
Otherwise, the recommended default is the expected country of sale or first installation. DCE may 
use hardware means to select the country of installation, in which case the DCE shall use that to 
determine the default value. 

Read syntax 
++++GCI? 
The DCE shall transmit information text which reports the hexadecimal numeric value 
corresponding to the current setting: 
++++GCI:<<<<current country code>>>> 

e.g., +GCI:3D indicates that the DCE is set for France. 
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Test syntax 
++++GCI====? 

The DCE shall transmit information text which reports the list of numerical values corresponding to 
the country or countries that are supported: 

++++GCI:(<<<<country code>>>> [,<country code> [,<country code>...]]) 

e.g., +GCI:(20,73,B5) indicates that the DCE can be set for Canada, Mexico or the United States. 

Implementation 
This command shall be implemented in DCE that can be installed in more than one country, and 
which need to adjust operating parameters in order to function correctly in those countries. 

6.2 DTE-DCE interface commands 
The parameters defined in this clause control the operation of the interface between the DTE and 
DCE. 

6.2.1 Command line termination character 

Parameter 
S3 

Description 
This S-parameter represents the decimal IA5 value of the character recognized by the DCE from the 
DTE to terminate an incoming command line. It is also generated by the DCE as part of the header, 
trailer, and terminator for result codes and information text, along with the S4 parameter (see the 
description of the V parameter for usage). 

The previous value of S3 is used to determine the command line termination character for entry of 
the command line containing the S3 setting command. However, the result code issued shall use the 
value of S3 as set during the processing of the command line. For example, if S3 was previously set 
to 13 and the command line "ATS3====30" is issued, the command line shall be terminated with a CR 
character (IA5 0/13), but the result code issued will use the character with the ordinal value 30 
(IA5 2/14) in place of the CR. 

Defined values 
0 to 127  Set command line termination character to this value. 

Mandatory default setting 
13 Carriage return character (CR, IA5 0/13). 

Implementation 
Implementation of this parameter is mandatory. If the specified value is not recognized, an ERROR 
result code is issued. 

6.2.2 Response formatting character 

Parameter 
S4 

Description 
This S-parameter represents the decimal IA5 value of the character generated by the DCE as part of 
the header, trailer, and terminator for result codes and information text, along with the S3 parameter 
(see the description of the V parameter for usage). 
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If the value of S4 is changed in a command line, the result code issued in response to that command 
line will use the new value of S4. 

Defined values 
0 to 127  Set response formatting character to this value. 

Recommended default setting 
10 Line feed character (LF, IA5 0/10). 

Implementation 
Implementation of this parameter is mandatory. If the specified value is not recognized, an ERROR 
result code is issued. 

6.2.3 Command line editing character 

Parameter 
S5 

Description 
This S-parameter represents the decimal IA5 value of the character recognized by the DCE as a 
request to delete from the command line the immediately preceding character (see 5.2.2). 

Defined values 
0 to 127  Set command line editing character to this value. 

Recommended default setting 
8 Backspace character (BS, IA5 0/8). 

Implementation 
Implementation of this parameter is mandatory. If the specified value is not recognized, an ERROR 
result code is issued. 

6.2.4 Command echo 

Parameter 
E[<<<<value>>>>] 

Description 
The setting of this parameter determines whether or not the DCE echoes characters received from 
the DTE during command state and online command state (see 5.2.3). 

Defined values 
0 DCE does not echo characters during command state and online command state. 
1 DCE echoes characters during command state and online command state. 

Recommended default setting 
1 DCE echoes characters during command state and online command state. 

Implementation 
Implementation of this parameter is mandatory. If the specified value is not recognized, an ERROR 
result code is issued. 
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