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ITU-T  V-SERIES  RECOMMENDATIONS 
DATA COMMUNICATION OVER THE TELEPHONE NETWORK 

  
General V.1–V.9 
Interfaces and voiceband modems V.10–V.34 
Wideband modems V.35–V.39 
Error control V.40–V.49 
Transmission quality and maintenance V.50–V.59 
Simultaneous transmission of data and other signals V.60–V.99 
Interworking with other networks V.100–V.199 
Interface layer specifications for data communication V.200–V.249 
Control procedures V.250–V.299 
Modems on digital circuits V.300–V.399 
  

For further details, please refer to the list of ITU-T Recommendations. 
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  ITU-T Rec. V.76 (1996)/Cor.1 (01/2005) i 

ITU-T Recommendation V.76 

Generic multiplexer using V.42 LAPM-based procedures 

Corrigendum 1 
 

 

 

Summary 
This corrigendum addresses corrections and clarifications in ITU-T Rec. V.76 (1996) concerning 
CRC calculation when using suspend/resume, N401 timer value and reuse of DLCI values. 

 

 

Source 
Corrigendum 1 to ITU-T Recommendation V.76 (1996) was approved on 8 January 2005 by ITU-T 
Study Group 16 (2005-2008) under the ITU-T Recommendation A.8 procedure. 
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