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Recommendation ITU-T X.1365 

Security methodology for the use of identity-based cryptography in support of 

Internet of things (IoT) services over telecommunication networks 

 

 

Summary 

Recommendation ITU-T X.1365 provides a security methodology for the use of identity-based 

cryptography (IBC) public key technology in support of Internet of things (IoT) services over 

telecommunication networks, including mechanisms of identity management, key management 

architecture, key management operations and authentication. 

Traditional certificate-based security methodology involves heavyweight key management operations 

including certificate issuance, querying and revocation. Such systems face great difficulty in keeping 

up with the increasing numbers of devices connected in IoT while maintaining adequate performance. 

IBC technology is another security methodology that uses an entity’s identity as a public key. An 

essential feature of IoT is that everything has a unique identifier (ID). Using such IDs as public keys 

has the benefit of no certificates being required. Consequently, an IBC security solution utilizes 

simpler key management, enables distributed authorities to control their own devices and scales well 

to both a high number of endpoints and diverse devices. 
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FOREWORD 

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of 

telecommunications, information and communication technologies (ICTs). The ITU Telecommunication 

Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical, 

operating and tariff questions and issuing Recommendations on them with a view to standardizing 

telecommunications on a worldwide basis. 

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, establishes 

the topics for study by the ITU-T study groups which, in turn, produce Recommendations on these topics. 

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1. 

In some areas of information technology which fall within ITU-Ts purview, the necessary standards are 

prepared on a collaborative basis with ISO and IEC. 

 

 

 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 

telecommunication administration and a recognized operating agency. 

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain 

mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the 

Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some other 

obligatory language such as "must" and the negative equivalents are used to express requirements. The use of 

such words does not suggest that compliance with the Recommendation is required of any party. 
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Recommendation ITU-T X.1365 

Security methodology for the use of identity-based cryptography in support of 

Internet of things (IoT) services over telecommunication networks 

1 Scope 

This Recommendation specifies a security methodology for the use of identity-based cryptography 

(IBC) technology in support of Internet of things (IoT) services over telecommunications networks. 

This security methodology includes mechanisms for device identification, private key issue, public 

parameter lookup and authentication protocols. 

NOTE – This methodology is not limited to IoT service, it can be used by other services also. 

2 References 

The following ITU-T Recommendations and other references contain provisions which, through 

reference in this text, constitute provisions of this Recommendation. At the time of publication, the 

editions indicated were valid. All Recommendations and other references are subject to revision; 

users of this Recommendation are therefore encouraged to investigate the possibility of applying the 

most recent edition of the Recommendations and other references listed below. A list of the currently 

valid ITU-T Recommendations is regularly published. The reference to a document within this 

Recommendation does not give it, as a stand-alone document, the status of a Recommendation. 

[IETF RFC 4764] IETF RFC 4764 (2007), The EAP-PSK protocol: A Pre-Shared Key Extensible 

Authentication Protocol (EAP) Method. 

[IETF RFC 5091] IETF RFC 5091 (2007), Identity-Based Cryptography Standard (IBCS) #1: 

Supersingular Curve Implementations of the BF and BB1 Cryptosystems. 

[IETF RFC 5216] IETF RFC 5216 (2008), The EAP-TLS Authentication Protocol. 

[IETF RFC 5280] IETF RFC 5280 (2008), Internet X.509 Public Key Infrastructure Certificate 

and Certificate Revocation List (CRL) Profile. 

[IETF RFC 5408] IETF RFC 5408 (2009), Identity-Based Encryption Architecture and 

Supporting Data Structures. 

[IETF RFC 5480] IETF RFC 5480 (2009), Elliptic Curve Cryptography Subject Public Key 

Information. 

[IETF RFC 5958] IETF RFC 5958(2010), Asymmetric Key Packages. 

[IETF RFC 6507] IETF RFC 6507 (2012), Elliptic Curve-Based Certificateless Signatures for 

Identity-Based Encryption (ECCSI). 

[IETF RFC 6508] IETF RFC 6508 (2012), Sakai–Kasahara Key Encryption (SAKKE). 

[IETF RFC 6960] IETF RFC 6960 (2013), X.509 Internet Public Key Infrastructure Online 

Certificate Status Protocol – OCSP. 

[IETF RFC 7250] IETF RFC 7250 (2014), Using Raw Public Keys in Transport Layer Security 

(TLS) and Datagram Transport Layer Security (DTLS). 

[IETF RFC 8446] IETF RFC 8446 (2018), The Transport Layer Security (TLS) Protocol 

Version 1.3. 

[ISO/IEC 11770-3] ISO/IEC 11770-3:2015, Information technology – Security techniques – Key 

management – Part 3: Mechanisms using asymmetric techniques. 
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[ISO/IEC 14888-3] ISO/IEC 14888-3:2018, IT Security techniques – Digital signatures with 

appendix – Part 3: Discrete logarithm based mechanisms. 

[ISO/IEC 18033-5] ISO/IEC 18033-5:2015, Information technology – Security techniques – 

Encryption algorithms – Part 5: Identity-based ciphers. 

3 Definitions 

3.1 Terms defined elsewhere 

This Recommendation uses the following terms defined elsewhere: 

3.1.1 identity provider [b-ITU-T Y.2720]: An entity that creates, maintains and manages trusted 

identity information of other entities (e.g., users/subscribers, organizations, and devices) and offers 

identity-based services based on trust, business and other types of relationship. 

3.1.2 identifier (ID) [b-ITU-T E.101]: A series of digits, characters and symbols used to identify 

uniquely a subscriber, a user, a network element, a function, a network entity, a service or an 

application. Identifiers can be used for registration or authorization. They can be either public to all 

networks or private to a specific network (private IDs are normally not disclosed to third parties). 

3.1.4 master public key (MPK) [ISO/IEC 18033-5]: Public value uniquely determined by the 

corresponding master secret key. 

3.1.3 master secret key (MSK) [ISO/IEC 18033-5]: Secret value used by the private key generator 

to compute private keys for an IBE algorithm. 

3.1.5 private key generator (PKG) [ISO/IEC 18033-5]: Entity or function which generates a set 

of private keys. 

3.2 Terms defined in this Recommendation 

This Recommendation defines the following terms: 

3.2.1 identity domain: A collection of entities that share the same set of public parameters and 

identity naming rules. 

3.2.2 public parameter: One of the parameters for cryptographic computation, including a 

selection of a particular cryptographic scheme or function from a family of cryptographic schemes or 

functions, or from a family of mathematical spaces and the master public key. 

3.2.3 public parameter server: An entity that provides public parameters upon request. 

3.2.4 security module (SecM): A piece of software or hardware or the composition of software 

and hardware that securely implements cryptographic mechanisms and provides security services. 

4 Abbreviations and acronyms 

This Recommendation uses the following abbreviations and acronyms: 

4G fourth Generation 

5G fifth Generation 

AuC Authentication Centre 

AGW Aggregate Gateway 

AK Authentication Key 

AKA Authenticated Key Agreement 

AN Access Node 
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AS Access System 

ASN.1 Abstract Syntax Notation one 

AU Authentication Unit 

BN Barreto-Naehrig 

BLS-12 Barreto-Lynn-Scott embedding degree 12 

BLS-24 Barreto-Lynn-Scott embedding degree 24 

CRL Certificate Revocation List 

DER Distinguished Encoding Rules 

EAP Extensible Authentication Protocol 

ECCSI Elliptic Curve-based Certificateless Signatures for Identity-based encryption 

EID eUICC-ID 

EIS eUICC Information Set 

eUICC Embedded Universal Integrated Circuit Card 

EUM eUICC Manufacturer 

GW Gateway 

HSM Hardware Security Module 

HTTP Hypertext Transfer Protocol 

IBAKA Identity-Based Authenticated Key Agreement 

IBC Identity-Based Cryptography 

IBE Identity-Based Encryption 

IBS Identity-Based Signature 

ID Identifier 

IdP Identity Provider 

IMSI International Mobile Subscription Identity 

IoT Internet of Things 

ISP IoT Service Platform 

IRL Identity Revocation List 

ISD Issuer Security Domain 

KDF Key Derivation Function 

KDK Key Derivation Key 

KEK Key Encryption Key 

KEM Key Encapsulation Mechanism 

KMIP Key Management Interoperability Protocol 

KMS Key Management Service 

KPAK KMS Public Authentication Key 

KSS-16 Kachisa-Schaefer-Scott embedding degree 16 

KSS-18 Kachisa-Schaefer-Scott embedding degree 18 
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LTE Long-Term Evolution 

LTE-M Long-Term Evolution, category M1 

MAC Media Access Control 

MNO Mobile Network Operator 

MSK Master Secret Key 

NB-IoT Narrowband Internet of Things 

OCSP Online Certificate Status Protocol 

OID Object Identifier 

OISP Online Identity Status Protocol 

PKG Private Key Generator 

PKI Public Key Infrastructure 

PPS Public Parameter Server 

PVT Public Verification Token 

RSF Revocation Server Function 

SecM Security Module 

SK Sakai-Kasahara 

SM-DP Subscription Manager Data Preparation 

SM-SR Subscription Manager Secure Routing 

SOK Sakai-Ohgishi-Kasahara 

SSK Secret Signing Key 

TLS Transport Layer Security 

TLV Tag, Length and Vector 

TVP Time-Variant Parameter 

UE User Equipment 

UICC Universal Integrated Circuit Card 

5 Conventions 

None. 

6 Overview 

The IoT can be viewed as a global infrastructure for the information society, enabling advanced 

services by interconnecting (physical and virtual) things based on existing and evolving interoperable 

information and communication technologies (ICT) according to clause 6.1 of [b-ITU-T Y.4000]. 

Security of IoT is one of the foremost concerns due to the ubiquitous nature of devices coupled with 

increasing sensitivity of user data. [b-ITU-T Y.4100] describes high-level common security 

requirements of IoT, including communication security, data management security, service provision 

security, as well as mutual authentication and authorization. [b-ITU-T X.1361] further analyses 

security threats and challenges in an IoT environment and describes capabilities that could address 

and mitigate them. The necessary security capabilities defined [b-ITU-T X.1361] include: 
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– a secure communication capability for supporting secure, trusted and privacy protected 

communication; 

– a secure key management capability for supporting secure communications; 

– a secure data management capability for providing secure, trusted and privacy protected data 

management; 

– an authentication capability for authenticating devices; 

– an authorization (access control) capability for authorizing devices; 

– a capability to implement secure protocols based on lightweight cryptographic algorithms. 

IoT devices are characterized by a constraint of resources such as computation and communication 

capabilities. The nature of IoT devices brings new challenges to satisfy security requirements in an 

IoT system. Particularly, easy deployment, lightweight management operations and distributed 

authority are among the key factors when considering security solutions for IoT. 

As described in [b-ITU-T X.1361], authentication, access control, as well as data integrity and 

confidentiality are among essential services required to secure IoT. Both symmetric-key and public-

key cryptography mechanics can be exploited to provide such services. 

A symmetric-key based security solution is relatively simple. However, it does not fit well in peer-

to-peer scenarios such as machine-to-machine applications in IoT without an online service acting as 

a trust broker or without pre-sharing a secret pairwise among devices. Cross-system secure 

communication is also complicated without exposing the user secret to peer parties. 

The traditional certificate-based public key cryptography solution involves heavyweight key 

management operations, including certificate issue, querying, distribution, verification and 

revocation. Such systems face significant challenges in keeping up with the pace of increases in 

device numbers and functionality on IoT while maintaining decent performance. Overhead of 

exchanging certificates in security protocols also causes problems, particularly in narrowband 

Internet of things (NB-IoT) networks which have a small packet data unit. 

Identity-based cryptography (IBC) is another type of technology, which uses an entity's identity as a 

public key. As one of the essential features of IoT, everything has a unique identifier (ID). By using 

such IDs as public keys, no certificates are required. Consequently, an IBC security solution utilizes 

simpler key management, enables distributed authorities to control their own devices and scales well 

to both high number of endpoints and diversity of devices. As no certificates are transmitted, security 

protocols can be conducted more efficiently. 

In an IBC system, a trusted party called a key management service (KMS) is in charge of generating 

each entity’s private key. Before providing the key generation service, the KMS starts a system 

initialization process by invoking an IBSetup function which, given a security parameter, determines 

a set of system parameters and generates a master secret key (MSK) and a master public key (MPK). 

Note that the KMS has the same function as private key generator (PKG). Thus, for convenience of 

expression, KMS and PKG are used interchangeably in this Recommendation, and the combination 

of system parameters and the MPK is referred to as the public parameters. The KMS keeps the MSK 

strictly confidential and makes the public parameters publicly available. If necessary, the public 

parameters may be published by a dedicated service public parameter server (PPS). 

A typical IBC security system may use a range of IBC mechanisms including identity-based 

encryption (IBE), identity-based signature (IBS) and identity-based authenticated key agreement 

(IBAKA) to provide various security services including data confidentiality, entity authentication and 

secure channel establishment. All of these IBC algorithms can be deemed as the composition of two 

sets of functions. One set consists of key generation functions, which generate identity-based public 

and private key pairs. The private key generation function (IBExtract) generates a private key from 

an ID, the MSK and the public parameters. The identity public key derivation function (IBDerivate) 

computes a public key from an ID and the public parameters. The other set of functions, e.g., 

Full document details: ITU-T X.1365 2020

http://www.avadocuments.com/doc/itu-t-x-1365-2020
http://www.avadocuments.com/doc/itu-t-x-1365-2020


 

6 Rec. ITU-T X.1365 (03/2020) 

encryption or decryption (IBEnc/IBDec), signing or verification (IBSign/IBVerify) and 

authenticated session key establishment protocol, uses the key pairs generated to complete 

corresponding cryptographic operations. 

IBC technology has been standardized by various standards development organizations, including the 

International Organization for Standardization (ISO), International Electrotechnical Commission 

(IEC), Internet Engineering Task Force (IETF), Institution of Electrical and Electronics Engineers 

(IEEE), European Telecommunications Standards Institute (ETSI) and Standard Administration of 

China (SAC). A list of some relevant standards developed by these organizations is given in the 

Bibliography. OneM2M is also considering use of IBC technologies for IoT networks in Release 4, 

whose security analysis can be found in [b-ETSI TR 118 508]. 

This Recommendation describes a security framework for using IBC technology to provide security 

capabilities for IoT services over telecommunications networks. The framework covers aspects of 

identity management, key management architecture, key management operations and authentication, 

as well as key agreement protocols of using IBC. 

7 System reference architecture for IoT services over telecommunications networks 

This clause presents a general system reference architecture for IoT services over telecommunications 

networks. Figure 1 shows a conceptual system reference architecture for IoT services. The system 

consists of three domains: IoT device, access system (AS), and IoT service platform (ISP). 

 

Figure 1 – Conceptual system architecture for Internet of things services 

IoT devices are responsible for data collection or performing actions. Most IoT devices can establish 

a connection with a telecommunication system and communicate with an ISP. Nowadays, the 

majority of IoT devices connect to an ISP via a wireless link established with a telecommunication 

network. In this Recommendation, the AS refers to telecommunication networks. Usually it consists 

of two parts: access network (AN) and core network. The core network can be further subdivided into 

two parts: control plane and user plane, which are responsible for control signalling and data 

transmission, respectively. 

The telecommunication network, as a traditional wireless connection, has already been used for 

several generations. Historically, telecommunication networks are designed to support mobile 

communication for human beings with seamless roaming features. In recent years, starting from 

fourth generation (4G) long-term evolution (LTE) networks, supporting of IoT devices are also 

considered in the design. For example, in 4G-LTE, category M1 (LTE-M) and NB-IoT technologies 

are developed to support IoT devices. 

The majority of today's telecommunication systems consist of three components: terminals or user 

equipment (UE), an AN, and core networks. Here, it is assumed that both the AN and core networks 

belong to the AS, illustrated in Figure 1. IoT services are usually outside telecommunication networks 

with some interfaces for data transmission and service management. To provide better support for 

IoT services, telecommunication networks are including more IoT specific design in their system 
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specifications. Integration between telecommunications networks and IoT services has become closer 

in recent years. 

With system specifications developed for fifth generation (5G) networks, public key technologies are 

supported for IoT services, including network access authentication. As mentioned in clause 6, 

compared to other public key technologies, IBC is simpler in management and more efficient in 

transmission. Therefore, the use of IBC for IoT services over telecommunication networks requires 

specification as a standard complementary to existing specifications. 

8 Framework of using identity-based cryptography for IoT services over 

telecommunications networks 

In this clause, a framework of using IBC public key technologies for IoT services in 

telecommunications networks is provided. The framework contains a system architecture by 

including necessary network components required when using IBC technologies. Furthermore, a key 

management framework for IBC is specified, as it is essential for a system using IBC technology. 

Other critical issues, such as key management, identity naming and authentication protocols, are also 

addressed in this framework. 

8.1 IoT system architecture with identity-based cryptography 

For IoT services run over telecommunications networks, IBC can be used for either network access 

authentication or service access authentication, or both. Network access authentication addresses 

whether a device is allowed to access the network, while service access authentication addresses 

whether a device can access an ISP. 

IoT devices can access the telecommunication network directly or indirectly. Hence, there are two 

access models: 

– direct-connected model: IoT devices connect to the AS directly; 

– indirect-connected model: IoT devices connect to the AS via an aggregate gateway (AGW). 

Figure 2 shows an IoT system reference architecture with IBC used for both AS and ISP security 

protection. From security point of view, both the AS and ISP may have their own security 

requirements for IoT services. Considering security credentials may be provided by either the AS or 

the ISP, there are three scenarios using IBC for IoT networks, as follows. 

– using IBC in AS security protection scenario: 

 For this scenario, security credentials for network access stored in IoT devices are provided 

and managed by the AS. IoT devices are authenticated by the AS when connecting to it. For 

example, an IoT device computes the IBS signature based on the private key provided by the 

AS and sends the signature to the AS. Accordingly, the AS can authenticate the IoT device 

based on the IBS signature provided in the authentication messages. If the verification is 

success, the AS sends the data from the IoT device to the IoT server; 

– using IBC for ISP security protection: 

 The IBC credentials stored in IoT devices are provided and managed by the ISP for service 

access. IoT devices are authenticated by the ISP based on the signature generated with IBC 

credentials; 

– using IBC in both AS and ISP security protection scenario: 

 The IBC security credentials stored in IoT devices are provided and managed by either the 

AS or by the ISP, or both jointly. The IoT device can be authenticated by both the AS and 

ISP with the same set of credentials. 
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Figure 2 – IoT system architecture based on identity-based cryptography in both access 

system and IoT service platform security protection scenarios 

The three scenarios described above cover most use cases with IBC for network and service access. 

However, there could be other scenarios that are outside the scope of this Recommendation. 

IoT system architecture based on IBC consists of the following network functions (NF) and devices: 

– access system (AS): a system of access for IoT devices or AGW, including access node 

(AS.AN), key management system (AS.KMS) function, authentication unit (AS.AU), 

revocation server function (AS.RSF) and gateway (AS.GW); 

– IoT service platform (ISP): a platform for IoT service management, including key 

management system function (ISP.KMS), authentication unit (isp.au), revocation server 

function (ISP.RSF), gateway (ISP.GW) and IoT server. The ISP shall support key 

management, distribution, identity authentication, encryption or decryption and signature 

signing or verification, etc.; 

– aggregate gateway (AGW): an aggregation node, responsible for an IoT device connection, 

aggregating and sending all IoT device data to the AS. The AGW plays the proxy role of data 

transmission between IoT devices and the AN; 

– access node (AN): access node for IoT devices or AGW, can be a wireless or fixed network 

access point; 

– key management system (KMS) function: a management system, responsible for key 

generation, distribution and update of the IBC keys and parameters for IoT devices and 

network functions; 

– authentication unit (AU): an AU authenticates an IoT device based on IBC system; 

– revocation server function (RSF): a server maintains an identity revocation list (IRL). Public 

keys or identities in the revocation list are excluded from usage; 

 NOTE – Both the AS and ISP may have their own KMS, AU and RSF. 

– access system gateway (AS.GW): a network element connected to an IoT GW, responsible 

for IoT user data transmission; 

– IoT gateway (IoT GW): a GW responsible for forwarding or aggregating data and 

transmitting data to an IoT server, or for forwarding data/signalling from an IoT server to IoT 

devices. 
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– IoT server: a server located on the IoT service provider side, collecting IoT data from the 

IoT GW; 

– IoT device: an end device, used for data collection and connection establishment with an AN 

and IoT server, providing data protection, including key negotiation, encryption or 

decryption and signature signing or verification. 

Functions of the reference points shown in Figure 2 are described as follows: 

– G1: reference point between an IoT device and AGW, used for authentication and security 

communication; 

– G2: reference point between an AGW and AN, used for signalling and data communication 

between the AGW and AN; 

– T0: reference point between IoT devices, used for signalling and data exchange; 

– T1: reference point between IoT devices and an AN, used for authentication and security 

communication; 

– T2: reference points between AS.GW and ISP.GW, providing a user plane data tunnel 

between the AS.GW and ISP; 

– T3: reference points between AS.AU and ISP.AU, for signalling exchange, including identity 

exchange or key provision; 

– A1: reference points between AN and AS.GW, for user plane data tunnelling; 

– A2: reference points between AS.AU and AN, for control plane signalling; 

– A3: reference points between AS.AU and AS.GW, for GW allocation and management 

protocol in the AS; 

– A4: reference points between AS.AU and AS.KMS, for the key provision protocol in the AS; 

– A5: reference points between AS.AU and AS.RSF, for the identity or key revocation protocol 

in the AS; 

– I1: reference points between IoT server and ISP.GW, for user plane data tunnelling; 

– I2: reference points between ISP.AU and ISP.GW, for GW allocation and management 

protocol in the ISP; 

– I3: reference points between ISP.AU and IoT server, for information exchange, such as 

service-related subscription information transferred from IoT server to ISP.AU, 

authentication notification message from ISP.AU to the IoT server; 

– I4: reference points between ISP.AU and ISP.KMS, for the key provision protocol in the ISP; 

– I5: reference points between ISP.AU and ISP.RSF, for the identity or key revocation protocol 

in the ISP. 

8.2 Key management architecture 

This clause describes the functional architecture required to support key management when using 

IBC mechanisms in IoT. Based on whether an IoT device has an embedded universal integrated 

circuit card (eUICC) [b-GSMA SGP.02] component, two types of key management architecture are 

considered: 1) IBC in IoT devices with eUICC; and 2) IBC in non-eUICC IoT devices. 

If using IBC in IoT devices with eUICC, the architecture follows that of general eUICC remote 

provision defined in [b-GSMA SGP.02] by adding two new function entities, i.e., KMS and PPS. 

Depending on the location of the KMS, this case is further divided into the following two subcases: 

1) KMS is managed by the entity that is also in charge of a mobile network operator (MNO) – 

see Figure 3; 

2) KMS is managed by the entity that is in charge of subscription manager data preparation 

(SM-DP) – see Figure 4. 
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In both subcases, the keys including the private key and public parameters are generated when an 

MNO places a profile order. The keys are then provided remotely to eUICC devices as those keys 

installed following current remote key provision specification in [b-GSMA SGP.02]. Details of roles, 

associated functions and interfaces of eUICC remote provision can be found in [b-GSMA SGP.02]. 

Specification of profile, storage format and usage of these keys in eUICC is outside the scope of this 

Recommendation. 

 

Figure 3 – Identity-based cryptography key management architecture A for IoT devices with 

embedded universal integrated circuit card 

 

Figure 4 – Identity-based cryptography key management architecture B for IoT devices with 

embedded universal integrated circuit card 

In the case of using IBC in non-eUICC IoT devices, a general architecture is depicted in Figure 5. 

The building blocks include the following: 

– SecM: A security module (SecM) represents an element that can securely store keys and 

execute security mechanisms with the stored keys to complete security operations. An IoT 

device should have a SecM; 

– IdP: An identity provider (IdP) is an entity that creates, maintains, and manages identity 

information; 

– AuC: An authentication centre (AuC) offers entity authentication as a service. 

The IdP relies on the authentication service provided by the AuC to authenticate IoT devices. After 

the initial authentication process, the IdP provides identity provision service to the SecM including 

identity creation, designation, replacement and revocation. After a new identity is created and 

designated to an IoT device, the IdP invokes the private key generation service provided by the KMS 

to generate the private key corresponding to the newly allocated ID and securely distribute the keys 

to the SecM. The IdP also extracts public parameters from the KMS and feed them into the PPS which 

publishes the public parameters to external entities. The IdP may also provide authentication service 
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to other entities by executing with the SecM specific authentication protocols including those defined 

in this Recommendation. 

 

Figure 5 – Identity-based cryptography key management architecture for non-embedded 

universal integrated circuit card IoT devices 

8.3 Identity naming 

When using IBC technology for IoT services over a telecommunication network, identity naming can 

provide useful information to help operators to manage the network. Various pieces of information, 

e.g., service type, location, device ID and valid time can be embedded in an identity. Part of the 

information is necessary when using IBC technology, e.g., the valid time. With the identity 

information, the operator can optimize network management, e.g. by allocating a connection to 

specific network slices based on its service type. It is also easy to locate a device based on its location 

information. An example definition of the identity is presented in Appendix I. 

8.4 Key management 

Apart from the identity value, an IBC system involves three types of cryptographic key values: the 

MSK, the public parameters and the private key. The abstract syntax notation one (ASN.1) definition 

of these key structures is given in Annex B. 

To manage these keys, the IBC system makes use of five key management operations: 

1) system initialization operation; 

2) device initialization; 

3) public parameter lookup; 

4) identity and key provisioning; 

5) identity and key revocation. 

The key management interoperability protocol (KMIP) [b-OASIS KMIP] can be utilized to exchange 

messages between the management entity and the KMS. However, extension necessary to KMIP to 

satisfy new requirements of the IBSetup and IBExtract function requires definition. For IoT devices 

with eUICC, standard procedures for remote key provision are used [b-GSMA SGP.02]. For non-

eUICC IoT devices, the protocols for interactions between the SecMs and the management entities 

are defined based on hypertext transfer protocol (HTTP). Specifications of these operations are 

defined in Annex C. 

The system initialization operation initializes an IBC system by generating the MSK and public 

parameters. A management entity, such as IdP, SM-DP or MNO, is assumed to be in charge of the 

IBC system initialization process. It establishes a secure channel with a KMS entity that implements 

the IBSetup function. The two parties execute the KMIP with the create key pair operation. The 

management entity provides necessary information for the KMS to invoke the IBCSetup function 

and generate the MSK and public parameters. The KMIP is extended to support setup functions 
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including those of various standardized IBC algorithms. Details of this operation are specified in 

clause C.1. 

The device initialization operation is to prepare an IoT device for identity and key provision. There 

are two cases: initialization of IoT devices with eUICC and initialization of non-eUICC IoT devices. 

For devices with eUICC, it is required that eUICC completes the registration at subscription manager 

secure routing (SM-SR) and so is ready for profile download [b-GSMA SGP.02]. There is no extra 

operation required for standard eUICC devices. For non-eUICC IoT devices, the SecM should first 

register with AuC to get a provision ID (PROV.ID) and provision credential (PROV.CRED). This 

pair, PROV.ID/PROV.CRED, is used for entity authentication in the identity/key provision process. 

If IoT devices cannot establish a secure channel with IdP using transport layer security (TLS), it is 

further required that a key identity IdP.ID and a related public key IdP.PUK belonging to IdP or the 

public parameter should be installed in SecM during the device initialization process. Details of the 

operation are specified in clause C.2. 

The public parameter lookup operation is to retrieve the IBC public parameters. An IoT device shall 

use the identity and key provision procedure to get the public parameters of the IBC system that it 

belongs to. It may follow the specification defined in clause 4 of [IETF RFC 5408] to retrieve the 

public parameters of another IBC system from the known PPS. Details of the operation are specified 

in clause C.3. 

The identity and key provisioning operation includes the identity assignment, the private key 

extraction and the key distribution procedure. IoT devices after the initialization process only have a 

provisional identity. The IdP or SM-DP or MNO shall determine which identity is to be assigned to 

the requesting device and then communicate with the KMS to generate the corresponding private key 

and finally distribute the identity, the private key and the public parameters to the device securely. 

Details of the operation are specified in clause C.4. 

The identity and key revocation operation is used when a stringent security policy requires that an 

identity should be revoked in a timely fashion. If an identity is revoked, the identity shall be set in the 

revoked status. If an entry queries the status of a revoked identity, IdP or SM-DP or MNO shall return 

the correct value as defined in the online identity status protocol (OISP). To check a batch of identity 

statuses more efficiently, an entity can retrieve the IRL from IdP or SM-DP or MNO regularly and 

store it locally, and the entity can check with the fresh IRL to determine whether an identity is revoked 

without querying status online for each identity. Details of the operation are specified in clause C.5. 

8.5 Authentication 

Authentication is the process of determining whether an entity (a device or a user) has the right to 

access certain resources. In telecommunication networks, there are two types of authentication related 

to IoT devices: network access authentication and service authentication. Network access 

authentication addresses whether a device is allowed to access the network, while service 

authentication addresses whether a device can access an ISP or not. 

Authentication protocols built based on IBC technologies are suitable for IoT authentications in 

telecommunication networks. This is due to the fact that IBC can greatly reduce the burden on identity 

and key management for a massive number of IoT devices. Another advantage of IBC is that it enables 

distributed authentication, which not only significantly reduces authentication time, but also enables 

new application scenarios, e.g., device to device authentication, vehicle to vehicle authentication. For 

current telecommunications networks, such as 4G LTE networks, IBC can be used in authentication 

between IoT devices and ISPs. For 5G cellular networks, IBC can be used for both network access 

authentication and service access authentication. Current specification for 5G security, 

[b-ETSI TS 133.501], specifies a unified authentication framework that supports extensible 

authentication protocol (EAP) methods. Annex of [b-ETSI TS 133.501] further specifies how to use 

EAP-TLS in 5G for IoT networks. 
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The EAP framework is open and supports many authentication protocols, including EAP-TLS. Both 

symmetric and asymmetric keys are supported by EAP authentication methods. 

As a relatively new public key technology, IBC is not well supported in existing authentication 

protocols. Therefore, in Annex D, four existing protocols are amended to support IBC in 

authentication: 

1) clause D.1: one-pass secret transport protocol [ISO/IEC 11770-3]; 

2) clause D.2: TLS with raw public key [IETF RFC 8446]; 

3) clause D.3: EAP-TLS [IETF RFC 5216]; 

4) clause D.4: EAP-PSK [IETF RFC 4764IETF RFC 4764]. 

9 Security requirements 

This Recommendation only focuses on security requirements of using IBC in IoT. General security 

threats and requirements for IoT are specified in [b-ITU-T X.1361]. As a cryptosystem, paramount 

security concerns are the integrity and authenticity of public keys used and secrecy of long-term and 

ephemeral secret keys used. An IBC system involves the following components: the MSK, public 

parameters, IDs, private keys and ephemeral secrets used in cryptographic operations. 

9.1 Security requirements on master secret key 

All private keys are generated by the MSK. In particular, if the MSK is compromised, the adversary 

has the ability to recreate any entity’s private key and therefore can decrypt all messages protected 

with the corresponding public key or impersonate any entity. Any illegal access to the MSK would 

compromise the security of the IBC system. Hence, the MSK shall be stored in a hardened 

environment such as a hardware security module (HSM). Any access to the key shall be authenticated 

with strong security mechanisms. 

9.2 Security requirement on public parameters 

The public key is computed from the public parameters and an ID with the IBDerivate operation. 

Hence using a false set of public parameters generated by an adversary to encrypt a message or verify 

a signature will lead to compromise of secrecy of the encrypted message or reach a false conclusion 

of the originator of a signature. Hence, the public parameters shall be transmitted through a secure 

channel or with a valid signature. An entity shall verify the peer entity of the secure channel or verify 

the validity of the signature with regard to a trusted public key before accepting the public parameters. 

9.3 Security requirement on identifier 

In IoT, each entity owns an ID. If the same ID is assigned to more than one entity and the 

corresponding private key is provisioned to each entity, this could result in leakage of sensitive 

information or impersonation attacks. Hence, each device shall be assigned a unique ID. 

9.4 Security requirement for private key 

The private key could be leaked if the security environment of an IoT device is compromised. Hence, 

the private key shall be distributed through a secure channel and stored in a secure environment. 

9.5 Security requirement for ephemeral secrets 

Ephemeral secrets, such as the random secret used in encryption or signature processes, could be 

leaked if the security environment of an IoT device is compromised. Hence, randomness of ephemeral 

secrets shall be guaranteed. 
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Annex A 

 

Generic formulation and algorithms of identity-based cryptography 

(This annex forms an integral part of this Recommendation.) 

This annex gives a generic formulation of IBC and provides a list of IBC algorithms that are supported 

in this Recommendation. The algorithms that follow this generic formulation but that are not listed 

below may also be easily included in the future as extensions to this framework. The generic 

formulation specified here also guides the descriptions of related key data structures, key management 

operations, as well as authentication and key establishment protocols defined in Annex B through 

Annex D. 

An IBC cryptosystem involves the following types of key data, where the categorization of these keys 

follows [ISO/IEC 18033-5]: 

- ib.msk: the MSK is the secret value used by the KMS to compute an identity-based private 

key. ib.msk is generated during the system initialization process and is known by KMS only; 

- ib.mpk: the MPK that is uniquely determined by the corresponding MSK. ib.mpk is computed 

by KMS during the system initialization process; 

- ib.sysparam: the system parameters for cryptographic computation including a selection of a 

particular cryptographic scheme or function from a family of cryptographic schemes or 

functions, or from a family of mathematical spaces. ib.sysparam is chosen by KMS during 

the system initialization process; 

- ib.pubparam: the public parameters are the combination of the system parameters 

ib.sysparam with the MPK ib.mpk. This type of key is defined to provide a unified view 

among International Standards such as [ISO/IEC 18033-5] and RFCs related to IBC such as 

[IETF RFC 5091]; 

- ib.prk: the identity-based private key, which is generated by KMS with ib.msk and 

ib.pubparam, corresponding to an identifier ID; 

- ib.pub: the identity-based public key, which is computed from an identifier ID and 

ib.pubparam through a function defined by an identity-based cryptographic scheme. 

An IBC cryptosystem may include the following functions, which are specified with inputs and 

outputs: 

IBSetup 

 input: security parameter 

 output: ib.pubparam, ib.msk 

IBExtract 

 input: ib.pubparam, ib.msk, ID 

 output: ib.prk 

IBDerivate 

 input: ib.pubparam, ID 

 output: ib.puk 

IBEnc 

 input: ib.pubparam, ID, message M 
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 output: ciphertext C 

IBDec 

 input: ib.pubparam, ID, ib.prk, ciphertext C 

 output: plantext M or error 

IBSign 

 input: ib.pubparam, ID, ib.prk, message M 

 output: signature S 

IBVerify 

 input: ib.pubparam, ID, message M, signature S 

 output: valid or invalid 

This Recommendation shall support the use of the following identity-based algorithms: 

– BB1-KEM (key encapsulation mechanism (KEM)) [IETF RFC 5091]; 

– BF-IBE [IETF RFC 5091]; 

– SK-KEM [IETF RFC 6508]; 

– SM9-IBE [b-GM/T 0044.2]; 

– Cha-Cheon-IBS (IBS2) [ISO/IEC 14888-3]; 

– ECCSI (elliptic curve-based certificateless signatures for identity-based encryption) 

[IETF RFC 6507]; 

– Hess-IBS (IBS1) [ISO/IEC 14888-3]; 

– SM9-IBS (Chinese IBS) [ISO/IEC 14888-3]; 

– Fujioka-Suzuki-Ustaoglu-AKA (authenticated key agreement (AKA)) [ISO/IEC 11770-3]; 

– Smart-Chen-Cheng-AKA [ISO/IEC 11770-3]; 

– SM9-AKA [b-GM/T 0044.2]; 

– Wang-AKA [b-IEEE P1363.3]. 

All of these algorithms are based on the discrete logarithm assumption and typically are implemented 

on the point group over an elliptic curve. Many of these algorithms also make use of cryptographic 

pairing over an elliptic curve [b-Galbraith]. A cryptographic pairing e is an efficiently computable 

bilinear map e: G1G2→G3, satisfying the equation: 

e([a]P1, [b]P2) = e(P1, P2)a*b 

where P1 and P2 are the generator of cyclic group G1 and G2, respectively. [a]P1 denotes a times 

group operations with P1; similarly [b]P2 is the group operation with P2. 

A cryptographic pairing can be instantiated by the Weil pairing, Tate pairing, optimal Ate pairing, 

etc., over pairing-friendly elliptic curves [b-Freeman]. The commonly used pairing-friendly elliptic 

curves include supersingular elliptic curves, Barreto-Naehrig (BN) curves, Barreto-Lynn-Scott 

embedding degree 12 (BLS-12) curves, Kachisa-Schaefer-Scott embedding degree 16 (KSS-16) 

curves, Kachisa-Schaefer-Scott embedding degree 18 (KSS-18) curves and Barreto-Lynn-Scott 

embedding degree 24 (BLS-24) curves [b-Freeman]. All these curves E are based on a prime field, a 

finite field of prime characteristic p, F_p, where p is a prime integer. G1 is the point subgroup on 

curve E. G2 is either the same as G1 if the supersingular curves are used or is a point subgroup on the 

twist curve E. E is constructed from some extension field of the based field F_p. G3 is the field 

extension F_p^k of the base field F_p, where k is the embedding degree. 
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