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INTERNATIONAL STANDARD ISO/IEC 16512-2
ITU-T RECOMMENDATION X.603.1

Information technology — Relayed multicast protocol:
Specification for simplex group applications

Summary

This Recommendation | International Standard describes an application-layer protocol which constructs multicast tree for
data delivery from a sender to multiple receivers over Internet where |P multicast is not fully deployed. The specified
relayed multicast protocol consists of multicast agent and session manager. This Recommendation | International
Standard specifies a series of functions and procedures of multicast agent to construct one-to-many relayed data path and
to relay simplex data. It also specifies the operations of session manager to manage multicast sessions. This protocol can
be used for applications that require one-to-many data delivery services, such as multimedia streaming service, file
dissemination service, etc.

Source

ITU-T Recommendation X.603.1 was approved on 13 February 2007 by ITU-T Study Group 17 (2005-2008) under the
ITU-T Recommendation A.8 procedure. An identical text is aso published as | SO/IEC 16512-2.
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FOREWORD

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of
telecommunications. The ITU Telecommunication Standardization Sector (ITU-T) is a permanent organ of
ITU. ITU-T is responsible for studying technical, operating and tariff questions and issuing
Recommendations on them with a view to standardizing telecommunications on a worldwide basis.

The World Telecommunication Standardization Assembly (WTSA), which meets every four years,
establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on
these topics.

The approval of ITU-T Recommendationsis covered by the procedure laid down in WTSA Resolution 1.

In some areas of information technology which fall within ITU-T's purview, the necessary standards are
prepared on a collaborative basis with 1ISO and 1EC.

NOTE

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a °
telecommunication administration and a recognized operating agency. '

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain
mandatory provisions (to ensure e.g. interoperability or applicability) and compliance with the
Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some
other obligatory language such as "must" and the negative equivalents are used to express requirements. The
use of such words does not suggest that compliance with the Recommendation is required of any party.

INTELLECTUAL PROPERTY RIGHTS

ITU draws attention to the possibility that the practice or implementation of this Recommendation may
involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence,
validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others
outside of the Recommendation development process.

As of the date of approval of this Recommendation, ITU had not received natice of intellectual property,
protected by patents, which may be required to implement this Recommendation. However, implementers
are cautioned that this may not represent the latest information and are therefore strongly urged to consult the
TSB patent database at http://www.itu.int/ITU-T/ipr/.

© ITU 2008

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the
prior written permission of 1TU.
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Introduction

Relayed MultiCast Protocol Part 2 (RMCP-2) is an application-layer relayed multicast protocol for simplex group
applications. RMCP-2 can construct an optimized and robust one-to-many relayed multicast delivery path over a unicast
network with the help of RMCP entities defined by ITU-T Rec. X.603 | ISO/IEC 16512-1.

An RMCP-2 session consists of one SM and one or more MAs; SM initiates and terminates RMCP-2 session and
manages RM CP-2 session and participated MAs; MA configures an RMCP-2 tree to deliver group data by exchanging a
series of RMCP-2 control messages.

Along the relayed multicast delivery path, several types of data delivery channels can be constructed according to the
regquirement of application services.
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| SO/IEC 16512-2:2008 (E)

INTERNATIONAL STANDARD
ITU-T RECOMMENDATION

Information technology — Relayed multicast protocol:
Specification for simplex group applications

1 Scope

This Recommendation | International Standard describes the Relayed MultiCast Protocol (RMCP) Part 2, an
application-layer protocol, which constructs multicast tree for data delivery from a sender to multiple receivers over
Internet where IP multicast is not fully deployed. The specified relayed multicast protocol consists of multicast agent
and session manager. This Recommendation | International Standard specifies a series of functions and procedures of
multicast agent to construct one-to-many relayed data path and to relay simplex data. It also specifies the operations of
session manager to manage multicast sessions. This protocol can be used for applications that require one-to-many data
delivery services, such as multimedia streaming service, file dissemination service, etc.

2 Nor mative refer ences

The following Recommendations and International Standards contain provisions which, through reference in this text,
congtitute provisions of this Recommendation | International Standard. At the time of publication, the editions indicated
were valid. All Recommendations and Standards are subject to revision, and parties to agreements based on this
Recommendation | International Standard are encouraged to investigate the possibility of applying the most recent
edition of the Recommendations and Standards listed below. Members of IEC and 1SO maintain registers of currently
valid International Standards. The Telecommunication Standardization Bureau of the ITU maintains a list of currently
valid ITU-T Recommendations.

— ITU-T Recommendation X.601 (2000), Multi-peer communications framework.

— ITU-T Recommendation X.603 (2004) | ISO/IEC 16512-1:2005, Information technology — Relayed
multicast protocol: Framework.

— ITU-T Recommendation X.605 (1998) | ISO/IEC 13252:1999, Information technology — Enhanced
communications transport service definition.

— ITU-T Recommendation X.606 (2001) | ISO/IEC 14476-1:2002, Information technology — Enhanced
communications transport protocol: Specification of simplex multicast transport.

— ITU-T Recommendation X.606.1 (2003) | ISO/IEC 14476-2:2003, |nformation technology — Enhanced
communications transport protocol: Soecification of QoS management for simplex multicast transport.

3 Definitions
For the purposes of this Recommendation | International Standard, the following definitions apply:

31 multicast: A data delivery scheme where the same data unit is transmitted from a single source to multiple
destinations over a single invocation of service.

32 I P multicast: A multicast schemein an IP network supported by multiple multicast-enabled | P routers.

33 relayed multicast: A multicast data delivery scheme that can be used in unicast environments; the scheme is
based on intermediate multicast agents that relay multicast data from a media server to media players over a tree
hierarchy.

34 relayed multicast protocol (RMCP): A protocol that supports and manages the relayed multicast data
transport.

35 RMCP-2 session: An MA set that uses the RMCP to configure the data delivery path.

3.6 multicast agent (MA): An intermediate data transport entity used to relay the multicast application data.
Depending on the deployment, an MA may be installed in the same system as areceiving client.

37 sender multicast agent (SMA): The MA attached to the sender in the same system or local network.
3.8 receiver multicast agent (RMA): The MA attached to the receiver in the same system or local network.
39 head multicast agent (HMA): A representative of the MA inside a local network where the multicast is
enabled.
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3.10 session manager (SM): An RMCP entity that is responsible for the overal RMCP operations; it may be

located in the same system as the media server or located separately from the media server.
311 parent multicast agent (PMA): The next upstream MA in the RMCP-2 data delivery path.
312 child multicast agent (CMA): The next downstream MA in the RMCP-2 data delivery path.

4 Abbreviations

For the purposes of this Recommendation | International Standard, the following abbreviations apply:

AUTH
CMA

DMA
HANNOUNCE
HB
HLEAVE
HMA
HSOLICIT
IP-1P
LEAVANS
LEAVREQ
MA

MAID
PMA
PPROBANS
PPROBREQ
RELANS
RELREQ
RMA
RMCP
SDP

SID

SMA
STANS
STCOLANS
STCOLREQ
STREQ
SUBSANS
SUBSREQ
T/TCP

TCP
TERMANS
TERMREQ
UDP

5 Overview

Authentication

Child Multicast Agent
Dedicated Multicast Agent
HMA announce message
Heartbeat message

HMA leave message

Head Multicast Agent

HMA solicit message

IPinIP

L eave answer message

L eave request message
Multicast Agent

Multicast Agent Identification
Parent Multicast Agent

Parent probe answer message
Parent probe request message
Relay answer message

Relay request message
Receiver Multicast Agent
Relayed MultiCast Protocol
Session Description Protocol
RMCP-2 Session Identification
Sender Multicast Agent

Status report answer message
Status report collect answer message
Status report collect request message
Status report request message
Subscription answer message
Subscription request message
TCP extensionsto Transactions
Transmission Control Protocol
Termination answer message
Termination request message
User Datagram Protocol

The RMCP-2 is an application-level protocol that uses multicast agents (MAS) and a session manager (SM) to support
and manage a relayed multicast data transport over a unicast-based Internet. With the help of the SM, the RMCP-2
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begins by constructing a relayed multicast control tree that consists of MAs. Consequently with the preconfigured

control tree, each MA connects appropriate data channels with each other.

The RMCP-2 entities for asimplex delivery model are described in clause 5.1.

51 RM CP-2 entities

The RMCP-2 entities are the same as those described in RMCP Part 1. As shown in Figure 1, each RMCP-2 session

constructs arelayed multicast data delivery model with the following entities:

a) oneSM;

b) one sender multicast agent (SMA) per sender application;

c) oneor morereceiver multicast agents (RMAS);
d) oneor more sending or receiving group applications.

An SM, which can handle one or multiple sessions simultaneously, can be implemented separately or as a part of other

entitiesin an RMCP-2 session.

(o]

Session
manager

RMA H RMA H RMA

X.603.1(07)_FO1

Receiving
app.

Figure 1 — RM CP-2 service topology

An SM can provide the following functionalities:
a) sessioninitialization;
b) sessionrelease;
C) session membership management;
d) session status monitoring.

An MA, which refers to both the SMA and the RMA, constructs a relayed multicast delivery path from one sender to
many receivers and then forwards data along the constructed path, can provide the following functionalities:

a) sessioninitialization;
b) sessionjoin;

C) sessionleave;

d) session maintenance;

€) session status reporting;
f)  application datarelay.
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5.2 RM CP-2 protaocol block

An SM should exchange control messages with other MAs to control and manage RMCP-2 session. The control
messages used by SM should be delivered reliably; otherwise, RM CP-2 session becomes unrecoverable. Figure 2 shows
aprotocol stack of an SM.

Control module of RMCP-2 SM

TCP

IP (unicast)

Figure 2 — Protocol stack of SM

An MA, which refers to both the SMA and the RMA, constructs a relayed multicast delivery path from one sender to
many receivers and then forwards data along the constructed path. An MA consists of an RMCP-2 control module and a
data transport module. The control module establishes the relayed data delivery path. The data transport module sets up
adata channel along the path constructed by the control module and then relays data through the channel.

The MA's control module configures the control tree from the SMA to every leaf MAs by exchanging control messages
with other MAs. Also the control module is used for session control and management by SM. Figure 3 shows the
protocol stack of an MA's control module.

Control module of RMCP-2 MA

TCP

IP (unicast)

Figure 3 —Protocol stack of MA's control module

The MA's data module relays application data along the tree configured by the control module. Figure 4 shows the
protocol stack of RMCP-2 data module. Any kind of transport mechanism can be inserted, if needed, because RMCP-2
imposes no restrictions on the type of application data to be delivered.

To ensure that RMCP-2 can adopt any kind of data transport mechanism, two MAs (namely, the parent multicast agent
(PMA) and the child multicast agent (CMA)) construct a data delivery path on the control tree by exchanging the data
profiles described later.

Data module of RMCP-2 MA

TCP, UDP, IP-IP, SCTP, etc.

IP (unicast or multicast)

Figure 4 — Protocol stack of RM CP-2 data module
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The topologies of the two paths for control and data delivery are usually the same, because a data delivery path is
constructed along the RMCP-2 control tree. Along the data delivery path, the application data from the SMA can be
delivered to each leaf MAs. For more information, Annexes B and C present two feasible real-time and reliable data
delivery schemes.

5.3 Simplex delivery model of RM CP-2

The target services of RMCP-2 are simplex broadcasting services, such as Internet live TV and software dissemination.
In those service models, building an optimal data delivery path from a sender to multiple receivers is important.
RMCP-2 can support asimplex data delivery model by using the MA's control and data module.

The data delivery path that RMCP-2 considers is a per-source relayed multicast tree. Along the per-source relayed
multicast path, a unidirectional real-time or reliable data channel can be constructed. Figure 5 shows one of the
possible relayed multicast trees configured by RMCP-2 for simplex real-time or reliable applications.

Sending
app.

Hmpl ex relayed
Iticast network

Reliable | Real-time
unicast

and unidirectional
transport connection

Reliable | Real-time
multicast
and unidirectional

transport connection

A 4
o Receiving
app.

X.603.1(07)_FO05

Receiving
app.

Figure5— Relayed multicast tree configured by RM CP-2

54 Types of RM CP-2 messages

To construct and maintain arel ayed multicast tree, several control messages are exchanged between RMCP-2 peersin a
request-and-answer manner. Table 1 lists the RMCP-2 control messages according to the appropriate functions.

Table1— RM CP-2 messages

M essages Descriptions RM CP operations
SUBSREQ Subscription request o
— Session initialization
SUBSANS Subscription answer
PPROBREQ Parent probe request )
MAP discovery

PPROBANS Parent probe answer

HSOLICIT HMA solicit

HANNOUNCE HMA announce HMA €election

HLEAVE HMA leave

RELRE Relay request

Q yreq Data delivery

RELANS Relay answer

STREQ Status report request

STANS Status report answer ) .

Session monitoring
STCOLREQ Status collect request
STCOLANS Status collect answer
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Table 1 - RMCP-2 messages

M essages Descriptions RM CP operations
LEAVRE L eave request
Q il Session leave

LEAVANS Leave answer

HB Heartbeat Session heartbeat
TERMREQ Termination request . _—

— Session termination
TERMANS Termination answer
6 Protocol operation

This clause describes the RMCP-2 protocol functions and their operations in details. All the components described in
this clause follow the definitions of ITU-T Rec. X.603 | ISO/IEC 16512-1.

6.1 SM's operation

6.1.1 Session initiation

To make the SM create a hew session, a content provider (CP) should provide a session profile, which includes details
to create a session such as the session name, media characteristics, and the group address. To distinguish the sessions
from each other, the SM creates a globally unique session identification (SID). After a successful session creation, the
SM returns the SID to the CP. The CPs may announce the session creation by using a web server or email. But the way
of session announcement is out of scope this Specification.

After the successful session creation, the SM waits for a subscription request from the MAs. When the SM receives a
subscription request from an MA, the SM decides whether to accept the subscription request.

6.1.2 Admission control

On receiving MA's subscription request, firstly the SM checks the SID in the request message, and then determines
whether the request is acceptable according to the session policy. RMCP-2 session can be operated privately as well as
publicly with some extra information such as system information and authentication information.

When the SID in the MA's SUBSREQ is valid, then the SM checks proposed MAID and proposed data profile. If the
MAID proposed by MA has null or duplicated value, then the SM proposes a unique one; otherwise, the proposed
MAID will be used during the session. If the proposed data profile cannot be supported, the SM should reject the
request with a reason. Otherwise, the SM can negotiate for the most effective data profile and sends back with the
negotiated one.

When the MA's SUBSREQ is granted, then the SM responds with a confirmed MAID, NL and session dependent
information.

To kick out a specific MA, the SM starts the discard procedure by sending a leave request (LEAVREQ) with a reason
code Kicked-Out (KO) and then updates its session member list. Upon receiving SM's LEAVREQ message, MA leaves
the session promptly. Figure 6 illustrates the procedure, where the SM sends a LEAVREQ message with the reason
code KO and then the MA B leaves the session with notifying its PMA and CMAs of the expulsion.

SM MAA MAB MAC

LEAVREQ|(You are KO)
LEAVANS|(You are KO)
LEAVREQ (IamKO) | LEAVREQ (I anKO)

LEAVANS (I anKO) |, LEAVANS (I anKO) |

X.603.1(07)_F06

Figure 6 —When MA iskicked out by SM
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6.1.3 Session monitoring

The SM can fetch status information of a specific MA by exchanging a status request and answer messages with any
specific MA. Upon receiving the status request message, the MA responds with a status answer message that contains
the requested information. Figure 7 shows how the SM monitors a specific MA.

SM SVA MAA MAB

STREQ

STANS
RP
timer

X.603.1(07)_F07

Figure 7 — Tree monitoring — Statusreport

SM can also collect status information of an entire or a part of a session. In this case, the SM sends a status collect
request message to the top MA of the part. Upon receiving the status collect request message, the MA should send a
status answer back to the SM with appropriate information on the MA and its children. When the session size is large,
the use of this mechanism for the entire session may cause overloading the network and system resources. To limit the
scope of the monitoring, the status collect message should contain an option for the depth.

6.1.4 Session termination

The SM's ongoing session may terminate due to one of the following two reasons:
1) administrative request; and
2) SMA'sleave.

Figure 8 shows the SM's session termination procedure.

SM SVA MAA MAB

TERMREQ
TERMANS TERMREQ
TERMANS

TERMREQ
TERMANS

X.603.1(07)_F08

Figure 8 — Session termination issued by SM

Because a RMCP-2 session can continue only when the SMA is aive, the SMA must notify the SM when it leaves.
Having been notified SMA's leave, the SM should terminate the session promptly. The session termination caused by
SMA'sleave isdescribed in 6.2.4.4.
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6.2 MA's operation

6.2.1 Session subscription

Subscription is the first stage for an MA to be enrolled in a RMCP-2 session. Each MA must subscribe to the session by
sending a subscription request (SUBSREQ) to the SM. Note that the SMA must have finished its subscription before the
other MAs and it should act as a root node in the tree hierarchy. At this stage, each MA needs to know details of the
session profile, such as the address of the SM and the policy.

Figure 9 shows the procedure of RMCP-2 session subscription procedure. After SMA's successful subscription,
RMCP-2 session can be initiated.
SM SMVA MAA MA B

SUBSREQ
SUBSANS

<

X.603.1(07)_FO09

Figure 9 — SMA's subscription

Figure 10 shows the procedure of an MA subscription (for MA A and MA B). To subscribe an RMCP-2 session, each
MA sends a SUBSREQ to the SM. Upon receiving SUBSREQ from the MA, the SM decides whether to accept the
subscription request. If the request is accepted, the SM responds with a SUBSANS and bootstrapping information such
asan NL. Otherwise, it responds with a SUBSANS with appropriate error reason code.

After receiving a successful SUBSANS from SM, the MAs (MA A and MA B) can complete the subscription phase.

SM SMA MAA MA B

SUBSREQ
SUBSANS

SUBSREQ
SUBSANS

L

X.603.1(07)_F10

Figure 10 — MA's subscription

6.2.2 Map discovery

Since all MAs are logically interconnected, it would be difficult for a MA to know the entire network condition.
However, by using map discovery procedures, each MA can explore the other MAs in the RMCP-2 network and
measure the distance between itself and the other MAs. The map discovery mechanism consists of two steps. One is
used in the multicast-enabled area, such as subnet LAN, and the other is used in the multicast-disabled area such as
WAN.

6.2.2.1 Inside multicast-enabled area

It is desirable to assign the nearest node to its PMA. The network distance in RMCP-2 depends on the delay jitter, the
hop count and the bandwidth.

Normally, an MA in the same network is closer than other MAs. Each MA looks for a candidate PMA in its local
network by multicasting a head multicast agent solicit (HSOLICIT) to a specific pre-assigned address (aka, broadcast)
at the beginning. If there is no answer, the MA becomes the HMA, which is a representative of the MA in the multicast-
enabled network.

Once an MA becomes a HMA, the HMA announces its existence to the multicast-enabled network by sending periodic
HANNOUNCE messages. The HMA sends a HANNOUNCE promptly on receiving HSOLICIT from the multicast-
enabled area.
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Upon receiving the HANNOUNCE from the HMA, each MA considers that a HMA aready exists in the same network
and then assumes the HMA asits primary PMA candidate. Figure 11 shows the HMA selection procedure.

HeadVIA MA A MAB MAC
. HSOLICIT HSOLICIT
H_ANNOUNCE.time HANNOUNCE
H_ANNOUNCE.time
HANNOUNCE

X.603.1(07)_F11

Figure 11 - HMA Salicit and itsannouncement

Figure12 shows how an MA becomes a HMA. If there is no HANNOUNCE for a certain time
(H_SOLICIT.timex N_SOLICIT), an MA becomes a new HMA and broadcasts a periodic HANNOUNCE every
H_ANNOUNCE.time to the multicast-enabled area.

HeadMA MAA MA B MAC
HSOLICIT
H_SOLICIT.time HSOLICIT
H_SOLICIT.time HANNOUNCE

H_ANNOUNCE.time

HANNOUNCE

A 4

X.603.1(07)_F12

Figure 12 —-An MA becomes a new HeadM A

Figure 13 shows how a HMA resumes. Once an MA becomes a HMA, it broadcasts a HANNOUNCE to the
multicast-enabled network every H_ ANNOUNCE.time.

HeadMA MA A MAB MAC
HANNOUNCE

H_ANNOUNCE.time

HANNOUNCE |

»
P

X.603.1(07)_F13

Figure 13 — Periodic head announce

Figure 14 shows how a new HMA is selected. If there is no HANNOUNCE for a certain time
(H_ANNOUNCE.time x N_ANNOUNCE), the HMA waits for aHANNOUNCE for arandom back-off time. If thereis
no HANNOUNCE, then the MA becomes the HMA of the multicast-enabled network. However, if there is a
HANNOUNCE, then the MA discards the back-off time and selects the HMA as its primary PMA candidate. If there
are more than two HANNOUNCE, the earliest HANNOUNCE sender becomes aHMA. If two or more HANNOUNCE
have collided, then the HMA should follow the duplication suppression algorithm.
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HeadMA MA A MA B MAC
H_ANNOUNCE.ti r%e
X
N_ANNOUNCE
Backoff | [ |t | 1
time HANNOUNCE Back-off

time Back-off

v time

X.603.1(07)_F14

Figure 14 — New HMA selection

Because each MA in a multicast-enabled network can be elected as a HMA, each MA should also perform the map
discovery mechanism for the outside network. The detailed procedure is discussed in the following subclause.

6.2.2.2 Outside multicast-enabled area

Each MA should start neighbour discovery procedure based on the initial bootstrapping information given by the SM.
As shown in Figure 15, each MA can gradually learn the RMCP-2 tree topology by exchanging the tree information of
each MA.

The basic map discovery mechanism is as follows: first, by using the PPROBREQ and PPROBANS, each MA can
exchange a certain number of NLs at every interval (PPROBE.time). Because of the finite system resource of each MA,
the maximum number of NLsto be exchanged should be bounded.

To prevent each MA suffered from PPROBREQ implosion, the maximum number of PPROBREQ messages for a
certain period should be limited asN_MAX_PROBE.

MAA MA B MAC MAD MAE
PPROBREQ
PPROBREQ
PPROBANS
PPROBANS
PPROBE.time
PPROBREQ
PPROBREQ
PPROBANS .
PPROBANS PPROBE.time

X.603.1(07)_F15

Figure 15 — Protocol sequence of map discovery

6.2.3 Treejoin

Tree join procedure enables each MA to choose PMA inside a subscribed RMCP-2 session. Figure 16 shows how an
MA selects its PMA based on the NL given by the SM. The joining MA (MA E) sends a PPROBREQ to one or more
nodes listed in the NL (MA A, C, and D) and awaits a successful PPROBANS. Upon receiving a PPROBANS,
the MA E can select the nearest MA. In Figure 16, the joining MA (node E) considers that the MA D is the best and
then chooses the MA D as its PMA. After a PMA is selected, the joining MA (node E) will send to the MA D a
REL REQ, which contains a proposed data profile.

If the RELREQ is acceptable, the MA D responds with a successful RELANS, which includes the negotiated data
profile to be used. Otherwise, the MA D returns areason code of the rejection.

Upon receiving a successful RELANS, data channel between the MA D and MA E is established according to the
negotiated data profile. Otherwise, the MA E should try the second optimal PMA candidate.
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MAA MA B MAC MAD MAE
P PPROBREQ
N D PPROBREQ
PPROBREQ |
PPROBANS
PPROBANS |
PPROBANS
RELREQ
RELANS
Datachannd

X.603.1(07)_F16

Figure 16 — Protocol sequence of successful treejoin

If no MA wantsto relay datato thejoining MA, thejoining MA can retry tree join procedure after a certain period. The
retrial time can be set by the user, though this issue is beyond the scope of this Specification. Figure 17 shows when all
the MAs listed in the NL given by the SM rejected node E's relay reguest. However MA E aready learned about the
existence of MA B during previous exchanges of PPROBREQ and PPROBANS, it can restart the joining procedure
from MA B.

MA 4 MAB MAC MAD MAE
PPROBREQ

PPROBREQ
PPROBANS

PPROBANS

RELREQ
RELANS (FAIL)

RELREQ
RELANS (FAIL)
PPROBREQ

PPROBREQ

PPROBANS
PPROBANS
RELREQ
RELANS (FAIL)
RELREQ
RELANS (OK)

A

A

A

Data channel >

X.603.1(07)_F17

Figure 17 — Sequence of unsuccessful treejoin and retrial

6.2.4 Leave

An RMCP-2 MA may leave a session during the session lifetime. To make a RMCP-2 tree robust, each MA should
notify its departure to the PMA and CMAs. Upon receiving this notification, the PMA and each CMA should follow the
appropriate procedure.

The RMCP-2 considers four types of departure. The first one refers to an MA that leaves the session at the request of a
service user. The second one refers to an MA that leaves its PMA to switch parents. The third one refers to the
expulsion of an MA from its PMA or SM. The final one refers to the departure of an SMA from a session. The detailed
operations for the cases are described in the following subclauses.
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6.24.1 When MA leavesa session

MAs may leave a session at any time during the session's lifetime. Before leaving, an MA must notify the PMA and
CMAs of its departure. The PMA deletes the node from its CMA list and reserves a space for anew CMA.

a) MA's leaving with multicast-disabled data delivery scheme

To leave a session, an MA sends a LEAVREQ to its CMAs. Each CMA who receives the LEAVREQ should promptly
start to connect to an alternative PMA by sending a RELREQ to the PMA candidate. If successful, each CMA sendsits
old PMA aLEAVANS.

Figure 18 shows how the MA C acts when the HMA leaves a session during which the multicast data delivery scheme
is not used. MA C tries to leave the session by sending a LEAVREQ to MA D and MA E, which are the CMAs of
MA C. On receiving the LEAVREQ, MA D and MA E each sends a RELREQ to their own PMA candidate.

After each MA has successfully attached to a new PMA (MA A and MA B), each MA (MA D and MA E) sends a
LEAVANS to the current PMA (MA C). Upon receiving the LEAVANS from its CMAs, the MA C sends aLEAVREQ
to its PMA (MA B). The PMA subsequently frees the MA from its CMA list. Any departing MA without CMA simply
sends aLEAVREQ to its PMA.

MAA MA B MAC MA D MA E
LEAVREQ
"|LEAVREQ -
HLEAVE 4
J HANNOUNCE i
P RELREQ
< RELANS (OK) -
P LEAVANS g
’ RELREQ <
< RELANS (OK) -
« LEAVANS -
LEAVREQ
LEAVANS
X.603.1(07)_F18

Inside same local multicast area

Figure 18 - HMA'sleaving with multicast-disabled data delivery scheme

Figure 19 shows how a MA, which is not a HMA, leaves a session when a multicast-disabled data delivery scheme is
used. In this scenario, the procedures of leaving for a non-HMA and the HMA are the same, except the HMA follows
the HLEAVE exchanging sequence.

MA A MAB MAC MAD MAE
LEAVREQ
LEAVREQ
RELREQ
RELANS (OK)
LEAVANS
RELREQ
RELANS (OK)
LEAVANS

LEAVREQ
LEAVANS

X.603.1(07)_F19

Figure 19 —Normal MA'sleaving with multicast-disabled data delivery scheme
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b) MA's leaving with multicast-enabled data delivery scheme

There are two cases of MA's leaving within a multicast-enabled area. Thefirst caseis of HMA's leaving and the other is
of MA's leaving. Whenever the HMA of a multicast-enabled area wants to leave a session, it should notify its departure
to the CMAs inside the loca network as well asto the CMAs and the PMA outside the network.

Figure 20 shows how the MA C, which actsas HMA, |eaves a session where the multicast data delivery schemeis used.
The HMA (MA C) sends a LEAVREQ to its direct CMA (MA F) outside the local network. Upon receiving the
LEAVREQ, MA F starts to switch parents and responds to MA C with aLEAVANS as well as multicasts a HLEAVE
with an empty HMA candidate list to the local network. The HLEAVE message is used to announce the departure of
the HMA.

Upon receiving the HLEAVE from HMA, both MA D and MA E from Figure 20 wait for a certain back-off time before
multicasting the HANNOUNCE. The MA D sends the HANNOUNCE for the first time and becomes anew HMA. This
step occurs because the MA D has a shorter back-off time than any other MA. Because the leaving MA C is a point
which is connected to outside multicast-enabled network, the MA D should undertake the role of the MA C by
connecting to the PMA outside of the network. Figure 20 shows how the MA D selects for its parent the MA B, which
isthe PMA of the MA C.

M4 4 MA B MAC MAD MAE MAF
LEAVREQ
RELREQ
RELANS (OK)
. LEAVANS
HLEAVE
HANNOUNCE
RELREQ
RELANS (OK)
LEAVREQ
LEAVANS

X.603.1(07)_F20

Figure 20 — M A'sleaving with multicast-enabled data delivery scheme

Whenever any non-HMA of a multicast-enabled area wants to leave a session, it silently leaves the session. The MA D
or MA E from Figure 20 does not need to notify other MAs of its departure.

6.24.2 When MA leavesfrom itsPMA —for parent switching

An MA that wants to switch its PMA may leave its current PMA. In this case, the MA does not need to send a
LEAVREQ to its CMAs. The CMAs do not need to know about the departure as long as they successfully receive data.
To switch PMA, the MA sends a RELREQ to the other PMA candidate. An old PMA that receives a LEAVREQ with
the reason code set to PS (parent switching) deletes the leaving MA from its CMA list but keeps the information of the
departing MA inits NL because the leaving MA is still alive in the session.

Figure 21 shows how an MA switches its parents. Note that an MA can switch parents only when it receives a HB to
keep tree unchanged. The HB mechanismis described in 6.2.5.1.

MAA MAB MAC MA D
HB
RELREQ
RELANS(OK) _
|  HB (new RP)
LEAVREQ (PS)
LEAVANS (PS)

X.603.1(07)_F21

Figure21 —MA'sleaving for parent switching
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6.24.3 When MA iskicked out

RMCP-2 has a mechanism for discarding certain MAs. For example, when a network manager wants the SM to discard
aspecific MA; and when an MA expelsa CMA after it was aware that it cannot support more CMAs.

a) Expulsion of an MA by its PMA

A PMA can expel one of its CMAs when the PMA suffers from depleted system resources and can no longer feed its
CMA, or when the PMA finds that one of its CMAs has depleted the system resources. An MA should find another
PMA candidate, which would alow for anew CMA.

Figure 22 shows an example of a message flow. First, aPMA, namely the MA C, sends a LEAVREQ with areason KO
to expel MA D. The MA D searches other PMASs and sends arelay request. After switching parents, MA D transmits a
LEAVANStoitsold PMA.

MAA MA B MAC MA D MAE
LEAVREQ
(You are KO)
RELREQ
RELANS (OK) R
LEAVANS
(You are KO) X.603.1(07)_F22

Figure22 —When MA iskicked out by itsPMA

b) Expulsion of an MA by the SM

The SM can discard any MA by sending a LEAVREQ with areason kicked-out (KO). Upon receiving LEAVREQ from
SM, an MA must leave the session promptly. After the expulsion, the SM should update its session member list.

In the message flow shown in Figure 23, the SM tells MA B to leave by sending a LEAVREQ with areason KO. MA B
must leave the session but, before leaving, MA B must notify its PMA and CMAs of its expulsion.

SM MAA MAB MAC

LEAVREQ (You are KO)
LEAVANS (You are KO)
LEAVREQ (I am KO) | LEAVREQ (I am KO)
“LEAVANS (I am KO) | LEAVANS (I an KO)

X.603.1(07)_F23

Figure23 —When MA iskicked out by SM

6.24.4 When SMA leavesthe session

Because an RMCP-2 session cannot exist without an SMA, an SMA never leaves a session before the session is
terminated. In this case, when the SMA leaves the session, the session should be terminated.

Figure 24 shows the departure procedure of an SMA from a session. The SMA sends a LEAVREQ to the SM. Upon
receiving the LEAVREQ from the SMA, the SM removes the session information and then replies with LEAVANS.
Upon receiving the LEAVANS from the SM, the SMA sends a LEAVREQ with reason SMA leave to its direct CMAs.
The LEAVREQ with reason SMA leave should be relayed downward promptly to make RM CP-2 session terminated.

M SMA MAA MAB
LEAVREQ (SMA)
LEAVANS (SMA)
LEAVREQ (SMA)
LEAVANS (SMA)
< LEAVREQ (SMA)
LEAVANS (SMA)

X.603.1(07)_F24

Figure 24 — SMA'sleaving
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6.2.5 M aintenance

6.2.5.1 Heartbeat

The purpose of the heartbeat is to keep the constructed RMCP-2 tree robust. The heartbeat, which gives unified
synchronizing information to the session, helps each MA detect whether the session is currently aive. It also contains
useful information on the data delivery path, named ROOTPATH. The ROOTPATH includes arelayed data path which
follows the tree hierarchy.

Figure 25 shows the RMCP-2 heartbeat procedure. In this procedure, the SMA sends the HB, along the ROOTPATH, to
its descendants; each descendant then appends the hop information, which may include MAID, per-hop network
distance and system information such as in-and-out bandwidth, affordable number of CMA, etc. to the HB and forwards
the modified HB to its descendants. Finally, the ROOTPATH contains all the MAs visited along the tree.

SMA MAA MA B MAC MA D
HB

HB*

HB* * HB* *

HB.time

HB

A 4

HB*
HB.time HB** HB** >

A 4

X.603.1(07)_F25

Figure 25 —Heartbeat

6.2.5.2 Monitoring

RMCP-2 has two types of monitoring mechanisms. The first one, which is shown in Figure 26, monitors a specific MA. EIV
The other one, which is shown in Figure 27, monitors a part of the tree through a specific MA.

Figure 26 shows how an SM monitors a specific MA. In this procedure, the SM sends an STREQ to MA B and requests
one or more specific types of status information from MA B. In response, MA B sends the SM a STANS with the
requested information.

SM SMA MAA MA B

STREQ

STANS
RP
timer

X.603.1(07)_F26

Figure 26 — Tree monitoring by statusreport
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