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INTERNATIONAL STANDARD ISO/IEC 14476-3
ITU-T RECOMMENDATION X.607

Information technology — Enhanced communicationstransport protocol:
Specification of duplex multicast transport

Summary

This Recommendation | International Standard describes a protocol for duplex multicast transport over Internet where
IP multicast is supported. Control tree mechanism for scalability and error control mechanism for reliable multicast data
delivery are specified. Protocol details such as packet format, parameter values and procedures are described. This
protocol can be used for applications that require one-to-many as well as many-to-one data delivery services.

Source

ITU-T Recommendation X.607 was approved on 13 February 2007 by ITU-T Study Group 17 (2005-2008) under the
ITU-T Recommendation A.8 procedure. Anidentical text is also published as | SO/IEC 14476-3.
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FOREWORD

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of
telecommunications. The ITU Telecommunication Standardization Sector (ITU-T) is a permanent organ of
ITU. ITU-T is responsible for studying technical, operating and tariff questions and issuing
Recommendations on them with a view to standardizing telecommunications on a worldwide basis.

The World Telecommunication Standardization Assembly (WTSA), which meets every four years,
establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on
these topics.

The approval of ITU-T Recommendationsis covered by the procedure laid down in WTSA Resolution 1.

In some areas of information technology which fall within ITU-T's purview, the necessary standards are
prepared on a collaborative basis with 1ISO and 1EC.

NOTE

In this Recommendation, the expression "Administration” is used for conciseness to indicate both a
telecommunication administration and a recognized operating agency.

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain
mandatory provisions (to ensure e.g. interoperability or applicability) and compliance with the
Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some
other obligatory language such as "must" and the negative equivalents are used to express requirements. The
use of such words does not suggest that compliance with the Recommendation is required of any party.

INTELLECTUAL PROPERTY RIGHTS

ITU draws attention to the possibility that the practice or implementation of this Recommendation may
involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence,
validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others
outside of the Recommendation development process.

As of the date of approval of this Recommendation, ITU had not received natice of intellectual property,
protected by patents, which may be required to implement this Recommendation. However, implementers
are cautioned that this may not represent the latest information and are therefore strongly urged to consult the
TSB patent database at http://www.itu.int/ITU-T/ipr/.

© ITU 2007

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the
prior written permission of 1TU.
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Introduction

This Recommendation | International Standard specifies the Enhanced Communications Transport Protocol (ECTP),
which is a transport protocol designed to support Internet multicast applications running over multicast-capable
networks. ECTP operates over |Pv4/IPv6 networks that have the IP multicast forwarding capability with the help of
IGMP and |P multicast routing protocols. ECTP could possibly be provisioned over UDP.

ECTP is designed to support tightly controlled multicast connections in simplex, duplex and N-plex applications. This
third part of ECTP (ITU-T Rec. X.607 | ISO/IEC 14476-3) specifies the protocol mechanisms for reliability control in
the duplex case. ECTP aso provides QoS management functions for stable management of the QoS of the connection
users. The procedures for QoS management of the duplex case will be defined in the duplex QoS management
specification (ITU-T Rec. X.607.1 | ISO/IEC 14476-4).

In the duplex multicast connection, the participants are classified into one TC-Owner and many TS-users. TC-Owner
will be designated among the TS-users before the connection begins. In the duplex multicast connection, the two types
of data transports are supported: multicast data transport from TC-Owner to all the other TS-users and unicast data
transport from TS-users to TC-Owner. After the connection is created, TC-Owner can transmit multicast data to the
group, whereas each TS-user is allowed to send unicast datato TC-Owner just after it gets atoken from the TC-Owner.

In ECTP, TC-Owner is at the heart of multicast group communications. It is responsible for overall connection
management by governing the connection creation and termination, connection pause and resumption and the late join
and leave operations.

The duplex multicast connection specified in ECTP-3 is targeted to the multicast applications in which the TC-Owner
(asingle multicast sender) transmits the data information to all the other TS-users, and some of the TS-users respond to
the multicast sender with the unicast feedback data. Basically, the duplex multicast transport will be well suited to the
one-to-many multicast applications that need the unicast feedback channels from some TS-users (eg., remote
education, Internet broadcasting, etc). For example, in a remote education application, the multicast sender (lecturer)
transmits the data such as voice, text and image to the student group, whereas some of the students may respond to the
lecturer with the unicast data like questions for confirmation.

It is noted that this duplex multicast connection can also be used for the 'some-to-many' multicast applications (e.g., a
panel conferencing) in which afew of TS-users want to send multicast data to the group. In this scenario, the multicast
data from the TS-users may first be delivered to the TC-Owner by unicast, and then TC-Owner will transmit the
received unicast data to the group by multicast. For example, in the panel conferencing, some of the TS-users may act
asapanel and transmit multicast data via TC-Owner (the conference convener) to the listener group. The detailed use of
the duplex multicast connection depends on the applications of this duplex multicast transport protocol.
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| SO/IEC 14476-3:2007 (E)

INTERNATIONAL STANDARD
ITU-T RECOMMENDATION

Information technology — Enhanced communicationstransport protocol:
Specification of duplex multicast transport

1 Scope

This Recommendation | International Standard specifies the Enhanced Communications Transport Protocol (ECTP),
which is atransport protocol to support Internet multicast applications over the multicast-capable | P networks.

This Recommendation | International Standard specifies the ECTP part 3 (ECTP-3) for the duplex multicast transport
connection in which the participants are classified into one TC-Owner and many TS-users. The duplex multicast
transport connection supports two kinds of data transport: the multicast data transport from TC-owner to all the other
TS-users and the unicast data transport from TS-users to TC-Owner. A TS-user is allowed to send unicast data to
TC-Owner, only if it gets atoken from TC-Owner.

This Specification describes the protocol for supporting the duplex multicast transport, which includes the connection
management (establishment, termination, pause, resumption, user join and leave) and the reliability control mechanisms
for the multicast and unicast data transport. In particular, the protocol operations for the multicast data transport from
TC-Owner to the TS-users will be designed with the congruency of the simplex multicast transport protocol (ECTP-1),
as specified in ITU-T Rec. X.606 | ISO/IEC 14476-1.

2 Nor mative references

The following Recommendations and International Standards contain provisions which, through reference in this text,
congtitute provisions of this Recommendation | International Standard. At the time of publication, the editions indicated
were valid. All Recommendations and Standards are subject to revision, and parties to agreements based on this
Recommendation | International Standard are encouraged to investigate the possibility of applying the most recent
edition of the Recommendations and Standards listed below. Members of 1EC and SO maintain registers of currently
valid International Standards. The Telecommunication Standardization Bureau of the ITU maintains a list of currently
valid ITU-T Recommendations.

— ITU-T Recommendation X.601 (2000), Multi-peer communications framework.

— ITU-T Recomendation X.602 (2004) | ISO/IEC 16513:2005, Information technology — Group
management protocol.

— ITU-T Recommendation X.605 (1998) | ISO/IEC 13252:1999, Information technology — Enhanced
communications transport service definition.

— ITU-T Recommendation X.606 (2001) | ISO/IEC 14476-1:2002, Information technology — Enhanced
communications transport protocol: Specification of simplex multicast transport.

— ITU-T Recommendation X.606.1 (2003) | ISO/IEC 14476-2:2003, Information technology — Enhanced
communications transport protocol: Soecification of QoS management for simplex multicast transport.

3 Definitions
This Recommendation | International Standard is based on the following definitions, which were specified in Enhanced
Communications Transport Service (ITU-T Rec. X.605 | ISO/IEC 13252).

a) Transport connection: Simplex, duplex and N-plex;

b) TC-Owner and TS-users.
This Recommendation | International Standard uses the following terminologies specified in Enhanced Communications
Transport Protocol: part 1 (ITU-T Rec. X.606 | ISO/IEC 14476-1).

a) control tree;

b) parent and children;
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c) TO (Top Owner):

TO isasingle sender of multicast data packets, which can transmit multicast data to the other TS-users,
and it manages overall operations of ECTP-3. The TO will be designated among the TS-users before the
connection begins, and the TO will do the functions of TC-Owner;

d) LO (Loca Owner):

An LO islocated on the control tree of ECTP-3. One or more LOs could be designated for scalable error
recovery and status monitoring in ECTP-3. An LO isaso a TS-user, which can also receive the multicast
data from TO. LOs will be configured as a parent of the loca groups through the control tree
configuration in ECTP-3; and

e) LE (Leaf Entity):

An LE is aleaf node on the ECTP-3 control tree. It is a TS-user in the ECTP-3 connection, and it can
receive multicast data sent by TO.

This Recommendation | Internationa Standard also applies the following definitions:
a) SU (Sending TS-user):

Some of the ECTP-3 TS-users can send unicast datato the TO. A sending TS-user (SU) isa TS-user who
gets atoken from TO. Only the SU is allowed to send unicast datato TO. In other words, before sending
unicast data, each user must request atoken to TO.

b) Token:

It represents the right for a TS-user to transmit data. The TS-user who has atoken iscaled a Sending TS
user (SU). The tokens are managed by TO.

¢) Forward data channel:

It represents the multicast data channel from TO to the group members. TO sends multicast datato al the
other group members over | P multicast address.

d) Backward data channel:

It represents the unicast data channel, in which the data packets flow from an SU to TO. An SU can send
unicast datato TO over | P unicast address.

4 Abbreviations

For the purposes of this Recommendation | International Standard, the following abbreviations apply, which includes
the ECTP-3 packets:
ACK Acknowledgment
CcC Connection Creation Confirm
CR Connection Creation Request
CT Connection Termination Request
DT Data
HB Heartbeat
HBACK Heartbeat Acknowledgment
JC Late Join Confirm
JR Late Join Request
LE Leaf Entity
LO Local Owner
LR User Leave Request
ND Null Data
RD Retransmission Data
S Sending TS-user
TC Tree Join Confirm
TGC Token Get Confirm
TGR Token Get Request
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TJ Tree Join Request
TO Top Owner
TRC Token Return Confirm
TRR Token Return Request
TS Transport Services

5 Conventions

In this Recommendation | International Standard, the capital characters are used to represent a ‘packet’ of ECTP-3 (e.g.,
CR for Connection Creation Request packet), and the capital and italic characters are used for 'timers' or ‘variables' used
in ECTP-3 (e.g., CCT for Connection Creation Timer, and AGN for ACK Generation Number).

6 Overview

The Enhanced Communications Transport Protocol (ECTP) is a transport protocol designed to support Internet
multicast applications. ECTP operates over 1Pv4/IPv6 networks that have the IP multicast forwarding capability with
the help of IGMP and IP multicast routing protocols, as shown in Figure 1. ECTP could possibly be provisioned over
UDP.

Internet multicast applications

Enhanced communi cations transport protocol
| UDP
IP (Unicast/Multicast)

Figure1—ECTP model

This Recommendation | International Standard describes the protocol specification of the ECTP Part 3 (ECTP-3) for the
duplex multicast connection. The duplex multicast connection is used for supporting multicast data transport between
the participants that are classified into a single TC-Owner (TO) and the other TS-users. A duplex multicast connection
supports the two types of data channels between the participants: multicast data channel (sent by TO toward al the
other group members) and unicast data channel (sent by a TS-user to TO). Such a TS-user is called Sending TS-user
(SU) inthe ECTP-3.

Figure 2 illustrates these two types of data transport channels used in the duplex multicast connection. As shown in the
figure, TO can transmit multicast data to the other TS-users over |P multicast (group) address. Some SUs may send
unicast datato TO. The SU must first get atoken from the TO before sending the unicast data.

Backward (unicast) 7 “ Backward (unicast)
data channel ,"' ‘\ data channel

Forward
(multicast)
data channel

A 4

X.607(07)_F02

Figure2 —Datatransport in ECTP-3
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To establish a duplex multicast connection, TO transmits a Connection Creation Request (CR) packet to the group. The
CR packet contains the connection information including general characteristics of the connection. In particular, the
CR packet must indicate that the connection type is the duplex multicast transport. Each TS-user who wants to
participate in the connection will respond to the TO with a Connection Creation Confirm (CC) packet. The connection
creation operation will be completed when a predetermined CCT timer expires.

During the connection creation phase, a logical control tree is configured between TO and TS-users, or between
TS-users for providing the scalable reliability control. With the root of the TO, the control tree defines a parent-child
relationship between any pair of two TS-users. The parent TS-user is called Local Owner (LO). Based on the control
tree, the error recovery will be performed. To configure a control tree, each TS-user sends a Tree Join Request (TJ)
message to a candidate parent node that has already been connected to the tree. The parent node will respond to the
promising child TS-user with the Tree Join Confirm (TC) message. In this way, the control tree will gradually be
expanded from the root toward the leaf nodes.

Some of the prospective TS-users may join the connection as late-joiners. The late-joining TS-user participates in the
connection by sending a Late Join Request (JR) message to TO. In response to the JR message, TO sends a Late Join
Confirm (JC) message to the TS-user. The late-joiner TS-user will aso join the control tree by using the TJ and
TC messages. For this purpose, the JC message of TO may include the information about the prospective parent
LO node for the late-joiner. The late-joining TS-user may try to connect to the prospective LO node so as to configure
the control tree.

After the connection is established, the data transmission phase starts. ECTP-3 protocol supports two types of data
channels: the forward multicast channel from TO to the group and the backward unicast channel from the TS-user to
TO. ECTP-3 provides the reliable data transport with error recovery, in which al the Data (DT) packets will be
recovered by the parent on the tree.

In the forward multicast data transmission, TO can begin the multicast data transmission to the group by using the
IP multicast address and group port number. The multicast data packets sent by TO will be sequentially segmented and
transmitted by DT packets to the receiving TS-users. The TS-users will deliver the received DT packets to the
upper-layer application in the order transmitted by TO.

For the forward multicast data channel of TO, the error control will be performed based on the local group defined by
the ECTP control tree. If a child node detects a data loss, it sends a retransmission request to its parent via ACK
packets. Each child generates an ACK packet every ACK Generation Number (AGN) data packets. That is, an ACK
packet is generated for the AGN data packets of TO. An ACK message contains a 'bitmap' to indicate which data
packets have been received or not. In response to an ACK packet, each parent LO may retransmit the RD packets to its
children.

In the forward multicast data transport, the Heartbeat (HB) and Heartbeat ACK (HBACK) packets are used between a
parent and children for the control tree maintenance. A parent transmits HB packets to the children every
HB Generation Time (HGT). The HB contains which child must respond to this HB packet with the HBACK packet.
The corresponding child will send a HBACK packet to the parent. The HB packet may also be used by the parent to
calculate the local Round Trip Time (RTT) for the group. For this purpose, the HB and HBACK packets contain a
timestamp.

For the backward unicast data transport, a certain TS-user in the connection may get a token from TO by sending a
Token Get Request (TGR) message. The TO will then respond to the TS-user with the Token Get Confirm (TGC)
message that contains a Token ID. Accordingly, the total number of tokens in the connection is controlled by TO. Token
ID is used to identify the sender of the unicast DT packets at the TO side. The TS-user who has a token is called
Sending TS-user (SU).

The SU can send unicast DT packets to TO. For the error recovery and congestion control, the HB and HBACK packets
are exchanged between SU and TO. The SU sends an HB message to TO. The TO then responds with the HBACK
packet that contains the acknowledgement information, as done in ACK packets in the forward multicast channel. It is
noted that the HBACK is used for retransmission regquest in the backward channel.

After completing the unicast data transmission, the SU will return the token to the TO by sending a Token Return
Request (TRR) message. TO will respond to the SU with a Token Return Confirm (TRC) message.

The connection management operations are taken in the connection: user leave, the connection pause and resumption,
and connection termination. In the User Leave operation, a participating TS-user may leave the connection by sending a
User Leave Request (LR) message to the parent. In a certain case, the parent may enforce a specific child node to leave
the connection by sending the LR message, which is called the troublemaker gjection. The TO may temporarily pause
and resume the connection. In the connection pause period, the TO will send Null Data (ND) packets to the group. After
the TO has completed the data transport, it may terminate the duplex connection by sending a Connection Termination
Request (CT) message to the group.
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7 Design considerations

In this clause, some considerations for ECTP-3 are described.

7.1 Participants

All participants to a duplex multicast connection are TS-users and one of them functions as TC-Owner.
TC-Owner:

In a duplex multicast connection the TC-owner is responsible for connection management including
connection creation/termination, late join, connection maintenance, and token management.

TS-user (Transport Service User):

A duplex multicast connection has one or more TS-users who can receive the multicast data from the
TC-Owner. Some of the TS-users can send unicast data to the TC-Owner.

A TS-user can become TO, LO or LE, depending on itsrole.
TO (Top Owner):

A duplex multicast connection has a single TO, which corresponds to the TC-Owner. The TO is responsible
for the overall operations required for connection management including connection creation and termination,
control tree creation, late join, and connection maintenance. TO is aso a single sender of the forward
multicast data channel. Only the TO is alowed for sending the origina multicast data to the other
participants.

LO (Loca Owner):

In the duplex multicast connection, an LO is a TS-user who is responsible for error recovery to the local group
by retransmission of data. On the control tree hierarchy of ECTP-3, an LO is a parent node and has its
children nodes. Note that an LO isalso a TS-user. That is, an LO also receives multicast data from the TO. In
ECTP-3, a TS-user may act as an LO in the connection, or some designated LOs may be used for the error
recovery in the connection. It depends on the deployment of ECTP-3.

LE (Leaf Entity):

In the duplex multicast connection, an LE represents a leaf node on the control tree. Each LE isa TS-user that
receives the multicast data from the TO.

A TS-user can become SU when it obtains atoken from TC-Owner.
SU (Sending TS-user):

An SU isa TS-user who can send unicast data to TO. In the duplex multicast connection, a TS-user becomes
an SU when it has atoken and it can thus transmit unicast datato TO.

7.2 Control tree

A duplex multicast connection may configure a control tree for scalable reliability control as shown in Figure 3:

Tree level 0

Tree level 1

Tree level 2

Tree level 3

Figure3—Control treein ECTP-3
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In the ECTP-3 control tree, TO is on the top of the tree, which isin the Tree Level 0. An LO is aparent node on the tree
and has one or more children. A TS-user, not designated as LO, is called a Leaf Entity (LE), which cannot have its
children. Such a control tree will be configured in the connection creation phase.

Error recovery in ECTP-3 will be performed within each local group defined by the control tree. A child can request
retransmission to its parent LO. In response to the request, the parent LO will retransmit the data packets to the children,
if it has them in the buffer. An LO is also a TS-user, and it thus receives the multicast data from the TO. The control
tree is applied only for forward multicast data channel. The control tree does not apply to the backward unicast data
channel.

7.3 Data channels
In ECTP-3, the two types of data channels are used: forward and backward data channels.

7.3.1 Forward data channel

The forward data channel is used for TO to send multicast data to the other members. The forward multicast data
channel can also be used for an LO to send Retransmission Data to its children users.

The forward data channel address consists of the group (multicast) |P address and the group port. TO sends multicast
datavia DT packets by using the forward data channel address. TO and LOs can also retransmit multicast data via RD
packets by using the forward data channel address.

Figure 4 illustrates the use of the forward multicast data channelsin ECTP-3.

Figure 4 —Forward data channelsand control treein ECTP-3

7.3.2 Backward data channel

The backward data channel is used by a Sending TS-user (SU) to send unicast data to TO. The backward channel
address consists of the | P address of TO and the 'group’ port.

Figure 5 illustrates the use of the backward unicast data channelsin ECTP-3.

Figure5— Backward data channelsin ECTP-3
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Each SU must send unicast data via DT and RD packets to TO by using this backward data channel address as the
destination address. On the other hand, TO must bind its backward data channel address to receive the unicast data from
any SU in the connection.

74 Addressing

In ECTP-3, each packet uses the following types of |P addresses and port number for its source and destination address:
a) group IP address and local IP address;
b) group port and local port.

74.1 Group and local 1P addresses

The group IP address is the IP multicast address (e.g., Class D address for IPv4), whereas a local |P address represents
the unicast |P address for each of the ECTP participants: TO, LOs and LEs.

The group IP address is used as the destination address of the packets that need to be multicast by TO and LOs. For
example, the CR and DT packets of TO will use the group IP address as the destination address of the associated
I P packets. Each L O also uses the group | P address as the destination address of the RD and HB packets.

The local 1P address of each participant is used as the source and destination IP address for the unicast packets, and also
the source address for the multicast packets.

It is noted that the group IP address and the local 1P address of TO must be announced to all the prospective participants
viaan out-of-band signalling such as Web announcement.

74.2 Group and local ports

The group port represents the port number that has been announced to all of the ECTP-3 participants before the
connection. In ECTP-3, the group port will typically be used as the 'destination port' of the ECTP-3 multicast packets
transmitted by TO or LOs, such as CR and DT. That is, each TS-user should bind to the group 1P address and port so as
to receive the relevant ECTP-3 multicast packets.

The group port number is also used by SU to send unicast datato TO. That is, TO will bind to the local port with its
local IP address so as to receive the unicast data from any SU. In particular, the group port is also used as the
destination port of the packet that requests a certain action, such as Late Join.

On the other hand, in the other cases that are not described above, the ECTP-3 packet will use the local port number as
source and/or destination ports. For example, in response to the Late Join Request (JR) from a TS-user, the TO will
respond with the Late Join Confirm (JC) message that use the local port of the TS-user as the destination port.

The detailed use of the local |P address and port will be specified later for each of the ECTP-3 packets.

7.4.3 Addresses of data channels

In ECTP-3, al the data packets use the group port number as the destination port. Accordingly, before the connection
creation, the following information must be announced to all of the ECTP-3 participants via an out-of-band signalling
such as Web announcement.

a) group IP address and group port;
b) local IPaddress of TO.
Figure 6 describes the use of IP address and port for the forward and backward data channels. The forward multicast

data packets use the group IP address and port number as the destination address of the data packets, whereas the
backward data packets use the local 1P address of TO and the group port number as the destination address.

The detailed use of the group and local addresses for the other packets will be specified later.
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Backward data packets

\‘\ Source Destination
Forward data packets R Local IP IP of TO
Source Destination \‘
Local IP (TO)| Group [P

X.607(07)_F06

Figure 6 — Data channel addressingin ECTP-3

75 Tokens

In ECTP-3, a token represents the right for a TS-user to send a unicast data to TO. Before transmitting the data, each
TS-user must get atoken from the TO, as per the Token Control procedures of ECTP-3.

Each token is represented as a 1-byte non-negative integer in ECTP-3. Such a token number (or Token ID) will be
assigned by TO when a TS-user requests a token in the connection. Token ID is ranged between 1 and 255. The Token
ID of '0" isreserved for use of TO. At the TO side, the Token ID can be used to identify who is sending the unicast data.

8 Packets

An ECTP packet contains a 16-byte base header together with either extension elements or user data. It is noted that the
data packets do not include any extension elements. The ECTP-3 packet format isillustrated in Figure 7:

bytes 0 15 16 PL-1

Base header Extension elements or user data

PL Packet Length

Figure 7 — ECTP-3 packet format

8.1 Base header

The 16-byte base header contains the information helpful to all the protocol operations, in particular for the data
packets. Figure 8 shows the structure of the base header, when ECTP operates over IP.

0 1 2 3
0 1 23 456 7 012 3 456 7 012 3 456 7012 3 4656 7
Next element ‘Version‘ CT | Packet type Checksum
Source port Destination port
Packet sequence number (PSN)
Payload length | F| Reserved | Token ID

Figure 8 — Base header (ECTP over IP)

The base header contains the following information:
a) Next element (4 bits)
This specifies the type of the extension element immediately following the base header. The encoding

values of the extension elements will be described later. The extension element value of '0000" means
that the next part of this packet contains the user data, if any.
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b) Version (2 bits)
This defines the version of the ECTP-3 protocaol. Its current version is encoded as '00'.
¢) CT (Connection type): (2 bits)
This specifies the type of the ECTP connection. The encoding value for the connection type is as
follows:
1) 01-simplex multicast connection (for ECTP-1 and ECTP-2);
2) 10— duplex multicast connection (for ECTP-3 and ECTP-4);
3) 11— N-plex multicast connection (for ECTP-5 and ECTP-6).
The value '00' is reserved for future use. In this ECTP-3 specification, the CT must be set as '10'. It is
noted that this definition is compatible with the specifications of ECTP-1 and ECTP-2.
d) Packet type (8 bits)
It indicates the type of this ECTP-3 packet. The encoding values of the ECTP-3 packets will be described
later.
e) Checksum (16 bits)

This is used to check the validity of the ECTP-3 packet that includes the base header, extension header
and/or user data. The ECTP-3 checksum is calculated by using the conventional one's complement
arithmetic operation, as donein TCP and UDP.

f)  Source port (16 bits) and destination port (16 bits)

These port numbers are used to identify the sending and receiving applications for the case of ECTP-3
over IP. When ECTP-3 operates over UDP, these fields are used to represent the connection identifier, as
described later.

g) PSN (32 bits)

This value represents the sequence number of the data packet for the ECTP-3 DT or RD packets. For
some control packets such as ND or HB packets, this value has a different semantic, which will be
described later. For the other control packets, it is ignored. This sequence number is a 32-bit unsigned
number that starts with the initial sequence number and increases by '1', and wraps back around to '1'
after reaching 22 — 1",

h) Payload length (16 bits)

This value indicates the total length of the extension headers or user data in byte, following the base
header.
i) F(1bit)
Itisaflag bit. The use of thisflag depends on the packet types:
1) For the JC (Late Join Confirm), TJ (Tree Join Confirm), Token Get Confirm (TGC), Token Return

Confirm (TRC) packets, the F = 1 indicates that each of the corresponding join request is accepted.
F isset to O, otherwise;

2) Forthe LR (User Leave Request) packet, F is set to '1' for the user-invoked leave, or set to ‘0" for the
troublemaker g ection;

3) For the CT (Connection Termination Request) packet, F is set to '1' for an abnormal termination, or
set to '0' for the normal termination, after al the data have been transmitted.

For the other packets, the detailed description is given in the protocol procedure clause. Otherwise, if any
usage is not specified, thisfield will beignored.

i) Reserved (7 hits)
Thisfield isreserved for future use.
k) TokenID (8 hits)

The Token ID isvalid only for data packets: DT and RD packets. This represents who is the source of the
data packets. The Token ID value is ranged between 0 and 255. Each SU receives a Token ID from TO
via the token get procedure and sets this field to be the number assigned by TO. The forward multicast
data packets of TO will set thisfieldto'0'.

On the other hand, when ECTP operates over UDP, the packet header does not need to specify the source and
destination ports, which will be referred to from the UDP header. In this case, the 32-bit field for the source and
destination ports will befilled with 'Connection ID'. By default, it may be set to be the 1Pv4 group address.
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