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INTERNATIONAL STANDARD ISO/IEC 8825-2
RECOMMENDATION ITU-T X.691

Information technology —

Summary

ASN.1 encoding rules:
Specification of Packed Encoding Rules (PER)

Recommendation ITU-T X.691 | ISO/IEC 8825-2 describes a set of encoding rules that can be applied to values of all
ASN.1 types to achieve a much more compact representation than that achieved by the Basic Encoding Rules and its

derivatives (described in Rec. ITU-T X.690 | ISO/IEC 8825-1).
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FOREWORD

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of
telecommunications, information and communication technologies (ICTs). The ITU Telecommunication
Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical,
operating and tariff questions and issuing Recommendations on them with a view to standardizing
telecommunications on a worldwide basis.

The World Telecommunication Standardization Assembly (WTSA), which meets every four years,
establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on
these topics.

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1.

In some areas of information technology which fall within ITU-T's purview, the necessary standards are
prepared on a collaborative basis with 1ISO and IEC.

NOTE

In this Recommendation, the expression "Administration™ is used for conciseness to indicate both a
telecommunication administration and a recognized operating agency.

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain
mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the
Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some other
obligatory language such as "must" and the negative equivalents are used to express requirements. The
use of such words does not suggest that compliance with the Recommendation is required of any party.

INTELLECTUAL PROPERTY RIGHTS

ITU draws attention to the possibility that the practice or implementation of this Recommendation may involve
the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence,
validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others
outside of the Recommendation development process.

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property,
protected by patents/software copyrights, which may be required to implement this Recommendation.
However, implementers are cautioned that this may not represent the latest information and are therefore
strongly urged to consult the appropriate ITU-T databases available via the ITU-T website at
http://www.itu.int/ITU-T/ipr/.

© ITU 2021

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the
prior written permission of ITU.

Documents
i Rec. ITU-T X.691 (02/2021) Document Sharing Hub

Full document details: ITU-T X.6912021


http://www.itu.int/ITU-T/ipr/
http://www.avadocuments.com/doc/itu-t-x-691-2021
http://www.avadocuments.com/doc/itu-t-x-691-2021

CONTENTS

Page

LU0l I3 o1 o] ST STETSTTTS PP Vi
1 {0l oL TP T PSSP T VPP PRTPRPRURPN 1
2 NOIMALIVE TETEIEINCES ... ittt b e bt bt e bt bt e bt bt ne bt e bt s e b e b nr b e ebenreseenenn s 1
2.1  Identical Recommendations | International Standards ...........cccoererereiinieninieee e 1

2.2 AJAItIONAl FEFEIENCES .....eieiiiitiieie ettt bt b r et 1

3 DEFINITIONS ...t b e bbbt R bR bR R R bR bbbt n e 2
3.1 Specification of BasiC NOTATION. .........ccoiiiiiiiiiiiiee e et 2

3.2 Information Object SPECITICAION .........ciiiiiiii e et 2

3.3 CONSLraiNt SPECITICALION .....eviiiiiiieiie ettt bbb sb e b bbb e e e e 2

3.4 Parameterization of ASN.1 SPECITICALION .......c.ccviiiiiiiiiiiie e 2

3.5 BasiC ENCOUING RUIES ..ottt bbb e 2

3.6 PER ENCOGING INSIIUCTIONS .....viivieiieiiie sttt sttt ettt st e e tesaeste e snneneenneneeneens 2

3.7 AddItional defiNItiONS........vciiirieieee s 2

4 N 0] o] =1 T 14T ] LSS 5
5 NN 0] 7= L1 o] o SRS 5
6 L0001V 7101 1] o OO UURPR PR 5
7 Encoding rules defined in this Recommendation | International Standard ..............cccooeiiiiiiiiiniiice e, 5
8 CONTOIMMBINCE ...ttt bbb bbb bR b s R b bbb bbbt b e n et r et 6
9 o T g ot o Lo T TS {0 o PSS 6
10  The approach to encoding USed fOr PER ..........cociiiiiiiiieee e e 7
10.1  Use Of the tYPe NOTALION ....c..oueiviiiiiitiiieicte bbbttt 7

10.2  Use of tags to provide a CanoNiCal OFUEN ..........cooeiiiriiiiirieiciiee e 7

10.3  PER-VISIDIE CONSIIAINTS .....eiveieieiieeie et e st ie ettt sttt re e esae e e ntestesresreeneeneenneneenes 7

10.4  Type and value model used fOr ENCOAING .......ciiriiiiriiiirec s 9

10.5  Structure of 8N ENCOUING ......oviviriiiitiieeit bbbttt bbb bbb 9

10.6  TYPES L0 DE BNCOURA.........cuieiiiitiiciict bbbttt 10

11 ENCOMING PrOCEUUIES ...ttt ettt b b bbbt e bbbt b e bt e b e et et eb e e bt st e ebe et e e neenbeneenas 10
11.1 Production of the complete ENCOAING .........ciiiiiriiiiiie s 10

112 OPEN LYPE FIBIAS ..ottt bbbttt e b bbbt n e e 11

11.3 Encoding as a NoN-negative-DiNary-INTEOET ..........ccocviiiriiiniiiee et 11

11.4 Encoding as a 2's-complement-DiNary-iNtEOEN ..ot e 12

11.5 Encoding of a constrained Whole NUMDEK ............coi i e 12

11.6 Encoding of a normally small non-negative whole nUMbBEr ... 13

11.7 Encoding of a semi-constrained Whole NUMDET ..........ccccviiiiiicie e 13

11.8 Encoding of an unconstrained Whole NUMDET ............cccoci e e 13

11.9 General rules for encoding a length determinant .............ccooeveiiieii s 14

12 ENCOding the DOOIEAN TYPE .....oviiiieiiecieite e bbbt b e et e b e ebeneenea 16
13 ENCOAING the INTEOET TYPE ...ttt b bbbt et b e bbb sr bt ebenn bt ebennene s 16
14 ENcoding the ENUMEIEEA TYPE .....c.oveiiiiiiiiee ettt b e b e bbb nneieas 17
15 ENCOMING the FRAI TYPB ...ttt b e bbbt e bbbt bbb e et e nee e e 18
16 e aTolo o [ Talo g Lol oTL Y T 8o L= RS SS 18
17 ENCOdING the OCIESIIING TYP8 . vvveiei ettt e et e et e e st e st e beebeere e e eseeseees 19
18 ENCOAING the NUIT EYPE ...t b e et b e et b e e b et e et e b e sbe e s 19
19 ENCOdING the SEQUENCE LY ...ttt b et b et b e et b e e bttt eb e e bt ebenneneas 19
20 ENcoding the SEQUENCE-0F LY ..ottt b et e bbb nreneas 20
21 ENCOMING the SBL LY <.ttt bttt b bbbt bt bt et et sb e bt bt ebe et e e e eneenne e 21
22 ENCOMING the SBI-0F LYPB .c.eiieii ettt e et et s r et e beeaeere e e e e e en 21
23 ENCOMING the CNOICE TYP....c.ei ittt ettt te b e et e et et e s tesbesbeeaeereeneeseeneeen 21

Documents

Rec. ITU-T X.691 (02/2651ynent Shygjing Hub

Full document details: ITU-T X.6912021


http://www.avadocuments.com/doc/itu-t-x-691-2021
http://www.avadocuments.com/doc/itu-t-x-691-2021

24 Encoding the 0DJect Identifier tYPe.... ..o b 22

25 Encoding the relative object identifier TYPe.......c.i oo 22
26 Encoding the internationalized reSOUrce referenNCe tYPE .....cvvviuiieeieieiece e 22
27 Encoding the relative internationalized resource referenCe tyPe ......ooveereviereiese s 23
28 Encoding the embedded-pAV LYPE ....vov i 23
29 Encoding of a value of the eXternal tYPE .......civiiiiiiee e e e 23
30 Encoding the restricted CharaCter SrNG TYPES ......ooeiieie et e 24
31 Encoding the unrestricted CharaCter StHNG tYPE.......coueueiireie et 26
32 Encoding the time type, the useful time types, the defined time types and the additional time types............ 26
32,1 GBNEIAL ...ttt bbb bt h e b E e bRt h £ R e e e e bbb e b eae e b e e e et e 26
32.2 Encoding subtypes with the "Basic=Date" Property Setting ........cceccvrererriinernienerisesese s 30
32.3 Encoding subtypes with the "Basic=Time" Property SEtting ........ccceorvererrienernienesenese e 32
32.4 Encoding subtypes with the "Basic=Date-Time" Property Setting.........ccccecerervrivrivsieereereresnens 35
32.5 Encoding subtypes with the "Basic=Interval Interval-type=SE" property setting.......... 35
32.6 Encoding subtypes with the "Basic=Interval Interval-type=D" property setting............ 36
32.7 Encoding subtypes with the "Basic=Interval Interval-type=SD" or
"Basic=Interval Interval-type=DE" Property Setting.......cccccermrimrimrisinsiesinsinsieereesesnens 37
32.8 Encoding subtypes with the "Basic=Rec-Interval Interval-type=SE"
PIOPEILY SEEEING. ...ttt b ettt b etk b et bt e bt bttt b ettt bt et b e 38

32.9 Encoding subtypes with the "Basic=Rec-Interval Interval-type=D" property setting... 38
32.10 Encoding subtypes with the "Basic=Rec-Interval Interval-type=SD" or

"Basic=Rec-Interval Interval-type=DE" property Setting.........ccccrimiminimiieniennnns 39
32.11 Encoding subtypes with mixed settings of the Basic Property .....ccccvcvviviieciienere e 40
33 Object identifiers for tranSTer SYNTAXES. .......c.ooi ittt bbbt be e 42
ANNEX A — EXAMPIE OF BNCOUINGS ....e.veveitiiicreie ettt ettt ettt st et be e teete e e et e e et e steeneareeneeneeneeneas 43
A.1l Record that does not USe SUDLYPE CONSLIAINTS .........eviriiriirieitieeeieie et 43
All ASN.1 description of the record StrUCLUIE.......cc.coveieie e e 43
Al2 ASN.1 description of @ reCord VAIUE ..........cccveieiiiiiie e 43
Al3 ALIGNED PER representation of this record value ............ccocveiiiniinieinicicee 43
Al4 UNALIGNED PER representation of this record value.............ccccverininnnincinennn, 44
A.2  Record that USES SUDLYPE CONSIIAINTS.........ciiviriiiirieiiee e 46
A2l ASN.1 description of the record STTUCIUNE........coeiiirieiiee e 46
A22 ASN.1 description of @ reCord VAIUE .........c.coviiiiiiiiciie e 46
A23 ALIGNED PER representation of this record value .............ccocoeiiiiiiniciiincsces 46
A24 UNALIGNED PER representation of this record value.............cccccoeriinininincinennn, 47
A.3  Record that USES EXIENSION MAIKETS .........cviieieiiiteriee e 48
A3l ASN.1 description of the record StrUCIUIE..........coviiiiiie e 48
A3.2 ASN.1 description 0f @ reCord VAIUE ..........coeiiiiiiiie e e 49
A33 ALIGNED PER representation of this record value ...........ccccoveveie i 49
A34 UNALIGNED PER representation of this record value..........c..ccccceveiiiiiiiin e, 50
A.4  Record that uses extension addition GrOUPS ......c.ccveiueriirereiisieeieie e re e v e sre e 52
A4l ASN.1 description of the record StTUCIUIE.........coeviiriiiie e 52
A42 ASN.1 description of @ reCord VAIUE .........cooiiiieiiiiese e 52
A43 ALIGNED PER representation of this record value ............cccocveiiiniiniieiiicncies 52
Ad4 UNALIGNED PER representation of this record value.............cccccoeriinininincincnne, 53
Annex B — Combining PER-visible and non-PER-ViSible CONSLIaINS ..........ccoiiiiiiiiiiiieeee e 54
2 J00 I €10 T-] - | PR RSS 54
B.2  Extensibility and visibility of constraints in PER...........cccoiiiiiiii e 54
B.2.1 GBNETAL ...ttt 54
B.2.2 PER-VISibility Of CONSIIAINTS ......c.oiiiiiie e 55
B.2.3 EFfECtIVE CONSEIAINTS ..o e 56
2 TG T v 1141 ] LRSS 57
Documents
iv Rec. ITU-T X.691 (02/2021) Document Sharing Hub

Full document details: ITU-T X.6912021


http://www.avadocuments.com/doc/itu-t-x-691-2021
http://www.avadocuments.com/doc/itu-t-x-691-2021

Annex C — Support for the PER @lgOrithms. ..o 59

Annex D — Support for the ASN.1 rules of extensiDIlity ..........cooeriiiiii e 60

Annex E — Tutorial annex on concatenation of PER €NCOUINGS ......ccceiviiiieieiiiie ettt s 61

Annex F — Identification of ENCOAING RUIES .......c..oiiiiiiieie et nne s 62
Documents

Rec. ITU-T X.691 (02/2621ynent Shyjing Hub

Full document details: ITU-T X.6912021


http://www.avadocuments.com/doc/itu-t-x-691-2021
http://www.avadocuments.com/doc/itu-t-x-691-2021

Introduction

Specifications Rec. ITU-T X.680 | ISO/IEC 8824-1, Rec. ITU-T X.681 | ISO/IEC 8824-2, Rec. ITU-T X.682 |
ISO/IEC 8824-3, Rec. ITU-T X.683 | ISO/IEC 8824-4 together describe Abstract Syntax Notation One (ASN.1),
a notation for the definition of messages to be exchanged between peer applications.

This Recommendation | International Standard defines encoding rules that may be applied to values of types defined using
the notation specified in Rec. ITU-T X.680 | ISO/IEC 8824-1. Application of these encoding rules produces a transfer
syntax for such values. It is implicit in the specification of these encoding rules that they are also to be used for decoding.

There are more than one set of encoding rules that can be applied to values of ASN.1 types. This Recommendation |
International Standard defines a set of Packed Encoding Rules (PER), so called because they achieve a much more
compact representation than that achieved by the Basic Encoding Rules (BER) and its derivatives described in Rec.
ITU-T X.690 | ISO/IEC 8825-1 which is referenced for some parts of the specification of these Packed Encoding Rules.
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ISO/IEC 8825-2:2021 (E)

INTERNATIONAL STANDARD
ITU-T RECOMMENDATION

Information technology —
ASN.1 encoding rules:
Specification of Packed Encoding Rules (PER)

1 Scope

This Recommendation | International Standard specifies a set of Packed Encoding Rules that may be used to derive a
transfer syntax for values of types defined in Rec. ITU-T X.680 | ISO/IEC 8824-1. These Packed Encoding Rules are also
to be applied for decoding such a transfer syntax in order to identify the data values being transferred.
The encoding rules specified in this Recommendation | International Standard:

— are used at the time of communication;

— areintended for use in circumstances where minimizing the size of the representation of values is the major
concern in the choice of encoding rules;

— allow the extension of an abstract syntax by addition of extra values, preserving the encodings
of the existing values, for all forms of extension described in Rec. ITU-T X.680 | ISO/IEC 8824-1;

— can be modified in accordance with the provisions of Rec. ITU-T X.695 | ISO/IEC 8825-6.

2 Normative references

The following Recommendations and International Standards contain provisions which, through reference in this text,
constitute provisions of this Recommendation | International Standard. At the time of publication, the editions indicated
were valid. All Recommendations and Standards are subject to revision, and parties to agreements based on this
Recommendation | International Standard are encouraged to investigate the possibility of applying the most recent edition
of the Recommendations and Standards listed below. Members of IEC and ISO maintain registers of currently valid
International Standards. The Telecommunication Standardization Bureau of the ITU maintains a list of currently valid
ITU-T Recommendations.

NOTE - This Recommendation | International Standard is based on ISO/IEC 10646:2003. It cannot be applied using later versions
of this standard.

2.1 Identical Recommendations | International Standards

—  Recommendation ITU-T X.680 (2021) | ISO/IEC 8824-1:2021, Information technology — Abstract Syntax
Notation One (ASN.1): Specification of basic notation.

— Recommendation ITU-T X.681 (2021) | ISO/IEC 8824-2:2021, Information technology — Abstract Syntax
Notation One (ASN.1): Information object specification.

— Recommendation ITU-T X.682 (2021) | ISO/IEC 8824-3:2021, Information technology — Abstract Syntax
Notation One (ASN.1): Constraint specification.

—  Recommendation ITU-T X.683 (2021) | ISO/IEC 8824-4:2021, Information technology — Abstract Syntax
Notation One (ASN.1): Parameterization of ASN.1 specifications.

— Recommendation ITU-T X.690 (2021) | ISO/IEC 8825-1:2021, Information technology — ASN.1 encoding
rules: Specification of Basic Encoding Rules (BER), Canonical Encoding Rules (CER) and Distinguished
Encoding Rules (DER).

— Recommendation ITU-T X.695 (2021) | ISO/IEC 8825-6:2021, Information technology — ASN.1 encoding
rules: Registration and application of PER encoding instructions.

NOTE — The references above shall be interpreted as references to the identified Recommendations | International Standards
together with all their published amendments and technical corrigenda.

2.2 Additional references
— ISO/IEC 646:1991, Information technology — ISO 7-bit coded character set for information interchange.
— ISO/IEC 2022:1994, Information technology — Character code structure and extension techniques.
— ISO/IEC 2375:2003, Information technology — Procedure for registration of escape sequences and coded

character sets.
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ISO/IEC 8825-2:2021 (E)

— 1SO 6093:1985, Information processing — Representation of numerical values in character strings for
information interchange.

— ISO International Register of Coded Character Sets to be Used with Escape Sequences.
— ISO/IEC 10646:2003, Information technology — Universal Multiple-Octet Coded Character Set (UCS).

3 Definitions

For the purposes of this Recommendation | International Standard, the following definitions apply.

3.1 Specification of Basic Notation

For the purposes of this Recommendation | International Standard, all the definitions in Rec. ITU-T X.680 |
ISO/IEC 8824-1 apply.

3.2 Information Object Specification

For the purposes of this Recommendation | International Standard, all the definitions in Rec. ITU-T X.681 |
ISO/IEC 8824-2 apply.

3.3 Constraint Specification

This Recommendation | International Standard makes use of the following terms defined in Rec. ITU-T X.682 |
ISO/IEC 8824-3:

a) component relation constraint;
b) table constraint.

3.4 Parameterization of ASN.1 Specification

This Recommendation | International Standard makes use of the following term defined in Rec. ITU-T X.683 |
ISO/IEC 8824-4:

—  variable constraint.

3.5 Basic Encoding Rules

This Recommendation | International Standard makes use of the following terms defined in Rec. ITU-T X.690 |
ISO/IEC 8825-1:

a) datavalue;

b) dynamic conformance;

¢) encoding (of a data value);
d) receiver;

e) sender;

f) static conformance.

3.6 PER Encoding Instructions

This Recommendation | International Standard makes use of the following term defined in Rec. ITU-T X.695 |
ISO/IEC 8825-6:

— identifying keyword.

3.7 Additional definitions
For the purposes of this Recommendation | International Standard, the following definitions apply.

3.7.1 2's-complement-binary-integer encoding: The encoding of a whole number into a bit-field (octet-aligned in
the ALIGNED variant) of a specified length, or into the minimum number of octets that will accommodate that whole
number encoded as a 2's-complement-integer, which provides representations for whole numbers that are equal to, greater
than, or less than zero, as specified in 11.4.
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NOTE 1 — The value of a two's complement binary number is derived by numbering the bits in the contents octets, starting with
bit 1 of the last octet as bit zero and ending the numbering with bit 8 of the first octet. Each bit is assigned a numerical value of 2N,
where N is its position in the above numbering sequence. The value of the two's complement binary number is obtained by summing
the numerical values assigned to each bit for those bits which are set to one, excluding bit 8 of the first octet, and then reducing
this value by the numerical value assigned to bit 8 of the first octet if that bit is set to one.

NOTE 2 — Whole number is a synonym for the mathematical term integer. It is used here to avoid confusion with the ASN.1 type
integer.

3.7.2 abstract syntax value: A value of an abstract syntax (defined as the set of values of a single ASN.1 type),
which is to be encoded by PER, or which is to be generated by PER decoding.

NOTE — The single ASN.1 type associated with an abstract syntax is formally identified by an object of class ABSTRACT-SYNTAX.

3.7.3 bit-field: The product of some part of the encoding mechanism that consists of an ordered set of bits that are
not necessarily a multiple of eight.

NOTE - If the use of this term is followed by "octet-aligned in the ALIGNED variant", this means that the bit-field is required to
begin on an octet boundary in the complete encoding for the aligned variant of PER.

3.74 canonical encoding: A complete encoding of an abstract syntax value obtained by the application of encoding
rules that have no implementation-dependent options; such rules result in the definition of a 1-1 mapping between
unambiguous and unique bitstrings in the transfer syntax and values in the abstract syntax.

3.75 composite type: A set, sequence, set-of, sequence-of, choice, embedded-pdv, external or unrestricted character
string type.

3.7.6 composite value: The value of a composite type.

3.7.7 constrained whole number: A whole number which is constrained by PER-visible constraints to lie within a

range from "Ib" to "ub" with the value "Ib" less than or equal to "ub", and the values of "Ib" and "ub" as permitted values.
NOTE — Constrained whole numbers occur in the encoding which identifies the chosen alternative of a choice type, the length of
character, octet and bit string types whose length has been restricted by PER-visible constraints to a maximum length, the count of
the number of components in a sequence-of or set-of type that has been restricted by PER-visible constraints to a maximum number
of components, the value of an integer type that has been constrained by PER-visible constraints to lie within finite minimum and
maximum values, and the value that denotes an enumeration in an enumerated type.

3.7.8 effective size constraint (for a constrained string type): A single finite size constraint that could be applied
to a built-in string type and whose effect would be to permit all and only those lengths that can be present in the constrained

string type.
NOTE 1 — For example, the following has an effective size constraint:
A ::= IA5String (SIZE(l..4) | SIZE(10..15))
since it can be rewritten with a single size constraint that applies to all values:
A ::= IA5String (SIZE(1..4 | 10..15))

whereas the following has no effective size constraint since the string can be arbitrarily long if it does not contain any characters
other than 'a’, 'b' and 'c":

B ::= IA5String (SIZE(l..4) | FROM("abc"))
NOTE 2 — The effective size constraint is used only to determine the encoding of lengths.

3.79 effective permitted-alphabet constraint (for a constrained restricted character string type): A single
permitted-alphabet constraint that could be applied to a built-in known-multiplier character string type and whose effect
would be to permit all and only those characters that can be present in at least one character position of any one of the
values in the constrained restricted character string type.

NOTE 1 — For example, in:
Ax ::= IA5String (FROM("AB") | FROM("CD"))
IA5String (SIZE(1l..4) | FROM("abc"))

Ax has an effective permitted-alphabet constraint of "aBcD". Bx has an effective permitted-alphabet constraint that consists
of the entire 1a5string alphabet since there is no smaller permitted-alphabet constraint that applies to all values of Bx.

NOTE 2 — The effective permitted-alphabet constraint is used only to determine the encoding of characters.

Bx ::

3.7.10 enumeration index: The non-negative whole number associated with an "Enumerationltem" in an enumerated
type. The enumeration indices are determined by sorting the "Enumerationltem™s into ascending order by their
enumeration value, then by assigning an enumeration index starting with zero for the first "Enumerationltem”, one for
the second, and so on up to the last "Enumerationltem™ in the sorted list.

NOTE - "Enumerationltem"s in the "RootEnumeration™ are sorted separately from those in the "AdditionalEnumeration”.

3.7.11  extensible for PER encoding: A property of a type which requires that PER identifies an encoding of a value
as that of a root value or as that of an extension addition.

NOTE - Root values are normally encoded more efficiently than extension additions.
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3.7.12  field-list: An ordered set of bit-fields that is produced as a result of applying these encoding rules to components
of an abstract value.

3.7.13 indefinite-length: An encoding whose length is greater than 64K-1 or whose maximum length cannot be
determined from the ASN.1 notation.

3.7.14  fixed-length type: A type such that the value of the outermost length determinant in an encoding of this type
can be determined (using the mechanisms specified in this Recommendation | International Standard) from the type
notation (after the application of PER-visible constraints only) and is the same for all possible values of the type.

3.7.15 fixed value: A value such that it can be determined (using the mechanisms specified in this Recommendation |
International Standard) that this is the only permitted value (after the application of PER-visible constraints only) of the
type governing it.

3.7.16  known-multiplier character string type: A restricted character string type where the number of octets in the
encoding is a known fixed multiple of the number of characters in the character string for all permitted character string
values. The known-multiplier character string types are IA5String, PrintableString, VisibleString,
NumericString, UniversalString and BMPString.

3.7.17  length determinant: A count (of bits, octets, characters, or components) determining the length of part or all
of a PER encoding.

3.7.18  normally small non-negative whole number: A part of an encoding which represents values of an unbounded
non-negative integer, but where small values are more likely to occur than large ones.

3.7.19 normally small length: A length encoding which represents values of an unbounded length, but where small
lengths are more likely to occur than large ones.

3.7.20 non-negative-binary-integer encoding: The encoding of a constrained or semi-constrained whole number into
either a bit-field of a specified length, or into a bit-field (octet-aligned in the ALIGNED variant) of a specified length, or
into the minimum number of octets that will accommodate that whole number encoded as a non-negative-binary-integer
which provides representations for whole numbers greater than or equal to zero, as specified in 11.3.
NOTE — The value of a non-negative-binary-number is derived by numbering the bits in the contents octets, starting with bit 1 of
the last octet as bit zero and ending the numbering with bit 8 of the first octet. Each bit is assigned a numerical value of 2N, where
N is its position in the above numbering sequence. The value of the non-negative-binary-number is obtained by summing the
numerical values assigned to each bit for those bits which are set to one.

3.7.21  outermost type: An ASN.1 type whose encoding is included in a non-ASN.1 carrier or as the value of other
ASN.1 constructs (see 11.1.1).

NOTE — PER encodings of an outermost type are always an integral multiple of eight bits.

3.7.22  PER-visible constraint: An instance of use of the ASN.1 constraint notation which affects the PER encoding
of a value.

3.7.23  relay-safe encoding: A complete encoding of an abstract syntax value which can be decoded (including any
embedded encodings) without knowledge of the environment in which the encoding was performed.

3.7.24  semi-constrained whole number: A whole number which is constrained by PER-visible constraints to exceed
or equal some value "Ib" with the value "lb" as a permitted value, and which is not a constrained whole number.
NOTE — Semi-constrained whole numbers occur in the encoding of the length of unconstrained (and in some cases constrained)

character, octet and bit string types, the count of the number of components in unconstrained (and in some cases constrained)
sequence-of and set-of types, and the value of an integer type that has been constrained to exceed some minimum value.

3.7.25 simple type: A type that is not a composite type.

3.7.26  textually dependent: A term used to identify the case where if some reference name is used in evaluating an
element set, the value of the element set is considered to be dependent on that reference name, regardless of whether the
actual set arithmetic being performed is such that the final value of the element set is independent of the actual element
set value assigned to the reference name.

NOTE - For example, the following definition of Foo is textually dependent on Bar even though Bar has no effect on Foos set of

values (thus, according to 10.3.6 the constraint on Foo is not PER-visible since Bar is constrained by a table constraint and Foo is
textually dependent on Bar).

MY-CLASS ::= CLASS { &name PrintableString, &age INTEGER } WITH SYNTAX{&name , &age}
MyObjectSet MY-CLASS ::= { {"Jack", 7} | {"Jill", 5} }

Bar ::= MY-CLASS. &age ({MyObjectSet})

Foo ::= INTEGER (Bar | 1..100)

3.7.27  unconstrained whole number: A whole number which is not constrained by PER-visible constraints.
NOTE — Unconstrained whole numbers occur only in the encoding of a value of the integer type.
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4 Abbreviations

For the purposes of this Recommendation | International Standard, the following abbreviations apply:
ASN.1 Abstract Syntax Notation One
BER Basic Encoding Rules of ASN.1
CER Canonical Encoding Rules of ASN.1
DER Distinguished Encoding Rules of ASN.1
PER Packed Encoding Rules of ASN.1

16K 16384

32K 32768

48K 49152

64K 65536
5 Notation

This Recommendation | International Standard references the notation defined by Rec. ITU-T X.680 | ISO/IEC 8824-1.

6 Convention

6.1 This Recommendation | International Standard defines the value of each octet in an encoding by use of the terms
"most significant bit" and "least significant bit".

NOTE — Lower layer specifications use the same notation to define the order of bit transmission on a serial line, or the assignment
of bits to parallel channels.

6.2 For the purposes of this Recommendation | International Standard, the bits of an octet are numbered from 8
to 1, where bit 8 is the "most significant bit" and bit 1 the "least significant bit".

6.3 The term "octet” is frequently used in this Recommendation | International Standard to stand for "eight bits".
The use of this term in place of "eight bits" does not carry any implications of alignment. Where alignment is intended, it
is explicitly stated in this Recommendation | International Standard.

7 Encoding rules defined in this Recommendation | International Standard

7.1 This Recommendation | International Standard specifies four encoding rules (together with their associated
object identifiers) which can be used to encode and decode the values of an abstract syntax defined as the values of a
single (known) ASN.1 type. This clause describes their applicability and properties.

7.2 Without knowledge of the type of the value encoded, it is not possible to determine the structure of the encoding
(under any of the PER encoding rule algorithms). In particular, the end of the encoding cannot be determined from the
encoding itself without knowledge of the type being encoded.

7.3 PER encodings are always relay-safe provided the abstract values of the types EXTERNAL, EMBEDDED PDV and
CHARACTER STRING are constrained to prevent the carriage of OSI presentation context identifiers.

7.4 The most general encoding rule algorithm specified in this Recommendation | International Standard is
BASIC-PER, which does not in general produce a canonical encoding.

75 A second encoding rule algorithm specified in this Recommendation | International Standard is
CANONICAL-PER, which produces encodings that are canonical. This is defined as a restriction of implementation-
dependent choices in the BASIC-PER encoding.

NOTE 1 — CANONICAL-PER produces canonical encodings that have applications when authenticators need to be applied to
abstract values.

NOTE 2 — Any implementation conforming to CANONICAL-PER for encoding is conformant to BASIC-PER for encoding. Any
implementation conforming to BASIC-PER for decoding is conformant to CANONICAL-PER for decoding. Thus, encodings
made according to CANONICAL-PER are encodings that are permitted by BASIC-PER.

7.6 If a type encoded with BASIC-PER or CANONICAL-PER contains EMBEDDED PDV, CHARACTER STRING Or
EXTERNAL types, then the outer encoding ceases to be relay-safe unless the transfer syntax used for all the EMBEDDED
PDV, CHARACTER STRING and EXTERNAL types is relay safe. If a type encoded with CANONICAL-PER contains
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EMBEDDED PDV, EXTERNAL Of CHARACTER STRING types, then the outer encoding ceases to be canonical unless the
transfer syntax used for all the EMBEDDED PDV, EXTERNAL and CHARACTER STRING types is canonical.
NOTE - The character transfer syntaxes supporting all character abstract syntaxes of the form {iso standard 10646

level-1(1) ....} are canonical. Those supporting {iso standard 10646 level-2(2) ....} and {iso
standard 10646 level-3(3) ....} arenotalways canonical. All the above character transfer syntaxes are relay-safe.

7.7 Both BASIC-PER and CANONICAL-PER come in two variants, the ALIGNED variant, and the UNALIGNED
variant. In the ALIGNED variant, padding bits are inserted from time to time to restore octet alignment. In the
UNALIGNED variant, no padding bits are ever inserted.

7.8 There are no interworking possibilities between the ALIGNED variant and the UNALIGNED variant.

79 PER encodings are self-delimiting only with knowledge of the type of the encoded value. Encodings are always
a multiple of eight bits. When carried in an EXTERNAL type they shall be carried in the oCTET STRING choice alternative,
unless the EXTERNAL type itself is encoded in PER, in which case the value may be encoded as a single ASN.1 type
(i.e., an open type). When carried in OSI presentation protocol, the "full encoding” (as defined in Rec. ITU-T X.226 |
ISO/IEC 8823-1) with the oCTET STRING choice alternative shall be used.

7.10 The rules of this Recommendation | International Standard apply to both algorithms and to both variants unless
otherwise stated (but see 9.2 and 9.3).

7.11 Annex C is informative, and gives recommendations on which combinations of PER to implement in order to
maximize the chances of interworking.

8 Conformance

8.1 Dynamic conformance is specified by clause 9 onwards.

8.2 Static conformance is specified by those standards which specify the application of these Packed Encoding
Rules.

NOTE — Annex C provides guidance on static conformance in relation to support for the two variants of the two encoding rule
algorithms. This guidance is designed to ensure interworking, while recognizing the benefits to some applications of encodings
that are neither relay-safe nor canonical.

8.3 The rules in this Recommendation | International Standard are specified in terms of an encoding procedure.
Implementations are not required to mirror the procedure specified, provided the bit string produced as the complete
encoding of an abstract syntax value is identical to one of those specified in this Recommendation | International Standard
for the applicable transfer syntax.

8.4 Implementations performing decoding are required to produce the abstract syntax value corresponding to any
received bit string which could be produced by a sender conforming to the encoding rules identified in the transfer syntax
associated with the material being decoded.
NOTE 1 — In general there are no alternative encodings defined for the BASIC-PER explicitly stated in this Recommendation |
International Standard. The BASIC-PER becomes canonical by specifying relay-safe operation and by restricting some of the
encoding options of other ISO/IEC Standards that are referenced. CANONICAL-PER provides an alternative to both the
Distinguished Encoding Rules and Canonical Encoding Rules (see Rec. ITU-T X.690 | ISO/IEC 8825-1) where a canonical and
relay-safe encoding is required.
NOTE 2 — When CANONICAL-PER is used to provide a canonical encoding, it is recommended that any resulting encrypted hash
value that is derived from it should have associated with it an algorithm identifier that identifies CANONICAL-PER as the
transformation from the abstract syntax value to an initial bitstring (which is then hashed).

9 PER encoding instructions

9.1 PER encoding instructions can be associated with a type in accordance with the provisions of Rec. ITU-T X.680
| ISO/IEC 8824-1 and Rec. ITU-T X.695 | ISO/IEC 8825-6.

NOTE 1 - The application of some PER encoding instructions can make it impossible to encode all the abstract values of the type.
Where this can arise, the specific PER encoding instruction identifies the problem. It is a designers decision, based on the possible
need to use multiple encoding rules, whether to add an explicit constraint on the type in order to restrict the range of abstract values
to those that can be handled by the encoding using the PER encoding instruction. This can make the specification less readable,
but ensures that all encoding rules can encode all allowed abstract values, making relaying possible without errors.

NOTE 2 — Each PER encoding instruction starts with an identifying keyword that unambiguously identifies that encoding

instruction.
9.2 If the ALIGNED version of either BASIC-PER or CANONICAL-PER is in use, then all PER encoding
instructions shall be silently ignored and have no affect on the encoding.
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9.3 If the UNALIGNED version of either BASIC-PER or CANONICAL-PER is in use, then if a type has an
associated encoding instruction, the following subclauses shall apply.

9.3.1 If the identifying keyword is not known, then a "not supported" error message shall be issued.

9.3.2 If the identifying keyword is known, the procedures of this Recommendation | International Standard shall be

modified by the amendments to those procedures that are specified by the PER encoding instruction (see Rec.
ITU-T X.695 | ISO/IEC 8825-6).

NOTE 1 - If multiple PER encoding instructions are associated with a type, then the amendments specified for all of them shall be
applied.

NOTE 2 - It is an error in the register of PER encoding instructions if amendments produced by two or more separate encoding
instructions conflict and it is not stated that they are mutually exclusive.

10 The approach to encoding used for PER

10.1 Use of the type notation

10.1.1  These encoding rules make specific use of the ASN.1 type notation as specified in Rec. ITU-T X.680 |
ISO/IEC 8824-1, and can only be applied to encode the values of a single ASN.1 type specified using that notation.

10.1.2  In particular, but not exclusively, they are dependent on the following information being retained in the ASN.1
type and value model underlying the use of the notation:

a) the nesting of choice types within choice types;

b) the tags placed on the components in a set type, and on the alternatives in a choice type, and the values
given to an enumeration;

c) whether a set or sequence type component is optional or not;
d) whether a set or sequence type component has a DEFAULT Vvalue or not;

e) the restricted range of values of a type which arise through the application of PER-visible constraints
(only);
f)  whether a component is an open type;

g) whether a type is extensible for PER encoding.

10.2 Use of tags to provide a canonical order

This Recommendation | International Standard requires components of a set type and a choice type to be canonically
ordered independent of the textual ordering of the components. The canonical order is determined by sorting the outermost
tag of each component, as specified in Rec. ITU-T X.680 | ISO/IEC 8824-1, 8.6.

10.3 PER-visible constraints

NOTE — The fact that some ASN.1 constraints may not be PER-visible for the purposes of encoding and decoding does not in any
way affect the use of such constraints in the handling of errors detected during decoding, nor does it imply that values violating
such constraints are allowed to be transmitted by a conforming sender. However, this Recommendation | International Standard
makes no use of such constraints in the specification of encodings.

10.3.1  Constraints that are expressed in human-readable text or in ASN.1 comment are not PER-visible.
10.3.2  Variable constraints are not PER-visible (see Rec. ITU-T X.683 | ISO/IEC 8824-4, 10.3 and 10.4).
10.3.3  User-defined constraints (see Rec. ITU-T X.682 | ISO/IEC 8824-3, 9.1) are not PER visible.

10.3.4  Table constraints are not PER-visible (see Rec. ITU-T X.682 | ISO/IEC 8824-3).

10.3.5  Component relation constraints (see Rec. ITU-T X.682 | ISO/IEC 8824-3, 10.7) are not PER-visible.

10.3.6  Constraints whose evaluation is textually dependent on a table constraint or a component relation constraint are
not PER-visible (see Rec. ITU-T X.682 | ISO/IEC 8824-3).

10.3.7  Constraints on restricted character string types which are not (see Rec. ITU-T X.680 | ISO/IEC 8824-1,
clause 41) known-multiplier character string types are not PER-visible (see 3.7.16).

10.3.8  Pattern constraints are not PER-visible.

10.3.9  Subject to the above, all size constraints are PER-visible.
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10.3.10 The effective size constraint for a constrained type is a single size constraint such that a size is permitted if and
only if there is some value of the constrained type that has that (permitted) size.

10.3.11 Permitted-alphabet constraints on known-multiplier character string types which are not extensible after
application of Rec. ITU-T X.680 | ISO/IEC 8824-1, 52.3 to 52.5, are PER-visible. Permitted-alphabet constraints which
are extensible are not PER-visible.

10.3.12 The effective permitted-alphabet constraint for a constrained type is a single permitted-alphabet constraint
which allows a character if and only if there is some value of the constrained type that contains that character. If all
characters of the type being constrained can be present in some value of the constrained type, then the effective permitted-
alphabet constraint is the set of characters defined for the unconstrained type.

10.3.13 Property setting constraints on the time type (or on the useful and defined time types) which are not
extensible after the application of Rec. ITU-T X.680 | ISO/IEC 8824-1, 52.3 to 52.5, are PER-visible. Property setting
constraints which are extensible are not PER-visible.

10.3.14 Constraints applied to real types are not PER-visible.

10.3.15 An inner type constraint applied to an unrestricted character string or embbeded-pdv type is PER-visible only
when it is used to restrict the value of the syntaxes component to a single value, or when it is used to restrict
identification to the £ixed alternative (see clauses 28 and 31).

10.3.16 Constraints on the useful types are not PER-visible.
10.3.17 Single value subtype constraints applied to a character string type are not PER-visible.

10.3.18 Subject to the above, all other constraints are PER-visible if and only if they are applied to an integer type or to
a known-multiplier character string type.

10.3.19 In general the constraint on a type will consist of individual constraints combined using some or all of set
arithmetic, contained subtype constraints, and serial application of constraints. The following clauses specify the effect
if some of the component parts of the total constraint are PER-visible and some are not.

NOTE - See Annex B for further discussion on the effect of combining constraints that individually are PER-visible or not
PER-visible.

10.3.20 If a constraint consists of a serial application of constraints, the constraints which are not PER-visible, if any,
do not affect PER encodings, but cause the extensibility (and extension additions) present in any earlier constraints to be
removed as specified in Rec. ITU-T X.680 | ISO/IEC 8824-1, 50.11.

NOTE 1 - If the final constraint in a serial application is not PER-visible, then the type is not extensible for PER-encodings, and
is encoded without an extension bit.

NOTE 2 — For example:
A ::= IA5String(SIZE(l..4)) (FROM("ABCD",...))

has an effective permitted-alphabet constraint that consists of the entire 1a5string alphabet since the extensible
permitted-alphabet constraint is not PER-visible. It has nevertheless an effective size constraint which is "sIzE (1. .4)".

Similarly,
B ::= IA5String(A)
has the same effective size constraint and the same effective permitted-alphabet constraint.

10.3.21 If a constraint that is PER-visible is part of an INTERSECTION construction, then the resulting constraint is
PER-visible, and consists of the INTERSECTION of all PER-visible parts (with the non-PER-visible parts ignored). If a
constraint which is not PER-visible is part of a UNION construction, then the resulting constraint is not PER-visible. If a
constraint has an EXCEPT clause, the EXCEPT and the following value set is completely ignored, whether the value set
following the EXCEPT is PER-visible or not.

NOTE — For example:

A ::= IAS5String (SIZE(l..4) INTERSECTION FROM("ABCD",...))
has an effective size constraint of 1..4 but the alphabet constraint is not visible because it is extensible.

10.3.22 A type is also extensible for PER encodings (whether subsequently constrained or not) if any of the following

oCCurs:
a) it is derived from an ENUMERATED type (by subtyping, type referencing, or tagging) and there is an
extension marker in the "Enumerations™ production; or
b) itis derived from a SEQUENCE type (by subtyping, type referencing, or tagging) and there is an extension
marker in the "ComponentTypeL.ists" or in the "SequenceType" productions; or
c) itisderived from a ST type (by subtyping, type referencing, or tagging) and there is an extension marker
in the "ComponentTypeL.ists" or in the "SetType" productions; or
Documents
8 Rec. ITU-T X.691 (02/2021) Document Sharing Hub

Full document details: ITU-T X.6912021


http://www.avadocuments.com/doc/itu-t-x-691-2021
http://www.avadocuments.com/doc/itu-t-x-691-2021

10.4
1041

ISO/IEC 8825-2:2021 (E)

d) it is derived from a cHOICE type (by subtyping, type referencing, or tagging) and there is an extension
marker in the "AlternativeTypeLists" production.

Type and value model used for encoding

An ASN.1 type is either a simple type or is a type built using other types. The notation permits the use of type

references and tagging of types. For the purpose of these encoding rules, the use of type references and tagging have no
effect on the encoding and are invisible in the model, except as stated in 10.2. The notation also permits the application
of constraints and of error specifications. PER-visible constraints are present in the model as a restriction of the values of
a type. Other constraints and error specifications do not affect encoding and are invisible in the PER type and value model.

10.4.2 A value to be encoded can be considered as either a simple value or as a composite value built using the
structuring mechanisms from components which are either simple or composite values, paralleling the structure of the
ASN.1 type definition.

10.4.3  When a constraint includes a value as an extension addition that is present in the root, that value is always
encoded as a value in the root, not as a value which is an extension addition.

EXAMPLE

INTEGER (0..10, ..., 5)
-- The value 5 encodes as a root value, not as an extension addition.

10.5 Structure of an encoding
10.5.1  These encoding rules specify:
a) the encoding of a simple value into a field-list; and
b) the encoding of a composite value into a field-list, using the field-lists generated by application of these
encoding rules to the components of the composite value; and
c) the transformation of the field-list of the outermost value into the complete encoding of the abstract syntax
value (see 11.1).
10.5.2  The encoding of a component of a data value either:
a) consists of three parts, as shown in Figure 1, which appear in the following order:
1) apreamble (see clauses 19, 21 and 23);
2) alength determinant (see 11.9);
3) contents; or
Preamble Length Preamble Length Contents Preamble Length Contents
Contents

NOTE — The preamble, length, and contents are all "fields" which, concatenated together, form a "field-list". The field-list of a
composite type other than the choice type may consist of the fields of several values concatenated together. Either the preamble,
length and/or contents of any value may be missing.

Figure 1 — Encoding of a composite value into a field-list

b) (where the contents are large) consists of an arbitrary number of parts, as shown in Figure 2, of which the
first is a preamble (see clauses 19, 21 and 23) and the following parts are pairs of bit-fields (octet-aligned
in the ALIGNED variant), the first being a length determinant for a fragment of the contents, and the
second that fragment of the contents; the last pair of fields is identified by the length determinant part,
as specified in 11.9.

Contents
Preamble Length Contents Length Contents Length (may be
missing)
Figure 2 — Encoding of a long data value
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10.5.3  Each of the parts mentioned in 10.5.2 generates either:
a) anull field (nothing); or
b) abit-field (unaligned); or
c) abit-field (octet-aligned in the ALIGNED variant); or

d) a field-list which may contain either bit-fields (unaligned), bit-fields (octet-aligned in the ALIGNED
variant), or both.

10.6 Types to be encoded

10.6.1  The following clauses specify the encoding of the following types into a field-list: boolean, integer, enumerated,
real, bitstring, octetstring, null, sequence, sequence-of, set, set-of, choice, open, object identifier, relative object identifier,
embedded-pdyv, external, restricted character string and unrestricted character string types.

10.6.2  The selection type shall be encoded as an encoding of the selected type.

10.6.3  Encoding of tagged types is not included in this Recommendation | International Standard as, except as stated
in 10.2, tagging is not visible in the type and value model used for these encoding rules. Tagged types are thus encoded
according to the encoding of the type which has been tagged.

10.6.4  An encoding prefixed type is encoded according to the type which has been prefixed.

10.6.5 The following "useful types" shall be encoded as if they had been replaced by their definitions given in
Rec. ITU-T X.680 | ISO/IEC 8824-1, clause 45:

— generalized time;
— universal time;
—  object descriptor.

Constraints on the useful types are not PER-visible. The restrictions imposed on the encoding of the generalized time
and universal time types by Rec. ITU-T X.690 | ISO/IEC 8825-1, 11.7 and 11.8, shall apply here.

10.6.6  Atype defined using a value set assignment shall be encoded as if the type had been defined using the production
specified in Rec. ITU-T X.680 | ISO/IEC 8824-1, 16.8.

11 Encoding procedures

111 Production of the complete encoding

11.1.1 If an ASN.1 type is encoded using any of the encoding rules identified by the object identifiers listed in
subclause 33.2 (or by direct textual reference to this Recommendation | International Standard), and the encoding is
included in:

a) an ASN.1 octetstring; or

b) an ASN.1 bitstring, or

¢) an ASN.1 open type; or

d) any part of an ASN.1 external or embedded pdv type; or
e) any carrier protocol that is not defined using ASN.1

then that ASN.1 type is defined as an outermost type for this application, and subclause 11.1.2 shall apply to all encodings
of its values.
NOTE 1 - This means that all complete PER encodings (for all variants) that are used in this way are always an integral multiple
of eight bits except when the UNALIGNED variant is used and the encoding is included in an ASN.1 bitstring (case b)) above).

NOTE 2 — It is possible using the Encoding Control Notation (see Recommendation ITU-T X.692 | ISO/IEC 8825-3) to specify a
variant of PER encodings in which the encoding is not padded to an octet boundary as specified in 11.1.2. Many tools support this
option.

NOTE 3 — It is recognized that a carrier protocol not defined using ASN.1 need not explicitly carry the additional zero bits for
padding (specified in 11.1.2), but can imply their presence.

11.1.2  The field-list produced as a result of applying this Recommendation | International Standard to an abstract value
of an outermost type shall be used to produce the complete encoding of that abstract syntax value as follows: each field
in the field-list shall be taken in turn and concatenated to the end of the bit string which is to form the complete encoding
of the abstract syntax value preceded by additional zero bits for padding as specified below.
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11.1.3 Inthe UNALIGNED variant of these encoding rules, all fields shall be concatenated without padding. In all the
cases of 11.1.1 except case b), subclause 11.1.3.1 applies. In case b) of 11.1.1, subclause 11.1.3.2 applies.

11.1.3.1 (The result of the encoding is not contained in an ASN.1 bitstring) If the result of encoding the outermost value
is an empty bit string, the bit string shall be replaced with a single octet with all bits set to 0. If it is a non-empty bit string
and it is not a multiple of eight bits, (one to seven) zero bits shall be appended to it to produce a multiple of eight bits.

11.1.3.2 (The result of the encoding is contained in an ASN.1 bitstring) If the result of encoding the outermost value is
an empty bit string, the bit string shall be replaced with a single bit set to 0. No padding bits shall be appended.

11.1.4 In the ALIGNED variant of these encoding rules, any bit-fields in the field-list shall be concatenated without
padding, and any octet-aligned bit-fields shall be concatenated after (zero to seven) zero bits have been concatenated to
make the length of the encoding produced so far a multiple of eight bits. If the result of encoding the outermost value is
an empty bit string, the bit string shall be replaced with a single octet with all bits set to 0. If it is a non-empty bit string
and it is not a multiple of eight bits, (zero to seven) zero bits shall be appended to it to produce a multiple of eight bits.
NOTE 1 — The encoding of the outermost value is the empty bit string if, for example, the abstract syntax value is of the null type
or of an integer type constrained to a single value.
NOTE 2 — Zero-length octet-aligned bit-fields can never be present in the field-list (see 11.9.3.3).

11.1.5  The resulting bit string is the complete encoding of the abstract syntax value of an outermost type.

11.2 Open type fields

11.2.1  In order to encode an open type field, the value of the actual type occupying the field shall be encoded to a
field-list which shall then be converted to a complete encoding of an abstract syntax value as specified in 11.1 to produce
an octet string of length "n" (say).

11.2.2  The field-list for the value in which the open type is to be embedded shall then have added to it (as specified
in 11.9) an unconstrained length of "n" (in units of octets) and an associated bit-field (octet-aligned in the ALIGNED
variant) containing the bits produced in 11.2.1.

NOTE — Where the number of octets in the open type encoding is large, the fragmentation procedures of 11.9 will be used, and the

encoding of the open type will be broken without regard to the position of the fragment boundary in the encoding of the type
occupying the open type field.

11.3 Encoding as a non-negative-binary-integer

NOTE - (Tutorial) This subclause gives precision to the term "non-negative-binary-integer encoding”, putting the integer into a
field which is a fixed number of bits, a field which is a fixed number of octets, or a field that is the minimum number of octets
needed to hold it.

11.3.1  Subsequent subclauses refer to the generation of a non-negative-binary-integer encoding of a non-negative
whole number into a field which is either a bit-field of specified length, a single octet, a double octet, or the minimum
number of octets for the value. This subclause (11.3) specifies the precise encoding to be applied when such references
are made.

11.3.2  The leading bit of the field is defined as the leading bit of the bit-field, or as the most significant bit of the first
octet in the field, and the trailing bit of the field is defined as the trailing bit of the bit-field or as the least significant bit
of the last octet in the field.

11.3.3  For the following definition only, the bits shall be numbered zero for the trailing bit of the field, one for the
next bit, and so on up to the leading bit of the field.

11.3.4 Inanon-negative-binary-integer encoding, the value of the whole number represented by the encoding shall be
the sum of the values specified by each bit. A bit which is set to "0" has zero value. A bit with number "n" which is set to
"1" has the value 2".

11.3.5 The encoding which sums (as defined above) to the value being encoded is an encoding of that value.

NOTE — Where the size of the encoded field is fixed (a bit-field of specified length, a single octet, or a double octet), then there is
a unique encoding which sums to the value being encoded.

11.3.6 A minimum octet non-negative-binary-integer encoding of the whole number (which does not predetermine the
number of octets to be used for the encoding) has a field which is a multiple of eight bits and also satisfies the condition
that the leading eight bits of the field shall not all be zero unless the field is precisely eight bits long.

NOTE - This is a necessary and sufficient condition to produce a unique encoding.
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114 Encoding as a 2's-complement-binary-integer

NOTE — (Tutorial) This subclause gives precision to the term “2's-complement-binary-integer encoding”, putting a signed integer
into a field that is the minimum number of octets needed to hold it. These procedures are referenced in later encoding specifications.

11.4.1  Subsequent subclauses refer to the generation of a 2's-complement-binary-integer encoding of a whole number
(which may be negative, zero, or positive) into the minimum number of octets for the value. This subclause (11.4)
specifies the precise encoding to be applied when such references are made.

11.4.2  The leading bit of the field is defined as the most significant bit of the first octet, and the trailing bit of the field
is defined as the least significant bit of the last octet.

11.4.3  For the following definition only, the bits shall be numbered zero for the trailing bit of the field, one for the
next bit, and so on up to the leading bit of the field.

11.4.4  Ina 2's-complement-binary-integer encoding, the value of the whole number represented by the encoding shall
be the sum of the values specified by each bit. A bit which is set to "0" has zero value. A bit with number "n" which is set
to "1" has the value 2" unless it is the leading bit, in which case it has the (negative) value —2".

11.45  Any encoding which sums (as defined above) to the value being encoded is an encoding of that value.

1146 A minimum octet 2's-complement-binary-integer encoding of the whole number has a field-width that is a
multiple of eight bits and also satisfies the condition that the leading nine bits of the field shall not all be zero and shall
not all be ones.

NOTE — This is a necessary and sufficient condition to produce a unique encoding.

11.5 Encoding of a constrained whole number

NOTE — (Tutorial) This subclause is referenced by other clauses, and itself references earlier clauses for the production of a non-
negative-binary-integer or a 2's-complement-binary-integer encoding. For the UNALIGNED variant the value is always encoded
in the minimum number of bits necessary to represent the range (defined in 11.5.3). The rest of this Note addresses the ALIGNED
variant. Where the range is less than or equal to 255, the value encodes into a bit-field of the minimum size for the range. Where
the range is exactly 256, the value encodes into a single octet octet-aligned bit-field. Where the range is 257 to 64K, the value
encodes into a two octet octet-aligned bit-field. Where the range is greater than 64K, the range is ignored and the value encodes
into an octet-aligned bit-field which is the minimum number of octets for the value. In this latter case, later procedures (see 11.9)
also encode a length field (usually a single octet) to indicate the length of the encoding. For the other cases, the length of the
encoding is independent of the value being encoded, and is not explicitly encoded.

11.5.1  This subclause (11.5) specifies a mapping from a constrained whole number into either a bit-field (unaligned)
or a bit-field (octet-aligned in the ALIGNED variant), and is invoked by later clauses in this Recommendation |
International Standard.

11.5.2  The procedures of this subclause are invoked only if a constrained whole number to be encoded is available,
and the values of the lower bound, "Ib", and the upper bound, "ub", have been determined from the type notation (after
the application of PER-visible constraints).

NOTE — A lower bound cannot be determined if MIN evaluates to an infinite number, nor can an upper bound be determined if Max
evaluates to an infinite number. For example, no upper or lower bound can be determined for INTEGER (MIN. .MAX) .

11.5.3 Let "range" be defined as the integer value ("ub” — "lb" + 1), and let the value to be encoded be "n".
1154 If "range" has the value 1, then the result of the encoding shall be an empty bit-field (no bits).

1155 There are five other cases (leading to different encodings) to consider, where one applies to the UNALIGNED
variant and four to the ALIGNED variant.

11.5.6  Inthe case of the UNALIGNED variant the value ("n" — "Ib") shall be encoded as a non-negative- binary-integer
in a bit-field as specified in 11.3 with the minimum number of bits necessary to represent the range.

NOTE — If "range" satisfies the inequality 2™ < "range” < 2™ +1, then the number of bits = m + 1.
11.5.7  Inthe case of the ALIGNED variant the encoding depends on whether:
a) "range" is less than or equal to 255 (the bit-field case);
b) "range" is exactly 256 (the one-octet case);
c) "range" is greater than 256 and less than or equal to 64K (the two-octet case);
d) “range" is greater than 64K (the indefinite length case).

11.5.7.1 (The bit-field case.) If "range" is less than or equal to 255, then invocation of this subclause requires the
generation of a bit-field with a number of bits as specified in the table below, and containing the value ("n" — "Ib") as a
non-negative-binary-integer encoding in a bit-field as specified in 11.3.
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“'range" Bit-field size (in bits)
2 1

3,4
56,7,8
9to 16
1710 32
33to 64
65to 128
129 to 255 8

~N[o(galhWIN

11.5.7.2 (The one-octet case.) If the range has a value of 256, then the value ("n" —"Ib") shall be encoded in a one-octet
bit-field (octet-aligned in the ALIGNED variant) as a non-negative-binary-integer as specified in 11.3.

11.5.7.3 (The two-octet case.) If the "range" has a value greater than or equal to 257 and less than or equal to 64K, then
the value ("n" —"Ib") shall be encoded in a two-octet bit-field (octet-aligned in the ALIGNED variant) as a non-negative-
binary-integer encoding as specified in 11.3.

11.5.7.4 (The indefinite length case.) Otherwise, the value ("n" —"Ib") shall be encoded as a non-negative-binary-integer
in a bit-field (octet-aligned in the ALIGNED variant) with the minimum number of octets as specified in 11.3, and the
number of octets "len" used in the encoding is used by other clauses that reference this subclause to specify an encoding
of the length.

11.6 Encoding of a normally small non-negative whole number

NOTE — (Tutorial) This procedure is used when encoding a non-negative whole number that is expected to be small, but whose
size is potentially unlimited due to the presence of an extension marker. An example is a choice index.

11.6.1 If the non-negative whole number, "n", is less than or equal to 63, then a single-bit bit-field shall be appended
to the field-list with the bit set to 0, and "n" shall be encoded as a non-negative-binary-integer into a 6-bit bit-field.

11.6.2 If "n" is greater than or equal to 64, a single-bit bit-field with the bit set to 1 shall be appended to the field-list.
The value "n" shall then be encoded as a semi-constrained whole number with "Ib" equal to 0 and the procedures of
11.9 shall be invoked to add it to the field-list preceded by a length determinant.

11.7 Encoding of a semi-constrained whole number

NOTE — (Tutorial) This procedure is used when a lower bound can be identified but not an upper bound. The encoding procedure
places the offset from the lower bound into the minimum number of octets as a non-negative-binary-integer, and requires an explicit
length encoding (typically a single octet) as specified in later procedures.

11.7.1  This subclause specifies a mapping from a semi-constrained whole number into a bit-field (octet-aligned in the
ALIGNED variant), and is invoked by later clauses in this Recommendation | International Standard.

11.7.2  The procedures of this subclause (11.7) are invoked only if a semi-constrained whole number ("n" say) to be
encoded is available, and the value of "Ib" has been determined from the type notation (after the application of PER-visible
constraints).

NOTE — A lower bound cannot be determined if MIN evaluates to an infinite number. For example, no lower bound can be
determined for INTEGER (MIN. .MAX).

11.7.3  The procedures of this subclause always produce the indefinite length case.

11.7.4  (The indefinite length case.) The value (*n" — "Ib") shall be encoded as a non-negative-binary-integer in a bit-
field (octet-aligned in the ALIGNED variant) with the minimum number of octets as specified in 11.3, and the number
of octets "len" used in the encoding is used by other clauses that reference this subclause to specify an encoding of the
length.

11.8 Encoding of an unconstrained whole number

NOTE — (Tutorial) This case only arises in the encoding of the value of an integer type with no lower bound. The procedure encodes
the value as a 2's-complement-binary-integer into the minimum number of octets required to accommodate the encoding, and
requires an explicit length encoding (typically a single octet) as specified in later procedures.

11.8.1 This subclause (11.8) specifies a mapping from an unconstrained whole number ("n" say) into a bit-field
(octet-aligned in the ALIGNED variant), and is invoked by later clauses in this Recommendation | International Standard.
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11.8.2  The procedures of this subclause always produce the indefinite length case.

11.8.3  (The indefinite length case.) The value "n" shall be encoded as a 2's-complement-binary-integer in a bit-field
(octet-aligned in the ALIGNED variant) with the minimum number of octets as specified in 11.4, and the number of octets
"len" used in the encoding is used by other clauses that reference this subclause to specify an encoding of the length.

11.9 General rules for encoding a length determinant

NOTE 1 — (Tutorial) The procedures of this subclause are invoked when an explicit length field is needed for some part of the
encoding regardless of whether the length count is bounded above (by PER-visible constraints) or not. The part of the encoding to
which the length applies may be a bit string (with the length count in bits), an octet string (with the length count in octets), a known-
multiplier character string (with the length count in characters), or a list of fields (with the length count in components of a sequence-
of or set-of).
NOTE 2 — (Tutorial) In the case of the ALIGNED variant if the length count is bounded above by an upper bound that is less than
64K, then the constrained whole number encoding is used for the length. For sufficiently small ranges the result is a bit-field,
otherwise the unconstrained length ("n" say) is encoded into an octet-aligned bit-field in one of three ways (in order of increasing
size):
a)  ("n"less than 128) a single octet containing "n" with bit 8 set to zero;
b)  ("n" less than 16K) two octets containing "n" with bit 8 of the first octet set to 1 and bit 7 set to zero;
c) (large "n") a single octet containing a count "m" with bit 8 set to 1 and bit 7 set to 1. The count "m" is one to four, and
the length indicates that a fragment of the material follows (a multiple "m" of 16K items). For all values of "m", the
fragment is then followed by another length encoding for the remainder of the material.

NOTE 3 — (Tutorial) In the UNALIGNED variant, if the length count is bounded above by an upper bound that is less than 64K,
then the constrained whole number encoding is used to encode the length in the minimum number of bits necessary to represent
the range. Otherwise, the unconstrained length ("n" say) is encoded into a bit-field in the manner described above in Note 2.

11.9.1 This subclause is not invoked if, in accordance with the specification of later clauses, the value of the length
determinant, "n", is fixed by the type definition (constrained by PER-visible constraints) to a value less than 64K.

11.9.2  Thissubclause is invoked for addition to the field-list of a field, or list of fields, preceded by a length determinant
"n" which determines either:

a) the length in octets of an associated field (units are octets); or
b) the length in bits of an associated field (units are bits); or

¢) the number of component encodings in an associated list of fields (units are components of a set-of or
sequence-of); or

d) the number of characters in the value of an associated known-multiplier character string type (units are
characters).

11.9.3 (ALIGNED variant) The procedures for the ALIGNED variant are specified in 11.9.3.1 to 11.9.3.8.4.
(The procedures for the UNALIGNED variant are specified in 11.9.4.)

11.9.3.1 As a result of the analysis of the type definition (specified in later clauses) the length determinant (a whole
number "n") will have been determined to be either:

a) anormally small length with a lower bound "Ib" equal to one; or

b) a constrained whole number with a lower bound "Ib" (greater than or equal to zero), and an upper bound
"ub" less than 64K; or

¢) asemi-constrained whole number with a lower bound "Ib" (greater than or equal to zero), or a constrained
whole number with a lower bound "Ib" (greater than or equal to zero) and an upper bound "ub™ greater
than or equal to 64K.

11.9.3.2 The subclauses invoking the procedures of this subclause will have determined a value for "Ib", the lower bound
of the length (this is zero if the length is unconstrained), and for "ub", the upper bound of the length. "ub" is unset if there
is no upper bound determinable from PER-visible constraints.

11.9.3.3 Where the length determinant is a constrained whole number with "ub" less than 64K, then the field-list shall
have appended to it the encoding of the constrained whole number for the length determinant as specified in 11.5. If "'n"
is non-zero, this shall be followed by the associated field or list of fields, completing these procedures. If "n" is zero there
shall be no further addition to the field-list, completing these procedures.

NOTE 1 - For example:

A ::= IA5String (SIZE (3..6)) -- Length is encoded in a 2-bit bit-field.
B ::= IA5String (SIZE (40000..40254)) -- Length is encoded in an 8-bit bit-field.
C ::= IA5String (SIZE (0..32000)) -- Length is encoded in a 2-octet

-- bit-field (octet-aligned in the
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