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ITU-T Recommendation Y.1412 

ATM-MPLS network interworking – Frame mode user plane interworking 
 

 

 

Summary 
This Recommendation addresses the required functions for network interworking between ATM 
networks and MPLS networks, specifically the user plane interworking mechanisms and procedures. 
One of the key aspects of network interworking is to provide network support for ATM services 
during the evolution of networks. Details of the interworking model and required interworking 
functions are described. 

 

 

Source 
ITU-T Recommendation Y.1412 was approved by ITU-T Study Group 13 (2001-2004) under the 
ITU-T Recommendation A.8 procedure on 6 November 2003. 
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FOREWORD 

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of 
telecommunications. The ITU Telecommunication Standardization Sector (ITU-T) is a permanent organ of 
ITU. ITU-T is responsible for studying technical, operating and tariff questions and issuing 
Recommendations on them with a view to standardizing telecommunications on a worldwide basis. 

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, 
establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on 
these topics. 

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1. 

In some areas of information technology which fall within ITU-T's purview, the necessary standards are 
prepared on a collaborative basis with ISO and IEC. 

 

 

 

NOTE 

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a 
telecommunication administration and a recognized operating agency. 

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain 
mandatory provisions (to ensure e.g. interoperability or applicability) and compliance with the 
Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some 
other obligatory language such as "must" and the negative equivalents are used to express requirements. The 
use of such words does not suggest that compliance with the Recommendation is required of any party. 

 

 

 

 

INTELLECTUAL PROPERTY RIGHTS 

ITU draws attention to the possibility that the practice or implementation of this Recommendation may 
involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, 
validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others 
outside of the Recommendation development process. 

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property, 
protected by patents, which may be required to implement this Recommendation. However, implementors 
are cautioned that this may not represent the latest information and are therefore strongly urged to consult the 
TSB patent database. 

 

 

 

  ITU  2004 

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the 
prior written permission of ITU. 
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Introduction 
There is a need to focus on the functions required for network interworking between ATM networks 
and MPLS networks, specifically the user plane interworking mechanisms and procedures. One of 
the key aspects of network interworking is to provide network support for ATM services during the 
evolution of networks. 
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ITU-T Recommendation Y.1412 

ATM-MPLS network interworking – Frame mode user plane interworking 

1 Scope 
This Recommendation focuses on the functions required for network interworking between ATM 
and MPLS, specifically the user plane interworking mechanisms and procedures for the AAL type 5 
protocol data unit (PDU) and service data unit (SDU) transport modes. In particular, it specifies a 
list of requirements, interworking scenarios and interworking encapsulation formats and semantics 
for ATM-MPLS AAL type 5 PDU and SDU mode network interworking. 

This Recommendation enables transport of ATM PVC or SVC connections over an MPLS network. 
The encapsulation allows one AAL type 5 CPCS PDU or SDU to be carried within a single MPLS 
label switched path (LSP). 

The scope includes support of AAL type 5, transport of OAM and RM cells.  

2 References 
The following ITU-T Recommendations and other references contain provisions which, through 
reference in this text, constitute provisions of this Recommendation. At the time of publication, the 
editions indicated were valid. All Recommendations and other references are subject to revision; 
users of this Recommendation are therefore encouraged to investigate the possibility of applying the 
most recent edition of the Recommendations and other references listed below. A list of the 
currently valid ITU-T Recommendations is regularly published. The reference to a document within 
this Recommendation does not give it, as a stand-alone document, the status of a Recommendation. 

[1] IETF RFC 3031 (2001), Multiprotocol Label Switching Architecture. 

[2] ITU-T Recommendation I.610 (1999), B-ISDN operation and maintenance principles and 
functions. 

[3] ITU-T Recommendation I.610 (1999)/Corrigendum 1 (2000), B-ISDN operation and 
maintenance principles and functions. 

[4] ITU-T Recommendation I.610 (1999)/Amendment 1 (2000), B-ISDN operation and 
maintenance principles and functions. 

[5] ITU-T Recommendation Y.1710 (2002), Requirements for Operation and Maintenance 
functionality in MPLS networks. 

[6] ITU-T Recommendation Y.1711 (2002), Operation and Maintenance mechanism for MPLS 
networks. 

[7] ITU-T Recommendation I.371 (2000), Traffic control and congestion control in B-ISDN. 

[8] ITU-T Recommendation I.371.1 (2000), Guaranteed frame rate ATM transfer capability. 

[9] ITU-T Recommendation I.356 (2000), B-ISDN ATM layer cell transfer performance. 

[10] IETF RFC 3270 (2002), Multi-Protocol Label Switching (MPLS) Support of Differentiated 
Services. 

[11] IETF RFC 3032 (2001), MPLS Label Stack Encoding. 

[12] ITU-T Recommendation I.732 (2000), Functional characteristics of ATM equipment. 
[13] ATM Forum af-sec-0100.002 (2001), ATM Security Specification Version 1.1. 
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[14] ITU-T Recommendation I.363.5 (1996), B-ISDN ATM Adaptation Layer specification: 
Type 5 AAL. 

[15] ITU-T Recommendation Y.1411 (2003), ATM-MPLS network interworking – Cell mode 
user plane interworking. 

[17] FR Forum Implementation Agreement FRF.8.1 (2000), Frame Relay/ATM PVC service 
interworking implementation agreement. 

[18] ITU-T Recommendation I.361 (1999), B-ISDN ATM layer specification. 

[19] ITU-T Recommendation I.510 (1993), Definitions and general principles for ISDN 
interworking. 

3 Definitions 
This Recommendation defines the following terms: 

3.1 interworking: The term interworking is used to express interactions between networks, 
between end systems, or between parts thereof, with the aim of providing a functional entity 
capable of supporting an end-to-end communication. The interactions required to provide a 
functional entity rely on functions and on the means to select these functions [19]. 

3.2 interworking function (IWF): These functions are referred to in the interworking 
definition, which include the conversion between protocols and the mapping of one protocol to 
another. The functionality required between networks can be separated from the functionality, if 
any, required in end systems. The IWFs needed as a result of a service requirement for interworking 
are categorized as connection-dependent IWFs (i.e., those functions needed in order to interconnect 
two networks) or communication-dependent IWFs (i.e., those functions in addition to connection-
dependent IWFs needed in order to establish a specific end-to-end communication and which may 
differ from application to application) [19]. The IWF includes interworking between U-plane, 
C-plane and M-plane functions. 

3.3 ingress IWF/network element: The point where the AAL type 5 PDUs or SDUs are 
encapsulated into an MPLS packet (ATM-to-MPLS direction). 

3.4 egress IWF/network element: The point where the AAL type 5 PDUs or SDUs are 
de-encapsulated from an MPLS packet (MPLS-to-ATM direction). 

3.5 MPLS packet payload: The MPLS packet payload is comprised of the common 
interworking indicators, the ATM-MPLS interworking specific header and the payload. The length 
of the MPLS packet payload is expressed in number of octets. 

4 Abbreviations 
This Recommendation uses the following abbreviations. 

AAL ATM Adaptation Layer 

AINI ATM Inter-Network Interface 

ATC ATM Transfer Capability 

ATM Asynchronous Transfer Mode 

ATM-F ATM Forum 

AUU ATM User-to-User indication 

CES Circuit Emulation Service 

CLP Cell Loss Priority 

Copyright International Telecommunication Union/ITU Telcommunication Sector 
Provided by IHS Markit under license with ITU-T Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ITU-T Y.1412 2003

http://www.avadocuments.com/doc/itu-t-y-1412-2003
http://www.avadocuments.com/doc/itu-t-y-1412-2003

