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Recommendation ITU-T Y.2815

Mobility-supporting architecture for mobile peer-to-peer services in
heterogeneous wireless networks

Summary

Recommendation ITU-T Y.2815 specifies the mobility supporting architecture required for mobile
P2P services in heterogeneous networks including cellular networks, WiMAX and WLAN. It covers
the aspects related to functional requirements, architecture, high-level information flows and security
considerations for mobile P2P users.

History

Edition Recommendation  Approval  Study Group Unique ID*
1.0 ITU-T Y.2815 2018-12-14 13 11.1002/1000/13806
Keywords

Heterogeneous networks, mobile P2P, multiple interfaces.

* To access the Recommendation, type the URL http://handle.itu.int/ in the address field of your web
browser, followed by the Recommendation's unique ID. For example, http://handle.itu.int/11.1002/1000/11
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FOREWORD

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of
telecommunications, information and communication technologies (ICTs). The ITU Telecommunication
Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical,
operating and tariff questions and issuing Recommendations on them with a view to standardizing
telecommunications on a worldwide basis.

The World Telecommunication Standardization Assembly (WTSA), which meets every four years,
establishes the topics for study by the ITU-T study groups which, in turn, produce Recommendations on
these topics.

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1.

In some areas of information technology which fall within ITU-T's purview, the necessary standards are
prepared on a collaborative basis with ISO and IEC.

NOTE

In this Recommendation, the expression "Administration™ is used for conciseness to indicate both a
telecommunication administration and a recognized operating agency.

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain
mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the
Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some
other obligatory language such as "must" and the negative equivalents are used to express requirements. The
use of such words does not suggest that compliance with the Recommendation is required of any party.

INTELLECTUAL PROPERTY RIGHTS

ITU draws attention to the possibility that the practice or implementation of this Recommendation may
involve the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence,
validity or applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others
outside of the Recommendation development process.

As of the date of approval of this Recommendation, ITU had not received notice of intellectual property,
protected by patents, which may be required to implement this Recommendation. However, implementers
are cautioned that this may not represent the latest information and are therefore strongly urged to consult the
TSB patent database at http://www.itu.int/ITU-T/ipr/.

© ITU 2019

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the
prior written permission of ITU.
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Recommendation ITU-T Y.2815

Mobility-supporting architecture for mobile peer-to-peer services in
heterogeneous wireless networks

1 Scope

This Recommendation describes the mobility-supporting architecture for P2P services in
heterogeneous wireless networks. It provides the following: overview, functional requirements,
functional architecture, high-level information flows and security considerations for mobile P2P
users.

2 References

The following ITU-T Recommendations and other references contain provisions which, through
reference in this text, constitute provisions of this Recommendation. At the time of publication, the
editions indicated were valid. All Recommendations and other references are subject to revision;
users of this Recommendation are therefore encouraged to investigate the possibility of applying the
most recent edition of the Recommendations and other references listed below. A list of the
currently valid ITU-T Recommendations is regularly published. The reference to a document within
this Recommendation does not give it, as a stand-alone document, the status of a Recommendation.

[ITU-T Y.2018] Recommendation ITU-T Y.2018 (2009), Mobility management and control
framework and architecture within the NGN transport stratum.

3 Definitions

3.1 Terms defined elsewhere
This Recommendation uses the following terms defined elsewhere:

3.1.1 functional architecture [b-ITU-T Y.4406]: A set of functional entities used to describe the
structure of an NGN. These functional entities are separated by reference points, and thus, they
define the distribution of functions. The functional entities can be used to describe a set of reference
configurations. These reference configurations identify which reference points are visible at the
boundaries of equipment implementations and between administrative domains.

3.1.2 mobility [b-ITU-T Q.1706]: The ability for the user or other mobile entities to
communicate and access services irrespective of changes of the location or technical environment.

3.1.3 mobility management [b-ITU-T Q.1706]: The set of functions used to provide mobility.
These functions include authentication, authorization, location updating, paging, download of user
information and more.

3.1.4 service continuity [b-ITU-T Q.1743]: The uninterrupted user experience of a service that is
using an active communication (e.g., an ongoing voice call) when a UE undergoes a radio access
technology change or a CS/PS domain change without, as far as possible, the user noticing the change.
3.2 Terms defined in this Recommendation

This Recommendation defines the following terms:

3.2.1 reputation: The history of a peer in terms of its link quality and contents.

3.2.2  resources: Information, process or bandwidth that is available to be accessed from other
devices and networks.
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3.2.3 terminal capability: The capability of a terminal for connecting to different networks by
using related interface technology.

3.2.4 user preference: The user's favoured choice when selecting a suitable interface to a
network based on different metrics such as energy, cost or bandwidth.

4 Abbreviations and acronyms
This Recommendation uses the following abbreviations and acronyms:
ATMF Access network Traffic Monitoring Function

CDF Content Downloading Function

CDP Content Downloading Peer

CRF Content Related Function

CUF Content Uploading Function

CUP Content Uploading Peer

EIF External Interface Function

ISN Intermediate Super Node

MIPF Meta-Information Processing Function
MPSF Mobile P2P Service Control Function

NGN Next Generation Network

P2pP Peer to Peer

PoA Point of Access

PRF Peer Related Function

QoS Quality of Service

SPF Super peer function

UE User Equipment

UEMF User Equipment Status Monitoring Function
UMTS Universal Mobile Telecommunications System
5 Conventions

In this Recommendation:

The keywords "is required to" indicate a requirement which must be strictly followed and from
which no deviation is permitted if conformance to this document is to be claimed.

The keywords "is recommended" indicate a requirement which is recommended, but which is not
absolutely required. Thus, this requirement need not be present to claim conformance.

6 Overview

Traditional networks are based on the client-server model where the architecture is based on a
server and a group of clients. Resources are managed and provided by the server and clients only
ask for resources. By increasing the number of clients a new load is added to the server. To serve
more clients and avoid a bottleneck in the system, server capacity should be increased. On the other
hand, any fault and failure in the server as a bottleneck of the system or any security attacks can

disrupt service provisioning. Documents
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