JAPANESE AUTOMOBILE STANDARD

JASO E 202-86

Dimensions of Throwaway Type Fuel Filters for
Automotive Gasoline Engines

1. Scope

This standard specifies principal forms and dimensions
of throwaway type fuel filters for automotive gasoline
engines (hereinafter referred to as “fuel filters”), ex-
cluding those for motorcycles.

2. Purpose

This standard aims to ensure the standardization of
principal forms and dimensions, rationalization of
manufacturing and distribution and interchangeability
of fuel filters.

3. Forms and Dimensions

The fuel filters shall be classified into three types, A1,
A2 and A3 type used for carburetors and four types,
B1, B2, B3 and B4 type used for fuel injection systems.
The forms and dimensions of fuel filters shall be as
shown in Tables 1 and 2.

4. Marking

The direction of fuel flow (for example, an arrow)
shall be indicated on the fuel filters.

Applicable Standards: JASO F 402 Flared Type Tube Fittings for Automobiles
JASO F 403 - Flareless Type Tube Fittings for Automobiles
JASOM 101 Metal Tubes and Tubing for Automobiles

Reference Standards: JIS D 1608

Fuel Filter Test Methods for Automotive Gasolire Engines

JASO M 316 Fuel Hoses for Automobiles
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JASO E 202-86
Table 1 Forms and Dimensions of Fuel Filters for Carburetors
(Synthetic resin)
Unit: mm
Case Inlet/exit pipe
Type Quter iaht Length Diameter . Angle
diameter He’,'_? Pos;ltlon (A3 type)
Dy I I, d, d, d, 8°
49 ~ 51 [50] 6.35 | 7.1~ 7.7 {7.4] |3.5~4.0[4.0] 0
A1 type | 39~ 41 [40] 30
54 ~ 56 [55] 22 ~ 26 7.0 7.8~ 8.4 (8.1] |4.0~ 4.5 [4.5]
A2 type | 43 ~ 45 [44] 18 min. 2~4 0
) 59 ~ 61 [60] [241 8.0 9.0~ 9.6 [9.3] |5.0 ~ 5.5 [5.5] 180
A3 type | 47 ~ 49 [48]
64 ~ 66 [65] 8.5 9.5 ~10.1 [9.8] |5.5 ~ 6.0 [6.0] 315
¢d,
¢d.
2 When 6 = 0°
I
g | ? ¢d,
Detail of Inlet/exit pipe Exit
kS
<p
——
Inlet
Exit
1\ E= Exit
1-3 = ¥
-
nlet Exit
[2 . — =
’ | +—+ <A 4§
oDp T I, @Dy T
| I, I,
N J \ / T
!i I ¢Dp 2
=N ' R T
1 1 T D i
inlet Inlet
A1 type A2 type A3 type
Remarks 1. The values in parentheses indicate the recommended dimensions. It is desirable to adopt such dimensions on the occasion
of designing a new filter.
2. The forms and dimensions of the tip of the inlet/exit pipe shall conform to those of bulge or spool as specified in JASO
M 101 {Metal Tubes and Tubing for Automobiles).
3. l2 is the dimension of the straight portion of the inlet/exit pipe and denotes the effective insert length of hose.
4.

The dimensional tolerance of each part and detailed dimensions not shown on the above figures shall be as agreed be-
tween the purchaser and the supplier.

Full document details: JASO E202 1986

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/jaso-e202-1986
http://www.avadocuments.com/doc/jaso-e202-1986

