NOTES !

1. REFER TO APPLICABLE SYMBOL LIST.
2. DIMENSIONING AND TOLERANCING PER ANSI Y14.5-

*-] r—Sl 1973.
i_czt:<:::E§3 Note 6 3. THE BODY OF THE DEVICE WITH THE EXCEPTION
[

OF THE HEXAGON AND FLEXIBLE LEAD EXTENSIONS
LIES WITHIN CYLINDER DEFINED BY QDl AND J,
DDl NOT TO EXCEED ACTUAL E.

4. J IS SEATED HEIGHT WITH THE LEAD BENT AT
RIGHT ANGLE.

T
i r-—¢ ri————-——*— 5. CHAMFER OR UNDERCUT ON ONE OR BOTH ENDS
= OF HEXAGONAL BASE IS OPTIONAL.

6. FLEXIBLE LEAD.

}-—‘ ]
1 T B 7. CONTOUR AND ORIENTATION OF TERMINAL LUG ARE
OPTIONAL. SQUARE OR RADIUS ON END OF TERMI-
NAL IS OPTIONAL.

8. MIN. FLAT.

0 —
=——Seating Plane 9. CONTROLLING DIMENSION: INCH.

10. @w IS PITCH DIAMETER OF COATED THREADS. REF:
UNIFIED SCREW THREADS, ANS Bl.1-1960.

3 VARIATIONS (ALL DIMENSIONS SHOWN IN MILLIMETERS)

" AA b AB 8 AC N AD N
f_’ MIN. MAX. | I MIN. MAX. I; MIN. MAX. E MIN. MAX. E
b 11.10 16.51 7 13.47 19.17 7 11.10 16.51 7 18.67 25.4 ;
¢ 1.27 2.79 1.60 4.36 1.27 2.79 2.54 5.84

9D -- 31.16 - 36.65 -- 31.16 - 49.50

9D, .- 27.00 3 -- 31.75 3 -- 27.00 3 - 37.08 |3
£ 26.19 27.00 36.79 31.75 ) 36.19 27.00 11.83 42.87

3.18 12.70 5 6.35 16.00 5 4.75 12.70 5 - 16.00 |5

3 -- 63.50 |3.4 - 82.55 |[3.4 - 63.50 [3.4 - 88.9 P4
oM 7.93 9.49 16.77 19.02 10.80 12.67 16.77 19.05

N 15.37 16.38 20.15 21.03 15.37 21.03 25.4 27.94

N, -- 2.66 -- 3.96 - 3.17 - 3.96 | |
0 98.43 130.81 127.00 152.40 106. 30 130.81 240.03 246.38

s 7.62 -- 9.53 -- 8 7.93 -- 13.21 . 3
S1 6.86 - 7.62 - 8 6.86 -- 7.62 : 3
9T 6.35 ° 7.87 6.74 8.89 6.35 7.87 10.04 11.23 i
oW 3/8-24 | UNF-24 10 3/4-16| UNF-2A 10 1/2-20| UNF-2A 10 3/4-16 JUNF-2A B
z -- .076 -- .076 -- .076 - 076

z, -- .152 -- .152 -- 152 - 152
NOTE 1,2,7,9 1,2,7.9 1,2,7,9 1,2,7,9
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1. REFER TO APPLICABLE SYMBOL LIST.
2. DIMENSIONING AND TOLERANCING PER ANSI-Y14.5-
A-] r—sl 1973.
3. THE BODY OF THE DEVICE WITH THE EXCEPTION OF
L Note 6 %m THE HEXAGON AND FLEXIBLE LEAD EXTENSIONS
T | - LIES WITHIN CYLINDER DEFINED BY $D; AND J,
c_.l #D, NOT TO EXCEED ACTUAL E.
S N 1
4. J IS SEATED HEIGHT WITH THE LEAD BENT AT
RIGHT ANGLE.
ﬁ =T ,J—____ 5. CHAMFER OR UNDERCUT ON ONE OR BOTH ENDS OF
i HEXAGONAL BASE IS OPTIONAL.
b 9
T* Ql ! 6. FLEXIBLE LEAD.
f o h 7. CONTOUR AND ORIENTATION OF TERMINAL LUG ARE
T ) OPTIONAL. SQUARE OR RADIUS ON END OF TERMI-
erm. | 1 NAL IS OPTIONAL.
8. MIN. FLAT.
0 Term. 2
=——Seating Plane 9. CONTROLLING DIMENSION: INCH.
10. @W IS PITCH DIAMETER OF COATED THREADS. REF:
UNIFIED SCREW THREADS, ANS Bl.1-1960.
¥ VARIATIONS (ALL DIMENSIONS SHOWN IN INCHES)
M N N
g AA o AB ? AC g AD g
2 MIN. MAX. | I [ MIN. MAX. | £ | MIN. MAX. | I ]| MIN. MAX. | [
.437 .650 7 .530 .755 7. .437 .650 7 .735 1.000 |
c .050 .110 .063 .172 .050 - .110 .100 .230 i
#D - 1.227 - 1.443 -- 1.227 - 1.949
gD, - 1.063 3 - 1.250 3 - 1.063 3 - 1.460 3
E 1.031 1.063 1.212 1.250 1.031 1.063 1.647 1.688
F .125 .500 5 .250 .630 5 .187 .500 5 - .630 5
J - 2.500 3,4 -- 3.250 3,4 - 2.500 3,4 - .3.50 B, 4
oM 312 374 .660 749 .425 .499 ‘ 660 .750
N .605 .645 .793 .828 .605 .828 1.00 1.100
Ny -- .105 -- .156 -- T .125 - .156
0 3.875 5.150 5.000 6.000 4.185 5.150 9.45 9.70
s .300 - 8 375 -- 8 .312 -- 8 .520 - 8
Sy .270 - 8 . 300 -- 8 .270 -- .300 - 8
oT .250 .310 .265 .350 .250 .310 .395 .420
oW 3/8-24 |UNF-2a 10 3/4-16 | UNF-2A 10 1/2-20| UNF-2A 10 3/4-16] UNF 2A
z . .003 -- .003 -- .003 - 003
zZ, - 1006 - 006 -- 006 - 7006
NOTE| 1,2,7.9 1,2,7,9 1,2,7,9 1,2,7,9
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