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INCHES MILLIMETERS

SYMBOL MIN, MAX. MIN, MAX. NOTES
#b .0325 | .0335 .8255 .8509 3
gb, .043 NOMINAL 1.09 NOMINAL 3
@D .2310 | .2315 5.867 5.880
90, .159 .161 4,04 4.09
9D, .040 NOMINAL 1.02 NOMINAL 4

e .0995 | .1005 2,527 2,543

e .0495 | .0505 1.257 1.283

h .145 .155 3.68 3.94

.0235 | .0245 .597 .622

1 .0470 | .0475 1.194 1.207

k .009 .011 .023 .028

Ky .005 NOMINAL .127 NOMINAL

1 .372 .378 9.45 9.60

1, .05 | .0s5 1.37 1,40

1, .043 NOMINAL 1.09 NOMINAL

Q .040 NOMINAL 1.02 NOMINAL

Q .123 127 3.12 3.23

a 44,90° [45,10° 44,90° 45.10°

B 45° NOMINAL

4 90° NOMINAL

NOTES: [

1. THE FOLLOWING GAGING PROCEDURE SHALL BE USED:

THE DEVICE BEING MEASURED SHALL BE INSERTED UNTIL ITS SEATING PLANE IS .125"
(3.18 MM) + ,010" (.254 MM) FROM THE SEATING SURFACE OF THE GAGE. A FORCE OF 8
+ .5 0Z, SHALL THEN BE APPLIED PARALLIL AND SYMMETRICAL TO THE DEVICE'S
CYLINDRICAL AXIS. WHEN EXAMINED VISUALLY AFTER THE FORCE APPLICATION (THE FORCE
NEED NOT BE REMOVED) THE SEATING PLANE OF THE DEVICE SHALL BE SEATED AGAINST THE
GAGE.

THE USE OF A PIN STRAIGHTENER PRIOR TO INSERTION IN THE GAGE IS PERMISSIBLE.

A SPACER MAY BE USED TO OBTAIN THE ,125" (3.18 MM) DISTANCE FROM THE GAGE SEAT
PRIOR TO FORCE APPLICATION,

2. THESE SURFACES TO BE PARALLEL AND IN SAME PLANE WITHIN + ,001" (,025 MM).

3. FOUR HOLES.
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