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Handling, Packing, Shipping and Use of Moisture, Reflow,
and Process Sensitive Devices

1 FOREWORD

The advent of surface mount devices (SMDs) introduced a new class of quality and reliability concerns regarding damage such as
*“cracks and delamination” from the solder reflow process. This document describes the standardized levels of floor-life exposure
for moisture/reflow sensitive SMDs along with the handling, packing and shipping requirements necessary to avoid moisture/
reflow related failures. Companion documents J-STD-020, J-STD-075 and JEP113 define the classification procedure and the
labeling requirements, respectively.

For moisture sensitivity, moisture from atmospheric humidity enters permeable packaging materials by diffusion. Assembly
processes used to solder SMDs to printed circuit boards (PCBs) expose the entire package body to temperatures higher than
200 °C. During solder reflow, the combination of rapid moisture expansion, materials mismatch, and material interface degradation
can result in cracking and/or delamination of critical interfaces within the device.

Typical solder reflow processes of concern for all devices are convection, convection/IR, infrared (IR), vapor phase (VPR), hot air
rework tools, and wave solder, including full immersion.

Non-semiconductor devices may exhibit additional process sensitivities beyond moisture sensitivity such as thermal sensitivity,
flux sensitivity or cleaning process sensitivity.

1.1 Purpose The purpose of this document is to provide manufacturers and users with standardized methods for handling, packing,
shipping, and use of moisture/reflow and process sensitive devices that have been classified to the levels defined in J-STD-020 or
J-STD-075. These methods are provided to avoid damage from moisture absorption and exposure to solder reflow temperatures
that can result in yield and reliability degradation. By using these procedures, safe and damage-free reflow can be achieved. The
dry-packing process defined herein provides a minimum shelf life of 12 months from the seal date.

1.2 Scope This standard applies to all devices subjected to bulk solder reflow processes during PCB assembly, including plastic
encapsulated packages, process sensitive devices and other moisture sensitive devices made with moisture-permeable materials
(epoxies, silicones, etc.) that are exposed to the ambient air.

1.3 Assembly Processes

1.3.1 Mass Reflow This standard applies to bulk solder reflow assembly by convection, convection/IR, infrared (IR), and vapor
phase (VPR) processes. It does not apply to bulk solder reflow processes that immerse the device bodies in molten solder (e.g.,
wave soldering bottom mounted devices). Such processes are not allowed for many SMDs and are not covered by the device
qualifications standards used as a basis for this document.

1.3.2 Localized Heating This standard also applies to moisture/reflow sensitive SMD packages that are removed or attached
singly by local ambient heating, i.e., “hot air rework.” See Clause 6.

1.3.3 Socketed Devices

This standard does not apply to SMD packages that are socketed and not exposed to solder reflow temperatures during either bulk
reflow or rework of adjacent devices. Such SMD packages are not at risk and do not require moisture precautionary handling.

1.3.4 Point-to-Point Soldering This standard does not apply to SMD packages in which only the leads are heated to reflow the
solder, e.g., hand-soldering, hot bar attach of gull wing leads, and through hole by wave soldering. The heat absorbed by the
package body from such operations is typically much lower than for bulk surface mount reflow or hot air rework and moisture
precautionary measures are typically not needed.

1.3.5 Aqueous Cleaning For non-cavity SMDs typical short term aqueous cleaning processes will not impact the floor life
(internal moisture content). Special consideration should be given to non-hermetic cavity packages.
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1.4 Reliability The methods set forth in this specification ensure that an adequate SMD package reliability can be achieved during
and after the PCB assembly operation, when the SMD packages are evaluated and verified by J-STD-020, J-STD-075, and/or by
JESD22-A113 plus environmental reliability testing.

Note: This specification does not address or ensure solder joint reliability of external interconnects for attached devices.
1.5 Terms and Definitions

1.5.1 Active Desiccant Desiccant that is either fresh (new) or has been baked according to the manufacturer’s recommendations
to renew it to original specifications.

1.5.2 Bar Code Label A label that includes information in a code consisting of parallel bars and spaces or a 2-D matrix format.

Note: For the purpose of this standard, the bar code label is on the lowest-level shipping container and includes information that
describes the product, e.g., part number, quantity, lot information, supplier identification, and moisture-sensitivity level.

1.5.3 Bulk Reflow Reflow of multiple devices with simultaneous attachment by an infrared (IR), convection/IR, convection, or
vapor phase reflow (VPR) process.

1.5.4 Carrier A pocket tape, tray, tube, or other container used to store and transport packaged devices.
1.5.5 Desiccant An absorbent material used to maintain a low relative humidity.

1.5.6 Floor Life The allowable time period after removal of moisture-sensitive devices from a moisture-barrier bag, dry storage,
or dry bake and before the solder process.

1.5.7 Humidity Indicator Card (HIC) A card on which a moisture-sensitive chemical is applied as a spot that will make a significant,
perceptible change when the indicated relative humidity is exceeded.

Note 1: Two types of HICs have been defined.

Type 1 HIC (reversible) For reversible spots the change is temporary and occurs as a change in color (hue), typically from blue
(dry) to pink (wet). A perceptible change will be seen if the humidity threshold is only momentarily surpassed.

Type 2 HIC (nonreversible) For nonreversible spots the change is not temporary and can be a spot color migration outside of the
spot border or some other nonreversible indicator. A nonreversible HIC includes at least a 60% RH indicator spot, but can have
other nonreversible RH% indicators that do not revert after exposure to a humidity threshold.

Note 2: The HIC is packed inside the moisture-barrier bag, along with a desiccant, to aid in determining the level of moisture to
which the moisture-sensitive devices have been subjected. Type 1 and Type 2 HICs that have been exposed to 60% or greater RH
will no longer be considered accurate.

1.5.8 Manufacturer’s Exposure Time (MET) The maximum cumulative time after bake that devices may be exposed to ambient
conditions prior to shipment to end user.

1.5.9 Moisture-Barrier Bag (MBB) A bag designed to restrict the transmission of water vapor and used to pack moisture-sensitive
devices.

1.5.10 Moisture-Sensitive Identification (MSID) A symbol indicating that the contents are moisture-sensitive.

1.5.11 Moisture-Sensitivity Level (MSL) A rating indicating a device’s susceptibility to damage due to absorbed moisture when
subjected to reflow soldering as defined in J-STD-020.

1.5.12 Rework The removal of a device for scrap, reuse, or failure analysis; the replacement of an attached device; or the heating
and repositioning of a previously attached device.

1.5.13 Process-Sensitivity Level (PSL) A rating used to identify a device that is solder-process-sensitive because the device
cannot be used in one or more of the base solder process conditions defined in J-STD-075.

1.5.14 Shelf Life (of a device in a sealed MBB) The allowable time that a dry-packed moisture or reflow-sensitive device can be
stored in an unopened moisture-barrier bag (MBB).
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